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Those keen eyed readers will have spotted that | am new to this column. I’m the new Managing Director at Sony Australia, 
taking over from Shusuke Oshima who has moved to a new role for Sony, based in the US. 


ve been a Sony employee for over 20 years and throughout that time I’ve seen some fantastic products and brands born. 
Long-standing favourites Walkman, Cyber-shot, Handycam and more recently BRAVIA and VAIO. But what we’re seeing 
today, with the advent of High Definition, is a remarkable step forward in content, colour and Clarity that has to be seen to 
be believed. 


We've got BRAVIA HD TVs, HD VAIO notebooks with Blu-ray, HD Handycam camcorders and even new Cyber-shot 
digital cameras with HD connectivity. And, of course, who can forget PLAYSTATION®3. At Sony, we call this range of HD 
products HD World and you can be sure that this world is here to stay. Our recent research here in Australia shows that 
over 50% of the market’s value in the important electronics categories (TV, DVD hardware, DVRs, etc) is made up of high 
definition products. Driving this charge towards a high definition world is our BRAVIA range, Australia’s best selling HD 
LCD TV, that’s fast becoming the HD hub of the loungeroom. 


After months of anticipation, PLAYSTATION®3 is a reality. The most exciting element of the PLAYSTATION®3, and why 
it's going to be such a success, is because it is so much more than a games machine. PLAYSTATION®3 features a 60GB 
hard drive and Blu-ray player, you can play Blu-ray movies and see your digital pictures, home movies, play HD games 
(and PS2 games too) — you can even browse the web. | urge you to check out a demo of PLAYSTATION®3 at your nearest 
electronics shop, only then will you see the power of HD in action. 


Three is the magic number in 2007 as not only can you buy PLAYSTATION®3, you can see Spider-Man 3 at the movies 
too. Previewed in this issue of Pulse, this latest movie sees Spider-Man battle with his inner dark-side, an interesting 
twist for our favourite arachnid superhero. As you’ve come to expect from Spidey, it’s a fast-paced, action-packed affair 
with some stunning special effects. Look out for our exciting in-store Spider-Man 3 promotions too — there are some 
phenomenal prizes to be won. 


Sport broadcasts in HD will also begin in earnest this year with Channel 10 screening the AFL, US Masters golf and the 
2007 Rugby World Cup in 1080 HD quality for the first time. In case you were wondering, these HD broadcasts are 
filmed using Sony’s professional HD cameras. So if anyone knows HD, Sony knows HD. 


Now, as you can see from this latest issue, Sony’s passion for quality, innovative products is as strong today as it was 
20 years ago when | started. It’s a fabulous time to be a consumer and | hope you enjoy our exciting range of products. 


Warm regards 


Carl Rose 
Managing Director 
Sony Australia 
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Delve into the third adventure, filled with vengeance, 


lust and forgiveness. 
MOst famous web the world’s 

~ t0 Critical 
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pidey is back — more troubled and darker than we’ve ever seen him before. in ; 


Also back in Spider-Man 3 — the latest outing in the blockbuster series 

that has already grossed more than $1.5 billion worldwide — are director 
Sam Raimi and actors Tobey Maguire, who plays Peter Parker and his alter ego 
Spider-Man, and Kirsten Dunst as his love-interest MJ. 

For fans of the webbed superhero - lifted from the legendary Marvel Comics 
series — who can’t wait for the film to hit cinemas on May 3, here’s a teaser of 
what you’re in for. 

Third time round, Peter Parker appears to be finally coming to grips with : 
his responsibilities as a superhero and his commitment to girlfriend Mary Jane. 's advice, “y) ). He 
Life is on the upswing. Even the media are, for a change, on side. But dark days, ‘there must also come 
loom for our arachnid hero. 

When Peter learns the identity of the true killer of his Uncle Ben, who was 
shot in the first movie, he becomes hell-bent on avenging his death. The focus of 
his hatred is Flinto Marko (Thomas Haden Church). 

But Marko isn’t your average crook. Nicknamed Sandman, the villain is 
able to change himself into sand and with it shape-shift, proving himself to be a 
worthy nemesis for Spider-Man. 
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Peter’s lust for revenge brings about a transformation. When an alien 
organism, a symbiote, infects him, it literally brings out Spidey’s dark side, 
staining his familiar red-and-blue costume jet-black. 

It’s a Faustian contract. The black suit, on the one hand, augments Spider- 
Man’s powers — he shoots web further, jumps higher, runs faster — but at the 
same time it corrodes his moral centre and draws to the surface the darker, more 
vengeful side of his personality. 

While he struggles internally with his personal demons, forces of darkness 
other than the gritty Sandman continue to gather, threatening him and those 
around him. 

The same symbiote that infected Peter has latched onto another hotshot 
photographer at the Daily Bugle, Eddie Brock (played by Topher Grace). Like 
Peter, Eddie develops an alter ego in Venom, who boasts similar super powers 
to Spider-Man’s. 

This leads to an interesting match-up between the two spidery foes. What 
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follows is a superhuman battle fought out among the skyscraper canyons, above 
the streets of New York. 
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Your wishes are granted with this 
great range of products. 














Capture your special moments on the HDRUX5 Handycam, 
our latest AVCHD-format camcorder. Record up to an hour 
of high definition footage to one 8cm DVD. With x.v.Colour 
you get true-to-life colour that more closely matches the 
human eye. $1,999 





The VAIO VGCLA38G is a new all-in-one PC concept, with 
a foldable keyboard and touchpad. Its slim body liberates 
desk space and curbs clutter. The unique audio feature lets 
you play music, view artist information, time and calendar 
even when the keyboard is folded up. $2,799 


€} Bluetooth 





lf you're after a phone that offers the latest music features 
and is the epitome of cool, reach for this new slim and sleek 
Sony Ericsson Walkman music powerhouse. At just 9.4mm 
thick, the W880i is Sony Ericsson's thinnest ever handset 
and weighs just 71 grams. With 1GB of storage and 
stunning good looks, it is available in silver or black. 


€ Bluetooth 


FLAYSTATION 3 





PLAYSTATION®3 is a brilliant entertainment system. 


MEXBT2500, Sony’s new AM/FM CD receiver for the car It features a built-in Blu-ray Disc drive, for a whole new The VGNG118GN7/B is the lightest and most durable 

with Bluetooth® means drivers can make safe, hands-free generation of gaming and digital media content. Rounding notebook on the market today. Weighing just 1.15kg, 

phone calls, listen to MP3 CDs or wirelessly connect the out its specs are HDMI connections, Wi-Fi and Bluetooth including the battery, with an extra tough exterior and a long 
receiver to compatible digital music players. $449 connectivity and a 60GB hard drive. $999 battery life of up to 11.5 hours. $3,699 











Carry all your memories around with the 2GB internal 


The MicroVault USM8GJ has an amazing 8GB capacity The TDMNW1 Walkman digital music port is designed memory onboard this cutting-edge camera. The DSCG1 
and acts as a portable hard drive. Using the new 8GB USB exclusively for Sony Walkman models with a Walkman Port features a super-large, high-resolution 3.5” Xtra Fine LCD, 
storage device is the easiest way to store, transport and (eg WMS706FV) enabling you to enjoy hours of music from 6.0 mega-pixels and a Carl Zeiss® Vario-Tessar® lens. The 
share data and with its retractable design, it is sleek and your Walkman through selected Sony DVD home theatre and wireless (Wi-Fi) function lets you send photos as you shoot 
lightweight. $499.95 sound systems. Version also available for iPods. $249 them to another wirelessly connected DSCG1. $999 

€ Bluetooth 





Our VRDMC3 DVDirect is a unique DVD burner capable of 


The 8-megapixel Cyber-shot DSCT100 camera is a direct-to-DVD recording from a camcorder or digital photos 
Ditch the wires by connecting the stylish SRSBTM30 showstopper, with its Carl Zeiss® 5x optical zoom lens and from a memory card — without a computer. It will even 
amplified speakers to a Bluetooth-enabled portable audio 3-inch LCD screen. Is capable of high-definition output (via help you transfer analogue video from VCRs onto DVDs. It 
player, mobile phone or a laptop. Enjoy a truly great sound optional cable) so you can take full advantage of the HD offers the simplest, most convenient means for sharing and 
experience as you stream your favourite tracks. $249 equipment already in your home. In red, black or silver. $749 preserving your memories. $399 
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possibilities for Blu-ray in the high definition era 








confident of one thing. It soon will be. Why so sure? 
Simple. The Blu-ray Disc (BD) is the next-generation, 
high-performance video disc set to take over, in time, from 
the phenomenonally successful DVD. It has un-rivalled 
backing of the electronics and computer manufacturers, 
as well as the major Hollywood studios, music labels 
and game developers. More than 170 in all, at last count. 
Which should come as no surprise given many of the 
world’s leading electronics, computer and media companies 
— including Sony— had a hand in developing the new disc. 

And another thing. The technology isn’t around the 
corner. It isn’t over the horizon or still on the drawing 
board. It’s here right now, today. 

“Any time new technology comes out, there’s a tendency 
first up for people to shy away from the unknown,” says 
Sony’s Technology Communications Manager, Paul Colley. 
“But the great thing about Blu-ray, it’s not at all scary. 
People have nothing to fear. We all know what DVDs and 
CDs are for and how to use them. All consumers really need 
do, is think of the Blu-ray Disc as a muscled-up DVD.” 

What people might not be ready for, though, is the 
sensory feast Blu-ray promises. Imagine pictures crisper and 
bolder than anything you’ve ever seen before. Hollywood 
blockbusters, video games, even home movies that look as 
if the action is about to burst from the television screen. 
And imagine a sound that envelops you, lifts you up and 
transports you into the thick of the onscreen world. 

Blu-ray also promises to open up a host of new 
possibilities — like being able to back up larger amounts 
of data from their PC, browse the internet and allow 
viewers to interact with what they’re watching in ways they 
would’ve never imagined. 

This is the dawn of the high-definition era, a 
worldwide revolution not so quietly taking place in home 
entertainment. Blu-ray is a cornerstone of this revolution. 
And it is a revolution that’s coming to a lounge room near 
you — right now. 

Michele Garra, Managing Director of Sony Pictures 
Home Entertainment and chair of the Australian Blu-ray 
Disc Working Group said, “The majority of the world’s 
consumer electronics, IT, music, game companies and 
Hollywood Studios, have already endorsed Blu-ray Disc 
because of its technical superiority and ability to provide an 
entirely new experience to consumers.” 


B=« is not yet a household name. But you can be 


The big deal about Blu-ray 

The first, and most important, thing you should know 
about the new Blu-ray Disc (BD) is its significantly increased 
capacity. Where a single-layer DVD stores 4.7GB, the 
equivalent BD holds 25GB and a dual-layer disc 50GB. This 
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Blu-ray Disc 


means the BD can fit up to five times what today’s regular 
DVD can (although the amount may rise in the future). 

How can the Blu-ray Disc do this? It can because the 
blue-violet laser beam, from which Blu-ray gets its name, 
is about a fifth the size of DVD’s red-light laser. This 
means the more concentrated blue-violet laser can read the 
contents of a disc — whether it’s a motion picture, video 
game or footage you’ve shot yourself — with far greater 
precision than the red. 

“So basically more can be packed onto a Blu-ray Disc, 
even though the disc is physically no bigger than a CD or 
DVD,” explains Colley. 

But what was the point of developing such a large- 
capacity disc? Two words. High Definition. A new 
larger-capacity disc was needed with which you could 
play, record or burn-to-disc high definition video (HD), 
images which can be displayed at up to five times the 
resolution of the standard resolution pictures most of us 
watch today. 

“The arrival of Blu-ray has paved the way for a new 
class of higher quality content,” says Colley, “be that a 
Hollywood movie, video game or something you’ve shot 
and edited yourself.” 


Enjoying the Blu-ray experience 

While Blu-ray flies under the radar of most shoppers today, 
it won’t be long before the BD logo will become a familiar 
— and common - sight. 

You'll see Blu-ray titles alongside DVDs in stores. All, 
but one, of the major movie studios are releasing new titles 
on Blu-ray Disc — and they are often doing it at the same 
time, as the DVD version. 

“We are looking forward to this pivotal year and the 
ultimate establishment of Blu-ray as the high definition 
packaged media standard,” says Mike Dunn, Worldwide 
President, Twentieth Century Fox Home Entertainment. 

Already there is a fast-growing library of Blu-ray titles, 
which first became available in the US and UK last September. 

Game shelves will also be another area awash with the 
BD logo. PLAYSTATION®3 game titles in particular. 

Sony’s PLAYSTATION®3 entertainment system, which 
was launched here in March and the US and Japan last 
November — was built purposely with Blu-ray technology 
in mind. 

“The greater storage capacity of the Blu-ray Disc 
is essential for PLAYSTATION®3 games created with 
cinema-quality, high definition graphics, surround sound, 
higher processing rates and, let’s not forget, a more 
realistic and responsive gaming environment,” says 
Patrick Lagana, Sony Computer Entertainment’s Senior 
Hardware Product Manager. 








PLAYSTATION 3 


PLAYSTATION®3 
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The PLAYSTATION®3, because it will be among the first wave of Blu-ray players on the market, 
is also expected to drive the take-up of Blu-ray. According to Lagana, 1 million PLAYSTATION®3 
systems hit the US in the first six weeks it went on sale and another million for Japan from its 
launch on 11 November to mid-January. 

“Some of the success of DVD’s take up can be directly traced to the popularity of PlayStation 2,” 
Lagana says. (About 200 million PlayStations, evenly divided between PS and PS2, have been sold 
worldwide.) “PS2, in particular, gave many consumers easy access to DVD. The same will happen 
with PLAYSTATION®3 and BD.” 

Of course, you’ll need a player of some sort to enjoy Blu-ray. While the PLAYSTATION®3 
entertainment system, which lets you play high definition movies as well as play HD games, is 
one option, there’s no shortage of stand-alone home decks available from a range of electronic 
manufacturers that play BD content. 

If the US is any guide, Australia — with a history of avidly adopting new technologies — is 
likely to pounce on Blu-ray. “We remain extremely encouraged by the growth in sales and player 
penetration in the US and are optimistic the international market growth will follow a similar 
pattern,” says Fox’s Dunn. 

In fact to enjoy Blu-ray content in its full glory, it’s worth investing in a screen that offers Full 
HD of 1080 horizontal lines (also written as Full HD 1080) and a surround sound system (Blu-ray 
supports up to 7.1 channels). 

The other thing worth noting is that Blu-ray players and recorders can also be backwards 
compatible. Importantly, this means they can play both CDs and DVDs as well as Blu-ray Discs. 
“This is vital in encouraging early adoption of Blu-ray,” says Colley. 

Of course, you don’t have to buy a Hollywood feature or a PLAYSTATION®3 game to enjoy the 
Blu-ray experience. Now you can make your own movies to play on Blu-ray with Sony HDV and 
AVCHD Handycam camcorders, Sony VAIOs with Blu-ray drives built-in or using a Sony BD drive 
in your desktop PC. 

The other invaluable aspect to Blu-ray is storage. A dual-layer blank Blu-ray Disk (BD-R or 
BD-RE) holds up to SOGB of information. This is roughly equal to 77 CDs, 50,000 hi-res images or 
15,000 music tracks (in mp3 format). 

“It simply becomes a more efficient means to backing up our digital lives from computers such as 
our digital photo albums, music and video libraries,” Colley says. 


Blu-ray’s other enhancements 

Another edge Blu-ray technology enjoys over DVD is the inclusion of BD-J, (a programming 
language based on Java™). One of the advantages of this is an interactive menu system that can be 
controlled independently while the movie is screening. 

With BD-J, compatible Blu-ray devices will be able to connect to the internet, allowing users to 
download updates to the BD such as a language subtitles or promotions. 

This year’s Consumer Electronics Show in Las Vegas showcased two examples of how BD-J could 
enhance Blu-ray’s viewing experience. 

One demonstration showed off “In Movie Shopping”. In this example, it was possible to pause 
the action and bring up information about products featured in the movie you were watching. If it 
were, say, a digital camera, you could add the camera to a shopping cart and, if you were networked 
to the web, purchase that item online. 

In a second demonstration, viewers were able to switch on “In Movie Gaming” while watching 
a movie. If the movie was the latest Bond flick, Casino Royale, for instance, you could go around 
shooting up the bad guys using a cross-hair sight that floated on top of the action. The movie, itself, 
wouldn’t be affected but an onscreen scoreboard would keep count of the number of bad-guy hits. 

“These demonstrations perfectly illustrate the flexibility of Blu-ray and the possibilities that 
await,” Colley says. “With BD-J on board, it won’t be long before we see other ideas emerge that 
will enhance the Blu-ray experience.” 
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>onfidently Blu-ray 
/hile thoughts of a higher-performing optical disc have been around 

yr almost a decade, it was only in the past few years, the Blu-ray Disc 
ssociation (BDA), was formed to band together some of the world’s 

‘ading consumer electronics, personal computer and media giants to 
evelop a high definition disc. Association members include high-profiled 
\dustry players such as Apple, Dell, Hitachi, HP, JVC, LG, Mitsubishi, 
anasonic, Pioneer, Philips, Samsung, Sharp, Sony, TDK and Thomson. 
oday the Blu-Ray Disc (BD) enjoys the support of more than 170 allied 
ompanies. This includes the vital backing of Hollywood, which has anointed 
1D as the successor to today’s DVD. Seven of the eight major movie 

tudios — Disney, Fox, Sony, Lionsgate, MGM, Warner and Paramount — 
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re expected to release new titles on Blu-ray Disc. 


seeing Blu - what you need 
low is the time to get the most out of your HD TV! To enjoy the full benefits 
f Blu-ray, you need three basic components: something that plays a Blu-ray 
isc (BD), a high definition screen on which to watch it and a surround- 
ound system (preferably 7.1, to capture the multiple channels of sound) 
ind the content itself (ie: a movie or a game). 
Vatching movies or playing games 
Blu-ray player — can be a home deck BDPS1, PLAYSTATION®3 console 
or a Blu-ray equipped VAIO notebook, the AR38 
‘HD TV — For the ultimate experience, the screen should be able to display 
HD pictures at a resolution of 1080 lines (720 lines is the minimum for HD) — 
four own movies 
: AVCHD or HDV camcorder — video camera that captures HD video (note: 
Sony AVCHD DVD Handycam camcorders record to a disc that can be : . & << ys 
played back on any Sony BD player or PLAYSTATION®3 without the need | _ , 
for editing or a computer) 
Blu-ray equipped notebook or a Blu-ray drive for your desktop PC — 
a computer and HD editing software (page 168) that can edit HD video 
sacking up your files 
1A PC with a Blu-ray drive (page 112) 
| Blank Blu-ray media to record onto BD-R for write once and BD-RE for 


re-writeable (page 176) HDRUX7 
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WHAT THE TECH! 

ClearVid™ CMOS Sensor 

The Job - a camcorder's image sensor is to 

- - ‘arVid™ CMOS Sensor performs the same task but 
ads at higher speeds a greater amount of pixel j 

He oi pixel information than ever 


Sal as images, as well as less blurring with fast-moving 

: Be , - pipes and lower battery Consumption. The total effect is 
igher-quality pictures in 1080i high definition video 

ree also enabled Sony to introduce: 

a * aye 

ae Record — the ability to shoot HD video and high resolution stills 
os Slow Record ~ Create slow-motion video clips at 100 frame 
a second with audio, | 
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emories aren’t fragments of our personal histories to be stowed away 

in cardboard boxes. The digital era has seen to that. New video 

recording technologies will preserve the past, yours and mine, for 
future generations with a richness of colour and clarity of detail that promise to 
bring memories alive like never before. 

“At almost four times the resolution of standard digital camcorders, high 
definition provides stunning picture detail so it’s like you’re reliving treasured 
moments, watching them almost through a window rather than a screen,” says 
Sony’s Senior Product Manager for Handycam, Di Shepherd. 

Sony has added four new HD Handycam models to its 2007 range. The 
HDRUXS and HDRUX7 models use a recording format called AVCHD 
(advanced video codec high definition), which cleverly compresses HD 
recordings, in MPEG-4 standard. Both the UX5 and UX7 models record straight 
to disc — up to an hour of HD footage or two hours of standard definition. 

The HDD model, HDRSR1 is particularly suited to shooting for longer 
periods in HD 1080i resolution. 

The other two models - HDRHCS5 and HCRHC7 - record in MPEG-2 
format to a high-definition tape (HDV). 

“It’s not just the startling results of HD that’s appealing,” says Shepherd. “Or 
that these camcorders arm the average user with almost professional film-making , 
capability. It’s also that the new line-up is more compact and affordable than HDRUX5 





_ SRGB is the Conventional colour benchmark that defines the com 
colour — of red, green, blue that together ee the ee | 

: a Colour, which complies with the new international xvVYCC (extend 

video YCC) colour standard, almost doubles (it is 1.8 times bi 

~ of colour, adding to the mix emerald green, dark cyan al . 

bright red he yellow. What t lis does is reproduce images mor ee 

how the human eye sees them. : wn oe 
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ever before.” 

There’s an important reason why it makes sense to think about upgrading 
to an HD Handycam, says Shepherd. “It future-proofs your home movies,” 
she says. “They are in a high-quality format that’s better suited to, and keeps 
in touch with, technologies as they are developed. You only have to think how 
difficult it is to view rolls of old 8mm family films today to see it pays to keep 


up-to-date with the latest video formats.” HDRHC5 HDRHC7 
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Calling the shots 


Style and simplicity in focus with Cyber-shot. 


here’s an interesting paradox in Sony’s Cyber-shot 

digital camera range for 2007. The cameras boast 

more features and have been boosted by new 
technologies — yet they are easier to use. What’s going on? 

“There’s a whole set of incredibly smart additions to 
the latest Cyber-shot digital cameras designed to produce 
better results for consumers,” says Sony’s Bill Christoforou. 
“But at the same time, our focus has been also to make the 
experience of using our cameras simpler and more intuitive.” 

At the centre of the design changes is a new stylish graphic 
user interface (GUI) featuring a crossbar-styled Home Menu. 

“The Home Menu is logically mapped out,” Christoforou 
says. “You read the menus in a crossbar fashion, from left to 
right, then top to bottom. This makes it easy to navigate the 
camera and find different functions such as shooting options 
or print settings at a glance.” 

But that’s not all. The new range helps you every step of 
the way with various guides that give clear explanations of 
what different features mean. 

A Function Guide explains the various options displayed 
on the camera’s click wheel. As you click from function to 
function, you see immediately what it does and when it’s 
best used. With an Image Size Guide, people are given what 
size print they can get from a specified mega-pixel level. 

An emphasis on greater ease-of-use hasn’t meant a 
“dumbing down” of Sony’s new Cyber-shot range. Quite the 
opposite, in fact. The 2007 range boasts a range of exciting 
new technologies aimed at giving people more confidence 
taking great photos. Here are some of the features on 
selected models: 














DSCT100 
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BIONZ 
Sony has adapted its advanced image processor used in its 
Digital Single Lens Reflex (DSLR) camera — called BIONZ 
— for its Cyber-shot range. The image processor is the ___ 
camera’s engine room, largely responsible for how . 
good an image looks. BIONZ brings an improved 
processing speed, automatically optimises 
exposure and contrast settings (D-Range Optimizer), 
exposes pictures according to conditions (Zone 
Matching) and incorporates Face Detection software. 









Face Detection 

Working with the BIONZ image processor, the camera uses 
face-recognition technology to detect all the faces within 

the frame and puts all its energy into achieving the right 
focus, exposure, white balance and flash control. What the 
technology does is give the people in the picture top priority. 


Double Anti-Blur 


A problem common to many people is blurry photos, 
caused by a lack of light or camera-shake at the moment of 
exposure. Sony’s double anti-blur system combines its High 
Sensitivity Mode (which compensates for moving objects or 
low light) and Super SteadyShot (which uses Sony’s Optical 
Image Stabiliser technology of built-in gyro sensors to make 
corrections in the lens when movement is detected). 


High Definition Output 

Sony is committed to providing customers with High 
Definition (HD) solutions (1080 horizontal lines of 
resolution). Beyond Handycam, Blu-ray Disc and BRAVIA 
televisions, now Cyber-shot digital still cameras can take the 
same sharp, clear pictures and display them in HD onto any 
HD TV (optional HD cable required). 
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avid Allen, Sony Marketing Manager for Audio says 
“It’s a pretty cool technology”. He’s talking about 
Bluetooth. Which for some may come as a surprise. 

That’s because the radio technology used to wirelessly 
connect a whole suite of different electrical devices 
~ from notebooks and phones to headsets and computer 
peripherals — doing away with the annoying tangle of cable, 
isn’t something that usually sits top of mind with most 
consumers. Instead, it does the job, working away quietly 
behind the scenes, reliably and without fuss. 

If Bluetooth is seen anywhere, more often than not it’s 
people with one of those space-age headsets hanging off 
their ear talking hands-free on their mobile phone. 

But new-generation mobile phones as well as a new 
range of Sony audio accessories equipped with Bluetooth are 
adding a little noise to Bluetooth’s image of quiet achiever. 

Sony’s new audio range is the key. It includes several 
models of hi-quality headphones, a set of speakers 
(SRSBTM30, $249), a couple of micro hi-fi systems 
(CMTHXSBT, $599 and CMTDHSBT, $699) and a car 
stereo head unit (MEXBT2500, $499) — all of them able 
to play music, transmitted from devices such as a mobile 
phone or personal audio player using Bluetooth. 

There’s an adapter, called a Bluetooth Audio Transmitter 
(TMRBT10 $149), that allows non-Bluetooth music players 
with a headphone jack (such as an MP3 Player) to pair 
with another Bluetooth device, such as Sony’s SRSBTM30 
Bluetooth speakers. A second adapter, a Bluetooth Audio 
Transceiver, lets you stream music from your Bluetooth 





www.sony.com.au 





mobile or music player through to your home 


CMTHX5BT 


theatre system. 

Sony also has introduced a Digital Media Port 
(TDMBT1, $249) a connection which allows connection 
of various modules — including Bluetooth, into a selection 
of its home-theatre systems that let you stream music from 
your portable Bluetooth-enabled Walkman, phone or 
personal audio player. 

“What’s crucial in all these products is Bluetooth’s ability 
to stream high-quality stereo music, using the A2DP profile, 
from one Bluetooth device, like a mobile phone, to another, 
such as a hi-fi system, speakers, headphones or car stereo,” 
says David Allen. “What it does is deliver new ways you 
can enjoy your favourite music no matter where you are or 
what you’re doing. 

“You can, for instance, listen to music stored on your 
mobile phone through headphones that can double as a 
hands-free kit if you get a call, you can listen to the same 
music on the way home through your car stereo and when 
you get home, you can listen to that music in hi-fidelity 
sound through your micro system or home theatre setup in 
the lounge room. 

“Hearing your favourite music thumping out of our 
massive MUTEKI system is an awesome experience and a 
pretty big difference to listening to them through the built- 
in speaker in your phone” 

What’s happening here is a shift in people’s minds 
~ away from Bluetooth as primarily a functional 
communication tool that lets you talk hands-free on your 
mobile towards Bluetooth as a means of keeping yourself 
entertained with music any time of the day or night. 

Allen says Sony’s Bluetooth-equipped audio range fits in 
well with “the company’s history in delivering high-quality 
audio and embracing emerging technologies”. 

What’s also likely to give Bluetooth a boost is the 
growing number of mobile handsets that support Bluetooth 
streaming, include music management software to assist 
in moving large song libraries about and have the memory 
capacity to store them. 

“Many Sony Ericsson handsets now have Bluetooth 
streaming and remote control built in,” says Sony Ericsson’s 
Antal Keur. “It’s not just about basic connectivity but how 
people choose to listen to their music.” 

Bluetooth is an open standard, which means any handset 
with Bluetooth works with Sony’s Bluetooth audio range, 
but Sony Ericsson has a wide range of Walkman-branded 
phones suited to different kinds of users who listen to music 
on the move. 

Sony Ericsson’s latest Walkman phone is the stylish, 
wafer-thin W880i with a brushed aluminum finish and 1GB 
Memory Stick. 
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Chill out 


Relax over the autumn with these fantastic entertainment 
options from Sony BMG Music and Sony Pictures. 


There’s something for everyone. 





The Fray 

- How to Save a Life 

One of the hottest albums of 2007 from 
band of the moment, The Fray. An exquisite 
collection of emotive, melodic stick-in-your- 
head songs. Also features ‘Over My Head’ 
(Cable Car). 


Maderate action 
wolence 





Casino Royale 

Introducing James Bond (Daniel Craig) 
before he holds his licence to kill. Our suave 
hero travels to Madagascar on the trail of 
criminal mastermind Le Chiffre. A no-holds 
barred adventure where Bond learns his 
most important lesson: Trust no one. 


www.sony.com.au 


Justin Timerlake 

- Futuresex/lovesounds 

Officially the hottest man in the U.S. right 
now, his #1 album include ‘SexyBack’, ‘My 
Love’, ‘What Goes Around... Comes Around’ 
and the forthcoming hit ‘Lovestoned’. 
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The Pursuit of Happyness 

Will Smith stars in the inspirational true 
story of Chris Gardner, a struggling San 
Francisco salesman. His luck changes when 
he lands an internship with a stockbroker, 
but will Chris rise above his obstacles to 
become a Wall Street legend? 
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Christina Aguilera 

- Back To Basics 

‘Candyman’ is the third single from Grammy 
award winning, Platinum album ‘Back To 
Basics’ by Christina Aguilera. Following on 
the back of two Gold Singles, ‘Aint No Other 
Man’ and ‘Hurt’. 


Avril Lavigne 

- The Best Damn Thing 

Her punkiest record yet, Avril is back 
with more anthemic hits that pushed her 
to the top of charts worldwide! Album 
includes ‘Keep Holding On’ and hot new 
single ‘Girlfriend’. 
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Open Season 

Sony Pictures Animation’s first feature film. 
With open season looming, a grizzly called 
Boog (Martin Lawrence) and a fast-talking 
mule deer named Elliot (Ashton Kutcher) 
must join forces to unite the woodland 
creatures and take the forest back! 





Black Hawk Down 

From acclaimed director Ridley Scott 
(Gladiator, Hannibal) and renowned 
producer Jerry Bruckheimer (Pear! Harbor, 
Armageddon) comes a gripping true 

story about bravery, camaradarie and the 
complex reality of war. 
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Sony and Landcare 


Making a difference to the Australian environment. 


ou already know Sony is the company that brings 

you wonderful technology, hardware, movies, music 

and entertainment — many of which are covered 
here in Pulse magazine. What you probably didn’t know is 
that for over thirty years, at a global level, Sony has been 
committed to creating a sustainable society for the next 
generation. Right across the globe, Sony is committed to 
developing environmentally conscious products, reducing 
the environmental impact of its sites as well as promoting 
product and packaging recycling. 

In terms of the scale, in 2005 around 30,000 Sony 
employees worldwide actively participated in volunteer 
activities to address the needs of their local communities. 
So that’s the global view, but what does that mean to us 
here in Australia. 

As part of our commitment to the Australian 
environment, Sony and Landcare have been in a partnership 
for about four years. Our partnership primarily takes the 
form of donating resources, including funds and Sony 
products, to Landcare projects all over the country. 

Over the past year, Sony has contributed to two 
new projects — both with a focus on encouraging and 
empowering young people. 

The first was the ‘kids teaching kids’ river health project 
with Arron Wood, Young Australian of the Year for 
Environment in 2002. At a series of kids ‘Firestarter’ events, 
with the help of Sony Australia, Arron is helping youngsters 










INTERNATIONAL 
Y COASTAL 
CONFERENCE 2006 





AUSTRALIA 


understand, appreciate, promote and actively care for our 
environment but most importantly he’s training the kids 
to teach each other about the importance of caring for the 
environment we live in. 

The second new project Sony Australia has supported 
this past year is the Wirraminna Environmental Centre out 
near Albury in South East NSW. 

The Centre provides education to Burrumbuttock Public 
School students and children from throughout the region 
to ensure continued conservation of Wirraminna and other 
local dreas. 

The building is equipped with the latest Sony audio- 
visual technology. The support from Sony means the school 
is able to deliver environmental education with the use 
of innovative technology, a highly interactive education 
program and greater capacity provided by the interpretive 
centre. 

Sony and Landcare Australia also helped to set up a 
live webcam to film squirrel gliders at a property near the 
school which can be seen on the Centre’s website: 
Wwww.witraminna.org 

Whether it is at a product level through the introduction 
of energy efficient technologies and the elimination of 
environmentally hazardous substances, or at a company 
level with participation in take-back and recycling projects 
and the activities with Landcare Australia, Sony is working 
in harmony with the environment. 
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A PLAYSTATION®3 


Tell us what you think of the latest edition of 
Pulse, and you'll go in the running to win a 
PLAYSTATION®3 that will revolutionise your living 
room. Fill out a short survey and tell us why 
you deserve to win the PLAYSTATION®3 — the 
complete digital entertainment solution. 










Head to www.sony.com.au/pulsesurvey now! 





NEW IN THIS EDITION... 
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KEY TECHNOLOGY 

















The Cell Broadband Engine™ is the digital soul 
behind the PlayStation®3 system. Years in the 
making, engineers from Sony, IBM, and Toshiba 
have developed an advanced microprocessor unlike 
any other. The Cell Broadband Engine has eight 
Synergistic Processor Units (SPUs) or “cores” to 
help balance the processor workload thus making 
it more powerful and more efficient than traditional 
“single-core” processors. Breakthroughs in fidelity, 
believability, and hyper-reality enabled by the raw 
power of the Cell Broadband Engine™ processor 
provide limitless experiences. 


JPLAYSTATION’S Blu-ray Disc™ Techn 








ee Blu-ray (BD) is ¢ Although the same size as a CD, a Blu-ray disc 
the next-generation can fit up to 77 CDs or almost six DVDs of 
Th media format that information on a single disc 
Blu-rat{ DIsc delivers the ultimate ¢ The high storage capacity of Blu-ray 
High-Definition discs enables PLAYSTATION®3 to deliver 
entertainment experience. Just like the DVD High Definition, media-rich Gaming and 
format offered a technological leap over CDs, Movie experiences 
Blu-ray Disc™ is the next leap forward in the ¢ Blu-ray is supported by more than 170 
natural advancement of data storage and leading manufacturers 
digital entertainment. * Seven of the eight major film studios have 


announced Blu-ray movie titles 
Facts about Blu-ray Disc™ 
¢ A new high capacity, High Definition, More information about Blu-ray can be found 
disc format using blue laser technology at the Blu-ray Disc Association’s Website 
* A Blu-ray disc can store up 25GB (single layer) © www.blu-raydisc.com 
and 50GB (dual layer) of data 





_PLAYSTATION?ES SIXAXIS” Wireless Controller 


The iconic PlayStation® controller is back in a movement through six axes. Control direction 
revolutionary new form for PLAYSTATION®3. left, right, forward, backward, up and down. 
Bluetooth technology allows up to seven Positional control of pitch, roll, and yaw. Imagine 
controllers to connect to the system wirelessly steering an airplane and you'll get a better 
providing greater freedom to control your understanding of how the motion-sensitive 
on-screen gaming action. control works. This intuitive new control system 
allows for a new level of interactive experiences, 
This added freedom is useful, because the while still providing a benchmark control 
controller is also motion-sensitive, detecting system that’s familiar to millions of PlayStation® 


fans. Conveniently, you can also turn the 


® 
Bluetooth PLAYSTATION®3 on or off wirelessly from 
the controller. 


_PLAYSTATION®3S AND PSP® XMB 











Navigate your way through your PSP® The XMB™ (Cross Media Bar) utilises icons 
(PlayStation®Portable) or PLAYSTATION®3 that represent the key entertainment functions 
without a complicated menu to decipher! you will come to love on your PSP® or 
PLAYSTATION®3. By simply using the 
e directional buttons to navigate you will be 
eceoee able to access Photos, Music, Videos, 
. Games, Online entertainment and more. 
XMB.. PLAYSTATION®3 XMB™ 


Icons are used for illustrative purposes only 





LAN (Wi-Fi IEEE802.11b) 
CERTIFIED on your PSP® you can access 

the Internet through Wireless 
Hotspots or connect to other PSP® owners directly. 
With Wireless Internet access online entertainment 
is now at your fingertips allowing you to play against 
other friends all around the world, download game 
demos and other cool content directly from www. 
yourpsp.com.au, enjoy the latest audio or video RSS 
(Real Simple Syndication) / podcast feeds or simply 


fb With the inbuilt Wireless 


surf websites and access web based email on the go. 


PSP® can also be used with PLAYSTATION®3 as 
an additional controller or to access your 
PLAYSTATION®3 content. 


*Wireless Broadband Internet access required. 


PSP® Future Peripherals 





Take advantage of new innovative peripheral 
products that will expand the capabilities of your 
PSP®. Peripheral attachments that are coming in 
the not-so-distant future include the GPS (Global 
Positioning System) and Camera attachments. 
Both the GPS and camera attachment will 
enhance your gaming and non-gaming 
experiences wherever you are! You can expect a 
range of games to take advantage of these new 
technologies and who knows what other great 
applications these innovative products will allow 
for on your PSP®! For further updates refer to 
www.yourpsp.com.au 


PS2° Social Gaming Peripherals 


The EyeToy® Camera 


The EyeToy® USB camera sits on top of your TV 
and plugs into your PlayStation®2 and provides 
you with an innovative gaming experience that 
gets you out of your seat!. “What for?” well, 
imagine if instead of just playing the game you 
could be part of it! With EyeToy® you can. The 
motion-sensitive EyeToy® USB camera monitors 
you as you stand in front of the TV, putting your 
image on screen in the middle of the action. 
Then you use your arms, legs, head, bottom... 
in fact any part of your body to play the games. 


SingStar® Microphones 


SingStar® technology lets you become the star of 
your very own singing show! Setting up is easy — 
simply plug your SingStar® mics (through a USB 
adaptor) into the USB port of your PlayStation®2 
and you are ready! SingStar® measures, judges 
and scores your performance based on pitch, 
tone and rhythm, so when it comes time to 
having a singing battle against your friend on 


* 











Additionally, the EyeToy® camera has an in-built 
microphone, so you can make noises in selected 
games to control the action! EyeToy® technology 
features in a number of PlayStation®2 games so 
look for the “EyeToy® USB Camera required” and 
“Enhanced with Eyeloy® USB Camera” logos or 
check www.eyetoy.com for further information. 
With over 330,000 EyeToy® USB Camera owners 
in Australia — you won't be wiggling in front of 
your TV alone! 


your favourite song — let SingStar® determine 

the winner. There are over 240,000 SingStar® 
mics in Australian homes to-date. And beware 
as there are imitators out there, but SingStar® 
games are the only ones to offer you original 
music and videos (original videos included where 
possible). Check out www.singstargame.com for 
more information. 
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PLAYSTATION®S 
AVAILABLE NOW 


vY Blu-ray Disc Drive for High Definition Movies and Games (up to and including 1080p) 
VY Cell Broadband Engine™ for unrivalled Movie and Game rendering 


Y HDMI output (ver 1.3) 


Y SIXAXIS Wireless Controller (motion sensitive control) 


Y 60GB upgradeable Hard Disk Drive 


INTRODUCING PLAYSTATION®3 

¢ Combining the latest developments in 
entertainment technology with incredible 
processing power, PLAYSTATION®3 is the 
most capable computer entertainment 
system ever created for your living room. 

¢ With full support for Blu-ray Disc, High 
Definition displays, widely-used memory 
card formats and more, PLAYSTATION®3 
will transform your entertainment lifestyle. 


KEY FEATURES 

¢ PLAYSTATION®3 is also a state-of-the 
art Blu-ray Disc player that supports 
1080p High Definition gaming 
and movie playback. 


PLAYSTATION®’S ( GOGB CONFIGURATION ) $999.95 * 


AVAILABLE NOW 


CPU 
¢ Cell Broadband Engine™ 


° RSX™ 

* Dolby 5.1ch, DTS, LPCM, etc. 
(Cell-based processing) 

MEMORY 

* 256MB XDR Main RAM, 
256MB GDDR3 VRAM 

HARD DISK DRIVE 


¢ 2.5" Serial ATA (60GB) 





¢ True 1080p High Definition support 
provides unbeatable picture quality 
— visuals are flawlessly crisp and clear. 

e Motion-sensitive rechargeable wireless 
Bluetooth® controllers and an intuitive 
control system. (Up to seven SIXAXIS™ 
Wireless Controllers can be connected 
to your PLAYSTATION®3.) 

¢ Hard Disk Drive storage space for your 
videos, music, games and downloads. 

¢ Wireless online connectivity — surf 
the Internet and experience social, 
multiplayer gaming at its very best. 

¢ Backwards compatible with thousands 
of PlayStation® (PS one®) and 
PlayStation®2 games. 

¢ Unique inter-connectivity with PSP® 
(PlayStation®Portable). 


¢ USB 2.0 (x4) 
¢ MemoryStick /SD /CompactFlash~* 
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* Ethernet (x1 / 1OBASE-T, 100BASE-1X, 


1000BASE-T) 
e IEEE 802.11b/g 
¢ Bluetooth 2.0 (EDR) 
¢ Wireless (Bluetooth®) Controller 


fy 
HY 


* Screen size 576i, 576p, 720p, 
1080i, 1080p 


UTPUT 


PLAYSTATION®S ACCESSORIES 


SIXAXIS™ WIRELESS CONTROLLER 
AVAILABLE NOW $79.95 * 

¢ The SIXAXIS™ Wireless Controller 
for PLAYSTATION®3 employs a 
high-precision, motion sensitive, 
SIX axis system, which detects 
natural hand movements for 
intuitive real-time interactive play. 
Built-in rechargeable battery lasting 
up to 30hrs when fully charged 
Bluetooth® wireless technology 
allows up to 7 players to play at 
the same time 

¢ Six axis motion sensitive control 





BLU-RAY DISC REMOTE CONTROL 

BLUETOOTH® COMPATIBLE 

AVAILABLE NOW $49.95 * 

e Exclusive for use with the 
PLAYSTATION®3 system. This remote 
control uses Bluetooth® wireless 
communication to operate playback 
of Blu-ray Discs (BD) and other 
types of disc media* on the 
PLAYSTATION®3 system. 





SONY HDMI CABLE (DLCHM15) 

¢ High Definition Multimedia Interface 
(HDMI) is a new digital interconnection 
Standard designed for consumer A/V 
devices. It not only carries digital video 
but it also carries the digital sound 
in a single cable. It was designed 
to provide the ultimate in video and 
sound quality. 4 





PLA STA Triqgorns 


¢ HDMI Out — (x1/HDMI ver 1.3) 
¢ AV Multi Out (x1) 
¢ Digital Out (Optical) (x1) 


ty 
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of PlayStation® (PS one®) and 
PlayStation®2 games. 

¢ Read Only Maximum Read Speed BD 
2x (BD-ROM) 

¢ DVD 8x (DVD-ROM) 

* CD 24x (CD-ROM) 

¢ SACD 2x 


S-VIDEO CABLE 

COMING SOON 

¢ Compatible with virtually all top of the 
range televisions with S-Video input 
connectors, the official S-Video Cable 
provides superior picture quality and 
Sharper, more vivid colours. Features 
separate left and right audio plugs 
for connection to an amplifier or 
hi-fi system. 

¢ Compatible with PlayStation® 
(PS One®), PlayStation®2 and 
PLAYSTATION®3. 








AV CABLE (COMPOSITE) 

COMING SOON 

¢ The official AV Cable (integrated 
audio/video) provides audio and 
video connection between your 
PLAYSTATION®3 system and your 
TV set. 

* Compatible with PlayStation® 
(PS one®), PlayStation®2 and 
PLAYSTATION®3. 


\ 


ee * 





: Dimensions (WxHxDmm) : 
325 x98 x 274 
¢ Weight : Approximately 5kg 


COMPONENT AV CABLE 

COMING SOON 

¢ Use the Component AV Cable for 
superior quality picture, colours 

and sounds on your TV. Featuring 
separate left and right audio plugs 

for connection to an amplifier or hi-fi, 
the Component AV Cable is compatibl 
with all top of the range televisions thé 
have component video inputs 

LY, CB/PB, Ck/PR): 

Compatible with PlayStation®2 and 





FOR FURTHER INFORMATION VISIT 
WWW.PLAYSTATION.COM.AU OR 
PHONE 1300 365 911 


“Storage media (“Memory Stick”, SD memory card, and CompactFlash) are sold separately. “Dolby” is a trademark of Dolby Laboratories. “DTS” is a trademark of Digital Theater Systems, Inc. “CompactFlash” is a trademark of SanDisk Corporation. 
“HDMI” is a trademark of HDMI Licensing LLC. “Blu-ray Disc” is a trademark. “Bluetooth” is a trademark of Bluetooth SIG, Inc. “Memory Stick” is a trademark of Sony Corporation. “PLAYSTATION” is a registered trademark of Sony Computer 
Entertainment Inc.” All other trademarks are the property of their respective owners. °2006 Sony Computer Entertainment Inc. All rights reserved. Design and specifications are subject to change without notice. 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice 





- PSP® BASE PACK 


CERAMIC WHITE OR BLACK $329.95 * 


vV Widescreen 480 x 272 pixel, 16.77 million colours display 


VY Integrated Wireless 802.11b 


VY USB 2.0 (via USB cable with Mini-B type connector) 


SPECIFICATIONS 

¢ Color : Black or Ceramic White 

¢ CPU : PSP CPU (System clock 
frequency 1~333MHz) 

¢ Main Memory: 32MB 

e Embedded DRAM: 4MB 

DISPLAY 

¢ 4.3 inch, 16:9 widescreen TFT LCD 

© 480 x 272 pixel (16.77 million colors) 

¢ Max. 200 cd/m? (with brightness control) 

¢ Speakers : Built-in stereo speakers 

MAIN INPUT/OUTPUT 

e IEEE 802.11b (Wi-Fi) 

¢ USB 2.0 

¢ Memory Stick™ PRO Duo Slot 

¢ IrDA (IR Remote (SIRCS)) 

¢ Disc Drive : UMD Drive (Playback only) 

MAIN CONNECTORS 

¢ DC OUT 5V 

¢ Terminals for charging built-in battery 


¢ Headphone / Microphone / 
Control connector 

¢ Power : Built-in lithium-ion battery, 
AC adaptor 

¢ Access Control : Region Code, 
Parental Control 

GENERAL 

¢ Dimensions (WxDxHmm) : 
Approx. 170 x 74 x 23 

¢ Weight : Approx. 260g 
(including battery) 


SUPPLIED ACCESSORIES 
¢ PSP® System 

¢ AC Power Cord 

¢ AC Adaptor 

¢ Battery Pack 

¢ UMD Sampler Disc 


PSP® MEDIA MANAGER 


$39.95 * 


V Transfer videos, photos, music, and documents to or from your PSP® 
VY Subscribe to audio and video RSS (Real Simple Syndication) feeds / podcasts 
and automatically get new episodes on your PSP® 


vY Extract songs from your own CDs 


Transfer video from DVD home movies or DVD camcorders to your PSP® 
V Prepare files for conversion even when your PSP® isn’t connected to your PC 


SPECIFICATIONS 

PHOTO 

¢ Transfer digital photos for immediate 
playback on PSP® 

¢ Supports : bmp, gif, jpg, png, tif, 
and more 

MUSIC 

¢ Find music on your PC for transfer and 
playback on PSP® 

¢ Supports ATRAC3™, mp3, wav, wma, 
and other formats 

VIDEO 

¢ Use your PSP® system as a portable 
video player 

¢ High-quality Sony® AVC video encoding 

¢ Supports, avi, mov, mp4, mpg, wmv, 
and more 


PSP® VALUE PACK - MEDIA MANAGER EDITION 


RSS / PODCAST FEEDS 

¢ Subscribe to audio or video RSS (Real 
Simple Syndication) feeds / podcasts and 
PSP® — formatted magazines 

* Built-in directory of popular RSS feeds 

INTERNET BOOKMARKS 

* Transfer Internet Explorer favorites 
OM ee | a 

DOCUMENTS 

¢ Transfer and share documents on PSP® 

¢ Supports Excel, Word, HTML, txt, 
and more 

GAME 

* Back up game saves to your computer 

* Move game saves between Memory Stick 
Duo™ media 


MEDIA MANAGER EDITION $399.95 * 


Vv Media Manager ver 2.0 for PSP® — Transfer videos, music, photos and more easily* 


VY 1GB Memory Stick PRO Duo™ 


V Widescreen 480 x 272 pixel, 16.77 million colours display 


VY Integrated Wireless 802.11b 


VY USB 2.0 (via USB cable with Mini-B type connector) (Sold separately) 


SPECIFICATIONS 

¢ Color : Black 

¢ CPU : PSP CPU (System clock 
frequency 1~333MHz) 

¢ Main Memory: 32MB 

¢ Embedded DRAM: 4MB 

DISPLAY 

¢ 4.3 inch, 16:9 widescreen TFT LCD 

¢ 480 x 272 pixel (16.77 million colors) 

¢ Max. 200 cd/m? (with brightness control) 

¢ Speakers : Built-in stereo speakers 

MAIN INPUT/OUTPUT 

e IEEE 802.11b (Wi-Fi) 

¢ USB 2.0 

¢ Memory Stick™ PRO Duo Slot 

¢ IrDA (IR Remote (SIRCS)) 

* Disc Drive : UMD Drive (Playback only) 


MAIN CONNECTORS 
¢ DC OUT 5V 
¢ Terminals for charging built-in battery 
¢ Headphone/Microphone/Control connector 
¢ Power : Built-in lithium-ion battery, 
AC adaptor 
¢ Access Control : Region Code, 
Parental Control 
GENERAL 
¢ Dimensions (WxDxHmm) : 
Approx. 170 x 74 x 23 
¢ Weight : Approx. 260g 
(including battery) 


4Requires Microsoft® Windows® XP SP2 or later. Media Manager for PSP® requires USB cable with Mini-B type connector. 
USB cable sold separately. Internet Connection required for software authentification and activation. 


@ Refer to KEY TECHNOLOGY pages for detailed information. 








SUPPLIED ACCESSORIES ¢ Memory Stick PRO Duo™ (1GB) 
* PSP® System (Black) ¢ Wrist Strap 

¢ AC Power Cord e Pouch 

¢ AC Adaptor ¢ Cloth 


¢ UMD Sampler Disc 
¢ Media Manager for PSP software 
download voucher 


¢ Battery Pack 
¢ Headphones with Remote Control 
¢ Memory Stick Duo™ (32MB) 
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PLAYSTATION*®2 


CHARCOAL BLACK $199.95 * 
SATIN SILVER $209.95 * 







¥Y Slim-line design and a games catalogue of over 2,500 compatible titles, 
there’s something for everyone on PlayStation®2 . 

v Enhance your gaming ells — be the star of the sue on your own TV with 
an interactive EyeToy® USB Camera (for PlayStation®2)’; become a pop idol with 
SingStar® Microphones or direct multiplayer missions with a USB Headset (for 
PlayStation®2) — all using the integrated USB connectors 

v Immerse yourself in DVD home entertainment - enjoy the latest DVD video 
releases with exclusive special features as well as your personally recorded DVDs 
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¥ Fully backward compatible with PS® One software 4 

v Discover living, breathing online worlds — thanks to the built-in network | 
connector, thousands of gamers are waiting to welcome you to an ever-growing 
online community” | 

SPECIFICATIONS SUPPLIED ACCESSORIES 

¢ Colour : Charcoal Black and Satin Silver ¢ PlayStation®2 computer entertainment 

¢ CPU : 128 bit “Emotion Engine” system (with integrated infrared receiver 

¢ Power : DC 8.5V and Ethernet port) 

INTERFACES ¢ Analog Controller (DUALSHOCK®2) 

¢ Controller Port x 2 ¢ AV Cable (integrated audio/video) 

¢ Memory Card slot x 2 ¢ AC Adaptor 

¢ USB connector x 2 ¢ AC Power Cord 

¢ Network connector x 1 
(100BASE-TX/10BASE-T) 


¢ DC IN 8.5V connector x 1 

¢ AV Multi Out connector x 1 

¢ Digital Out (Optical) connector x 1 

¢ Infrared I/R Receiver 

COMPATIBLE FORMATS 

¢ PlayStation® format CD-ROM 

¢ PlayStation®2 format CD-ROM 

¢ PlayStation®2 format DVD-ROM 

¢ Audio CD 

¢ DVD-Video* 

¢ DVD-RW (VR mode) 

¢ Dimensions (WxHxDmm) Approx. : 
2350 4.25 * 152 

¢ Weight : Approximately 900g 


Stand sold separately 


‘Sold separatel 
® Broadband Internet connection required for network entertainmen 
*The term “DVD-Video” is used to refer to DVD-R, DVD-RW (Video mode), DVD+R and DVD+RW discs 


PLAYSTATION® 2 OPTIONAL ACCESSORIES 


Multitap 
(only for slimline PlayStation®2) $79.95 ” 
Available in Charcoal Black 





Analog Controller (DUALSHOCK®2) 
(for PlayStation®2) $49.95 * 
Available in Satin Silver 


Buzz! Buzzers and Charcoal Black 


(for PlayStation®2) $69.95 * 


Vertical Stand 
(for PlayStation®2) $24.95 * 
Available in Satin Silver 





Memory Card (8MB) $39.95 * 
Available in Satin Silver 
and Charcoal Black 


USB Headset 
(for PlayStation®2) $69.95 * 
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FOR FURTHER INFORMATION VISIT WWW.PLAYSTATION.COM.AU OR PHONE 1300 365 911 


NO 
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*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice. 





SINGSTAR? POP HITS 


MICROPHONE BUNDLE $99.95 * 
STANDALONE SOFTWARE $49.95 * 
Release Date : June, 2007 Players : 1-8 (Pass the Mic Mode) 


FEATURES 

* Be a star! Gather friends and family and 
sing duets or battle each other out on 
your favourite tracks. With a total of eight 
SingStar titles including SingStar Pop 
Hits (out June 2007) there’s now 230 
tracks to collect! And with more tiltles to 
come you will have an ever-expanding 
SingStar® track list to choose from! 

* Meticulously selected tracklists featuring 
a range of high-quality and well-loved 
hits. All songs are original recordings, 
accompanied by the original video” 


™ Where possible 


INSTANT PLAYABILITY 

¢ The specially designed and branded 
SingStar® USB microphones take seconds 
to set up — just plug in, turn on and sing! 

PARTY GAMING 

¢ Massive range of multi-player game 
modes, including team play for up to 
8 SingStar fans 

CLASSIC GAME MODES 

° Try Freestyle Mode, where you don’t 
have to worry about scoring and can sing 
whatever you like — ideal for perfecting 
your performance! 

ENHANCED WITH EYETOY® 

¢ Eyeloy® USB Camera (for PlayStation®2) 
compatible so players can see themselves 
singing and their faces up on the 
high-score chart 

¢ For more information and full track 
listings go to www.singstargame.com 


EYEIOY FLAY - SPORTS 


EYETOY® USB CAMERA BUNDLE $99.95 * 
STANDALONE SOFTWARE $59.95 * 


Players : 1-8+ (Audience Participation) 


FEATURES 

¢ The ideal PlayStation®2 title for families. 
Eyeloy® : Play Sports features the most 
mini-games yet — 101 games, inspired 
from real sports but turned upside down 
in a traditionally EyeToy® crazy way! 
You'll be able to compete in everything 
from ostrich-racing and pancake-tossing 
to racket-stringing and keep-ups-football, 
where players will be paired to coordinate 
their effort 


MULTIPLAYER OPTIONS 

¢ Take on a single opponent and play 
Fight Night or Air Hockey lvl 

¢ Having a few friends over, try out Curling 
or Boulder Ball with 3 or 4 players 

¢ Want team competition, try the Ice Chase 
or Free Kick 2v1 

¢ Want to even up the play, how about 
Elephant Chase or Leap-Frog 2v2 

¢ And if you have a full house, up to 
8 players can compete in the Parachute 
Plunge game mode where you have to 
win mini-games to stay in the air 

¢ Fear not, if you are home alone you can 
perfect your skills with a host of single 
player games such as Archery or 
Baseball Batter 

¢ For more information go to 
www.eyetoy.com 


BUZZ!™ BUZZER BUNDLE $99.95 * 
STANDALONE SOFTWARE $59.95 * 
Release Date : May, 2007 Players : 1-8 (With two sets of Buzzers) 


FEATURES 

¢ It’s the Saturday night TV game show 
experience, live in your living room! 

¢ Over 5000 brand new questions 
covering TV, movies, music, sport, 
science, nature and more... 

¢ Fully implemented mode for more 
enjoyable multiplayer experience 

¢ All new rounds including Point Picker, 
Winner Stays On and The Final 
Countdown 

¢ “Mystery Games” — special rounds where 
Buzz takes centre stage and challenges 
the contestants in a range of crazy ways : 
take him on at Four-Card Monte, or pick 
out a winner in the horse races 


¢ Fine-tune the Buzz! experience with 
3 difficulty levels and 3 game lengths 

¢ For hardcore Buzz fans, the Hall of 
Fame stats eg. percentage of questions 
answered correctly, average buzz speed 
and more... 

¢ 16 contestants to choose from, 
with favourites like Ash and Pelvis 
and brand new characters, including 
mighty superhero Quiz Man! 

¢ Plug in an EyeToy USB Camera and 
get yourself on the big screen 

¢ For more information go to 
www.buzzthegame.com 


pe Refer to KEY TECHNOLOGY pages for detailed information. 
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KEY TECHNOLOGY 





HIGH DEFINITION | 
What is High definition? 


For many years television and DVD has been 
viewed in standard definition. This means the 
picture has a maximum resolution of 576 lines. 
This resolution has been adequate for most 
viewing applications, but as televisions have 
grown in size standard definition images no 
longer appear clear or filled with detail. High 
definition (HD) has been developed to deliver 
higher resolution video and with it greatly 
increased levels of detail and clarity. There are 
two versions of high definition 720 lines known 
as ‘high definition’ and the more detailed 1080 
lines known as ‘Full High Definition’ (Full HD). 
The latter is the highest quality standard giving 
up to 5 times the detail of DVD. 





576 lines 


al 





How can you experience 


High Definition? 
In order to enjoy the benefits of a high definition 


you will need equipment capable of recording, 


playing and displaying the high definition video 
Signal in it’s native HD resolution. ‘Full HD’ 
refers to any product capable of the Full 1080 
horizontal lines of resolution. 









720 lines 


BRAVIA Why Choose LCD? 


The benefits of Liquid Crystal (LCD) have led 
Sony to focus on this particular technology. This 
has put Sony at the forefront of high definition 
televisions and means models are now available 
in many sizes and for all budgets. 


High Resolution 

With the dramatic increase in High Definition 
(HD) television broadcasts and the introduction 
of Blu-ray, choosing a LCD television is a smart 
choice, as the pixel size used to create the 
picture is smaller than other display technologies. 


Small pixels result in fine detail and clarity on all 
screens, regardless of screen size. 


No screen burn 

With no risk of ghost outlines from static 
images LCD televisions give you peace of 
mind on your investment. 


Wide viewing angles 

The latest SONY panels used in BRAVIA allow 
very flexible placement options as viewing angles 
can be as wide as 178 degrees. This means 
everyone in the room, wherever they may be 
seated, gets a clear view of the action. 





HD BRAVIA 
All Bravia televisions are capable of displaying 

High Definition video signals while the X series, 
SXRD televisions and projectors are capable of 

Full HD. 


1080 lines 


Fast response times 

Sony’s BRAVIA, can reach an impressive 8ms 
response time-effectively eliminating any motion 
blur or smearing that can stop your enjoyment of 
fast paced sports or action films. 


The environment 

LCD televisions typically consume less power 
than the equivalent size CRT or plasma 
television, saving you money, and helping the 
environment too. 
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LCD Televisions use backlights to illuminate and provide colour on screen. 


The backlight usually consists of Cold Cathode Fluorescent Lamps (CCFL), 
generally producing a limited range of colours within the visible colour spectrum 


(see diagram). 


Many BRAVIA televisions use an improved backlight system to deliver 


significantly more colours. 


As this Sony innovation covers a wider range of colours it is known as the 
Wide Colour Gamut, Cold Cathode Fluorescent Lamp or WCG-CCEL. 


This technology delivers richer reds-perfect for accurate skin tones-lush 
greens-great for sports and deeper blues for realism across the colour spectrum. 


Advanced colour processing, known as Live Colour Creation, contributes to the 
unmatched colour accuracy Bravia Televisions have become renowned for. 


With the introduction of varied High definition video sources such as HD TV, 
Blu-ray movies and Playstation 3, the ability to reproduce a broader spectrum 


of colours becomes essential. 
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BRAVIA 3SLCD 


3LCD is the core technology used in the 

BRAVIA 3LCD range of high definition televisions. 
It uses 3 high definition LCD panels to create 
highly detailed pictures with rich colour. The 
3LCD system is possible through the use of 
special dichroic mirrors to split white light into 
red, green and blue beams. Each beam is 
directed through a dedicated LCD panel, which 
allows precise colour reproduction and video 
information to be shown on screen without flicker 
or the detrimental ‘Rainbow effect’ sometimes 
experienced with other technologies. 


Check the details at www.3LCD.com 


BRAVIA Wide Colour Gamut Backlight _ 
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The 3 individual beams are recombined before 
being shown on screen through the use of a high 
grade prism. 


The 3LCD system has many benefits: 

1) High native resolution. 

2) Vibrant,natural colour reproduction, as all 
colours are shown on screen simultaneously. 

3) Bright images with dynamic colour. 

4) Lumen for lumen, 3LCD technology will 
deliver brighter, more dynamic colours. 
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WCG-CCEFL realises Deeper Reds, Greens 
and Blues for more realistic colour 
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3LCD light path 
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Silicon X-tal Reflective Display 


SXRD is a highly advanced form of liquid crystal 
technology developed by Sony. 


SXRD works by using a highly reflective back 
plate, on which liquid crystals are arranged in 


KEY TECHNOLOGY 


SXRD devices deliver a resolution of 

1920 x 1080 with a rapid pixel response 
time of only 5 milliseconds. This means even 
the most detailed and rapidly moving pictures 
are displayed without fault. 


Dynamic contrast techniques, including several 
Sony unique technologies, ensure SXRD products 
deliver ink-like blacks and bright whites, with 
precise colour fidelity. 
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a Full High definition resolution. 

SXRD products are perfectly partnered with 
High-definition video sources such as HDTV, 
Blu-ray, HD Handycam and PLAYSTATION®3. 


Unlike other LCD projection systems, the SXRD 
panel reflects light through pixels without 
interference of the TFT (thin film transistor) layer, 
this means the ‘screen door’ or ‘mesh’ effect is all 
but eliminated. 








This technology delivers smooth ‘film-like’ images 
with incredible levels of detail. 


SXRD Panel 







High Definition Multimedia Interface (HDMI) Is a digital interconnection standard designed for 
consumer A/V devices. Like DVI-D it carries digital video but it can also carry digital sound. 





HIGH-DEFINITION MULTIMEDIA INTERFACE 


There are two styles of HDMI receivers in the market: Repeaters and Switchers. 


HDMI is now available on all BRAVIA televisions 
and Home Cinema projectors. 


Home cinema products such as Blu-ray and 
PLAYSTATION®3 feature HDMI connectivity 
for the highest quality video and audio with 
the added benefit of reducing the number of 
cables required. 


REPEATER A repeater product is capable of switching an HDMI signal and is also capable 
of decoding the audio information. In this case, only the HDMI cable needs to be connected 


HDMI, the HDMI logo and High-Definition Multimedia Interface 
between devices. 


are trademarks or registered trademarks of HDMI Licensing LLC 
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SWITCHER A switcher product can also switch an HDMI signal, however it doesn’t decode the 
audio information. In this case, a separate audio cable is required to carry the audio signal to 
the receiver. 





Why do this? 
It's a cost efficient way of putting HDMI digital video capabilities in more products. Sony use both 
repeater and switcher methods when handling HDMI signals depending on the model. 


BRAVIA engine is the part of the television that works to tune and enhance The main processes the BRAVIA ENGINE performs include: 
the video signal. Working in the background, even before a picture can 





appear on the screen, the importance of a perfectly matched and powerful Filter the Image 

processing ‘Engine’ can mean the difference between a good television and This decreases cross colour or colour bleed, ensuring definition 
a great one. Sony has employed picture enhancement technologies that between colours. 

have set them apart for several decades, with the introduction of the award Clean the Image 

winning BRAVIA LCD televisions comes a new technology known as the This removes visual noise sometimes referred to as ‘mosquito’ 
BRAVIA ENGINE. or ‘block noise’ at a pixel by pixel level. 


Enhance Black 

Contrast is enhanced by detecting black areas of the frame and 
enhancing gamma. 

Widen the Tonal Range 

More gradation (steps in colour) by using available bandwidth as 
much as possible. 

Smooth Motion 

Edges are smooth in fast motion by taking the middle of the difference 
in two consecutive fields in i/p conversion. 

Colour Enhancement 

Enhances green, blue and white for brighter images. 


There are three different BRAVIA engines. In each television the 
BRAVIA engine used is specifically tuned to that television. 





BRAVIA Engine 


BRAVIA ENGINE 
BRAVIA ENGINE 





Senefits 


BRAVIA Engine delivers High Resolution images with High contrast, Realistic Colours and Less Noise. 


High Resolution Realistic Colours 


Provides more detail and enhanced sharpness especially on picture edges Colour tones are widened and realism enhanced 













With BRAVIA Engine Without BRAVIA Engine With BRAVIA Engine 


Without BRAVIA Engine 
High Contrast Less Noise 
Improves contrast and enhances shadow detail Minimises noise levels often found in MPEG compression 





ae 


Without BRAVIA Engine With BRAVIA Engine Without BRAVIA Engine With BRAVIA Engine 


All images are simulated and are for reference only 
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KEY TECHNOLOGY 





High-performance UHP lamp 

The lamp used in BRAVIA 3LCD and BRAVIA 
SXRD Televisions is a high performance UHP 
(ultra high pressure) lamp similar to the 

type used in home cinema projectors, model 
dependent, these lamps have a life of up to 
8000 hours-this equates to around 6 years of 
use (assuming 4.5 hours of operation per day). 


When it comes time to replace the lamp it can be 
done simply by the owner without complicated 
servicing or trips to a repair centre. 





User replaceable lamp 





Easy access to lamp 


TV Digital TV 





Digital television is now being distributed by Standard Definition (SD) digital broadcasts It is important to note that HD requires a high 
all major broadcasters across metro and many are made up of 5/76 horizontal lines and use resolution display to take full advantage of this 
regional areas. Available in SD (Standard interlaced scanning — it is abbreviated as 576i. increased picture resolution. 
Definition-DVD quality) and HD (High Definition), 
digital television can be viewed using a STB High Definition (HD) digital broadcasts have Low Resolution screens may be able to receive 
(set top box) connected to your existing television | dramatically more detail and sharpness and the signal but can not display the detail on 
or an integrated digital tuner found in many for TV Broadcasts in Australia are defined as screen that HD screens can. 
newer televisions. anything greater than SD. This includes: 
576p — progressive scanning which results Visit www.dba.org.au for more 

The benefits are: in more data on screen at once information on digital television 
1) Widescreen (16:9) picture, which provides an 720p — HD higher resolution with in Australia. 

almost 30 per cent wider field of view. Ideal progressive scan 

for viewing sports and movies 1080i — Full HD resolution utilising 
2) Better picture quality with dramatically interlaced scanning. 


improved reception characteristics 

3) High quality digital sound — 5.1 Dolby Digital 
is sometimes broadcast 

4) Program guide channels that show what 
programs are coming up 

5) Multiple sub-channels (Broadcast Dependent) 
that allow you to view multiple camera angles 
or separate individual programs within 
one channel 


Full HD 


High definition 





_| 576i -— Standard definition 
= | 





¢Simulated images 





BRAVIA Dynamic Iris __ 


The purpose of the iris is to control the powerful light produced within our 3LCD, 
SXRD BRAVIA’s and Theatre Projectors. Sony employs an industry leading ‘dynamic 
iris’ system to intelligently control the amount of light reaching the screen. 


Traditionally the iris is set to ‘open’ to produce bright whites or ‘almost closed’ to 
produce blacks or dark grey-effectively tuning the light to the preferred brightness 
required, all chosen within the settings or menu. 


The Sony dynamic iris system monitors the video signal being displayed adjusting 
the iris to deliver the exact light levels in real time-without the need for complicated 
setup or compromised image quality. Dynamic iris is employed in all BRAVIA 3LCD, 
BRAVIA SXRD and Home Cinema Projectors. 


Dynamic Iris Mechanism 





lris Almost Closed lris Open 





RECORDERS 


HQ+ mode 

Sony DVD/HDD digital recorders are now capable of recording in quality 
higher than DVD. When recording to the HDD(hard disc drive) the 
RDRHX720 and RDRHXD760 are capable of recording at around 

15 Mbps-in comparison a DVD is typically recorded at a lower 9 Mbps. 
This results in recordings with outstanding clarity and realism. To help 
maintain this quality when dubbing (or archiving) your recordings from 
HDD to DVD, Sony recorders use a advanced process known as ‘2 pass 
encoding’-similar to a techniques used by Hollywood studios when 
transferring Mpeg2 (DVD) video files. 
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SXRD Television 





SXRD Projector 


VR dts 





SRR 


Clear display for recording onto HDD 


Me REG STOP 


Easy select buttons for Hard Drive or DVD 
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€} Bluetooth’ 


Bluetooth wireless technology is a short-range 
communications technology intended to replace 
cables connecting portable and/or fixed devices 
while maintaining high levels of security. 


This means that it’s not limited to devices we 
are familiar with such as printers or mobile 
phones and headsets. 


Many Sony audio products for 2007 take 
advantage of wireless technology by including 
Bluetooth. These products include car 
entertainment head units, Midi system Hi Fi 
units as well as headphones and portable 


speakers. For products that don’t have Bluetooth, 


Sony developed an audio transceiver Bluetooth 
kit. This product will wirelessly send audio 
information from the sender to the receiver. 
This allows you to incorporate Bluetooth into 
older audio systems. 





There are different types of Bluetooth known as 
‘Profiles’. These profiles indicate what type of 
wireless function a device was designed to do, 
or features it may have. Some examples include: 


Advanced Audio 
Distribution 

Profile (A2DP) 

This profile is an advanced audio 
profile designed to wirelessly send 
CD quality audio. It differs from ‘Bluetooth 
audio’ which is a narrowband designed for voice 
between a phone and headset. This profile is 
found on all Sony Bluetooth audio products. 


Audio / Video Remote Control 


Profile (AVRCP) 
AVRCP is designed to provide a standard 


interface to control TVs, hi-fi equipment, or other 


to allow a single remote control (or other device) 
to control all the A/V equipment that a user has 
access to. 





Hands-Free Profile (HFP) 
HFP describes how a gateway device can be 
used to place and receive calls for a hand-free 
device. A typical configuration is an automobile 
using a mobile phone for a gateway device. In 
the car, the stereo is used for the phone audio 
and a microphone is installed in the car for 
sending outgoing audio. HFP is also used for a 
personal computer to act as a speaker phone for 
a mobile phone in a home or office environment. 


Headset Profile (HSP) 

The HSP describes how a 
Bluetooth enabled headset should 
communicate with a computer or PP 
other Bluetooth enabled device 

Such as a mobile phone. When connected and 
configured, the headset can act as the remote 
device’s audio input and output interface. The 
HSP also has minimal controls including the 
ability to ring, answer a call, hang up and adjust 
the volume. 


CY 





For a full list of Bluetooth profiles visit the official 
Bluetooth website: http://bluetooth.com 
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Setting up any surround sound system involves 
more than just connecting speakers. The system 
needs to be told what size the speakers are, the 
distance to the listener, and equalisation (EQ) 
may be required. This process applies to the 
smallest system all the way up to a full blown 
theatre. This is why Sony have developed Digital 
Cinema Auto Calibration (DCAC) 





“AUDIO S-Fol 


S-FORCE 


FRONT SURROUND 





S-FORCE recognizes that sound waves reach our right 
and left ears separately, the brain uses this information (differences in volume, time lag 
between the right and left ears, and changes in sound waves) to correlate the location of 
the sound source and its relative distance. The technique is known as “head-related transfer 
function” (HRTF) and is a database expressing the difference in sound wave spectrum and 


arrival time at each ear. 


The technique was perfected by Sony engineers by placing a reference mannequin inside an 
anechoic chamber (an echoless room) and measuring over ten thousand reference points. 


The result is a system with just two front speakers that can deliver realistic surround sound 


and effects. 


S-Force Pro Front Surround was designed to deliver 
realistic Surround sound from just two front speakers. 


Systems that have DCAC include a microphone 
in the box. The microphone has a long cable in 
order to place it in the ideal listening position. 
Once the calibration has been initiated, the 
system will emit a number of tones and testing 
frequencies through the speakers. These sounds 
are picked up by the microphone and feed back 
to the system to be analysed. 


Depending on your system there are three levels 
of DCAC accuracy known as Bronze, Silver and 
Silver Plus. All will detect speaker connection 

to the amplifier, distance with an accuracy of 
around 2cm for Silver Plus or 30cm for Bronze 
and adjust the speaker level. Your system will 


then be automatically adjusted for these settings. 





The benefit is similar to having a professional set 
the system up for you, and a comfort of knowing 
your sound system is performing at it’s best. 





Stereo DCAC mic for STRDA5200ES 


Surround sound from front only speakers 

















AUDIO Flexible Speaker 


Flexible Speaker Layout is a feature available 
on all DVD Home Theatre Systems. Due to 
the systems size, style, and power, they have 
become very popular to use in apartments, 
small rooms, awkward and unusual spaces. 


Flexible Speaker Layout has been designed to 
address the most common layout issues faced in 


the home. The feature has seven different options 


and comes with an on-screen menu. 


Once you have chosen the layout that best suits 
the environment, you can then connect the 
supplied microphone and run the auto calibration 
process DCAC (see DCAC key technology 

for more information). This will tune the 

sound system to the configuration you have 
chosen and ensure the sound quality is not 
compromised. An example would be to remove 
the centre speaker because there is no room. 
The system will re-divert the sound to the left 
and right speaker to ensure the best sound 
quality, regardless of your speaker set up. 





Sony Digital Infrared Audio Transmission 
(S-DIAT) technology sends an uncompressed 
audio signal to the surround speakers wirelessly 
from the front. 


This transmission is done using infrared 
technology which dramatically reduces the 
possibility of interference from sources such as 
microwaves or cordless phones. 


Unlike other techniques used for wireless audio 
transmission such as 2.4GHz, Sony engineers 
designed a technique to transmit the full audio 





S-Master is Sony’s award winning digital 
amplification technology. It uses pulse width 
modulation, instead of traditional analogue 
amplification techniques, converting input signals 
into a series of digital pulses. This ‘digital pulse 
wave’ is just a series of ones and Zeros that 

map out a constantly varying ‘square wave’ 
signal. (This principle is also used in Super 
Audio CD). 


S-Master has many 
advantages, including: 


Minimal heat generation This is achieved by 
using the transistors as an on/off switch, not 
as a semi-conductor like analogue amplifiers. 
(When a transistor is semi-conducting it gets 


AUDIO S-DIAT Wireless Speakers 


AUDIO S-Master Digital Amplifier’ 


Layout — 
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Speaker Formation — On Screen Menu 


Layout Options Include 
® No Centre ® No Surround ® Front Only ® All Front 
@ All Front — No Centre ® Second Room ® Standard 


signal without the need for severe compression. 
Furthermore the signal is transmitted digitally. 
This digital transmission eliminates the 
introduction of potential noise, delivering the 
best possible signal to the surround speakers. 


Most of this year’s DVD home theatre systems 
either have S-DIAT or are capable of having 

it added. These units are labeled ‘S-DIAT 
wireless ready’. 


Wireless 


\] jn“ transmission from 
CU) front to rear 





S-DIAT 


extremely hot. This is why analogue amplifiers 
need large heat sinks). 


Digital Amplifier 


Accurate signal reproduction Because the 
signal stays digital throughout all processing, it is 
virtually unaffected by interference or noise due 
to processing. This is even more relevant now 
that many devices, such as CD or DVD players, 
set-top boxes, PlayStations, etc., 

output high-quality digital audio signals. 
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Size As the S-Master does not get as hot as 
analogue amplifiers, it can be made small yet 
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retain a high output power. This makes S-Master atts . 
ideal for products with modern slim designs. 
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PAUBIO DataiWeda for 


The Digital Media (DM) Port is a small plug Digital Media Port - Walkman 











found on the back of many new DAVS, home This cradle allows you to dock selected 

theatre in a box (HTIB) and hifi receivers for Walkmans and connect to your system. Wf 
2007. There are currently three products While docked, your Walkman will be able & 
available that will help you connect a Bluetooth- to playback through your sound system and ALALK/TIVAN 
enabled device (like a phone or PC), Walkman charge the battery. 


or an iPod to your system. 


While the obvious benefit is being able to 
connect your music device to your sound system, Digital Media Port — Bluetooth 


it's more than just creating a virtual jukebox. The Bluetooth receiver is connected to your b3 Bluetooth 
The Digital Media Port is specifically designed sound system. Once paired and connected, 

to maximise audio quality, retaining the original you can release music from your Bluetooth 

Signal quality and delivering clean, crisp sound phone or PC and play it through your home 

through your system. theatre system. 





Digital Media Port - iPod 

This cradle allows connection of your iPod. 
While connected, you can charge your iPod, 
listen to your music as well as view video 
DMPort on Rear of Product content or an on screen display on a connected 
television. Management of all these operations 
can also be done via the sound system’s 
remote control. 










Made for 


iPod 





"AUDIO Video Up Scale / U Cover 





With picture resolutions ranging from 576i through to 1080p, it’s important that devices are able 
to display them all. If not, you will end up with no picture on your screen. Sony receivers have two 
functions that deal with video picture management. These functions are known as: 


Up Scale 1920 


Will take a lower quality image and make it 
larger. An example of this would be a regular 
576i DVD connected to the STRDA5200ES 
receiver. This receiver can then output the picture 
at 1080p. Sony receivers with this feature use 
the industry leading chip by Faroudja. 
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Video signal resolution prior to upscaling Upscaled image 
Up Convert 
Will allow you to input at a low signal quality 
type, and output via a higher signal type like 
HDMI. An example would be to take a 576i 
DVD connected to the STRDGQ910 receiver 
using a component cable. This receiver can 
then output the picture via component or HDMI. 
The signal will still be 576i, but you have the 
convenience of running just the one type of 
cable to your television. 


720 
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Video signal before conversion Video signal received using Up Convert 
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AUDIO USB Port 


The Universal Serial Bus or USB port on a product extends its connectivity. 
Sony products use this connection in different ways depending on the 

product. Hi Fi receivers that have a USB port allow the connection of a digital 
music player or USB storage device to play back content. In the case of the 
STRDA5200ES, you can navigate the content on the device with the receivers 
remote control. If connected, you can also display track and album information 
on a TV screen. Mini and micro systems with USB can have two different 
functions. The first function is similar to the receiver. You can connect a USB 
device and playback your music. The second function allows you to connect a 
computer to the rear of the product. When connected, the computer sound will 
come through the audio systems speakers. 


AUDIO Portable Audio Input 


There’s an input found on the front of most Sony audio systems labelled “Audio 
In”. It allows you to connect external devices such as MP3 players or other 
music devices. The connection is a 3.5mm plug which is the same as most 
headphone sockets. 


Often devices that connect to this input playback compressed music, as a result 
the sound quality may not be ideal when amplified. Sony DVD home theatre 
systems address this by including a mode known as “portable audio enhancer”. 





As the name suggests, the system uses a unique algorithm to analyse the 


incoming signal and improve its audio quality. Audio Inpat otithe Front of an Audio System 


AUDIO Digital Cinema Sound (DCS) 





This Sony technology was designed to re-create the ‘cinema feel’ at home. Audio engineers from Tokyo & oo 
actually visited Sony Pictures’ three dubbing studios in Hollywood. These studios are where many of the 7 DB) ; g } t a i 
best films have their soundtracks mixed and recorded. For DCS (digital cinema sound), the engineers oo Cinema 
measured the ambiance, reverberation and other audio qualities for each of the studios. These qualities 
were then programmed into a microchip and are now used in Sony receivers. When you select one of the 
Cinema Studio modes (A, B or C), the receiver will emulate that original Sony Pictures studio's environment. 


The modes are: 





Cinema Studio EX A: Cary Grant Theatre (Main Cinema Studio EX B: Kim Novak Theatre Cinema Studio EX C: Sony’s Scoring Studio 
dubbing theatre and good for most movies) (Good for action and sci-fi with detailed (Good for musicals or movies with orchestral 
surround sound) soundtracks) 
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32" S SERIES BRAVIA LCD TV $1799.00 * 











26" S SERIES BRAVIA LCD TV $1499.00 * 


¥ High Definition Panel 
VY BRAVIA Engine 
Y HDMI and PC Inputs 


FEATURES 

* High Definition resolution (1366 x 768) 
¢ Wide Viewing Angle (178°) 

¢ Light Sensor 

¢ Multi Picture : PIP (For Freeze Function) 
¢ Noise Reduction 

¢ Power Saving Mode 

¢ Clock 

¢ On / Sleep Timer 

¢ Teletext 

¢ BBE Digital Audio Technology 

¢ Swivel stand 


SPECIFICATIONS 
CONNECTIONS 

¢ HDMI Input : 1 

¢ Component In : 2 

¢ S-Video in: 3 

¢ Composite in : 3 

¢ Headphone Out : 1 

¢ HD15/ PC Audio Input : 1 





V High Definition Panel 
VY BRAVIA Engine 
Y HDMI and PC Inputs 


FEATURES 

¢ High Definition resolution (1366 x 768) 
¢ Wide Viewing Angle (178°) 

¢ Sony S-PVA Panel 

¢ Light Sensor 

¢ Multi Picture : PIP (For Freeze Function) 
¢ Noise Reduction 

¢ Power Saving Mode 

* Clock 

¢ On / Sleep Timer 

¢ Teletext 

¢ BBE Digital Audio Technology 

¢ Swivel stand 


SPECIFICATIONS 
CONNECTIONS 

¢ HDMI Input : 1 

¢ Component In : 2 

¢ S-Video in: 3 

¢ Composite in : 3 

¢ Headphone Out : 1 

¢ HD15/ PC Audio Input : 1 


40" S SERIES BRAVIA LCD TV $2699.00 * 


V High Definition Panel 
VY BRAVIA Engine 
Y HDMI and PC Inputs 


FEATURES 

¢ High Definition resolution (1366 x 768) 
* Wide Viewing Angle (178°) 

¢ Sony S-PVA Panel 

¢ Light Sensor 

¢ Multi Picture : PIP (For Freeze Function) 
¢ Noise Reduction 

¢ Power Saving Mode 

¢ Clock 

¢ On / Sleep Timer 

¢ Teletext 

¢ BBE Digital Audio Technology 

¢ Swivel stand 


SPECIFICATIONS 
CONNECTIONS 

¢ HDMI Input : 1 

¢ Component In : 2 

e S-Video in : 3 

¢ Composite in : 3 

¢ Headphone Out : 1 

¢ HD15// PC Audio Input : 1 















































GENERAL 

* Dimensions with stand (WxHxDmm) : 
658 x 516 x 219 

¢ Dimensions without stand (WxHxDmm) : 
658 x 470 x 94 

¢ Weight with stand : 14kg 

¢ Weight without stand : 12kg 


SUPPLIED ACCESSORIES 

¢ Remote Control : RMGAOO5 
¢ Batteries : 2 x AA 

¢ Support Belt With Screws 

* Coaxial Cable 

¢ HD15 VGA Cable 





GENERAL 

¢ Dimensions with stand (WxHxDmm) : 
792:%5935 % 219 

¢ Dimensions without stand (WxHxDmm) : 
792 x 546 x 99 

¢ Weight with stand : 28kg 

¢ Weight without stand : 16kg 


SUPPLIED ACCESSORIES 

¢ Remote Control : RMGAOO5 
¢ Batteries : 2 x AA 

¢ Support Belt With Screws 

* Coaxial Cable 

¢ HD15 VGA Cable 


GENERAL 

¢ Dimensions with stand (WxHxDmm) : 
998 x 716 x 334 

¢ Dimensions without stand (WxHxDmm) : 
988 x 664 x 103 

¢ Weight with stand : 28kg 

¢ Weight without stand : 22kg 


SUPPLIED ACCESSORIES 

¢ Remote Control : RMGAOO5 
¢ Batteries : 2 x AA 

¢ Support Belt With Screws 

¢ Coaxial Cable 

* HD15 VGA Cable 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice 
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m ¥ High Definition Panel 
vV Integrated HD Digital Tuner 
m Y WIDE Colour Gamut (WCG-CCFL) 
m ¥ BRAVIA Engine 
m & HDMI and PC Inputs 





FEATURES 
¢ Sony S-PVA Panel a 
- © High Definition resolution (1366 x 768) 
- © 2nd Generation Wide Colour Gamut CCFL 
(WCG-CCFL) 
¢ Wide Viewing Angle (178°) 


SPECIFICATIONS 

PICTURE 

¢ Integrated High Definition Digital Tuner 
¢ Multi Picture : PIP (For Freeze Function) 
¢ Noise Reduction 

¢ Power Saving Mode 

¢ Clock 

¢ On / Sleep Timer 

* Teletext 

¢ Light Sensor 

¢ BBE Digital Audio Technology 

¢ Swivel Stand 





40" V SERIES BRAVIA LCD TV $3399.00 * 


me & High Definition Panel 
vY Integrated HD Digital Tuner 
re WY WIDE Colour Gamut (WCG-CCFL) 
m &¥ BRAVIA Engine 
re ¥ HDMI and PC Inputs 


FEATURES 
¢ Sony S-PVA Panel ae 
~e «© High Definition resolution (1366 x 768) 
~ © 2nd Generation Wide Colour Gamut CCFL 
(WCG-CCFL) 
¢ Wide Viewing Angle (178°) 


SPECIFICATIONS 

PICTURE 

¢ Integrated High Definition Digital Tuner 
¢ Multi Picture : PIP (For Freeze Function) 
¢ Noise Reduction 

¢ Power Saving Mode 

¢ Clock 

° On / Sleep Timer 

¢ Teletext 

¢ Light Sensor 

¢ BBE Digital Audio Technology 

¢ Swivel Stand 
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46" V SERIES BRAVIA LCD TV $4399.00 * 


me o¥ High Definition Panel 
V Integrated HD Digital Tuner 
me & WIDE Colour Gamut (WCG-CCFL) 
ye BRAVIA Engine 
m & HDMI and PC Inputs 


FEATURES 
¢ Sony S-PVA Panel 
py © High Definition resolution (1366 x 768) 
pe © 2nd Generation Wide Colour Gamut CCFL 
(WCG-CCFL) 
¢ Wide Viewing Angle (178°) 


ow 


SPECIFICATIONS 

PICTURE 

¢ Integrated High Definition Digital Tuner 
¢ Multi Picture : PIP (For Freeze Function) 
¢ Noise Reduction 

¢ Power Saving Mode 

¢ Clock 

¢ On / Sleep Timer 

¢ Teletext 

¢ Light Sensor 

¢ BBE Digital Audio Technology 

¢ Swivel Stand 


Re Refer to KEY TECHNOLOGY pages for detailed information. 


V SERIES BRAVIA LCD TV $2399.00* 


CONNECTIONS SUPPLIED ACCESSORIES 

¢ HDMI Input : 1 ¢ Remote Control : RMEDOO5 
* Component In: 1 ¢ Batteries : 2 x AA 

¢ S-Video in : 2 ¢ Support Belt With Screws 


¢ Coaxial Cable 
¢ HD15 VGA Cable 


* Composite in : 3 

¢ Headphone Out : 1 

¢ HD15/ PC Audio Input : 1 

GENERAL 

¢ Power Consumption : 170W 

¢ Dimensions with stand (WxHxDmm) : 
792 x 593 x 219 

¢ Dimensions without stand (WxHxDmm) : 
792 x 546 x 99 

¢ Weight with stand : 18kg 

¢ Weight without stand : 16kg 










RECOMMENDED ACCESSORIES 


Digital Video Recorder : SVRHD900 Wall Bracket : SUWL53L 








CONNECTIONS SUPPLIED ACCESSORIES 
*HDMI Input : 1 ¢ Remote Control : RMEDOO5 
¢ Component In : 1 * Batteries : 2 x AA 

¢ S-Video in : 2 ¢ Support Belt With Screws 


¢ Coaxial Cable 
¢ HD15 VGA Cable 


* Composite in : 3 

¢ Headphone Out : 1 

¢ HD15/ PC Audio Input : 1 

GENERAL 

¢ Power Consumption : 205W 

¢ Dimensions with stand (WxHxDmm) : 
988 x 716 x 334 

¢ Dimensions without stand (WxHxDmm) : 
988 x 664 x 103 

¢ Weight with stand : 28kg 

¢ Weight without stand : 22kg 


RECOMMENDED ACCESSORIES 
Digital Video Recorder : SVRHD900 | Wall Bracket : SUWL53L 


CONNECTIONS SUPPLIED ACCESSORIES 

¢ HDMI Input : 1 ¢ Remote Control : RMEDOO5 
¢ Component In: 1 ¢ Batteries : 2 x AA 

¢ S-Video in: 2 ¢ Support Belt With Screws 


¢ Coaxial Cable 
¢ HD15 VGA Cable 


¢ Composite in : 3 

* Headphone Out : 1 

¢ HD15/ PC Audio Input : 1 

GENERAL 

¢ Power Consumption : 260W 

¢ Dimensions with stand (WxHxDmm) : 
1120 x 805 x 334 

¢ Dimensions without stand (WxHxDmm) : 
1120 x 755 x 116 

¢ Weight with stand : 35kg 


RECOMMENDED ACCESSORIES 
¢ Weight without stand : 29kg sie 


Digital Video Recorder : SVRHD900 Wall Bracket : SUWL53L 
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40" X SERIES BRAVIA LCD TV $4599.00 * 


VY High Definition Resolution (1920 x 1080) 
Y Integrated HD Digital Tuner 

Y WIDE Colour Gamut (WCG-CCFL) 

V Changeable Bezel colours 






y 


y 


@- Y HDMI and PC Inputs 
FEATURES CONNECTIONS 
@» ° HD Resolution (1920 x 1080) @ °¢ HDMI Input: 2 
¢ Sony S-PVA Panel ¢ Component In : 3 
@- ° 2nd Generation Wide Colour Gamut CCFL ¢ S-Video in: 2 
(WCG-CCFL) * Composite in : 3 
¢ BRAVIA Engine EX * Headphone Out : 1 
¢ Floating Glass Design ¢ HD15/ PC Audio Input : 1 
¢ Wide Viewing Angle (178°) GENERAL 
¢ Multi Picture ¢ Power Consumption : 220W 
¢ Noise Reduction ¢ Dimensions with stand (WxHxDmm) : 
¢ BBE Digital Audio Technology ie i a a WR as ae _— 
¢ Dimensions without stand (WxHxDmm) : RECOMMENDED ACCESSORIES 
SPECIFICATIONS Li}1 x'657 x 121 ; 
* Power Saving Mode ¢ Weight with stand : 35kg ee ise ee 
* Clock ¢ Weight without stand : 30kg eS 
¢ On / Sleep Timer 
¢ Teletext SUPPLIED ACCESSORIES 
¢ Light Sensor ¢ Remote Control : RMGDOO1 
¢ Cinema Drive ¢ Batteries : 2 x AA 


¢ Coaxial Cable 
¢ HD15 VGA Cable 





46" X SERIES BRAVIA LCD TV $5799.00 « 


V High Definition Resolution (1920 x 1080) 
Y Integrated HD Digital Tuner 

VY WIDE Colour Gamut (WCG-CCFL) 

VY Changeable Bezel colours 

Y HDMI and PC Inputs 


Vf 
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if 





FEATURES CONNECTIONS 
@- ¢ HD Resolution (1920 x 1080) @- © HDMI Input : 2 
¢ Sony S-PVA Panel ¢ Component In : 3 
@» © 2nd Generation Wide Colour Gamut CCFL ¢ S-Video in: 2 
(WCG-CCFL) ¢ Composite in : 3 
¢ BRAVIA Engine EX ¢ Headphone Out : 1 
¢ Floating Glass Design * HD15 / PC Audio Input : 1 
¢ Wide Viewing Angle (178°) GENERAL 
¢ Multi Picture ¢ Power Consumption : 260W 
¢ Noise Reduction ¢ Dimensions with stand (WxHxDmm) : 
¢ BBE Digital Audio Technology 1762 *% 7/95 x322 
¢ Dimensions without stand (WxHxDmm) : 
SPECIFICATIONS 1262 x 734 x 121 soba int 
* Power Saving Mode ° Weight with Stand : 41kg sical a SUE ene Severe 
* Clock ¢ Weight without stand : 36kg _ 
¢ On / Sleep Timer 
¢ Teletext SUPPLIED ACCESSORIES 
¢ Light Sensor ¢ Remote Control : RMGDOO1 
¢ Cinema Drive ¢ Batteries : 2 x AA 


¢ Coaxial Cable 
¢ HD15 VGA Cable 












52" x SERIES BRAVIA LCD TV $9999.00 * 


VY High Definition Resolution (1920 x 1080) 
VY Integrated HD Digital Tuner 

V WIDE Colour Gamut (WCG-CCFL) 

VY Changeable Bezel colours 


— 
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@e Y HDMI and PC Inputs 
FEATURES CONNECTIONS 
@ ° HD Resolution (1920 x 1080) @e © HDMI Input : 2 
¢ Sony S-PVA Panel ¢ Component In : 3 
@» °¢ 2nd Generation Wide Colour Gamut CCFL ¢ S-Video in: 2 
(WCG-CCFL) ¢ Composite in : 3 
* BRAVIA Engine EX * Headphone Out : 1 ee 
¢ Floating Glass Design ¢ HD15/ PC Audio Input : 1 2 
¢ Wide Viewing Angle (178°) GENERAL 
> ¢ Multi Picture ¢ Power Consumption : 330W 
s ¢ Noise Reduction ¢ Dimensions with stand (WxHxDmm) : 
. ¢ BBE Digital Audio Technology 1415 x 890 x 384 
— * Dimensions without stand (WxHxDmm) : 
vo) SPECIFICATIONS 14lo xX Scr. 4 123 
O ¢ Power Saving Mode ¢ Weight with stand : 54.5kg RECOMMENDED ACCESSORIES 
. * Clock ¢ Weight without stand : 47kg ; ) 
= * On / Sleep Timer eel Ree Wall Bracket : SUWL53L | 
© ¢ Teletext SUPPLIED ACCESSORIES 
“” * Light Sensor ¢ Remote Control : RMGDOO1 
= ¢ Cinema Drive ¢ Batteries : 2 x AA 
= ¢ Coaxial Cable 
> ¢ HD15 VGA Cable | 


> 
>) 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice. 
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Apart from the standard silver bezel on your X Series BRAVIA, you can 


choose another colour to suit your decor. 


The optional bezels are available separately and come in five colours 


— black, white, brown, blue or red. 


Changing the bezel is a simple process that can be done in minutes. 


KF42E200 


42" E SERIES BRAVIA 3 


V High Definition Resolution 
Y 3LCD Technology 

V BRAVIA Engine EX 

VY Advanced Iris 

¥Y HDMI and PC Inputs 


FEATURES 

¢ Slim Design 

¢ High Definition resolution (1280 x 720) 
¢ Wide Viewing Angle 

¢ Super Fine Pitch Lenticular Screen 

¢ Multi Picture : PIP (For Freeze Function) 
¢ Noise Reduction 

¢ Teletext 

¢ BBE Digital Audio Technology 

OTHER FEATURES 

¢ Power Saving Mode 

¢ On / Sleep Timer 
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LCD TV $1399.00 * 








SPECIFICATIONS 

CONNECTIONS 

¢ HDMI Input : 1 

¢ Component In : 3 

¢ S-Video in: 3 

¢ Composite in : 3 

¢ Headphone Out : 1 

¢ HD15/ PC Audio Input : 1 

GENERAL 

¢ Power Consumption : 195W 

¢ Dimensions (WxHxDmm) : 
999 x 722 x 357 mm 

¢ Weight : 26kg 


SUPPLIED ACCESSORIES 
¢ Remote Control : RMGAOQO7 
¢ Batteries : 2 x AA 





50" E SERIES BRAVIA 3LCD TV $1999.00 * 


V High Definition Resolution 
¥Y 3LCD Technology 

¥Y BRAVIA Engine EX 

VY Advanced Iris 

Y HDMI and PC Inputs 


FEATURES 

¢ Slim Design 

¢ High Definition resolution (1280 x 720) 
¢ Wide Viewing Angle 

¢ Super Fine Pitch Lenticular Screen 

¢ Multi Picture : PIP (For Freeze Function) 
¢ Noise Reduction 

¢ Teletext 

¢ BBE Digital Audio Technology 

OTHER FEATURES 

¢ Power Saving Mode 

¢ On / Sleep Timer 


ee 


SPECIFICATIONS 

CONNECTIONS 

¢ HDMI Input : 1 

¢ Component In : 3 

¢ S-Video in: 3 

¢ Composite in : 3 

¢ Headphone Out : 1 

¢ HD15/ PC Audio Input : 1 

GENERAL 

¢ Power Consumption : 195W 

¢ Dimensions (WxHxDmm) : 
1184 x 827 x 408 mm 

¢ Weight : 31kg 


SUPPLIED ACCESSORIES 
¢ Remote Control : RMGAOO7 
¢ Batteries : 2 x AA 


Re Refer to KEY TECHNOLOGY pages for detailed information. 











| Digital Video Recorder : SVRHD700 Optional Cabinet : SURG11S 
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VY High Definition Resolution 
¥Y 3LCD Technology 

VY BRAVIA Engine EX 

¥ Advanced Iris 

Y HDMI and PC Inputs 


rvrr? 


FEATURES 
¢ Slim Panel Design 


’ 


¢ Wide Viewing Angle 

¢ Super Fine Pitch Lenticular Screen 

¢ Multi Picture : PIP (For Freeze Function) 
¢ Noise Reduction 

¢ Teletext 

¢ BBE Digital Audio Technology 

OTHER FEATURES 

* Power Saving Mode 

¢ On / Sleep Timer 





V High Definition Resolution (1920 x 1080) 
V Integrated HD Digital Tuner 

VY SXRD Technology 

V BRAVIA Engine PRO 

VY Advanced Iris 

Y HDMI and PC Inputs 


tthe 


FEATURES 

¢ High Definition Reolution (1920 x 1080) 

¢ Integrated HD Digital tuner een 

¢ 10,000 : 1 Contrast Ratio (using 
Advanced Iris) 

¢ Virtual Dolby Surround 

OTHER FEATURES 

¢ Power Saving Mode 

* Clock 

¢ On / Sleep Timer 

* Teletext 

¢ Cinema Drive 

¢ Noise Reduction 

¢ BBE Digital Audio Technology 
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V High Definition Resolution (1920 x 1080) 
VY SXRD Technology 

¥Y BRAVIA Engine PRO 

VY Advanced Iris 

Y HDMI and PC Inputs 
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FEATURES 

° High Definition Reolution (1920 x 1080) 

¢ 10,000 : 1 Contrast Ratio im 
(using Advanced Iris) 

¢ Virtual Dolby Surround 

OTHER FEATURES 

¢ Power Saving Mode 

* Clock 

¢ On / Sleep Timer 

¢ Teletext 

¢ Cinema Drive 

¢ Noise Reduction 

¢ BBE Digital Audio Technology 
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55" — SERIES BRAVIA 3LCD TV $2499.00 * 


¢ High Definition resolution (1280 x 720) @- 


GO" R SERIES BRAVIA SXRD TV $4999.00 « 





70" R SERIES BRAVIA SXRD TV $6999.00 * 





SPECIFICATIONS 

CONNECTIONS 

¢ HDMI Input : 1 

¢ Component In : 3 

¢ S-Video in: 3 

¢ Composite in : 3 ; 

¢ Headphone Out : 1 ——. 

¢ HD15/ PC Audio Input : 1 

GENERAL 

¢ Power Consumption : 195W 

¢ Dimensions (WxHxDmm) : 
1301 x 907 x 442 mm 

¢ Weight : 35kg 


SUPPLIED ACCESSORIES 
¢ Remote Control : RMGAOO7 
¢ Batteries : 2 x AA 





SPECIFICATIONS 

CONNECTIONS 

¢ HDMI Input : 2 

¢ Component In: 3 

¢ S-Video in: 3 

¢ Composite in : 3 

* Headphone Out : 1 

¢ HD15/ PC Audio Input : 1 

GENERAL 

¢ Power Consumption : 230W 

¢ Dimensions (WxHxDmm) : 
1674 x 1009 x 514 

¢ Weight : 52kg 


SUPPLIED ACCESSORIES 
¢ Remote Control : RMGDOO1 
¢ Batteries : 2 x AA 





SPECIFICATIONS 

CONNECTIONS 

¢ HDMI Input : 2 

¢ Component In : 3 

¢ S-Video in: 3 

¢ Composite in : 3 

¢ Headphone Out : 1 

* HD15/ PC Audio Input : 1 

GENERAL 

¢ Power Consumption : 290W 

¢ Dimensions (WxHxDmm) : 
1885 x 1154 x 611 (with speaker) 
1714 x 1154 x 611( without speaker) 

¢ Weight : 73kg 


SUPPLIED ACCESSORIES oes —— 
¢ Remote Control : RMGDOO1 oem ee et 


* Batteries : 2 x AA | pam —_ nae 





*SRP is manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice. 






















HOME THEATRE PROJECTOR $3499.00 * 


Rm v¥ 3LCD Technology 

pm Y 1280 x 720 Resolution 
¥ Lens shift 

Y Quiet (23dB) Fan 


FEATURES 

* ¢ 3LCD Panels 

¢ 1280 x 720 pixels (16:9) x3 
¢ High Contrast Plate 

¢ Auto Advanced Iris Function 
¢ Lens Shift 

¢ All Range Crisp Focus (ARCF) 
¢ Real Colour Processing 

¢ Ultra Quiet Operation 23 dB 


¢ Screen Coverage : 40” to 200” 
(Widescreen viewable area, 
measured diagonally) 

¢ Acceptable computer signals : 

— fH: 19 to 72 kHz 

— fV : 48 to 92 Hz (Up to WXGA) 
¢ Resolution : 

— Video : 720 TV lines, 

— RGB : 1280 x 720 pixels 





¢ HDMI Input native resolution 
¢ Ceiling Mountable with bracket CONNECTIONS 

¢ HDMI Input x1 
SPECIFICATIONS ¢ 15 pin D-Sub x1 


¢ 1,700 — 10,000 :1 Contrast Ratio 
¢ Low Fan Noise : 23dB 
¢ Lamp : 135W UHP lamp 
(LMP-H130) 
e Expected Lamp Life : 2000-3000 hrs 
y °¢ 3 LCD panels, 1 lens projection system 
¢ LCD panels : 2,764,800 pixels 
(921,600 Pixels x 3) 
¢ 1.6 times manual zoom / focus 


¢ Component Input x1 

e S-Video Input x1 

¢ Composite Input x1 

GENERAL 

¢ Dimensions (WxHxDmm) : 

¢ 348 x 135 x 360 

¢ Power consumption — Max. 195 W, 
Standby 3W, 0.5W Eco 

¢ Weight : Approx 5.6kgs 





SXRD HOME CINEMA PROJECTOR $7999.00 * 


m Y High Definition Resolution (1920 x 1080) 
m v SXRD Technology 
m YY Advanced Iris 
m Y HDMI Input 

Y Ultra Low Fan Noise 


FEATURES 
* High Definition Reolution (1920 x 1080) 
¢ Advanced Iris 2 for Contrast ratios up 
to 15,000 : 1 (using Advanced Iris) 
¢ ARC-F (All Range Crisp Focus) Lens 
¢ 200W UHP Lamp 
¢ Ultra Low Fan Noise 22dB 


SPECIFICATIONS 
PICTURE 
e © Display Device : SXRD 
¢ Panel size : 3 x 0.61” SXRD 
» ° Native display resolution : Full HD 
(1920 x 1080) 
¢ Screen Format : 16:9 
e Noise reduction 


¢ Brightness : 
— 900 Im (lamp High / Iris Auto / Off) 
— 650 Im (lamp Low / Iris Auto / Off) 
— 360 Im (lamp High / Iris On) 
— 260 Im (lamp Low / Iris On) 

¢ 1080/50p, 1080/60p Input (Digital) 

* 1080/24p Input (Digital) 

CONNECTIONS 

@- ° HDMI Input : 2 (1080p compatible) 

¢ Component In: 1 

¢ S-Video In: 1 

¢ Composite In : 1 

¢ Fan Noise Level : 22dB 

¢ Lamp Type : Ultra High Pressure 
Lamp (UHP) 

e Lamp Wattage : 200W 


HOME THEATRE PROJECTOR $14,999.00 * 


me YY HD 1920 x 1080 Resolution 
m YY SXRD Technology 

V Lens Shift 

Y Ultra Quiet (22dB) Fan 


FEATURES 
¢ High Definition Widescreen Projector 


> @- ° Acceptable computer signals : 
a ° 1920 x 1080 Progressive Pixel 

on 

Bo 


— fH: 19 to 72 kHz 

— fV: 48 to 92 Hz (Up to 1920 x 1080) 
¢ Acceptable Video signals : 

— 15khz RGB/Component 

— Progressive component 

— DTV (480i, 575p, 720p, 

1080i, 1080p) Composite 
— Y/C composite 


Resolution 
e Advanced SXRD Technology 
e Auto Advanced Iris Function 
¢ Lens Shift 
¢ All Range Crisp Focus (ARCF) 
¢ Real Colour Processing 
a © HDMI Input 


¢ DVI Input CONNECTIONS 

¢ Ultra Quiet Operation 22dB ¢ DVI Input x1 
@- ¢ HDMI Input x1 

SPECIFICATIONS ¢ 15 pin D-Sub x1 


¢ 3,000-15,000 : 1 Contrast Ratio 

e Pixel Response Time 5ms 

¢ 400W Xenon Lamp (LMP-H400) 

e Expected Lamp Life : 2500 hrs 

¢ Projection lens : 1.8 times 

* powered zoom/focus lens 

¢ Projection System : 3 x SRXD Panels, 
1 lens 

¢ 0.61” SXRD Panels with micro-lens array, 
6,220,800 pixels (2,073,600 x 3) 

¢ Screen Coverage : 40” to 300” 
(Widescreen viewable area, 
measured diagonally) 


¢ Component Input x1 

¢ S-Video x1 

¢ Composite Video Input x1 

e Ethernet x1 : 10/100 

¢ RS232C : 9 pin D-Sub 

¢ Trigger : 12V Output Mini Jack 

GENERAL 

¢ Cabinet colour : White 

¢ Dimensions (WxHxDmm) : 
496 x 574x175 

¢ Power consumption : Max. 610W, 
Standby 1OW, 0.5W Eco 

¢ Weight : Approx 19kgs 


Bd Refer to KEY TECHNOLOGY pages for detailed information. 


THROW DISTANCES 


¢ Widescreen—80” : 2.4m-3.7m 

¢ Widescreen—100” : 2.9m-—4.6m 
¢ Widescreen—120” : 3.5m—5.5m 
e Widescreen—150” : 4.4m-6.9m 
¢ Widescreen—200” : 5.8m-9.2m 


SUPPLIED ACCESSORIES 

¢ Remote Control RMPJHS50 

¢ AA Batteries x2 

¢ Replacement Air Filter 
PK-HS1OFL 

¢ 5m Power Cord 


¢ Expected Lamp Life : 
2000-3000 hrs 

GENERAL 

¢ Lens Zoom Ratio : 1.8 


e Lens Shift : (+.65V, -OV) Powered 


(+- 0.067H) Manual 


¢ Power Consumption : Max 300W 


¢ Dimensions (WxHxDmm) : 
395 x 450 x 167 
¢ Weight : Approx. 11kg 


SUPPLIED ACCESSORIES 
¢ Remote Control 
¢ Batteries : 2 x AA 


THROW DISTANCES 


¢ Widescreen—80” : 2.5 — 4.2m 

¢ Widescreen—100” : 3.1 — 5.3m 

e Widescreen—120” : 3.7m — 6.4m 
¢ Widescreen—200” : 6.2m — 10.7m 


SUPPLIED ACCESSORIES 

¢ AA Batteries x 2 

e Air Filter Cover 

¢ AC Power Cord 

¢ Remote Control : 
RMPJVW100 


RECOMMENDED ACCESSORIES 
Ceiling Mount : PSSH10 Ceiling Mount : PSS610 
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Vv VHS / DVD combination unit 
VY DivX Playback 
Vv MP3 JPEG Playback 


FEATURES 

¢ Disc Resume 

¢ NTSC Playback on PAL TV-VHS only 
¢ PAL B/G Stereo Tuner 

¢ VHF/UHF Tuner 

¢ Intelligent Auto Set Up 

* RWD Time 60 sec (E180) 

e Auto Head Cleaner 

¢ On Screen Help Message 

¢ Digital Auto Tracking 

¢ Intelligent Picture Control 

¢ Picture Sharpness Control (OSD) 
¢ Jog Shuttle Dial 


VY MP3 Playback 

VY Karaoke 

VY DivX Compatible 

VY 5 Disc Tray 

Vv Fast Play with Audio 


FEATURES 
¢ DVD-RW (VR Mode and 
VR Mode w/CPRM) 
¢ DVD+R Dual Layer Recording 
e MP3 Playback 
e JPEG Playback 
¢ Twin Laser Pick-up 
¢ Dynamic Tilt Compensation 
¢ Precision Cinema Progressive 
¢ TV Virtual Surround 
¢ Custom Picture Mode 
e Fast Play with Audio 
¢ Slow Play with Audio 
¢ Karaoke 
¢« Zoom 
¢ Child Lock (Tray Lock) 
¢ Custom Parental Control (40 Discs) 
¢ Multi Disc Resume (6 Discs) 
¢ Title / Chapter Viewer 


¥ 43mm Slim Cabinet Design 
V Precision Cinema Progressive 
Y Superior Media Compatibility 


FEATURES 

¢ MP3 Playback 

e JPEG Playback 

¢ Precision Drive 3 

¢ Twin Laser Pick-up 

¢ Dynamic Tilt Compensation 

¢ Precision Cinema Progressive 
¢ TV Virtual Surround 

¢ Custom Picture Mode 

¢ Fast Play with Audio 

¢ Slow Play with Audio 

¢ Zoom 

* Child Lock (Tray Lock) 

¢ Custom Parental Control (40 Discs) 
¢ Multi Disc Resume (6 Disc) 
¢ Title/Chapter Viewer 

¢ Instant Replay 

¢ Instant Advance 

¢ DTS Digital Output 


VHS / DVD PLAYER $299.00 * 


5 DISC DVD PLAYER $199.00 


DVD PLAYER $129.00 * 


¢ Control OSD Menu 
¢ Background Graphic Zoom 


SPECIFICATIONS 
AUDIO 
¢ D/A Converter : 96kHz/24 Bit Audio 
¢ Audio Formats : MP3/ CD-R/RW 
INTERFACES 
¢ Analogue Audio Inputs : 
Rear x 1 / Front x 1 
¢ Analogue Video Inputs : 
Rear x 1 / Front x 1 


¢ Instant Replay 

¢ Instant Advance 

¢ DTS Digital Output 

¢ Precision Drive 3 

¢ DVD-R (Video Mode) 
¢ DVD-RW 

¢ 5 Disc DVD / CD Changer 
¢ CD-R/RW Playback 
¢ DivX Playback 

« DVD+R 

¢ DVD+RW 


SPECIFICATIONS 

AUDIO 

¢ Audio Formats : MP3/CD/DVD 

* D/A Converter : 192kHz / 24bit 
Audio DAC 

¢ TV Virtual Surround : Standard / Dynamic 
/ Wide / Night / Dynamic Theatre 


SPECIFICATIONS 

MEDIA COMPATIBILITY 

¢ CD-R/R Playback 

¢ DVD+R/+RW 

¢ DVD+R Dual Layer 

¢ DVD-R/-RW (Video Mode) 

¢ DVD-RW (VR Mode) 

¢ DVD-RW (VR Mode with CPRM) 

CONNECTIVITY 

¢ Composite Video Output : x 1 

¢ S-Video Output : x 1 

¢ Component Video Output : x 1 

e Analogue Audio 2 Channel Output : x 1 

* Coaxial Digital Output : x 1 

¢ Optical Digital Output : x 1 

AUDIO 

¢ TV Virtual Surround : Standard / Dynamic 
/ Wide / Night / Dynamic Theatre 

¢ D/A Converter : 192kHz/24bit Audio DAC 

¢ Audio Formats : MP3/CD/DVD 

VIDEO 

¢ Playback Standard : PAL/NTSC 

¢ Progressive Scan : PAL/NTSC 

¢ Video Format : DVD/VCD 

¢ D/A Converter : 12bit/108Mhz Video DAC 


¢ Analogue Video Outputs : 
Rear x 1 / Rear x 2 (for DVD) 
¢ Analogue Audio Outputs : 
Rear : Coaxial x 1 
¢ Digital Output : Rear : Optical x 1 
¢ S-Video Output (for DVD) : Rear x 1 
¢ Component Output (for DVD) : Rear x 1 
MEDIA COMPATIBILITY 
¢ CD-R, CD-RW, DVD-R, DVD-RW 
(VR Mode), DVD+R, DVD+RW, 
¢ MP3, JPEG, DivX Playback 


INTERFACES 

e Analogue Audio 2ch Output : x 1 

¢ Coaxial Digital Output : x 1 

¢ Component Video Output : x 1 

* Composite Video Output : x 1 

¢ Microphone Inputs : x 2 

* Optical Digital Output : x 1 

¢ S-Video Output : x 1 

MEDIA COMPATIBILITY 

¢ CD-R, CD-RW, DVD+R, DVD+R Dual 
Layer, DVD+RW, DVD-R (Video Mode), 
DVD-RW (VR Mode w/CPRM), DVD-RW 
(VR Mode), DVD-RW 

* DivX Playback (CD-R/RW, DVD+R/RW, 
DVD-R/RW) 

¢ JPEG Kodak Playback (CD-R/RW, 
DVD+R/RW, DVD-R/RW) 

¢ MP3 Playback (CD-R/RW, DVD+R/RW, 
DVD-R/RW) 

¢ SUPER VCD 






VIDEO 


¢ Standard Playback : 

PAL / NTSC (on PAL TV) 
e Standard Record : PAL 
¢ Video Format : DVD/VCD/SVCD/JPEG 
¢ D/A Converter : 10 Bit/27 MHz Video 
GENERAL 
¢ Dimensions (WxHxDmm) : 

430 x 85 x 293 






VIDEO 


¢ D/A Converter : 12bit/1O08Mhz Video DAC 
e Playback Standard : PAL/NTSC 
¢ Progressive Scan : PAL/NTSC 
¢ Video Format : DVD/VCD 
GENERAL 
¢ Dimensions (WxHxDmm) : 
430 x 83 x 416 
e Weight : 4.4kg 


SUPPLIED ACCESSORIES 
¢ Remote Commander : RMT-D178P 









GENERAL 
¢ Dimensions (WxHxDmm) : 
430 x 43 x 206.5 
¢ Weight : 1.7kg 
* Colour : Available in Black and Silver 


SUPPLIED ACCESSORIES 

¢ AV Cable 

¢ AA Battery 

* Remote (RMT-D175P) 

¢ Available in Silver (DVPNS57PS) 
or Black (DVPNS57PB) 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice. 









W43mm Slim Cabinet Design 
VY Precision Cinema Progressive 
¥ Superior Media Compatibility 
V DivX Playback 


FEATURES 

¢ DivX Playback 

¢ MP3 Playback 

¢ JPEG Playback 

¢ Precision Drive 3 

¢ Twin Laser Pick-up 

¢ Dynamic Tilt Compensation 

¢ Precision Cinema Progressive 
¢ TV Virtual Surround 

¢ Custom Picture Mode 

¢ Fast Play with Audio 

¢ Slow Play with Audio 

¢ Zoom 

* Child Lock (Tray Lock) 

* Custom Parental Control (40 Discs) 
¢ Multi Disc Resume (6 Disc) 
¢ Title / Chapter Viewer 


DVD PLAYER DIVX PLAYBACK $149.00 * 


SPECIFICATIONS 

MEDIA COMPATIBILITY 

¢ DivX 

¢ CD-R/-RW/ DVD+ R/+RW/-R/-RW 
¢ CD-R/R Playback 

¢ DVD+R/+RW 

¢ DVD+R Dual Layer 

¢ DVD-R/-RW (Video Mode) 

¢ DVD-RW (VR Mode) 

¢ DVD-RW (VR Mode with CPRM) 
CONNECTIVITY 

* Composite Video Output : x 1 

¢ S-Video Output : x 1 

¢ Component Video Output : x 1 

e Analogue Audio 2 Channel Output : x 1 
¢ Coaxial Digital Output : x 1 

* Optical Digital Output : x 1 


¢ Instant Replay 
e Instant Advance 
¢ DTS Digital Output 


DVD PLAYER $229.00 * 


VY HDMI Output 
¥Y 720p / 1080i Upscaling 
V DivX Playback 

VY Precision Drive 3 





¢ Multi Channel Surround 

¢ Individual Speaker Setting 

¢ Background Graphics 

¢ Child Lock (Tray Lock) 

* Custom Parental Control (40 Disc) 
* Quick Set-up 

¢ Multi Disc Resume (40 Disc) 

¢ Title/Chapter Viewer 

¢ Playback Memory (40 Disc) 


SPECIFICATIONS 


FEATURES 

¢ HDMI Output 

¢ 720p/1080i Upscaling 

¢ DVD / CD / VCD Playback 
¢ DivX Playback 

¢ Precision Drive 3 

¢ Twin laser Pick-up 

¢ Dynamic Tilt Compensation 
¢ Precision Cinema Progressive 
* 12bit/108MHz Video DAC 
¢ Video Equalizer 





¢ Custom Picture Mode AUDIO 
¢ High Speed Search 

e Instant Replay 

e Instant Advance 

¢ 192kHz/24bit Digital Output 
¢ DD DTS 5.1ch Output 

¢ Digital Cinema Surround 


* DA Converter : 192kHz/24bit Audio DAC 
¢ Audio Formats : MP3-CD 

INTERFACES 

¢ HDMI Output : x 1 

* Composite Video Output : x 1 

¢ S-Video Output : x 1 






8" WIDESCREEN PORTABLE DVD PLAYER $449.00 * 


Y 8" Wide Screen LCD Monitor 
VY 6 hours Battery Life 

V DivX Playback 

VY 2 x Headphone Jacks 


FEATURES 

¢ MP3 and JPEG Playback 

¢ Car Battery Adaptor 

¢ Multi Format DVD/CD Disc Playback 

* Stylish Laptop Design — 180° 
Swivel Screen 

¢ Inbuilt Stereo Speaker 

¢ Kodak Picture CD Playback 


GENERAL FUNCTIONALITY 
e Language : English 
¢ Modes (Playback) : 
Shuffle / Program (CD) 
¢ Multi Smooth Scan : x2-x4—x8-x16-x32 
¢ Slow Playback : x1/2-x1/4-x1/8-x1/16 
¢ Volume Control : Manual 
¢ Adjustment (Screen Type) : 


¢ Anti-Shock 16:9 / 4:3 / OFF 
¢ Adjustment (Picture Quality) : Brightness 
SPECIFICATIONS / Contrast / LCD Mode 


AUDIO ¢ Screen Control : Back Ground Graphic 
¢ Speakers : Built in Stereo Speaker ¢ Screen Control : Control OSD Menu 
¢ Formats (Original) : Audio CD ¢ Screen Control : Screen Saver 
¢ Formats (Self-Recorded) : MP3 ¢ Disc Resume Play : 1Disc 
e 5.1 Channel Codecs : Dolby Pro Logic (Lid Open-Memory Clear) 
Down Mix (5.1ch to LtRt out) ¢ Security : Parental Control 
¢ Audio DAC : 96kHz / 24bit ¢ Repeat Function(DVD) : Title /Chapter/A-B 
¢ Format : Super Audio CD (CD Layer) e Repeat Function(CD) : Disc/Track/ 
¢ Audio D/A Converter : 12bit / 1O8Khz Program/A-B 
CONNECTIVITY ¢ Repeat Function(MP3) : One/Folder 
¢ Inputs : Video IN ¢ Program Play : CD 
¢ Inputs : Audio IN ¢ Random Play : CD/VCD/MP3 
¢ Outputs : Video OUT MEDIA TYPE 
¢ Outputs : Audio OUT ¢ DVD-R : DVD-R / DVD-R DL / DVD-RW 
* Outputs : Dual Headphone OUT ¢ DVD+R : DVD+R/ DVD+R DL / 
DVD+RW 
¢ CD : CD-R / CDRW 


m Refer to KEY TECHNOLOGY pages for detailed information. 


AUDIO 

¢ TV Virtual Surround : Standard / Dynamic 
/ Wide / Night / Dynamic Theatre 

¢ D/A Converter : 192kHz/24bit Audio DAC 

¢ Audio Formats : MP3/CD/DVD 

VIDEO 

¢ Playback Standard : PAL/NTSC 

e Progressive Scan : PAL/NTSC 

¢ Video Format : DVD/VCD 

¢ D/A Converter : 12bit/108Mhz Video DAC 

GENERAL 

* Dimensions (WxHxDmm) : 
#30 x 43.x 206.5 

¢ Weight : 1.7kg 

¢ Colour : Available in Black or Silver 


¢ Component Video Output : x 1 

¢ Analogue Audio 2ch Output : x 1 

¢ Coaxial Digital Output : x 1 

¢ Digital Optical Output : x 1 

MEDIA COMPATIBILITY 

¢ DIVX 

e MP3 

e JPEG 

¢ CD-R/RW 

¢ DVD+R/RW 

¢ DVD-RW/R (Video mode) 

¢ DVD-RW (VR Mode) 

VIDEO 

¢ Playback Standard : PAL/NTSC 

¢ DA Converter : 12bit/LO8MHz Video DAC 

¢ Progressive Modes : Precision Cinema 
Progressive (NTSC) 

¢ Video Format : DVD/ CD/ VCD 


POWER 
¢ Power Source : Rechargeable 
Lithium lon Polymer Battery 
¢ Battery Life (LCD ON) : 6hrs 
¢ Recharge Method : 
AC Power Adaptor 9.5V DC 
¢ Recharge Time To Full : Approx. 5.5hrs 
VIDEO 
¢ Formats (Original) : Original DVD Video 
¢ Formats (Original) : Video CD (VCD) 
¢ Formats (Self-Recorded) : Video Mode 
¢ Formats (Self-Recorded) : VR Mode 
¢ Formats (Self-Recorded) : DivX 
¢ Formats (Self-Recorded) : Video CD 
¢ Formats (Self-Recorded) : JPEG 
¢ Video D/A Converter : 12bit / 1O8Mhz 
¢ Format : Kodak Picture CD 
¢ Picture Control : Color Control 
¢ Picture Control : Backlight Control 
¢ Picture Control : LCD Mode Select Button 


SUPPLIED ACCESSORIES 

¢ AV Cable 

¢ AA Battery 

¢ Remote Control : RMT-D175P 


GENERAL 

¢ Dimensions (WxHxDmm) : 
430 x 43 x 237 

¢ Remote Control : RMT-D180P 


GENERAL 

¢ LCD Panel : 8” / 480(RGB) 
x 220 Dot (Quarter VGA) 

¢ Dimensions (WxHxDmm) : 
226 x 160 x 32.4 

¢ Weight : 1.02kg 


SUPPLIED ACCESSORIES 

¢ AC Power Adaptor AC-FX110 

* Car Power Adaptor DCC-FX110 

¢ RCA A/V Cable 

¢ Rechargeable Battery (Lithium lon 
Polymer) NP-FX110 

¢ Remote Control RMT-D182A 
(+ AA Battery) 
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VY 160GB Hard Disk Drive (HDD) 
V Dual Layer Recording 

Vv Fast Playback with sound 

Y¥ HQ+ High Quality Recording 
Vv Pause Live TV 


FEATURES 

¢ Chasing Playback 

¢ Simultaneous Record and Playback 
¢ DivX Playback 

* One Touch Dubbing 

¢ Pause Live TV 

¢ 9 Record Modes 

e JPEG Playback 

¢ Precision Cinema Progressive 

¢ Variable Bit Rate Recording (VBR) 
¢ Dynamic to VBR Dubbing 

¢ D-Matrix Noise Reduction 

¢ AV Sync 

¢ HDD Playlist 

¢ Instant Replay 

¢ Instant Advance 

¢ Easy Chapter Edit 

* Title List Zoom In/Out 

¢ “New” Mark on unwatched titles 
¢ Tray Lock 

¢ Child Lock 

¢ Custom Parental Control 

¢ Synchro Recording 

¢ Manual Timer 

¢ G-Code 

* Quick Timer 

¢ High Speed Dubbing 


VY SD Digital Tuner 

VY 160GB Hard Disk Drive (HDD) 
VY Dual Layer Recording 

V Fast Playback with Sound 

VY HQ+ High Quality Recording 
vV Pause Live TV 


FEATURES 

¢ Chasing Playback 

¢ Simultaneous Record and Playback 
¢ Multi Disk Format Playback & Record 
¢ DivX Playback 

¢ One Touch Dubbing 

¢ Pause Live TV 

¢ 9 Record Modes 

e JPEG Playback 

¢ Precision Cinema Progressive 

¢ Variable Bit Rate Recording (VBR) 
¢ Dynamic to VBR Dubbing 

¢ D-Matrix Noise Reduction 

° AV Sync 

¢ HDD Playlist 

¢ Instant Replay 

¢ Instant Advance 

¢ Easy Chapter Edit 

¢ Title List Zoom In/Out 

¢ “New” Mark on unwatched titles 
¢ Tray Lock 

¢ Child Lock 

¢ Custom Parental Control 

¢ Synchro Recording 

¢ Manual Timer 

¢ Quick Timer 

¢ High Speed Dubbing 


HDD DVD RECORDER $599.00 & 





SPECIFICATIONS 

AUDIO 

¢ D/A Converter : 192kHz/24bit Audio DAC 

¢ Audio Formats : CD/MP3/DVD 

EDITING 

¢ Easy Chapter Edit 

* Title Divide 

INTERFACES 

¢ DV Input (i-Link) : x 1 

¢ S-Video Input : x 3 (2 Front, 1 Rear) 

e Video In: x 2 

¢ Component Video Out : x 1 

¢ S-Video Out : x 1 

¢ Video Out : x 1 

¢ Audio out: x 1 

* Optical Digital Audio Out : x 1 

¢ Coaxial Digital Audio Out : x 1 

MEDIA COMPATIBILITY 

¢ DVD-R/RW (Video Mode) Record 
and Playback (16x-speed or slower 
DVD-R’s v2.0, v2.1) 

¢ DVD-RW (VR Format with CPRM) 
Record and Playback (6x-speed or slower 
DVD-RW’s v1.1, v1.2 with CPRM) 

¢ DVD+R/RW Record and Playback 
(8x-speed or slower DVD+RW’'s, 
16x-speed or slower DVD+R’s) 

¢ DVD+R Dual layer (2.4x-speed 
DVD+R DL Double Layer Discs) 


HDD DVD RECORDER / SD DIGITAL TUNER $349.00 * 


SPECIFICATIONS 

AUDIO 

¢ D/A Converter : 192kHz/24bit Audio DAC 

¢ Audio Formats : CD/MP3/DVD 

DIGITAL VIDEO BROADCAST 

¢ In Built Digital Tuner (DTT) : Standard 
Definition DTT 

EDITING 

¢ Easy Chapter Edit 

¢ Title Divide 

INTERFACES 

¢ DV Input (i-Link) : x 1 

¢ S-Video Input : x 3 (2 Front, 1 Rear) 

¢ Video In: x 2 

¢ Component Video Out : x 1 

¢ S-Video Out : x 1 

¢ Video Out : x 1 

¢ Audio out : x 1 

¢ Optical Digital Audio Out : x 1 

* Coaxial Digital Audio Out : x 1 

MEDIA COMPATIBILITY 

e DVD-R/RW (Video Mode) Record and 
Playback (16x-speed or slower 
DVD-R’s v2.0, v2.1) 

¢ DVD-RW (VR Format with CPRM) 
Record and Playback (6x-speed or slower 
DVD-RW’s v1.1, v1.2 with CPRM) 


¢ DVD Video Playback 

¢ CD Playback 

¢ VCD Playback 

¢ SVCD (with PBC) Playback 

¢ CD-R/RW Playback 

¢ MP3 (CD-R/RW) Playback 

e JPEG (CD-R/RW,DVD-R/RW, 
DVD-R/RW) Playback 

¢ DivX Playback 

RECORDING MODES 

(DOUBLE LAYER~DVD4R DL) 

¢ HQ: 1 Hour, 48 Minutes 

e HSP : 2 Hours, 42 Minutes 

¢ SP : 3 Hours, 37 Minutes 

¢ LSP : 4 Hours, 31 Minutes 

e LP : 5 Hours, 25 Minutes 

e EP : 7 Hours, 14 Minutes 

¢ SLP : 14Hours, 28 Minutes 

RECORDING MODES (HDD) 

¢ HQ : 33 Hours 

e HSP : 51 Hours 

¢ SP : 67 Hours 

e LSP : 85 Hours 

© LP): 103: ours 

¢ EP : 137 hours 





¢ DVD+R/RW Record and Playback 
(8x-speed or slower DVD+RW’s, 
16x-speed or slower DVD+R’s) 

* DVD+R Dual layer (2.4x-speed DVD+R 
DL Double Layer Discs) 

¢ DVD Video Playback 

¢ CD Playback 

¢ VCD Playback 

¢ SVCD (with PBC) Playback 

¢ CD-R/RW Playback 

¢ MP3 (CD-R/RW) Playback 

e JPEG (CD-R/RW,DVD-R/RW, 
DVD-R/RW) Playback 

¢ DivX Playback 

RECORDING MODES 

(DOUBLE LAYER-DVD+R DL} 

¢ HQ: 1 Hour, 48 Minutes 

¢ HSP : 2 Hours, 42 Minutes 

¢ SP : 3 Hours, 37 Minutes 

¢ LSP : 4 Hours, 31 Minutes 

e LP: 5 Hours, 25 Minutes 

e EP : 7 Hours, 14 Minutes 

e SLP : 14Hours, 28 Minutes 






e¢ SLP : 204 Hours 

¢ SEP : 249 Hours 

¢ HQ+ HDD Only : 21 Hours 

RECORDING MODES (SINGLE LAYER} 

¢ HQ: 1 Hour 

e HSP : 1 Hour, 30 Minutes 

¢ SP : 2 Hours 

¢ LSP : 2 Hour, 30 Minutes 

e LP : 4 Hours 

¢ EP : 6 Hours 

e SLP : 8 Hours 

VIDEO 

e Playback : PAL/NTSC 

¢ Recording Standard : PAL 

¢ D/A Converter : 
12bit/108MHz Video DAC 

¢ Video Formats : DVD/VCD/JPEG 

GENERAL 

¢ Dimensions (WxHxDmm) : 
430% 65 x 326 

¢ Weight : 4.2kg 


Available in Silver (RDRHX720) 
or Black (RDRHX720B) 


RECORDING MODES (HDD) 

¢ HQ : 33 Hours 

e HSP : 51 Hours 

¢ SP : 67 Hours 

¢ LSP : 85 Hours 

* LP: 103 Hours 

e EP : 137 hours 

¢ SLP : 204 Hours 

e SEP : 249 Hours 

¢ HQ+ HDD Only : 21 Hours 

RECORDING MODES (SINGLE LAYER} 

e HQ: 1 Hour 

¢ HSP : 1 Hour, 30 Minutes 

e SP : 2 Hours 

¢ LSP : 2 Hour, 30 Minutes 

e LP : 4 Hours 

e EP : 6 Hours 

¢ SLP : 8 Hours 

VIDEO 

¢ Playback : PAL/NTSC 

¢ Recording Standard : PAL 

¢ D/A Converter : 12bit/108MHz 
Video DAC 

¢ Video Formats : DVD/VCD/JPEG 

GENERAL 

¢ Dimensions (WxHxDmm) : 
430 x 65 x 328 

¢ Weight : 4.2kg 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notic 









- o High Definition Recording 
¥ Twin HD Tuners 


HD DIGITAL VIDEO RECORDER (DVR) $999.00 * (SVRHD/00) 
$1099.00 * (SVRHD900) 


¥Y 160 GB Capacity (SVRHD700), 250 GB Capacity (SVRHD900) 


»Y HDMI 
VY Pause live TV 


FEATURES 

¢ Time Shift Function — Pause Live TV 

¢ Picture in Picture (PIP) 

e 4 Favourites List 

¢ Remote Control with Multi Brand 
TV functions 

¢ DVB-T HD/SD Broadcasting reception 

¢ 1080i, 720p, 576p, 576i video format 
support (requires TV or Monitor with HD 
signal capability) 

* Component (YPbPr), S-video, 
Composite video output, HDMI 

¢ Simultaneous HD/SD Output 

¢ Dolby Digital Sound 

¢ Semi Mirrored Front Panel with VFD 
Illuminated Display 

¢ Parental Rating Setting 


SPECIFICATIONS 

AUDIO OUTPUT 

¢ Decoding Format : Dolby Digital, 
MPEG (Layer | and II) 

* Digital Audio Output Mode : 
PCM, Dolby Digital 

CONNECTIONS 

¢ Data Interface : RS-232 
(for service use only) 

¢ Input : Antenna In 


¢ Output : Component video (Y/Pb/Pr) 


* Output : Composite Video 

* Output : Digital audio (S/PDIF) 

¢ Output : HDMI 

¢ Output : RF Loop through output 
* Output : S-Video 

* Output : Stereo audio (R&L) x 2 


BLU-RAY DISC / DVD PLAYBACK 


RECORDING TIMES 
¢ High Definition 
— 23 Hours (SVRHD700) 
— 36 Hours (SVRHD900) 
¢ Standard Definition 
— 44 Hours (SVRHD700) 
— 69 Hours (SVRHD900) 
VIDEO OUTPUT 
¢ Aspect Ratio : 16:9, 4:3 (Full Screen 
Crop) and 4:3 (Letter Box) 
¢ Decoding Format : 
MPEG-2 MP@ML, MP@HL 
¢ Vertical Scan Rate : 50Hz 
¢ Video Format : 1080i, 720p, 576p, 5761 
GENERAL 
¢ Dimensions (WxHxDmm) : 
430 x 80 x 306 
¢ Power Consumption : 34W 
¢ Power Supply : 220-240V, 50/60Hz 
¢ Weight : 3.9kg 





SUPPLIED ACCESSORIES 

¢ AA batteries 

¢ Remote commander 

e RF loop cable 

¢ Component Video Cable (YPbPr) 
e Audio/Video cable (RCA jacks) 





VY DVD Upscaling to 1080p 


Y Full HD 1080p Video Output through HDMI connection 


VY Uncompressed Multi Channel Linear PCM Output 


Y Dolby® Digital Plus 
V BRAVIA Theatre Sync 


¥ Highly Tuned Audio Parts and Rigid Beam Construction 








DID YOU KNOW’? 


Blu-ray (BD) is the next-generation media format that 
delivers the ultimate High-Definition entertainment 
experience. Just like the DVD format offered a 
technological leap over CDs, Blu-ray Disc™ is the next 
leap forward in the natural advancement of data storage 


and digital entertainment. 


Facts about Blu-ray Disc™ 
¢ A Blu-ray disc can store up 25GB (single layer) and 
50GB (dual layer) of data 





Vv Two Favourites Lists 

Y HDMI! Output 

Y Sony TV Compatible Remote 

Y Simultaneous output of SD and HD 


FEATURES 

¢ DVB-T HD/SD Broadcasting reception 

©1080i, 720p, 576p, 576i video 
format support 

¢ Component (YPbPr), S-video, 
Composite video output 

¢ HDMI! Ouput 

¢ Simultaneous output of SD and HD 

¢ Sony TV compatible remote commander 

¢ PIP (SD in SD, SD in HD) 

e Picture Freeze 

¢ Parental Rating Setting 

¢ Teletext 





HIGH DEFINITION SET-TOP-BOX $699.00 * 
¥ High Definition 1080i, 720p, 576p, 576i 


¢ Although the same size as a CD, a Blu-ray disc 
can fit up to 77 CDs or almost six DVDs of 
information on a single disc 

¢ Blu-ray is supported by more than 170 leading 
manufacturers 

¢ Seven of the eight major film studios have 
announced Blu-ray movie titles 


More information about Blu-ray can be found 
at the Blu-ray Disc Association’s Website 


SPECIFICATIONS 

¢ Decoding Format : Dolby Digital, 
MPEG (Layer | and II) 

¢ Digital Audio Output Mode : 
PCM, Dolby Digital 

CONNECTIONS 

¢ HDMI Output x1 

* Component Video Output x1 

* Composite Video Output x1 

¢ S-Video Ouput x1 

* Coaxial Digital audio Output x1 

* Optical Digital audio Output x1 

¢ Stereo audio (R&L) x 2 


» Refer to KEY TECHNOLOGY pages for detailed information. 


www.blu-raydisc.com 


¢ Data Interface : RS-232 x1 
(for service use only) 
¢ Antenna In x1 
¢ RF Loop through output x1 
GENERAL 
¢ Dimensions (WxHxDmm) : 
360 x80 X-271 
¢ Power Consumption : 17W (4W Standby) 
¢ Weight : 2.8kg 


me: 


Blu-ray Disc 






SUPPLIED ACCESSORIES 
¢ Remote control RM-X1022 
¢ AA batteries 

* Component Video Cable 

¢ RF loop cable 








= 
e 
= 
3 
o 
> 
= 
3 
a 
3 
= 
z 


AS 
Le) 





Available June 2007 


VY 5W x 2RMS Total Power 

Vv S-Master Digital Amplifier 

Y Additonal Line Input 

VY Compatible with Selected iPod Models* 


FEATURES 

¢ Compact Shape Main Unit 

¢ S-Master Digital Power Amplifier 

* Digital Signal Processor with 
Surround Mode 

¢ Power Line Transmission Subwoofer 

¢ Remote control included 


SPECIFICATIONS 
AUDIO 
¢ Audio Power Output : 

— Main Unit : 

5W x 5W (1 KHz, 10% THD) 

— Subwoofer : 15W (100 Hz, 10% THD) 
INPUTS AND OUTPUTS 
¢ Input(s) : Mini Jack (Stereo) 


CRADLE AUDIO SYSTEM FOR iPOD® $399.00 * 





POWER 
¢ AC Power : 
— Main Unit: DC In: 12V,1.0A 
— Subwoofer : 220V, 18W, 50/60 Hz 
GENERAL 
¢ Type of Use : Wireless PC Audio System 
¢ Dimensions (Diameter Approx. mm) : 
— Main Unit Speakers : 28 
— Subwoofer : 70 
¢ Colours : 
— Speakers : Silver 
— Subwoofer : Black 


*The iPod Cradle is compatible with 1st and 2nd Generation Nano, 5th Generation Video, 
Ath Generation Colour, 4th Generation or 1st Generation Mini iPod. 





MICRO HIFI SYSTEM $149.00 * 


VY 5W x 2 RMS Total Power 
VY MP3 CD Playback 
VY Portable Audio Input (Front, 3.5mm Jack) 


FEATURES 

¢ CD / Tuner / Cassette 

¢ Total System Power : 1OW RMS (5W x 2) 
¢ CD-R/RW 

¢ CD Synchro Recording 

¢ MP3 Playback from CD 

¢ Cassette Deck 

¢ AM/FM Tuner with 30 Presets 

¢ Timer (Wake-up / Sleep) 

¢ Bass Boost Function - DSGX 

¢ Bass / Treble Control 

¢ Full Range Bass Reflex Speakers 


¥Y 20W x 2 RMS Total Power 
VY MP3 CD Playback 
Y Portable Audio Input (Front, 3.5mm Jack) 


FEATURES 

¢ CD / Tuner / Cassette 

¢ Total System Power : 40W RMS 
(20W x 2) 

¢ CD-R/RW 

¢ CD Synchro Recording 

¢ MP3 Playback from CD 

¢ Full Logic Cassette Deck 

¢ AM/FM Tuner with 30 Presets 

¢ Timer (Sleep / Play / Record) 

¢ Bass Boost Function - DSGX 

¢ Bass / Treble Control 

¢ Full Range Bass Reflex Speakers 


MICRO HIFI SYSTEM $199.00 * 


SPECIFICATIONS 
CONNECTIONS 
¢ Analogue Audio In: 1 
¢ Headphone Jack (3.5mm) 
FUNCTION 
¢ Cassette Deck : Single 
¢ CD: Single 
¢ Tuner : AM/FM 
GENERAL 
¢ Dimensions (WxHxDmm) : 
— Front Speakers : 
145 x 241.5 x 134 
— Main Unit : 158 x 241.5 x 233 
e Weight : 
— Front Speakers : 1.4kg 
— Main Unit : 2.1kg 
¢ Speaker Grilles : Fixed 
¢ Speaker Type : 1 Way 





SPECIFICATIONS 
CONNECTIONS 
¢ Analogue Audio In : 1 
¢ Headphone Jack (3.5mm) 
FUNCTION 
¢ Cassette Deck : Single 
¢ CD : Single 
¢ Tuner : AM/FM 
GENERAL 
¢ Dimensions (WxHxDmm) : 
— Front Speakers : 
145% 250 C155 
— Main Unit : 164 x 235 x 265 
¢ Weight 
— Front Speakers : 1.5kg 
— Main Unit : 3.6kg 
¢ Speaker Grilles : Fixed 
¢ Speaker Type : 1 Way 








iPod Not Included 


RECOMMENDED ACCESSORIES 
/ Walkman : | Headphones : 
: NWEOO5FG , MDRXD100 









RECOMMENDED ACCESSORIES 


Walkman : Headphones : 


| NWS705FB | MDRXD100 





*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notic 





MICRO HIFI SYSTEM $299.00 * 


VY 40W x 2 RMS Total Power 
VY 3 Disc Changer 

Vv S-Master Digital Amplifier 
VY Portable Audio Input 


FEATURES 

¢ CD / Tuner / Cassette 

¢ Total System Power : 80W RMS 
(40W x 2) 

¢ 3 CD with Disc Exchange 

¢ S-Master Digital Amplifier 

¢ CD-R/RW 

¢ CD Synchro Recording 

¢ MP3 Playback from CD 

¢ Full Logic Cassette Deck 

AM/FM Tuner with 30 Presets 

¢ Timer (Sleep / Play / Record) 

¢ Bass Boost Function —- DSGX 

¢ Bass / Treble Control 

¢ 2 Way Bass Reflex Speakers with 12cm 
Woofer and 4 cm Tweeter 


VY 5W x 2 RMS Total Power 
Y DVD Playback 
VY Component Video Out 


FEATURES 

¢ DVD / CD / Tuner / Cassette 

* Total System Power 1OW RMS (5W x 2) 

¢ DVD-R/+R/-RW/+RW (Video and 
VR Mode) 

¢ Progressive Scan (PAL/NTSC) 

¢ CD-R/RW 

¢ MP3 Playback from CD 

¢ JPEG CD 

¢ VCD / DivX Playback 

¢ Dolby Digital / DTS 

¢ 8cm DVD Support 

¢ Feather Touch Cassette Deck 

¢ AM/FM Tuner with 40 Presets 

¢ Karaoke Functions 

¢ Bass Boost Function —- DSGX 

¢ Bass / Treble Control 

¢ Full Range Bass Reflex Speakers 


SYSTEM $299.00 * 


SPECIFICATIONS 
CONNECTIONS 
¢ Analogue Audio In: 1 
¢ Headphone Jack (3.5mm) 
FUNCTION 
¢ Cassette Deck : Single 
¢ CD: 3 Disc 
¢ Tuner : AM/FM 
GENERAL 
¢ Dimensions (WxHxDmm) : 

— Front Speakers : 

163 x 278 x 220 

— Main Unit : 180 x 280 x 338 
° Weight : 

— Front Speakers : 2.3kg 

— Main Unit : 4.1kg 
¢ Speaker Grilles : Removable 
¢ Speaker Type : 2 Way 


SPECIFICATIONS 
CONNECTIONS 

¢ Component Video out : 1 
¢ S-Video out: 1 

¢ Composite Video out : 1 
¢ Optical audio out : 1 

¢ Headphone Jack (3.5mm) 
FUNCTION 

* Cassette Deck : Single 

¢ CD/ DVD : Single 

¢ Tuner : AM/FM 

GENERAL 

¢ Speaker Type : 2 Way 


USB CD MICRO HIFI SYSTEM $349.00 * 


Available June 2007 
Y 25W x 2 RMS Total Power 


Y USB Input for Direct Music Playback from Network Walkman 


V Portable Audio Input (Front 3.5mm Jack) 


FEATURES 

¢ USB / CD / Tuner 

* Total System Power : 5|0W RMS 
(25W x 2) 

¢ CD-R/RW 

¢ MP3 / WMA/ AAC / ATRAC 

¢ Shuffle / Program / Repeat Mode 

¢ AM/FM Tuner with 30 Presets 

¢ Bass Boost Function - DSGX 

¢ Bass / Treble Control 

¢ Timer (Wake-up / Sleep) 

¢ Power Save Mode 

*Portable Audio Input 

¢ USB Input 

¢ Full Range Bass Reflex Speakers 





SPECIFICATIONS 
CONNECTIONS 
¢ Analogue Audio In : 1 
¢ Headphone Jack : 1 
¢ USB Input : 1 
FUNCTION 
¢ CD / DVD : Single 
¢ Tuner : AM/FM 
GENERAL 
¢ Dimensions (WxHxDmm) : 
— Front Speakers : 
140 x 246 x 212 
— Main Unit : 200 x 130 x 295 
¢ Weight : 
— Front Speakers : 1.9kg 
— Main Unit : 3.7kg 
¢ Speaker Type : Full Range 
¢ Speaker Grilles : Fixed 


» Refer to KEY TECHNOLOGY pages for detailed information. 
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RECOMMENDED ACCESSORIES 


Headphones : 
MDRXD100 




















Walkman : 
NWEOO5FV 





RECOMMENDED ACCESSORIES 


Headphones : Microphone : 
MDRXD100 FV220 


RECOMMENDED ACCESSORIES 


Micro Vault: _ « Walkman : 
USM4GH sg NWEOO5FP 
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BLUETOOTH STEREO WIRELESS 
CD MICRO SYSTEM $599.00 * 
Available June 2007 


VY 75W x 2 RMS Total Power 

vV S-Master Digital Amplifier 

VY USB Input for Direct Music Playback from Network Walkman 

Y Stream Music Wirelessly from your Bluetooth® enabled PC, Sony Ericsson 
or MP3 Player with optional Bluetooth® Transmitter 


| 


FEATURES SPECIFICATIONS 
¢ Bluetooth / USB / CD / Tuner CONNECTIONS 
¢ Total System Power : 150W RMS ¢ Analogue Audio In: 1 
(75W x 2) ¢ Headphone Jack : 1 
¢ CD-R/RW @ ° USB Input: 1 
¢ MP3 / WMA / AAC / ATRAC @e © Bluetooth® : 2.0 A2DP AVRCP 
¢ AM/FM Tuner with 30 Presets FUNCTION 
¢ Shuffle / Program / Repeat Mode ¢ CD / DVD : Single 
* Bass Boost Function - DSGX ¢ Tuner : AM/FM 
¢ Bass / Treble Control GENERAL 
¢ Timer (Wake-up / Sleep) ¢ Dimensions (WxHxDmm) : 
¢ Power Save Mode — Front Speakers : 
@- ¢ Portable Audio Input 145 x 300 x 200 
@- ¢ USB Input — Main Unit : 286 x 115 x 200 
@ © Bluetooth® ¢ Weight : 
¢ 2-way Bass Reflex Speakers with 10cm — Front Speakers : 2.6kg 
Woofers and 2.5cm Soft Dome Tweeters — Main Unit : 2.7kg 


¢ Speaker Type : 2-way 
¢ Speaker Grilles : Detachable 





ae BVO MICAO OYSTER Coo” 
Available June 2007 


¥Y 50W x 2 RMS Total Power 
@- ¥ S-Master Digital Amplifier 
V DVD Playback 


| RECOMMENDED ACCESSORIES 


Sony Ericsson Bluetooth Headphones : 


| Bluetooth Phone: FF | DRBT21G 
| W610i ’ 














@- v USB Input for Direct Music Playback from Network Walkman 

FEATURES SPECIFICATIONS 

¢ USB / DVD /Tuner CONNECTIONS 

¢ Total System Power : 1OOW RMS ¢ Analogue Audio In: 1 

(50W x 2) ¢ Headphone Jack : 1 

¢ CD-R / RW / DVD-R / RW/JPEG/ Divx @ * USB Input: 1 

¢* MP3 / WMA / AAC / ATRAC ¢ Digital Audio : 1 Optical 

¢ Dolby Digital / DTS (stream out) ¢ Video Composite Out : 1 GENERAL 

¢ AM/FM Tuner with 30 Presets ¢ Video Component Out : 1 ¢ Dimensions (WxHxDmm) : 

¢ Shuffle / Program / Repeat Mode ¢ Video S-Video Out : 1 — Front Speakers : 

¢ Karaoke FUNCTION 140 x 250 x 211 

¢ Bass Boost Function - DSGX ¢ CD / DVD : Single — Main Unit : 

¢ Bass / Treble Control ¢ Tuner : AM/FM 190 x 141 x 273 ene 

* Timer (Wake-up / Sleep) * Weight : RECOMMENDED ACCESSORIES 

* Power Save Mode — Front Speakers : 2.4kg en td eo Reiacan': 
@- » Portable Audio Input — Main Unit : 4.1kg a citien oc oo NWEOOSEB 
@- °USB Input ¢ Speaker Type : 2-way | Receiver : HWSBTA2W 
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¢ Full Range Bass Reflex Speakers 





Available June 2007 


Y 50W x 2 RMS Total Power 
VY S-Master Digital Amplifier 
VY DVD Playback 


¥Y Stream Music Wirelessly from your Bluetooth enabled PC, Sony Ericsson 
or MP3 Player with optional Bluetooth Transmitter 


FEATURES 
¢ Bluetooth / USB / DVD / Tuner 
¢ Total System Power : 1OOW RMS 


(50W x 2) 
¢ CD-R / RW/ DVD-R / RW/JPEG/ Divx @ 
¢ MP3 / WMA / AAC / ATRAC ad 


¢ Dolby Digital / DTS (stream out) 

¢ AM/FM Tuner with 30 Presets 

¢ Shuffle / Program / Repeat Mode 

* Karaoke 

¢ Bass Boost Function — DSGX 

¢ Bass / Treble Control 

¢ Timer (Wake-up / Sleep) 

¢ Power Save Mode 

¢ Portable Audio Input 

¢ USB Input 

¢ Bluetooth® 

¢ 2-way Bass Reflex Speakers with 12cm 
Woofers and 2.5cm Soft Dome Tweeters 





BLUETOOTH STEREO WIRELESS 
DVD MICRO SYSTEM $699.00 * 





¢ Speaker Grilles : 
Detachable 





SPECIFICATIONS 
CONNECTIONS 

¢ Analogue Audio In: 1 
¢ Headphone Jack : 1 





¢ USB Input : 1 

¢ Bluetooth® : 2.0 A2ZDP AVRCP GENERAL 

¢ Digital Audio : 1 Optical ¢ Dimensions (WxHxDmm) : 

¢ Video Composite Out : 1 — Front Speakers : 

¢ Video Component Out : 1 140 x 284 x 240 

¢ Video S-Video Out : 1 — Main Unit : RECOMMENDED ACCESSORIES 
FUNCTION 190 x 141x273 SRICRE REITER hae ate 
* CD / DVD : Single ° Weight: | Dongle : WLANWB1 sae NWS203FB 
¢ Tuner : AM/FM — Main Unit : 4.1kg fig 


— Front Speakers : 3kg 
¢ Speaker Type : 2-way 
¢ Speaker Grilles : 

Detachable 





*SRP is manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notic 











MRCECES: 
MINI HIFI| SYSTEM $229.00 * 


Available May 2007 


¥Y 50W x 2 RMS Total Power 
VY Play / Record and Sleep Timer 


VY Portable Audio Input (Front, 3.5mm Jack) 


FEATURES 

¢ CD / Tuner / Cassette 

* Total System Power : 1OOW RMS 
(50W x 2) 

¢ 3 CD with Disc Exchange 

¢ Single Mechanical Cassette Deck 

¢ AM/FM Tuner with 30 Presets 

* Bass Boost Function —- DSGX 

¢ 4 Preset EQ 

¢ Timer (Play / Sleep) 

¢ Power Save Mode 

¢ Portable Audio Input 

¢ Horn Tweeter with 16cm Woofer 

e 2-way Bass Reflex Speakers 











SPECIFICATIONS 
CONNECTIONS 
@- ¢ Front Portable Audio Input 
¢ Headphone Jack : 1 
FUNCTION 
* CD : 3 Disc 
* Cassette Deck : Single 
¢ Tuner : AM/FM 
GENERAL 
¢ Dimensions (WxHxDmm) : 
— Front Speakers : 
215.x,306 x 210 
— Main Unit : 200 x 306 x 359.5 
¢ Weight : 
— Front Speakers : 2.4kg 
— Main Unit : 5.3kg 
¢ Speaker Type : 2 Way 





_ RECOMMENDED ACCESSORIES 


Walkman : 
NWEOO5FV 


Headphones : 
MDRDXD200 





MINI HIFI SYSTEM $299.00 * | — 


Available May 2007 


¥Y 155W x 2 RMS Total Power 
¥ 3 Disc Changer 


Y Total System Power = 310W RMS (155W x 2) 


¥Y CD-R/RW Playback 


¥Y Portable Audio Input (Front, 3.5mm Jack) 


FEATURES 

¢ CD / Tuner / Cassette 

¢ 3 CD with Disc Exchange 

¢ CD-R/RW 

¢ MP3 Playback from CD 

¢ Variable Attenuation Control 
System (VACS) 

* CD Synchro Recording 

¢ AM/FM Tuner with 30 Presets 

¢ Full Logic Cassette Deck 

* 8 Preset EQ 

¢ Bass Boost Function — Groove 

* Timer (Rec / Play / Sleep) 

¢ Power Save Mode 

¢ Portable Audio Input 

e 2-way Bass Reflex Speakers 

¢ Hybrid Dual Woofer 





MINI HIFI SYSTEM $399.00 * 


Available May 2007 


Y 155W x 3 RMS Total Power 


Y Total System Power = 465W RMS (125 x 2 + 155W) 


Y 155W Subwoofer 


VY Shuffle / Program / Repeat / Play Mode 
¥Y Portable Audio Input (Front, 3.5mm Jack) 


FEATURES 

¢ CD / Tuner / Cassette + Subwoofer 

* Total System Power : 465W RMS 
(155W x 2 + 155W) 

¢ 3 CD with Disc Exchange 

¢ CD-R/RW 

¢ MP3 Playback from CD 

¢ Variable Attenuation Control System 
(VACS) 

¢ CD Synchro Recording 

¢ Shuffle / Program / Repeat Mode 

e Full Logic Cassette Deck 

¢ AM/FM Tuner with 30 Presets 

¢ Bass Boost Function — Groove 

¢ 3 Band Graphic Equalizer 

¢ 8 Preset EQ 

¢ Surround Sound Effects 

¢ Programmable EQ Settings 

¢ Power Illuminator 

¢ Timer (Rec / Play / Sleep) 





¢ High Efficiency Horn Tweeters, Scm 
* Shuffle / Program / Repeat Mode 

¢ 3 Band Graphic Equalizer 

¢ Surround Sound Effects 

¢ Programmable EQ Settings 

¢ Power Illuminator 


SPECIFICATIONS 
CONNECTIONS 

@ © Front Portable Audio Input 
¢ Headphone Jack : 1 
FUNCTION 
*CD73 Disc 
* Cassette Deck : Dual 
¢ Tuner : AM/FM 





GENERAL 
¢ Dimensions (WxHxDmm) : 

— Main Unit : 280 x 328 x 412.3 

— Front Speakers : 220 x 360 x 235 
e Weight : 

— Front Speakers : 3.7kg 
e Power Per Channel : 125W x 2 RMS 
¢ Speaker Type : 3 Way 

RECOMMENDED ACCESSORIES 


Headphones : 
MDRXD200 


Walkman : 
NWEOO5FB 





¢ Power Save Mode 
@ © Portable Audio Input 
e 2-way Bass Reflex Speaker 
¢ Hybrid Dual Woofer 
¢ High Efficiency Horn Tweeters, 5cm 
¢ 20cm Subwoofer 


¢ Dimensions : 
— Main Unit : 280 x 328 x 412.3 
— Front Speakers : 220 x 360 x 235 
— Subwoofer : 265 x 325 x 325 


SPECIFICATIONS e Weight : 
CONNECTIONS — Front Speakers : 3.7kg 

@- ¢ Front Portable Audio Input — Subwoofer : 5.8kg RECOMMENDED ACCESSORIES 
. Headphone Jack : 1 Walkman : Headphones : 
FUNCTION NWEOOS5FV MDRXD200 — 
¢ CD : 3 Disc 


¢ Cassette Deck : Dual 

¢ Tuner : AM/FM 

GENERAL. 

¢ Power : 125W x 2 + 155W RMS 
¢ Speaker Type : 3 Way 


» Refer to KEY TECHNOLOGY pages for detailed information. 
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“DVD MINI HIFI SYSTEM $499.00 * 


¥Y 50W x 2 RMS Total Power 

Y USB Audio Streaming (from PC) 

VY Component Video Out 

V Portable Audio Input (Front, 3.5mm Jack) 


: 


sf 



























FEATURES SPECIFICATIONS 
¢ DVD / CD / Tuner / Cassette CONNECTIONS 
* Total System Power : LOOW RMS ¢ Analogue Audio In : 2 
(50W x 2) * Component Video Out 
@ ¢ USB Audio Streaming * Composite Video Out 
¢ DVD-R/+R/-RW/+RW ¢ Headphone Jack (3.5mm) 
(Video and VR Mode) ¢ Microphone Input 
¢ DVD+R Dual Layer Playback ¢ Optical Audio Out 
¢ CD-R/RW @- ¢ USB PC Streaming : 1 Rear 
¢ MP3 Playback from CD FUNCTION 
e JPEG CD * Cassette Deck : Single 
¢ VCD / DivX Playback * CD / DVD : Single 
* Dolby Digital / DTS ¢ Tuner : AM/FM 
* CD Synchro Recording GENERAL RECOMMENDED ACCESSORIES 
¢ Full Logic Cassette Deck ¢ Dimensions (WxHxDmm) a ses 
* AM/FM Tuner with 30 Presets — Main Unit : 190 x 300 x 335 Pes aieconrs es aa 
¢ Bass Boost Function - DSGX — Speakers : 190 x 336 x 225 
¢ Bass / Treble Control ¢ Weight : 
* Progressive Scan (PAL / NTSC) — Main Unit : 6.1kg 
* Timer (Wake-up / Sleep) — Speakers : 3kg 
























































DVD HIFI SYSTEM $699.00 


v S-Master Digital Amplifier 

VY MP3 Playback from USB Drive (Front) 
V USB Audio Streaming (from PC) 

VY Component Video Out 


| 














FEATURES e EQ Edit 
¢ DVD / CD Changer / Tuner / ¢ Bass Boost Function - DSGX 
Cassette Deck / USB * Clock — Wake-up and Sleep Timer 
* Total System Power : 200W RMS ¢ Timer Record Function 
(100W x 2) ¢ Power Save Mode 
¢ DVD-R/+R/-RW/+RW (Video and ¢ Microphone Echo Control 
VR Mode) Playback ¢ Microphone Volume Control 
¢ DVD+R Dual Layer Playback ¢ Remote Control 
¢ Progressive Scan (NTSC/PAL) e 2-way Bass Reflex Speaker 
¢ CD-R/RW Playback 
¢ MP3 Playback from CD SPECIFICATIONS FUNCTION 
e JPEG CD Playback CONNECTIONS * Cassette Deck : Single 
* Div-X Playback e Audio Line In : 1 ¢« CD / DVD : Single 
¢ Dolby Digital, DTS ¢ Audio Line Out : 1 (Digital) ¢ Tuner : AM/FM 
* CD Play Mode — Shuffle / Program / * Component Video Out : 1 GENERAL PS WeNCeRe Hi ila 
Repeat / AMS — Automatic Music Search ¢ Headphone Jack : 1 ¢ Dimensions (WxHxDmm) : 
¢ CD Synchro Recording ¢ Microphone Input : 2 — Main Unit : 
¢ VCD Playback ¢ Optical Digital Out : 1 190 xX 381 x S17 
¢ DVD/CD Text ¢ S-Video Out : 1 — Speakers : 
e AM/FM Tuner 30 Presets ¢ Video Out: 1 190 x 381 x 251 
(20FM and 10AM) @- ° USB: 2 ¢ Weight : 5.9kg 


¢ Karaoke Function 


DVD HIFI SYSTEM $999.00 


¥ 530W RMS Total System Power 

VY MP3 Playback from USB Drive (Front) 
V USB Audio Streaming (from PC) 

VY Component Video Out 


| 














FEATURES * EQ Edit FUNCTION 
¢ DVD / CD Changer / Tuner / Cassette * Bass Boost Function (DSGX) ¢ Cassette Deck : Single 
Deck / USB * Clock — Wake-up and ¢ CD / DVD : Single 
* Total System Power : 530W RMS Sleep Timer Function ¢ Tuner : AM/FM 
(100W x 2, 50W x 3 + 180W) ¢ Timer Record Function GENERAL 
¢ DVD-R/+R/-RW/+RW (Video and ¢ Power Save Mode e Dimensions 
VR Mode) Playback ¢ Microphone Echo Control (WxHxDmm) : 
* DVD+R Dual Layer Playback ¢ Microphone Volume Control — Main Unit : 
¢ Progressive Scan (NTSC / PAL) ¢ Remote Control 190 x 381 x 317 
¢ CD-R/RW Playback ¢ 2-way Bass Reflex Speaker — Speakers : 
+ ¢ MP3 Playback from CD 190'x 381% 201 
cS ° JPEG CD Playback SPECIFICATIONS — Surround Speakers : 
. ¢ Div-X Playback CONNECTIONS 175% 95 107 
a ¢ Dolby Pro Logic, Dolby Pro Logic Il, e Audio Line In: 1 — Centre Speaker : cee 
oO Dolby Digital, DTS * Audio Line Out : 1 (Digital) LioX 95 x 108 RECOMMENDED ACCESSORIES 
'S) * CD Play Mode — Shuffle / Program / * Component Video Out : 1 — Subwoofer : 
> Repeat / AMS — Automatic Music Search * Headphone Jack In: 1 215X537 215 Pieced Pobre: 
- ¢ CD Synchro Recording ¢ Microphone Input : 2 
©) ¢ VCD Playback * Optical Digital Out : 1 
n ¢ DVD / CD Text ¢ S-Video Out : 1 
= ¢ AM/FM Tuner 30 Presets ¢ Video Out: 1 
4 (20FM and 10AM) ae ° USB 
> ¢ Karaoke Function 


52 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notic 
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HIFI| SYSTEM $1499.00 * 





V Game Sync Mixing 
VY Multi-room Select 
¥ 790W RMS Total System Power 


FEATURES 

* DVD / Tuner / Cassette Deck 

* Total System Power : 790W RMS 
(180W x 4 + 7OW) 

* DVD/CD/VCD Playback 

* CD-R/CD-RW Playback 

¢ MP3 Playback from CD 

* Dolby Prologic / Dolby Prologic || 
/ Dolby Digital / DTS 

* CD Synchro Recording 

* Full Logic Cassette Deck 

¢ AM/FM Tuner — 30 Presets 
(20FM and 10AM) 

* Karaoke 

* Disc Exchange 

¢ 5 CD/ DVD Tray 

* One Touch Play 

¢ Power IIluminator(LED) 

¢ X-Round Effects 

¢ Flash Mode 

* Multi-Room Select 

¢ Timer 


DAVYDZISOK . 
DVD HOME THEATRE $549.00 * 


V Digital Cinema Auto Calibration (DCAC) 
V Wireless Rear Speakers Ready 
Y Portable Audio Input 


FEATURES 

° 5 x Satellite Speakers + Subwoofer 

* Total System Power : 850W RMS 

¢ HDMI CEC 

¢ Digital Cinema Auto Calibration (DCAC) 

¢ Flexible Speaker Formation 

¢ S-Master Full Digital Amplifier 

* Wireless Rear Speakers Ready 

¢ Portable Audio Input With Portable 
Audio Enhancer 

* DVD/CD / VCD / DIVX / MP3 / JPEG 

e AV Sync 

* Dolby Pro Logic / Dolby Pro Logic Il, 
Dolby Digital / DTS Decoding 

¢ Music and Movie Mode 

* Multi Disc Resume (40 Disc) 

* Karaoke with Key Control and Scoring 

¢ AM/FM Tuner with 30 Presets 

¢ Progressive Scan (PAL / NTSC) 


¢ Energy Star Compliant — Less than 0.3W 


in standby 


DAVHDOX255 


DVD HOME THEATRE $699.00 « 


Y Digital Media Port Connectivity 
VY 5 Disc CD / DVD 
V Flexible Speaker Formation 


FEATURES 

* 5 x Satellite Speakers + Subwoofer 

* Total System Power : 1OOOW RMS 

* HDMI CEC 

¢ Digital Media Port 

* Digital Cinema Auto Calibration (DCAC) 

¢ Flexible Speaker Formation 

¢ S-Master Full Digital Amplifier 

¢ Wireless Rear Speakers Ready 

¢ Portable Audio Input with Portable 
Audio Enhancer 

¢ DVD / CD/ VCD / DIVX / MP3 / JPEG 

¢ AV Sync 

* Dolby Pro Logic / Dolby Pro Logic ll, 
Dolby Digital / DTS Decoding 

e Music and Movie Mode 

¢ Multi Disc Resume (40Disc) 

¢ AM/FM Tuner with 30 Presets 

* Progressive Scan (PAL / NTSC) 

¢ Energy Star Compliant — Less than 0.3W 
in standby 


- © HDMI Output 


ed 
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v? 








¢ Time Search 

¢ Power Save Mode 

¢ 3 Play Modes 

* Shuffle / Program / Repeat 

* Auto Play —- DVD Only 

* On Screen Display 

¢ Playback Control 

¢ Tray Lock 

* 5 Band — Spectrum Analyzer 

* 3 Band — Graphic Equalizer 

¢ Preset EQ 

* Programmable EQ Setting 

* Game Sync Mixing 

¢ Variable Attenuation Control 
System (VACS) 

* Key Control 

* Bass / Treble Control — EQ 

¢ Bass Bosst Function 

* X-GROOVE 

* Direct EQ 

* 2-way Speakers with 20cm Subwoofer 
and Horn Tweeters 





SPECIFICATIONS 
CONNECTIONS 

¢ Analogue Audio In: 1 
¢ Portable Audio Input (Front, Mini) :; 1 
¢ S Video Out : 1 

* Component Video Out : 1 

* Composite Video Out : 1 

¢ Mic Input : 2 

POWER 

¢ Front Speakers : 142W 

¢ Surround Speakers : 142W 

¢ Centre Channel : 142W 

¢ Subwoofer : 140W 

SOUND MODES 

¢ Cinema Studio EX A, B and C 

¢ Multi Channel Stereo 

¢ 2 Channel Stereo 





SPECIFICATIONS 
CONNECTIONS 
¢ Analogue Audio In: 1 
¢ Portable Audio Input (Front, Mini) : 1 
¢ HDMI Out for DVD : 1 
¢ S Video Out : 1 
* Component Video Out : 1 
* Composite Video Out : 1 
¢ Digital Media Port : 1 
¢ Heaphone Jack : 1 
POWER 
¢ Front Speakers : 143W 
¢ Surround Speakers : 143W 
¢ Centre Channel : 143W 
¢ Subwoofer : 285W 
SOUND MODES 
¢ Cinema Studio EX A, B and C 
¢ Multi Channel Stereo 
¢ 2 Channel Stereo 
GENERAL 
¢ Dimensions (WxHxDmm) : 
— Main Unit : 430 x 86 x 415 
— Front Speakers : 93 x 221 x 75 


’ Refer to KEY TECHNOLOGY pages for detailed information. 








SPECIFICATIONS 
CONNECTIONS 

¢ 5.1 Channel Output : 
¢ Audio Line In: 3 

¢ Headphone Jack : 1 
¢ Microphone In : 2 

¢ Video In: 1 

¢ Video Out : 3 
FUNCTION 

* Cassette Deck : Double 
* CD <5 Disc 

¢ Tuner : AM/FM 


1 + Subwoofer 


GENERAL 

¢ Dimensions (WxHxDmm) : 
— Main Unit 430 x 63 x 380 
— Front Speakers : 93 x 162 x 75 
— Surround Speakers : 93 x 162 x 75 
— Centre Channel : 261 x 91 x 80 
— Subwoofer : 220 x 394 x 350 

¢ Weight : 
— Main Unit : 4.1kg 
— Front Speakers : 0.6kg 
— Surround Speakers : 0.6kg 
— Centre Channel : 0.7kg 


— Subwoofer Weight : 6.5kg 
¢ Length of Speaker Cable : 4.5m x 2, 
iZivs 2. on & lL. Sonex 


— Surround Speakers : 93 x 162 x 75 
— Centre Channel : 261 x 91 x 80 
— Subwoofer : 220 x 394 x 350 

* Weight : 
— Main Unit : 5.2kg 
— Front Speakers : 0.7kg 
— Surround Speakers : 0.6kg 
— Centre Channel : 0.7kg 
— Subwoofer : 6.5kg 

¢ Length of Speaker Cable : 
4.59mi %2; L2mxX 2, 


om x 13-5ni xX 1 WAHTSD1 





GENERAL 
¢ Dimensions (WxHxDmm) 
— Main Unit : 362 x 437 x 465 
— Front Speakers : 290 x 353 x 482 
— Surround Speakers : 290 x 353 x 482 
— Centre Channel : 362 x 115 x 132 


RECOMMENDED ACCESSORY 
| PlayStation®2 





DCAC 
Calibration Microphone 


RECOMMENDED ACCESSORY 


| Wireless Kit : 
| WAHTSD1 


LS ot 


DCAC 
Calibration Microphone 





| RECOMMENDED ACCESSORIES 


Wireless Kit : 


Digital Media Port : 
TDMIP1 


aga 











Www.sony.com.au 


Ol 
OO 


a 
; 
= 
Oo 
O 
> 
y 
= 
= 
= 


1 
> 










V Wireless Rear Speaker Ready 
VY HDMI Output 
Vv Digital Media Port Connectivity 


rv? 


FEATURES 
¢ 2 x Floor Standing, 3 x Satellite 
Speakers + Subwoofer 
¢ Total System Power : 850W RMS 
¢ HDMI CEC 
* Digital Media Port 
* Digital Cinema Auto Calibration (DCAC) 
¢ Flexible Speaker Formation 
¢ S-Master Full Digital Amplifier hee 
¢ Wireless Rear Speakers Ready 
¢ Portable Audio Input With Portable 
Audio Enhancer 
¢ Multi Disc Resume (40Disc) 
¢ Karaoke with Key Control and Scoring 
e¢ AM/FM Tuner with 30 Presets 
¢ Progressive Scan (PAL / NTSC) 
¢ Energy Star Compliant — less oad 
than 0.3W in standby 
@ © HDMI! Output 
* DVD / CD/ VCD / DIVX / MP3 / JPEG 
¢ AV SyncDolby Pro Logic / Dolby Pro Logic 
I], Dolby Digital / DTS Decoding 
¢ Music and Movie Mode 


v’ 


rrervrrer? 





DVD HOME THEATRE $799.00 * 


Y Height Adjustable Speakers 
V Wireless Rear Speakers Ready 
VY Digital Media Port Connectivity 


v? 


FEATURES 
¢ 4 x Floor Standing, Center + Subwoofer 
¢ Total System Power : LOOOW RMS 
¢ Digital Media Port 
¢ HDMI CEC 
* Digital Cinema Auto Calibration (DCAC) 
¢ Flexible Speaker Formation 
¢ S-Master Full Digital Amplifier 
e Wireless Rear Speakers Ready - 
¢ Portable Audio Input With Portable 
Audio Enhancer 
¢ HDMI Output 
¢ DVD/CD / VCD / DIVX / MP3 / JPEG 
e AV Sync 
¢ Dolby Pro Logic / Dolby Pro Logic Il, 
Dolby Digital / DTS Decoding 
e Music and Movie Mode o- 
¢ Multi Disc Resume (40 Disc) 
¢ Karaoke with Key Control and Scoring 
¢ AM/FM Tuner with 30 Presets 
¢ Progressive Scan (PAL / NTSC) 
¢ Energy Star Compliant — less 
than 0.3W in standby 


v’ 


y vrrrrr? 


DVD HOME THEATRE $699.00 * 


SPECIFICATIONS 

CONNECTIONS 

¢ Analogue Audio In: 1 

¢ Portable Audio Input (Front, Mini) : 1 
¢ HDMI Out for DVD : 1 

¢ S Video Out : 1 

¢ Component Video Out : 1 

¢ Composite Video Out : 1 — Surround Speakers : 93 x 162 x 75 DCAC 


























* Digital Media Port : 1 ~ Centre Channel : 261 x 91 x 80 CAND AROR NNOG PIM 
¢ Mic Input : 2 — Subwoofer : 220 x 394 x 350 

POWER ¢ Weight : 

¢ Front Speakers : 142W — Main Unit : 4.1kg 

¢ Surround Speakers : 142W — Front Speakers : 3kg 

¢ Centre Channel : 142W — Surround Speakers : 0.6kg 

¢ Subwoofer : 140W — Centre Channel: 0.7kg 

SOUND MODES ~ Subwoofer : 6.5kg - RECOMMENDED ACCESSORIES 

¢ Cinema Studio EX A, B and C ¢ Length of Speaker Cable: | Eau Sr eae 
* Multi Channel Stereo 4.5m x 2, 12m x 2, | WAHTSDI TDMIP1 
¢ 2 Channel Stereo 3m % 1. 3-5m-x 4 

GENERAL 


¢ Dimensions (WxHxDmm) : 
— Main Unit : 430 x 63 x 380 
— Front Speakers : 93 x 539 x 75 


SPECIFICATIONS 
CONNECTIONS 

¢ Analogue Audio In: 1 
¢ Portable Audio Input (Front Mini) : 1 
¢ HDMI Out for DVD : 1 

¢ S Video Out : 1 





¢ Component Video Out : 1 — Surround Speakers : 93 x 539 x 75 

¢ Composite Video Out : 1 — Centre Channel : 261 x 91 x 80 DCAC ae 
¢ Digital Media Port : 1 ~ Subwoofer : 220 x 394 x 350 a i 
¢ Mic Input : 2 ¢ Weight : 

POWER RATING — Main Unit : 4.2kg 

e Front Speakers : 143W — Front Speakers : 4.6kg 

¢ Surround Speakers : 143W — Surround Speakers : 4.2kg 

¢ Centre Channel : 143W — Centre Channel : 0.7kg 

¢ Subwoofer : 285W — Subwoofer : 6.5kg 

SOUND MODES ¢ Length of Speaker Cable : RECOMMENDED ACCESSORIES 

¢ Cinema Studio EX A, B and C 4.5m x 2, 12m x 2, ore nee 

¢ Multi Channel Stereo 3mx 1, 3.5m x 1 MA ee ees 
e 2 Channel Stereo 


GENERAL 
¢ Dimensions (WxHxDmm) : 
— Main Unit : 430 x 63 x 380 
— Front Speakers : 111 x 827 x 75 









@ v S-DIAT Wireless Surround Speakers! 
VY Colour Match to BRAVIA LCD 
@ Vv Digital Media Port Connectivity 


FEATURES 
e 4 x Floor Standing, Center + Subwoofer 
¢ Total System Power : LOOOW RMS 
¢ HDMI CEC (ad 
¢ Digital Media Port 
* Digital Cinema Auto Calibration (DCAC) 
¢ Flexible Speaker Formation i 
¢ S-Master Full Digital Amplifier 
¢ S-DIAT Wireless Surround Speakers’ 
¢ Portable Audio Input With Portable 
Audio Enhancer on 
¢ HDMI Output 
¢ DVD / CD / VCD / DIVX / MP3 / JPEG 
e AV Sync 
¢ Dolby Pro Logic / Dolby Pro Logic Il, 
Dolby Digital / DTS Decoding 
¢ Music and Movie Mode 
¢ Multi Disc Resume (40 Disc) 
¢ Karaoke with Key Control and Scoring - 
e AM/FM Tuner with 30 Presets 
¢ Progressive Scan (PAL / NTSC) 
¢ Energy Star Compliant — less than 
0.3W in standby 


. Vaevraee 


DVD HOME THEATRE - WIRELESS $1199.00 * 


SPECIFICATIONS 

CONNECTIONS 

¢ Analogue Audio In: 1 

¢ Portable Audio Input (Front Mini) : 1 
¢ Optical Digital In : 1 

¢ Digital Coaxial In : 1 





¢ HDMI Out for DVD: 1 GENERAL 

¢ S Video Out : 1 ¢ Dimensions (WxHxDmm) : DCAC 

* Component Video Out : 1 — Main Unit : 430 x 63 x 380 EATPIAHSH, MICODION 
¢ Composite Video Out : 1 — Front Speakers : 111 x 827 x 75 

* Digital Media Port : 1 — Surround Speakers : 111 x 827 x 75 

¢ Mic Input : 2 — Centre Channel : 381 x 48 x 62 

POWER RATING - Subwoofer : 220 x 394 x 350 

¢ Front Speakers : 143W e Weight : 

* Surround Speakers : 143W — Main Unit : 4.2kg RECOMMENDED ACCESSORY 
¢ Centre Channel : 143W — Front Speakers : 4.6kg = 

* Subwoofer : 285W — Surround Speakers Weight : 4.2kg eee 

SOUND MODES — Centre Channel Weight : 0.5kg 

¢ Cinema Studio EX A, B and C — Subwoofer : 6.5kg 

¢ Virtual Multi Dimension ¢ Length of speaker cable : 

¢ Multi Channel Stereo Am x 2,.12m x2, om * 1 3.0m x1 


¢ 2 Channel Stereo 





'Wireless from front to rear 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without not 





' ¥ Portable Audio Input (Front, 3.5mm Jack) 
» Y HDMI Output (with Video Up-convert) 


' W Digital Cinema Auto Calibration (DCAC) 


FEATURES SPECIFICATIONS 
¢ Total System Power : 780W RMS POWER 
- @ Flexible Speaker Formation ¢ Front Speakers : LOOW RMS 
_ © S-Master Full Digital Amplifier ¢ Surround Speakers : LOOW RMS 
¢ DVD / SA-CD / CD / VCD / DivX ¢ Centre Channel : 1OOW RMS 
/ MP3 / JPEG ¢ Subwoofer : 280W RMS 
e AV Sync CONNECTIONS 
* Dolby Pro Logic / Dolby Pro Logic ll, ¢ Analogue Audio In: 1 
Dolby Digital / DTS Decoding @- ¢ Portable Audio Input (Front, Mini) : 1 
* Digital Cinema Sound System ¢ Optical Digital In : 1 
¢ Music and Movie Mode ¢ Digital Coaxial In: 1 
¢ Multi Disc Resume (40 Disc) @ ¢ HDMI Out for DVD: 1 
¢ AM/FM Tuner with 30 Presets ¢ S Video Out : 1 
¢ Progressive Scan (PAL / NTSC) ¢ Component Video Out : 1 
¢ Energy Star Compliant ¢ Composite Video In/Out : 2/1 
— less than 0.3W in standby GENERAL 


Refer to KEY TECHNOLOGY pages for detailed information. 














DVD HOME THEATRE - WIRELESS $1499.00 * 


V Portable Audio Input (Front, 3.5mm Jack) 
VY HDMI Output (with Video Up-convert) 

V S-DIAT Wireless Surround Speakers’ 

V Digital Cinema Auto Calibration (DCAC) 

























































FEATURES SPECIFICATIONS | 
* 4 x Floor standing, Center and POWER ' | | 
Subwoofer (Aluminium) ¢ Front Speakers : 143W RMS : : 
¢ Total System Power : 1OOOW RMS ¢ Surround Speakers : 143W RMS 
* Digital Cinema Auto Calibration ¢ Centre Channel : 143W RMS | 
* Flexible Speaker Formation * Subwoofer : 185W RMS | 
¢ S-Master Full Digital Amplifier CONNECTIONS ' | 
¢ DVD / SA-CD / CD / VCD / Divx ¢ Analogue Audio In : 1 ' ; 
/ MP3 /JPEG @- © Portable Audio Input 7s 
¢ AV Sync (Front, Mini) : 1 
* Dolby Pro Logic / Dolby Pro Logic Il, ¢ Optical Digital In : 1 
Dolby Digital / DTS Decoding ¢ Digital Coaxial In : 1 — Subwoofer : 170 x 396 x 442 DCAC 
* Digital Cinema Sound System @- °© HDMI Out for DVD: 1 ‘Wireless from front to rear Calibration Microphone 
¢ Music and Movie Mode ¢ S Video Out : 1 
¢ Multi Disc Resume (40 Disc) * Component Video In/Out : 1 
¢ Karaoke with Key Control ¢ Composite Video Out : 1 | RECOMMENDED ACCESSORIES 
¢ AM/FM Tuner with 30 Presets ¢ Mic Input : 1 geen 
¢ Progressive Scan (PAL / NTSC) GENERAL eee ECU 
¢ Energy Star Compliant — ¢ Dimensions (WxHxDmm) : m de 
less than 0.3W in standby — Main Unit : 445 x 71 x 400 


— Front Speakers : 92 x 593 x 80 
— Surround Speakers : 92 x 593 x 80 
— Centre Channel : 380 x 47 x 61 


DVD HOME CINEMA $1399.00 * 


V Portable Audio Input (Front, 3.5mm Jack) 
VY HDMI Output (with Video Up-convert) 

V Flexible Speaker Formation 

VY Digital Cinema Auto Calibration (DCAC) 










FEATURES SPECIFICATIONS 

¢ Aluminium Subwoofer POWER 

* Total System Power : 1200W RMS ¢ Front Speakers : 180W RMS 

¢ S-FORCE Surround Technology ¢ Surround Speakers : 180W RMS 

¢ S-Master Full Digital Amplifier ¢ Centre Channel : 180W RMS 

¢ DVD / SA-CD / CD / VCD / Divx ¢ Subwoofer : 300W RMS 
/ MP3 / JPEG CONNECTIONS 

e AV Sync ¢ Analogue Audio In : 1 

¢ Dolby Pro Logic / Dolby Pro Logic Il, @- ¢ Portable Audio Input (Front, Mini) : 1 
Dolby Digital / DTS Decoding ¢ Optical Digital In: 1 

* Digital Cinema Sound System ¢ Digital Coaxial In: 1 

¢ Music and Movie Mode @ ¢ HDMI Out for DVD: 1 

¢ Multi Disc Resume (40 Disc) ¢ S Video Out: 1 

¢ Karaoke with Key Control * Component Video In/Out : 1 

¢ AM/FM Tuner with 30 Presets ¢ Composite Video Out : 1 

* Progressive Scan (PAL / NTSC) ¢ Mic Input : 1 

¢ Energy Star Compliant — GENERAL 
less than 0.3W in standby ¢ Dimensions (WxHxDmm) : ie aie A Bate ai 






DLCHM15 
— Main Unit : 445 x 71 x 400 . 


— Front Speakers : 222 x 601 x 165 

— Surround Speakers : 222 x 601 x 163 
— Centre Channel : 382 x 49 x 63 

— Subwoofer : 292 x 610 x 398 










DAVLFIH 
DVD HOME CINEMA SYSTEM $2999.00 * 





V Stylish Floor Standing, Wall Mountable Center and Subwoofer 


¢ Dimensions (WxHxDmm) : 
— Main Unit : 570 x 168 x 56 
— Front Speakers : 105 x 705 x 35 
— Surround Speakers : 105 x 705 x 35 
— Centre Channel : 545 x 105 x 35 
— Subwoofer : 188 x 573 x 318 
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@ vy Digital Cinema Auto Calibration (DCAC) 


VY Key Hole Slot Speakers for Wall Mounting 


VY Multiple Input AV Receiver 


FEATURES 
¢ Total System Power : 800W 
(122W x 5 + 190W) 
@- ¢ Digital Cinema Auto Calibration (DCAC) 
¢ AV Sync 
¢ Dolby Pro Logic / Dolby Pro Logic II 
¢ Dolby Digital / DTS Decoding 
@- ¢ Sony’s Exclusive Digital 
Cinema Sound System 
¢ AM/FM Tuner with 60 Presets 
¢ 5 x Sub Satellite Soeakers + Subwoofer 


SPECIFICATIONS 
CONNECTIONS 

* Total Connectable Sources : 4 
¢ Analogue Audio In: 1 

¢ Optical Digital In : 2 

* Digital Coaxial In: 1 

¢ Component Video In/Out : 2/1 
* Composite Video In : 3 

¢ Subwoofer Output : 1 





V Book Shelf Front Speakers 
@- v Digital Media Port Connectivity 
@ vY HDMI Switching’ 


FEATURES 

* Total System Power : 975W 
(135W x6 + 165W) 

¢ Digital Cinema Auto Calibration (DCAC) 

¢ HDMI Switching 

¢ Digital Media Port 

¢ Front AV Inputs 

Portable Audio Enhancer 

¢ AV Sync 

¢ Dolby Pro Logic / Dolby Pro Logic II / 
Dolby Pro Logic IIx 

¢ Dolby Digital / DTS Decoding 

* Sony’s Exclusive Digital Cinema 
Sound System 

¢ AM/FM Tuner with 60 Presets 

¢ 6 x Bookshelf Speakers + Subwoofer 


Y 77? 


’ 





V 4 x Subwoofer Outputs 
VY Digital Media Port Connectivity 
Y HDMI Switching’ 


? 


FEATURES 

¢ Total System Power : 1510W 
(185W x 6 + 200W) 

¢ Digital Cinema Auto Calibration (DCAC) 

¢ HDMI Switching 

¢ Digital Media Port 

¢ Front AV Inputs 

¢ Portable Audio Enhancer 

e AV Sync 

¢ Dolby Pro Logic / Dolby Pro Logic II / 
Dolby Pro Logic IIx 

¢ Dolby Digital / DTS Decoding 

¢ Sony’s Exclusive Digital Cinema 
Sound System 

¢ AM/FM Tuner with 60 Presets 

e 2 x Floor Standing Speakers + 4 x 
Bookshelf Speakers + 2 x Subwoofers 

¢ 4 x Subwoofer Output 


, «37 
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HOME THEATRE IN A BOX $599.00 * 


HOME THEATRE IN A BOX $899.00* 


oe a 
HOME THEATRE IN A BO®X $1299.00 * 


POWER RATING 
¢ Front Speakers : 122W 
¢ Surround Speakers : 122W 
¢ Centre Channel : 122W 
¢ Subwoofer : 190W 
SOUND MODES 
@- ¢ Cinema Studio EX A, B and C 
e Virtual Multi Dimension 
¢ Multi Channel Stereo 
e 2 Channel Stereo 
SUPPLIED ACCESSORIES 
e FM Wire Antenna : 1 
¢ AM Loop Antenna : 1 
e Speaker Cords Long : 2 
¢ Speaker Cords Short : 3 
¢ Coaxial Digital Cord : 1 
¢ Monaural Audio Cord : 1 
* Remote Commander : (RM-AAUOQO6) x 1 
¢ AA Size Batteries : 2 
¢ Optimizer Microphone : (ECM-AC2) x 1 


SPECIFICATIONS 
CONNECTIONS 

¢ Total Connectable Sources : 7 
¢ Analogue Audio In/Out : 2/1 
¢ Optical Digital In : 2 

¢ Digital Coaxial In: 1 

¢ HDMI In/Out : 2/1 

¢ Digital Media Port : 1 

* Component Video In/Out : 3/1 
* Composite Video In/Out : 4/1 
¢ Subwoofer Output : 1 

POWER RATING 

¢ Front Speakers : 135W 

¢ Surround Speakers : 135W 

¢ Centre Channel : 135W 

¢ Subwoofer : 165W 

SOUND MODES 

¢ Cinema Studio EX A, B and C 
e Virtual Multi Dimension 

¢ Multi Channel Stereo 

¢ 2 Channel Stereo 


| 


SPECIFICATIONS 
CONNECTIONS 
¢ Total Connectable Sources : 7 
¢ Analogue Audio In/Out : 2/1 
¢ Optical Digital In : 2 
* Digital Coaxial In : 1 
¢ HDMI In/Out : 2/1 
¢ Digital Media Port : 1 
¢ Component Video In/Out : 3/1 
¢ Composite Video In/Out : 4/1 
¢ Subwoofer Output : 4 
POWER RATING 
¢ Front Speakers : 140W 
¢ Surround Speakers : 14OW 
¢ Centre Channel : 140W 
¢ Subwoofer : 165W 
SOUND MODES 
@- © Cinema Studio EX A B and C 
¢ Virtual Multi Dimension 
¢ Multi Channel Stereo 
e 2 Channel Stereo 


v? 


SUPPLIED ACCESSORIES 

e FM Wire Antenna : 1 

¢ AM Loop Antenna : 1 

¢ Speaker Cords Long : 3 

¢ Speaker Cords Short : 3 

* Coaxial Digital Cord : 1 

¢ Monaural Audio Cord : 1 

¢ Remote Commander : (RM-AAUO15) x 1 
¢ AA Size Batteries : 2 

* Optimizer Microphone : (ECM-AC2) x 1 





SUPPLIED ACCESSORIES 

¢ FM Wire Antenna : 1 

¢ AM Loop Antenna : 1 

¢ Speaker Cords Long : 3 

¢ Speaker Cords Short : 3 

* Coaxial Digital Cord : 1 

¢ Monaural Audio Cord : 2 

¢ Remote Commander : 
(RM-AAUO15) x 1 

¢ AA Size Batteries : 2 

¢ Optimizer Microphone : 
(ECM-AC2) x 1 


DCAC 
Calibration Microphone 





RECOMMENDED ACCESSORY 
Speaker Stands : 


| WSFV11 








Calibration Microphone 


RECOMMENDED ACCESSORY 


Digital Media Port : 


» TDMIP1 








RECOMMENDED ACCESSORIES 
Optional Speaker : SAWP1600 


Digital Media Port : TDMIP1 





*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without not 






RECEIVER $499.00 * 


VY Component Video Switching 
Vv 6 Connectable Sources 
= wv Digital Cinema Auto Calibration (DCAC) 


FEATURES 
¢ 80W x 5 RMS (6 Ohms, 
| 20Hz-20kHz, 0.09%THD) 
¢ 100W x 5 RMS (6 Ohms, 
1kHz, 0.7%THD) 
¢ Component video swiching : 2 In, 1 Out 
¢ Total of 4 connectable sources 
¢ 3 connectable Digital sources 
~ © Digital Cinema Auto Calibration (DCAC) 
¢ Universal Remote Commands 
most Sony AV Products 


SPECIFICATIONS 
| POWER RATING 
¢ DIN Power Rating (6 Ohms, 
1kHz, 0.7%THD) : 1OOW x 5 
¢ Reference Power Rating (6 Ohms, 
20Hz-20kHz, 0.09%THD) : 80W x 5 









RECEIVER $599.00 * 


= Y HDMI (Switcher Functionality)’ 
V 6 Available Inputs 
= v¥ Digital Cinema Auto Calibration (DCAC) 


FEATURES 
¢ 7OW x 6 (8 Ohms 20Hz-20kHz, 
0.09% THD) 
- © Digital Cinema Auto Calibration (DCAC) 
¢ Component Video Switching : 
2 x In/1 x Out (HD Compatible) 
» © HDMI Switching’ : 2 x In/1 x Out 
* Total Connectable Sources : 
6 Available Inputs 
¢ Number of Connectable Digital sources : 
Digital Inputs : 2 x Optical/1 x Coaxial 
¢ Universal Remote 


SPECIFICATIONS 

POWER RATING 

¢ DIN Power Rating (6 Ohms 1kHz, 
0.7%THD) : 9OW x 5 

¢ Reference Power Rating (6 Ohms 
20Hz-20kHz, 0.09%THD) : 7OW x 5 





RECEIVER $399.00 * 


= & HDMI (Repeater Functionality) 
- & Digital Media Port Connectivity 
- ¥ Digital Cinema Auto Calibration (DCAC) 


FEATURES 
¢ 7OW x 6 (8 Ohms 20Hz-20kHz, 
0.09% THD) 
¢ Personal Audio Enhancer 
- © Digital Cinema Auto Calibration (DCAC) 
¢ Component Video Switching : 
3 x In/1 x Out (HD Compatible) 
» © HDMI Repeater : 2 x In/1 x Out 
(HD Compatible) 
¢ Total Connectable Sources : 
6 Available Inputs 
¢ Digital Inputs : 2 x Optical/1 x Coaxial 
» © Digital Media Port (no OSD) 
¢ Supplied Remote Control 


SPECIFICATIONS 

POWER RATING 

¢ DIN Power Rating (6 Ohms 1kHz, 
0.7%THD) : 80W x 6 

¢ Reference Power Rating (6 Ohms 20Hz- 
20kHz, 0.09%THD) : 7OW x 6 


? 


? 


GENERAL 

¢ Remote control : Pre-Programmed 
(for Sony Components only) 

¢ Speaker selection : Speakers A 

¢ Headphone socket 

¢ AM/FM Tuner : 60 presets (AM or FM) 

¢ AV Sync (68ms) 

CONNECTIONS 

* Total Connectable Sources : 4 

* Component Video In/Out 
(Assignable and HD pass-through) 

* Composite Video In/Out : 1/1 

¢ 5.1 Multi-Channel Audio : 1 

¢ Analogue Audio In: 1 

¢ Digital Optical In: 1 

¢ Digital Coaxial In: 1 

¢ Subwoofer pre-out : 1 

SOUND FORMATS 

* Dolby Pro Logic / I 

¢ DTS Neo : 6 


GENERAL 

¢ Speaker Selection : Speakers A or B 

¢ Speaker Terminals : A : Push-Banana, 
: B: Push 

¢ AM/FM Tuner : 60 Presets 

¢ Tuner Station Naming 

¢ AV Sync 

INPUTS 

* Component Video (Assignable and 
HD Compatible) : 2 (DVD, V2) 

* Composite Video : 3 (DVD, V1, V2) 

¢ HDMI (Assignable) : 2 

¢ Analog Audio : 2 

* Digital Optical Audio : 2 

¢ Digital Coaxial Audio : 1 

OUTPUTS 

¢ Component Video : 1 

* Composite Video : 1 

¢ HDMI : 1 

¢ Analog Audio: 1 

¢ Subwoofer pre-out : 1 

¢ Headphone Socket 


GENERAL 

¢ Speaker Selection : Speakers A or B or 
A+B or OFF 

¢ Speaker Terminals : A : Push-Banana, 
B : Push 

¢ AM/FM Tuner : 60 Presets 

¢ Tuner Station Naming 

¢ AV Sync 

INPUTS 

* Component Video (Assignable 
and HD Compatible) : 3 

* Composite Video : 3 

¢ HDMI (Assignable) : 2 

Front AV Inputs (Video 3) 

* Digital Media Port (no OSD) 

¢ Analog Audio : 2 

¢ Digital Optical Audio : 2 

* Digital Coaxial Audio : 1 

¢ Assignable Digital Audio Inputs 


m Refer to KEY TECHNOLOGY pages for detailed information. 


SOUND MODES 
@ ¢ Cinema Studio EX A, B and C 
¢ Hall / Jazz Club / Live Concert 
¢ Multi Channel Stereo 
¢ 2 Channel Stereo 
* Dual Mono (for Dolby only) 
¢ Headphone 2 Ch / Multi / Theatre 
OTHER 
e Mass : 7.5kg 


e Remote Control Model : RM-AAUOO6 


¢ Dimensions (WxHxDmm) : 
430.x:150 x 310 


Also Available in Black (STRDE400B) 


SOUND FORMATS 

* Dolby Pro Logic / Il 
* Dolby Digital 

¢ DTS 

SOUND MODES 


@ © Cinema Studio EX A, B and C 


* Hall / Jazz Club / Live Concert 

e Multi Channel Stereo 

e 2 Channel Stereo 

¢ Dual Mono (for Dolby only) 

¢ Headphone 2 Ch / Multi / Theatre 
¢ Headphone Direct 

¢ Analog Direct 

OTHER 


¢ Remote Control Model : RM-AAUO13 
Also Available in Black (STRDG510B) 


OUTPUTS 
¢ Component Video : 1 
* Composite Video : 1 


@- ° HDMI: 1 


¢ Analog Audio : 1 

¢ Subwoofer pre-out : 1 

e Headphone Socket 

SOUND FORMATS 

¢ Dolby Pro Logic / II / IIx 

¢ DTS Neo: 6 

¢ Dolby Digital / Dolby Digital EX 

¢ DTS / ES MATRIX / ES DISCRETE / 
96/24 


DCAC 
Calibration Microphone 


DCAC 
Calibration Microphone 






DCAC 
Calibration Microphone 


SOUND MODES 


@ ¢ Cinema Studio EX A, B and C 


* Hall / Jazz Club / Live Concert 

¢ Multi Channel Stereo 

e 2 Channel Stereo 

¢ Dual Mono (for Dolby only) 

¢ Headphone 2 Ch / Multi / Theatre 

¢ Headphone Direct 

¢ Analog Direct 

OTHER 

¢ Remote Control Model : RM-AAUO15 


Also Available in Black (STRDG710B) 


tHDMI Switching does not decode multi-channel audio via the HDMI cable. A separate 
digital audio cable is required for multi-channel sound. See page 30 for more details. 
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RECEIVER $1199.00 * 


¥ 8 Ch LPCM Playback (Ideal for Blu-ray) 
V Digital Media Port Connectivity 

V Video Up-Convert to HDMI 

VY HDMI (Repeater Functionality) 







ie te | 





DCAC 


Calibration Microphone 
FEATURES SPECIFICATIONS INPUTS SOUND FORMATS 
¢ 85W x 7 (8 Ohms 20Hz-20kHz, POWER RATING ¢ Component Video (Assignable) : 3 © LPCM (GH 5.LGH/ /,1CH) 
0.09% THD) ¢ DIN Power Rating (6 Ohms 1kHz, * Composite Video : 5 Thru to HDMI 
@- ° Personal Audio Enhancer O.7%THD) : 1OOW x 7 @ © HDMI (Assignable) : 3 ¢ Dolby Pro Logic / II / IIx 
@ ¢ Digital Cinema Auto Calibration (DCAC) ¢ Reference Power Rating (6 Ohms ¢ Front AV Inputs (Composite Video AV) ¢ Dolby Digital / Dolby Digital EX 
¢ Component Video Switching : 20Hz-20kHz, 0.09%THD) : 85W x 7 @- ¢ Digital Media Port (no OSD) ¢ DTS / ES MATRIX / ES DISCRETE / 
3 x In/1 x Out (HD Compatible) GENERAL ¢ Analog Audio : 3 96/24 / NEO 6 
@- ¢ HDMI Repeater : 3 x In/1 x Out ¢ Speaker Selection : Speakers A or B ¢ Digital Optical / Coaxial Audio : 3/2 SOUND MODES 
* Converts Video / S-Video / Component or A+B or OFF ¢ Assignable Digital Audio Inputs @=- ¢ Cinema Studio EX A, B and C 
Video to HDMI ¢ Speaker Terminals : A : Push-Banana, OUTPUTS e Hall / Jazz Club / Live Concert 
¢ 10 Available Inputs B : Screw ¢ Component Video : 1 ¢ Multi Channel Stereo 
* Digital Inputs : 3 x Optical/2 x Coaxial ¢ AM/FM Tuner : 60 Presets ¢ Composite Video : 1 e 2 Channel Stereo 
@- °¢ Digital Media Port (no on screen display) e Tuner Station Naming @e © HDMI: 1 ¢ Dual Mono (for Dolby only) 
¢ On-Screen Display ¢ AV Sync : (O-200ms) ¢ Analog Audio : 2 ¢ Headphone Direct 
¢ Universal Remote * Composite /S-Video/Component to HDMI ¢ Subwoofer pre-out : 4 


¢ Headphone Socket Also available in Black (STRDG910B) 









RECEIVER $1299.00 * 


VY ES Construction Quality 

¥Y 7 Amplification Channels 

¥Y HDMI (Switching Functionality) 

VY Digital Cinema Auto Calibration (DCAC) 
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FEATURES GENERAL DCAC 
¢ ES Grade construction ¢ Supplied Remote Control : Multi-Brand ¢ Front AV Inputs Calibration Microphone 
¢ Aluminium Front Panel Pre-Programmed Remote ¢ 7.1 Multi-Channel Audio 
@ © Personal Audio Enhancer ¢ Speaker selection : Speakers A or B or ¢ Analog Audio : 2 
@ © HDMI Switching’ : 2 x In/1 x Out A+B or OFF ¢ Phono (for LP Record Player) * DTS / ES MATRIX / ES DISCRETE 
¢ Converts Video / S-Video to ¢ Speaker terminals : Speaker Binding ¢ Digital Optical Audio : 4 / 96/24 
Component Video Posts on all channels ¢ Digital Coaxial Audio : 2 SOUND MODES 
¢ Total of 10 Available Inputs ¢ Switching : 4 Ohms / 8 Ohms ¢ Assignable Digital Audio Inputs @ ¢ Cinema Studio EX A, B and C 
(incl. Phono Input) ¢ AM/FM Tuner : 60 presets OUTPUTS * Hall / Jazz Club / Live Concert 
* Digital Inputs : 4 x Optical / 2 x Coaxial ¢ Tuner Station Naming ¢ Component Video ¢ Multi Channel Stereo 
¢ Component Video Switching : ¢ Analog Direct ¢ S-Video : 2 ¢ 2 Channel Stereo 
2 x In/1l x Out (HD Compatible) ¢ Analog Pureness Control * Composite Video : 3 * Dual Mono (for Dolby only) 
¢ On-Screen Display @ ° AV Sync (0-300ms) @ ° HDMI: 1 * Headphone 2 Ch / Multi / Theatre 
¢ Multi-Brand Pre-Programmed Remote VIDEO CONVERTING ¢ Analog Audio : 3 ¢ Headphone Direct 
¢ Composite to S-Video ¢ Digital Optical Audio : 1 ¢ Analog Direct 
SPECIFICATIONS * Composite to Component ¢ Subwoofer pre-out OTHER 
POWER RATING ¢ S-Video to Component ¢ Headphone Socket ¢ Weight : 15kg 
¢ DIN Power Rating (6 Ohms, 1kHZz, INPUTS ¢ 7 Channel Pre-Out ¢ Remote Control Model : RM-AAPO15 
O77 1D) clOax% 7 * Component Video (Assignable and SOUND FORMATS ¢ Dimensions (WxHxDmm) : 
¢ Reference Power Rating (6 Ohms, 20Hz- HD pass-through) ¢ Dolby Pro Logic / II / IIx 430 x 175 x 430 
20kKHz, 0.0O9%THD) : 1OOW x 7 ¢ S-Video : 4 ¢ DTS Neo: 6 
¢ Composite Video : 2 * Dolby Digital / Dolby Digital EX Also Available in Black 
@- °¢ HDMI (Assignable) : 2 (STRDA1200ESB) 






RECEIVER $1799.00 * 


@- vY HDMI (Repeater Functionality) 
Y 11 inputs 
Y 2 Zone amplification with Video 
¥Y Multi-room capable 
@- v¥ Portable Audio Input (Front, 3.5mm Jack) 






FEATURES . GENERAL : Calibration Microphone 
¢ ES Grade construction ¢ Supplied Remote Control : Multi- 
¢ Aluminium Front Panel Brand Pre-Programmed / Learning 
@ ¢ Personal Audio Enhancer Remote + 2nd Zone Remote ¢ 7.1 Multi-Channel Audio ¢ DTS Neo: 6 
¢ Component Video Switching : ¢ Speaker selection : Speakers A or B or e Analog Audio : 3 * Dolby Digital / Dolby Digital EX 
3 x In/ 1 x Out (HD Compatible) A+B or OFF ¢ Phono (for LP Record Player) ¢ DTS / ES MATRIX / ES DISCRETE 
@- ° Converts Video / S-Video to ¢ Speaker : Binding Posts on all channels ¢ Digital Optical Audio : 5 / 96/24 
Component Video * Switching : 4 Ohms / 8 Ohms * Digital Coaxial Audio : 3 SOUND MODES 
@- ¢ HDMI Repeater : 3 x In/ 1 x Out ¢ AM/FM Tuner : 60 presets ¢ Assignable Digital Audio Inputs @e °¢ Cinema Studio EX A, B and Cs 
@- ° Converts Video / S-Video / Component ¢ Tuner Station Naming ¢ RS-232C (for firmware upgrades) ¢ Hall / Jazz Club / Live Concert 
Video to HDMI ¢ Analog Direct ¢ Control S (3.5mm Jack) ¢ Multi Channel Stereo 
¢ 8 CH LPCM Playback (optimised for e Analog Pureness Control ¢ IR Remote Signal (3.5mm Jack) ¢ 2 Channel Stereo 
Blu-ray) @- ¢ Multi Room : Amplified 2nd Zone with OUTPUTS ¢ Dual Mono (for Dolby only) 
¢ Total of 11 Available Inputs Audio + Video ¢ Component Video : 1 ¢ Headphone 2 Ch/ Multi / Theatre 
(incl. Phono Input) @- ° AV Sync ¢ S-Video : 2 ¢ Headphone Direct 
¢ Digital Inputs : 5 x Optical / 2 x Coaxial VIDEO CONVERTING ¢ Composite Video : 3 ¢ Analog Direct 
5 ¢ On-Screen Display ¢ Composite to S-Video @- ° HDMI: 1 OTHER 
a ¢ Multi-room Capable — Audio / Video * Composite to Component ¢ Analog Audio : 4 ¢ Mass : 15.5kg 
. in 2nd Zone ¢ S-Video to Component ¢ Digital Optical Audio : 1 ¢ Remote Control Model : RM-AALOO4 
= ¢ Multi-Brand Pre-Programmed / Learning @= * Composite / S-Video / Component ¢ Subwoofer pre-out : 1 and RM-U008 
ro) Remote + 2nd Zone Remote to HDMI ¢ 2nd Zone : Amplified Audio with Video * Dimensions (WxHxDmm) : 
'S) ¢ Component to S-Video / Composite ¢ 7 Channel Pre-Outs : 1 430 x 175 x 430 
> SPECIFICATIONS ¢ S-Video to Composite ¢ 12 Volt Trigger (3.5mm Jack) : 1 
= POWER RATING INPUTS ¢ Control S (3.5mm Jack) : 1 Also Available in Black 
© ¢ DIN Power Rating (6 Ohms, 1kHz, ¢ Component Video (Assignable and HD ¢ IR Remote Signal (3.5mm Jack) : 2 (STRDA3200ESB) 
" 0.7%THD): 115X7 pass-through) : 2 ¢ Headphone Socket 
= ¢ Reference Power Rating (6 Ohms, 20Hz- ¢ S-Video : 4 SOUND FORMATS 
= 20kHz, 0.09%THD) : 110W x 7 ¢ Composite Video : 3 ¢ LPCM (2CH / 5.1CH / 7.1CH) 
@- ° HDMI (Assignable) : 2 Thru to HDMI 
~ © Front AV Inputs * Dolby Pro Logic / II / IIx 


) 
co 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notic 








RECEIVER $2499.00 * 


VY HDMI (Repeater Functionality) 
V Advanced On Screen Menu 


V USB for Walkman / MP3 Playback (Front) 


VY Uncompressed Audio Capable (Ideal for Blu-ray) 


VY Faroudja Up Scaling to (1080p) 


FEATURES 

¢ ES Grade construction 

¢ Aluminium Front Panel 

¢ Personal Audio Enhancer 

¢ Component Video Switching : 
3 x In/ 1 x Out (HD Compatible) 

* Converts Video / S-Video to 
Component Video 

¢ HDMI Repeater : 3 x In/1 x Out 

¢ Converts Video / S-Video / Component 
Video to HDMI 

* Digital Cinema Auto Calibration (DCAC) 

¢ ¢ 8 CH LPCM Playback 
(optimised for Blu-ray) 

¢ Total of 13 Available Inputs 
(incl. Phono Input) 

* Digital Inputs : 5 x Optical / 3 x Coaxial 

¢ Multi-room Capable — Audio / Video in 
2nd Zone / Audio in 3rd Zone 

¢ High Resolution On-Screen Display 

¢ Multi-Brand Pre-Programmed / Learning 
Remote + 2nd Zone Remote 

¢ Picture-in-Picture (via EXT Video In) 

* Faroudja “DCDi Cinema” Up scaling to 
HD (1080p) 
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¥ Stylish Die-Cast Aluminium Construction 


VY High Powered 200W Subwoofer 
VY Super Audio CD Ready 


FEATURES 

SATELLITE SPEAKERS 

¢ 2-Way, 3 Driver Design 

¢ Powerful Neodymium Magnets 

¢ 140W Power Handling 

¢ Magnetically Shielded 

¢ Die-Cast Aluminium Construction 

¢ Super Audio CD Capable 

¢ Table Top Stands Supplied 

SUBWOOFER 

¢ 200W RMS Built in Digital 
Amplifier Power 

¢ Velocity Detection Motional 
Feedback Design 

¢ Line and Speaker Inputs 

¢ Volume Level Control 

¢ Magnetically Shielded 

* Auto Power On / Off 

¢ 20 — 200 Hz Frequency Range 


4 SPEAKER PACK $1999.00 * 


SPECIFICATIONS 

POWER RATING 

¢ DIN Power Rating (6 Ohms, 1kHz, 
0.7%THD) : 125W x 7 

* Reference Power Rating (6 Ohms, 
20Hz-20kHz, 0.09%THD) : 120W x 7 

GENERAL 

¢ Supplied Remote Control : Multi-Brand 
Pre-Programmed / Learning Remote and 
2nd Zone Remote 

* Speaker selection : Speakers A or B or 
A+B or OFF 

* Speaker Binding Posts on all channels 

¢ Switching : 4 Ohms / 8 Ohms 

¢ AM/FM Tuner : 60 presets 

¢ Tuner Station Naming 

¢ Analog Direct 

¢ Multi Room : Amplified 2nd Zone with 
Audio+Video / Non-amplified 3rd Zone 
with Audio 

¢ AV Sync 

VIDEO CONVERTING 

* Composite to S-Video 

* Composite to Component 

¢ S-Video to Component 

* Composite / S-Video / Component 
to HDMI 

* Component to S-Video / Composite 

¢ S-Video to Composite 

INPUTS 

* Component Video : 3 

¢ S-Video : 5 

* Composite Video : 3 

* HDMI (Assignable) : 3 

¢ Front AV Inputs (Video 3) 

¢ USB : Front USB Input 

¢ 7.1 Multi-Channel Audio 


SPECIFICATIONS 

SATELLITE SPEAKERS 

¢ Frequency Response : 120Hz — 7OkHz 

¢ Impedance : 8 Ohms 

¢ Power Handling : 140 Watts Max 

* Sensitivity : 87db 

* Cabinet Construction : 
Die Cast Aluminium 

¢ 57mm Neodymium Woofers x 2, 19mm 
Neodymium Tweeter, Repulsion Type 
Magnetic Circuit 

¢ Enclosure Type : 2-Way, 3 Driver 
Bass Reflex 

¢ Magnetically Shielded 

* Dimensions (WxHxDmm) : 
90 x 182 x 147 

SUBWOOFER 

* Inputs : Line level and speaker 

¢ Level Control 

¢ Power Output : 200OW RMS Power 
Output (0.9% THD) 

¢ 200mm Bass Driver 


we Refer to KEY TECHNOLOGY pages for detailed information. 






DCAC 
Calibration Stereo Microphone 


SOUND MODES 
¢ Phono (for LP Record Player) : 1 @- © Cinema Studio EX A, B and C 


¢ Analog Audio : 3 


e Hall / Jazz Club / Live Concert 

¢ Multi Channel Stereo 

¢ 2 Channel Stereo 

* Dual Mono (for Dolby only) 

* Headphone 2 Ch / Multi / Theatre 
¢ Headphone Direct 


¢ Digital Optical Audio : 5 

* Digital Coaxial Audio : 3 

* Assignable Digital Audio Inputs 

¢ RS-232C (for firmware upgrades) 
* Control S (3.5mm Jack) 

¢ IR Remote Signal (3.5mm Jack) 


OUTPUTS ¢ Analog Direct 

¢ Component Video : 1 OTHER 

¢ S-Video : 3 ¢ Dimensions (WxHxDmm) : 
* Composite Video : 3 430 x 175 x 430 

¢ HDMI: 1 ° Weight : 16kg 


¢ Remote Control Model : 
RM-AALOO6 and RM-UOO9 


¢ Analog Audio : 4 

° Digital Optical Audio : 2 

¢ Subwoofer pre-out : 1 

¢ 2nd Zone : Amplified Audio w Video 

¢ 3rd Zone : Pre-Out Audio 

¢ 7 Channel Pre-Outs : 1 

¢ 12 Volt Trigger (3.5mm Jack) : 3 

¢ Control S (3.5mm Jack) : 1 

¢ IR Remote Signal (3.5mm Jack) : 2 

* Headphone Socket 

SOUND FORMATS 

¢ LPCM (2CH / 5.1CH / 7.1CH) 
Thru to HDMI 

* Dolby Pro Logic / Il / IIx 

¢ DTS Neo:6 

¢ Dolby Digital / Dolby Digital EX 

¢ DTS / ES MATRIX / ES DISCRETE / 
96/24 


Also Available in Black 
(STRDA5200ESB) 


¢ Enclosure Type : 
Bass Reflex 

* Magnetically Shielded 

¢ Active Subwoofer 

¢ Auto Power Off 

GENERAL 

¢ Dimensions 
(WxHxDmm) : 
230 x 395 x 485 


Optional Additional Speaker 
(SSV831ED) Available separately 


RECOMMENDED ACCESSORIES 
Speaker Stand : 
WSFV11 


Wall Bracket : 
WSWV10D 





*HDMI Switching does not decode multi-channel audio via the HDMI cable. A separate 
digital audio cable is required for multi-channel sound. See page 30 for more details. 
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V 7.1 Channel Speaker System 
Y 81dB Sensitivity 
V Flexible 5.1, 6.1 or 7.1 Setup 


FEATURES 
¢ 150W Subwoofer Power Output 
¢ 150W Speaker Power Handling 
¢ 7.1 Channel Speaker and 
Sub Woofer System 
¢ 2 Way Magnetically Shielded 
¢ Bass Reflex Designed Speakers 
¢ 8 Ohm Impedance 
¢ 81dB Sensitivity 
¢ Frequency Response : 
120Hz — 50,000Hz 
¢ 15cm Bass Driver 
¢ Subwoofer Line Inputs 
¢ Magnetically Shielded 
¢ Surround Speakers Wall Mountable 


Stands (Rear Floor Stands Optional) 
¢ Frequency Range : 28-200Hz 


SPEAKER PACK 
VY 120W RMS Front Tower Speakers 


VY 2-way Floor Standing Speakers 


FEATURES 


¢ Nano Fine Tweeters 

¢ Kevlar Hop Woofers 

¢ Mica Reinforced Cellular Woofer 
¢ Bass Reflex Design 

¢ Magnetically shielded 


SPECIFICATIONS 

¢ Speaker System : 2 Way Tower Front, 
Full Range Surround 

¢ Woofer : 100mm x 2 Front, 
7Omm Surround 

¢ Tweeter : 25mm Front 

* Enclosure Type : Bass Reflex 

e Rated Impedence : 8 Ohms 

¢ Maximum Input Power (Watts) : 
— Front : 12O0W 
— Surround : 100w 


SPEAKER PACK 


¥Y 200W RMS Front Tower Speakers 
VY 120W Centre Channel 
Y 3-way Floor Standing Speakers 


FEATURES 

¢ 3-way Floor Standing Front Speakers, 
2 way Center and Surround Speakers 

¢ Nano Fine Tweeters 

¢ Keviar HOP Woofers 

¢ Max Power : 200W Front, 120W 
Surrounds, 150W Center 

* Bass Reflex Design 

¢ Magnetically shielded 


SPECIFICATIONS 

¢ Speaker System : 3 Way Tower Front, 
2 Way Surround 

¢ Woofer : 
— Front : L1OOmm and 13.27mm 
— Surround : 25mm 

¢ Tweeter : 
— Front : 25mm 
— Surround : 13mm 

* Enclosure Type : Bass Reflex 

¢ Rated Impedence : 8 Ohms 
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| 5.1/7.1 SPEAKER PACK $1299.00 * 


¢ Supplied with Rear Channel Table Top 





VY Full Range Centre and Surround Speakers 


¢ 2-way Floor Standing Front Speakers, 
Full Range Center and Surround Speakers 





SPECIFICATIONS 
¢ Dimensions (WxHxDmm) 
— Front Speakers : 82 x 1052 x 93 
— Surround Speakers : 82 x 184 x 93 
— Centre Speaker : 345 x 86 x 93 
— Subwoofer : 197 x 407 x 502 


¢ Sensitivity Level : 

— Front : 88dB 

— Surround : 85dB 
e Frequency Response : 50Hz — 50,000Hz 
¢ Dimensions (WxHxDmm) 

— Front : 155 x 850 x 196 

— Surround : 110 x 170 x 100 
¢ Weight : 

— Front : 8kg 

— Surround : 1kg 
CENTRE 





¢ Speaker System : Full Range 
¢ Woofer : 2 x 65mm 
¢ Enclosure Type : Bass Reflex 


SUPPLIED ACCESSORIES 
¢ Speaker Cables 3 x 2.5m, 2 x 10m 
¢ RCA cable for Subwoofer 


SSFCR7O00B 





¢ Rated Impedence : 8 Ohms 
¢ Maximum Input Power : 1OOW 
¢ Sensitivity Level : 85dB 
¢ Frequency Response : 50Hz — 50,000Hz 
* Dimensions (WxHxDmm) : 
430 x 87 x 105 
¢ Weight : 1.7kg 


Also Available in Black (SSFCR4000B) 


¢ Maximum Input Power : 
— Front : 200W 
— Surround : 120W 
¢ Sensitivity Level : 
— Front : 90dB 
— Surround : 86dB 
¢ Dimensions (WxHxDmm) : 
— Front : 240 x 1050 x 303 
— Surround : 170 x 255 x 126 
¢ Weight : 
— Front : 13.8kg 
— Surround : 2.4kg SUPPLIED ACCESSORIES 
CENTRE ¢ Speaker Cables 3 x 2.5m, 2 x 10m 
¢ Speaker System : 2 Way ¢ RCA cable for Subwoofer 
¢ Woofer : 25mm 
¢ Tweeter : 13mm 
¢ Enclosure Type : Bass Reflex 
¢ Rated Impedence : 8 Ohms 
¢ Maximum Input Power : 150W 
¢ Sensitivity Level : 89dB 
¢ Dimensions (WxHxDmm) : 
400 x 170 x 220 
¢ Weight : 4.8kg 





Also Available in Maple (SSFCR7000M) 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notic 


SUBWOOFER 


FEATURE 

¢ Type : Active Subwoofer 

¢ Bass Driver : 250mm (10”) 

¢ RMS Power Output : 1OOW (0.7% THD) 
¢ Line and Speaker Inputs 

¢ Volume Level Control 

¢ Frequency Cutoff Control 

¢ Phase Switching 

¢ Magnetically shielded 

¢ Frequency Range : 30-200Hz 


SPECIFICATIONS 
¢ Enclosure Type : Bass Reflex 
¢ Crossover Variable : 50Hz-250Hz 
¢ Dimensions (WxHxDmm) : 
300 x 345 x 412 
¢ Weight : 20kg 


Also Available in Maple (SAW2500M) 


SAW3800B ~ 
SUBWOOFER 





FEATURE 
¢ Type : Active Subwoofer 
¢ Bass Driver : 380mm (15”) 
¢ RMS Power Output : 
200W RMS (0.7% THD) 
¢ Line and Speaker Inputs 
¢ Volume Level Control 
¢ Frequency Cutoff 
e Phase Switching 
¢ Magnetically shielded 
¢ Frequency Range : 15-200Hz 


SPECIFICATIONS 
¢ Enclosure Type : Bass Reflex 
¢ Crossover : Variable 50Hz-200Hz 
¢ Dimensions (WxHxDmm) : 
430 x 510 x 515 
¢ Weight : 30kg 





Also Available in Maple (SAW3800M) 


wsSswv10D 


WALL MOUNTING 
BRACKET $49.95 * 


FEATURES 

e Adjustable Angle 

¢ Colour : Silver 

¢ Suits all current SAVE speaker 
packages and DAVS systems 

¢ Supports rear speakers of selected 
Hi-Fi systems and Home 
Cinema packages 


Weraoevrce 
SPEAKER STAND $399.00 * 


V Designed for DAVFXGOK 


FEATURES 

¢ Short Style Speaker Stand 

* Comes with both Bottom Panels 
and Top Lids 

¢ Silver Finish 

¢ Sold as pair 

¢ Designed for DAVFXG9K 


m Refer to KEY TECHNOLOGY pages for detailed information. 











SPEAKER STAND 3159.00 * 


SPEAKER STAND $199.00 * 












SUBWOOFER 


FEATURE 

¢ Type : Active Subwoofer 

¢ Bass Driver : 300mm (12”) 

¢ Power Output : 150W RMS (0.7% THD) 
¢ Line and Speaker Inputs 

¢ Volume Level Control 

¢ Frequency Cutoff Control 

¢ Phase Switching 

e Magnetically shielded 

¢ Frequency Range : 20-200Hz 


SPECIFICATIONS 
¢ Speaker Type : Active Subwoofer 
¢ Enclosure Type : Bass Reflex 
* Crossover : Variable 50Hz-200Hz 
e InputsLine level and speaker 
¢ Auto Power Off 
¢ Dimensions (WxHxDmm) : 
360 x 425 x 412 
¢ Weight : 25kg 


Also Available in Maple (SAW3000M) 


FEATURES 

¢ Available in Silver 

¢ Adjustable Height from 810mm 
to 1170mm 

* Quality Metal construction 

¢ Internal duct allows the cables 
to be hidden 

¢ Die cast steel base with brushed 
Aluminium finish 

¢ Suits all current SAVE speaker packages 
and DAVS systems 









VY Designed for DAVFXG9K 


FEATURES 

e Silver Finish 

¢ Sold as pair 

* Tall Style Speaker Stand 

¢ Comes with both Bottom Panels 
and Top Lids 





DAVS WIRELESS KIT 
$299.00 * 


FEATURES 

* Optional S-DIAT Wireless for 
compatible DAVS systems 

¢ Silver Finish 

¢ 100W x 2 RMS 

¢ Both Transmitter and Receiver 

¢ Compatible with all S-DIAT 
Ready Systems 

* Dimension (WxHxDmm) : 
65 x 89 x 345 

¢ Weight : 1.4kg 
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CASSETTE DECK $399.00 « 


MDSJE4&0 | 






DIGITAL MEDIA PORT - BLUETOOTH 
49.00 * 


FEATURES 

¢ Digital Media Port Bluetooth Attachment 

¢ Allows High Quality Audio Streaming 
from Bluetooth 2.0 devices 

¢ Easy Connection via one plug 

¢ Compatible with Bluetooth Ver 2.0 A2DP 


DIGITAL MEDIA PORT - NETWORK 
WALKMAN $149.00 * 


FEATURES 

¢ Digital Media Port Cradle for 
Network Walkman 

¢ Streams Audio and Charges Selected 
Walkman Models 

* Easy Connection via one plug 

* Compatible with Sony Walkman 
NWS705/706 


V Full Logic Feather-Touch Transport Controls 
VY Normal / High Speed Dubbing 
V AMS Track Search 


FEATURES ¢ Fader 
¢ Dual Auto-Reverse Cassette Deck ¢ Relay Play 
¢ Dolby B and C noise reduction ¢ Auto Play 


¢ Dolby HX Pro 

¢ Normal / high speed dubbing 

¢ Auto Record Level (ARL) 

* High-density Permalloy Heads 

¢ 2 Head, 2 motor construction 

¢ Auto-reverse Mechanism 

* Full logic feather-touch transport controls 
¢ AMS track search 

¢ Multi-AMS track search 

¢ Wide range pitch control 


* Record Mute 
¢ CD synchro recording with compatible 
CD players (Control A1) 
¢ Remote sensor (Sony AV Remote 
control capable) 
¢ Headphone jack 
¢ Dual tape counters with memory switch 
¢ 14-segment FL Display peak level meters 
e Adjustable Record Level control 





MINIDISC DECK $499.0 00 * 


VY MDLP (Long Play) Recording 
V Scale Factor Edit 
VY Advanced Editing Features 


FEATURES 
¢ MDLP (Mini Disc Long Time Recording) 
¢ Wide Bit Stream Technology 
¢ Monaural Recording 
¢ Time Machine Recording (6 Seconds) 
¢ Jog Dial for Track Selection and Text Entry 
¢ 24 Bit analogue to Digital Converter 
¢ ATRAC DSP TYPE-R 
¢ Hybrid Pulse Digital to 
Analogue Converter 
¢ Centre Mount Mechanism 
¢ Scale Factor Edit 


¢ Digital Peak Meters 
e 3 Play modes 
¢ CD Sychro Recording 
¢ Remote Commander 
¢ Digital and Analogue Record 
Level controls 
e Advanced editing features 
¢ PC link Terminal for Optional PC Link Kit 
¢ Optical digital input 
¢ Off centre insulator 


@- ¢ Digital Media Port Cradle for iPod 









DIGITAL MEDIA PORT - iPOD 
$249.00 * 


FEATURES 


¢ Stream Audio / Video, Charges and 
Controls Most iPods via on-Screen 
Display (selected DVD lifestyle 
systems only) 

¢ Easy Connection via one plug 

* Compatible with most iPods 





TURNTABLE 
$199.00 * 


FEATURES 
¢ Semi-automatic turntable 
* Belt Drive Operation 
¢ 33/45 rom 
¢ MM (Moving Magnet) 
Cartridge Included 
¢ Built-in pre amplifier 
for connecting to 
AUX or other 
Line level Input 








SPECIFICATIONS 
ANALOGUE INPUT 


¢ S/N Ratio Improvement with Dolby C : 
15dB at 500Hz, 20dB at 1kHz 

¢ Impedance : 47k Ohms ¢ WOW and Flutter Peak : +/- 0.2% 

¢ Minimum Input : 125mV GENERAL 

AUDIO ¢ Dimensions (WxHxDmm) : 

¢ S/N Ratio (Type 1 Tape) : 55dB 430 x 120 x 300 

¢ S/N Ratio (Type II Tape) : 57dB ¢ Power Consumption : 18W 

¢ S/N Ratio (Type IV Tape) : 58dB ¢ Power Requirements : 230V AC 50Hz 

¢ S/N Ratio Improvement with Dolby B : ¢ Weight : 4.2kg 
5dB at 1kHz, 10dB at 5kHz 





SPECIFICATIONS GENERAL 
ANALOGUE INPUT ¢ Dimensions (WxHxDmm) : 
¢ Impedance : 47k Ohms 430 x 95 x 285 
¢ Minimum Input : 125mV ¢ Power Consumption : 14W 
eee Input : 500mV ¢ Power Requirements : 230V AC 50Hz 
AU ¢ Weight : 3kg 
° ease ATRAC / ATRAC3 CONNECTIONS 
¢ Frequency Response : 5HZ — 20kHz ¢ Optical Digital Input : Rear: 1 
* Output Level (at 50 k Ohms) : 2V 
¢ S/N Ratio : 96 dB 


— 
Pg 
i] = 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notic 










300 CD CHANGER $599.00 * 


Y 300 Disc Storage Player 
Y Control Al Interface 
Y Jog Dial for Fast Access 


FEATURES ¢ Artist / Genre Group Function 
¢ Advanced MegaStorage™ CD control (200 Possible) 
for Connection of 5, 50, 200, or 300 ¢ Shuffle Play 
CD player with Cross Fade and ¢ Two Repeat Modes 
No-Delay Play ¢ Fader 
¢ CD Text 
¢ CD / CDR / CDRW SPECIFICATIONS 
¢ Custom File™ Disc Memo GENERAL ¢ Power Requirements : 230V AC 50Hz 
¢ Multi-Disc 32-Step ¢ Hybrid Pulse D/A Converter ¢ Power Consumption : 14W 
Programming x 3 ¢ 13 Character Display ¢ Dimensions (WxHxDmm) : 
¢ Jog Dial for Rapid Selection of Discs or e Frequency Response : 2Hz — 20Hz 430 x 189 x 493 
Memo Function ¢ THD : 0.009% ¢ Weight : 8.5kg 
* Disc Title with front dial or front PS2 ¢ Dynamic Range : 89dB 
keyboard input ¢ Output Level : 2V 


5 Disc SUPER AUDIO cD PLAYER $449.00 * 


Y 5 Disc Super Audio CD Player 
¥ Optical Digital Output 
V Repeat / Shuffle / Program 


FEATURES SUPER AUDIO CD PLAYBACK 
¢ 5 Disc Changer * Dynamic Range (in audible range) : 
¢ Super Audio CD Player more than 100dB (AR) 
¢ 5.1 Channel Output ¢ Frequency Response : GENERAL 
¢ Multi Channel Playback 2Hz — 40kHz (-3dB) ¢ Music Calendar 
¢ Super Audio CD / CD text ¢ Harmonic Distortion : less than 0.0035% ¢ 3 Play Modes : Shuffle / Program 
¢ DSD Decoder ¢ Playback Frequency Range : 2Hz / Repeat 
¢ Direct Stream Digital — 100kHz ¢ CD-R/RW 
¢ Optical Digital Output CONNECTIONS ¢ Dimensions (WxHxDmm) : 
¢ Specifications ¢ 5.1ch Output 430 x 110 x 420 
CD PLAYBACK ¢ Analogue Output ¢ Multi-Channel Playback 
¢ Dynamic Range (in audible range) : ¢ Music Channel Audio Output ¢ Weight : 5.5kg 
more than 96dB ¢ Optical Output 


¢ Frequency Response : 2Hz — 20kHz 
¢ Harmonic Distortion : less than 0.0039% 






AM / FM TUNER $299.00 * 


¥ Slim Design Full Component Width 
v Station Naming 
¥Y 30 AM/FM Presets 


FEATURES * Built-in IR Receiver 

¢ Digital AM / FM Tuner ¢ Dimmer for Display 

e AM / FM Reception ¢ Menu Entry System 

¢ Station Naming (up to 5 Characters) ¢ Multi Sorting Function 

¢ 30 presets ¢ Presets : 30 ¢ Frequency Response Variance (dB) : GENERAL 

¢ PLL Synthesised Tuning ¢ RDS Function : PS /-1dB ¢ Power Consumption : 10.0W 

¢ Auto / Manual / Preset Tuning FM SPECIFICATIONS ¢ Sensitivity : Mono (S/N 26dB) (uV/dBf) : ¢ Power Requirement : 230 v, 50/60 Hz 
* Channel Separation (dB) : > 45dB 0.9uV/10.3dBf ¢ Dimensions (WxHxDmm) : 

SPECIFICATIONS ¢ External Antenna Terminal ¢ Sensitivity : Stereo (S/N 46dB) (uV/dBf) : 430 x 85% 2/79 

FEATURES (75 Ohm) FM : 1.0 23uV/38.5dBf e Weight : 2.5kg 

¢ Auto Tuning ¢ External Antenna Terminal AM : 1.0 * Signal / Noise Ratio : Mono (dB) : ¢ Width : 430.0mm 

¢ Auto-Betical Select ¢ Frequency Response (Hz) : > 76dB 

¢ Broadcast Band : FM/LW/MW 30-15.000Hz; + 0,5 ¢ Signal / Noise Ratio : Stereo (dB) : 70dB 






REMOTE COMMANDER $59.95 * PC PROGRAMMABLE 


o80 REMOTE COMMANDER 3299.00 * 

SPECIFICATIONS * Frequently used Ferg 
¢ Sleek look, silver colour to match functions and bottons So SPECIFICATIONS ¢ Memory back-up 

Silver equipment conveniently located Oo @| ¢ Learning function keeps settings in 
¢ For use with your TV, DVD, and VCR ¢ Larger, well spaced & ¢ PC Programmable using computer memory while 

(Not NTSC Compatible) buttons allow more bord interface via USB connection batteries are replaced 
* Compatible with most major brands accurate operation : ¢ Readable organic EL display * Glow-in-the-dark 
¢ Pre programmed to operate with a wide * Operating Distance : e Key touch beep component 

variety of Audio / Visual equipment from 7m (varies depending ta ¢ Approximately 5 month battery life select buttons 

a wide variety of brands on the manufacturing ¢ Dual beam for longer distance e Includes complete 
* Cable Function (Analogue) component) ¢ Macro Function setup CD-ROM 
¢ Teletext Function ¢ Power Requirements : ¢ Long touch function ¢ Power requirements : 
e Ergonomic design 2 x AA Batteries * Customized names for 2 x AA Batteries 


learned commands 
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» Refer to KEY TECHNOLOGY pages for detailed information. 











S| NEW IN THIS EDITION... 


Alpum 


encil skete 


he fer 


Tt 
cs 





MP3 Walkman 
INTe) Kel Fel colas 


molatclelicm alla 


Headphone/Accessories 


Personal Entertainment 








KEY TECHNOLOGY 


Video in your pocket 
The breakthrough LCD screen technology found 
in the new A800 Walkman delivers knockout 
video quality in the palm of your hand. 


The 2 inch widescreen boasts QVGA (320 
x 240) resolution, perfect for detailed video 
playback up to 30 fps (30 frames per second). 


Sony's unique screen technology also promises 
rich natural colours and high contrast, making 
viewing comfortable and immersive. 


The most popular MPEG-4 video format is 
Supported, along with the AVC video Standard. 


These advanced video codecs ensure high quality 


video playback whilst minimising file size. Up to 
32 hours of video can be Stored, for convenient 
playback at anytime.* 


The screen can be orientated to suit differing 
video content and left or right handed operation. 


*8GB model video Capacity quoted. 


A convenient photo album 

The high resolution screen and large internal 
memory means extensive digital photo albums 
can be stored and viewed at anytime. 


Fast ‘drag and drop’ photo management will 
ensure your favourite photos are always at hand. 


Music playback whilst viewing photos and 


slideshows complete this ultra compact digital 
photo album. 








monitor 





Walkman audio features 
Being a Sony Walkman, rich accurate audio 
quality is a given. 


Four different audio technologies known 


collectively as ‘Clear Audio Technology’ contribute 
to sublime audio quality, 


Clear Audio technology encompasses the 
following features: 
CLEAR 


* Clear Bass — for warmer, fuller bass 
reproduction, without distortion. 

* Clear Stereo — Sony’s unique 
technology to emphasise the stereo 
effect often lost when listening 
to MP3 music. Sound leakage 
between left and right channels 
is vastly reduced delivering an 
optimum stereo sound experience. 


DSEGCE ° DSEE - also known as ‘Digital 


Sound Enhancement Engine’ 
restores the sound of the original 
recording, that is so often lost when 
listening to compressed music 
formats, such as MP3. 

EX * EX headphones — The included in- 
ear headphones boast high quality 
components for dynamic audio 
reproduction with wide frequency 
response. A large 13.5mm driver 
unit ensures powerful performance 
free from distortion. 









Applying vast experience in technologies that create professional-grade 
recording studio monitors, Sony’s EX Monitor headphones fuses a larger 
13.5mm high-performance driver unit for exceptional sound quality with 
the fit and comfort of an ear-bud style headphone all in a device that 
defines a new standard in headphone style and quality. 


TRADITIONAL EAR-BUD 











EX MONITOR 






The A800 series Walkman supports playback of 
the most popular music formats ,including MP3, 
AAC (non DRM), WMA (non DRM) and ATRAC. 


Fast music navigation, including artist search, 
will ensure you can listen to what you want, 
when you want. 


Walkman Stamina 


The Sony A800 series Walkman uses the latest 
battery technology, 


Unlike many other portable devices, the A800 
will keep up with the most active lifestyle- 
boasting approximately 8 hours of video playback 
and around 30 hours of audio playback time. 


Rapid charging and user Customised 

Power management means this Walkman 
continues the long tradition of industry leading 
battery performance. 
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The orientation of the earpiece 
matches the orientation of the 
€ar canal, ensuring a more 
comfortable and stable fit. 










Bulit-in 
Microphone 


Counter Function 

With the ability to sense your 
steps combined with entering 
your age, weight and height 
information, the S200 can 
operate as a modern day pedometer. As such, 
you can retrieve information such as: 

¢ Calories burned 

¢ Distance traveled (kms / miles) 

e Steps taken 





The S200 can keep a record of your last 
seven sessions. 








Noise is a factor in many of our lifestyles. 
We hear it in the engine noise of a bus, train 

or a plane and even in places such as shopping 
malls and parks where all sorts of sounds mix. 


This background noise can interfere with your 
audio enjoyment and can still come through 
even a great set of headphones. 


For this reason Sony offer headphones with 
‘Noise-Cancelling’ technology. This means that 
the headphones have microphones built-in to 
them that can pick up ambient noise and output 
a signal that effectively ‘neutralises’ or ‘cancels’ 


dB 


The microphone used in 
noise-cancelling technology 

picks up ambient noise from 

the background environment 0 
and outputs aneguaiand == 2=ssidis : 


opposite signal effectively yo ‘ 


neutralising the sound wave 
of the noise. 
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Music Pacer 

Create your own compilation 
in the supplied software and 
the S200 can sense how fast 
you are running or walking, 
and plays the music most appropriate to your 
step speed. 


Shake Shuffle 

Using the G-Sensor chip, users can simply 
switch between ‘normal’ and ‘shuffle’ playback 
modes by shaking the S200 three times without 
the need to stop the playback of the music and 
navigate into the menu. Simple and convenient. 











the noise out. You can have up to 80% of 
ambient background noise cut out! more music 
reaching your ears instead. 


In addition to noise-cancelling headphones, the 
S700 series Walkmans have noise-cancelling 
technologyt built-in. Perfect for those who are 
serious about sound or simply just want to cut 
out the clutter. 


+ The S700 Noise cancelling function reduces the ambient noise 
by up to 75%. It does not cancel all ambient noise. 





Ambient Noise Detected 


Resultant Noise Level 
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Utilising a new process called “Impact Molding”, the tough, 
seamless body of the S200 is created from a single block of 
aluminium. Utilising a unique technology, a seal is applied to 
the chassis internally, resulting in a sleek and stylish Walkman 
that’s also splash-proof! 





Target Setter / Tracker 

Set yourself a challenge: 

¢ Calories to burn 

¢ Distance you want to travel 
¢ Steps you want to take 


Set the S200 to any of these desired goals and 
the music keeps playing up until this goal has 
been reached. 
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Y Compatible with AVC-BL and MPEG-4 video files 
Y Compatible with JPEG (Baseline) image files 
V QVGA (320 x 240) 2.0” TFT Colour Display 


FEATURES 
¢ Compatible with MP3, ATRAC, 
WMA (non DRM) and AAC 
(non DRM) music files 
@ ¢ Clear Bass and Clear Stereo 
(Channel Separation) 
@e °¢ DSEE (Dynamic Sound 
Enhancement Engine) 
¢ Dynamic Normalizer 
@ © 13.5mm EX Monitor Series Headphones 


SPECIFICATIONS 
MUSIC STORAGE 
¢ Up to 1300 songs with 2GB at 48kbps 
¢ Up to 2700 songs with 4GB at 48kbps 
¢ Up to 5500 songs with 8GB at 48kbps 
VIDEO STORAGE 
¢ Up to 7hrs 40mins video with 

2GB at 384kbps 
¢ Up to 15hrs 40mins video with 

4GB at 384kbps 
¢ Up to 32hrs 40mins video with 

8GB at 384kbps 


GENERAL 
¢ Capacity : 2, 4, or 8 Gigabyte 
¢ Dimensions (WxHxDmm) : 
43.8 x 88 x 9.1 
¢ Weight : Approx. 53g 
CONNECTIVITY 
¢ PC Connection : Hi-Speed USB - 
WM-PORT 
POWER 
¢ Power Source : Embedded 
Lithium-lon Battery 
¢ Max Playback Time Approx. : 
— Music : 30hrs 
— Video : 8hrs 
¢ Recharge Method : Approx. 9Omins 


SUPPLIED ACCESSORIES 

¢ Headphones (and extension cord) 

* QuickStart Guide 

* Software CD-ROM : SonicStage CP (v4) 
and Image Converter 

¢ USB —- WM-PORT Cable 

¢ Spare Silicon Ear-Buds (S/M/L sizes) 





@- ¥ Built-in Noise-Cancelling Functionality 
Y Direct Encoding (Recording) 
v Clear Bass and Clear Stereo 


FEATURES 

¢ Compatible with MP3, ATRAC, WMA 
(non DRM), AAC (non DRM) and Linear 
PCM music files 

¢ Dynamic Normalizer 


¢ Dimensions (WxHxDmm) : 
88.1 x 27.4 x 17 (max) 

¢ Weight : 47g Approx. 

CONNECTIVITY 

¢ PC Connection : Hi-Speed 


@- ¢ 13.5mm EX Monitor Series Headphones USB to Walkman port 
¢ FM Tuner POWER 
@- ¢ Rapid Recharge ¢ Power Source : Embedded 
Lithium-lon Battery 
SPECIFICATIONS * Continuous Playback Time : 
GENERAL Approx. 5Ohrs 


¢ Capacity : 2 or 4 Gigabyte 
¢ Up to 1350 songs with 2GB at 48kbps 
¢ Up to 2700 songs with 4GB at 48kbps 
¢ Display Type : 3-line colour 

Organic EL Display 


¢ Recharge Method : USB via 
Walkman port 
¢ Recharge Time To Full : Approx. 120mins 
@e ¢ Rapid Recharge : Approx. 3mins for 3hrs 
of battery power 










MP3 SPORTS WALKMAN $199.00 * (NWS203F) 
$249.00 * (NWS205F) 


Y Splash-proof Body and Headphones 
Y Built-in Pedometer, Distance and Calorie Counter 
Y Stopwatch, Music Pacer, Shake Shuffle 


7 


FEATURES 
* Compatible with MP3, ATRAC, WMA 
(non DRM) and AAC (non DRM) 


¢ Weight : Approx. 26g 
CONNECTIVITY 
¢ PC Connection : Hi-Speed 


music files USB to USB Mini-B 
¢ FM Tuner POWER 
e Rapid Recharge ¢ Power Source : Embedded 
Lithium-lon Battery 
SPECIFICATIONS * Continuous Playback Time : 
GENERAL Approx. 18hrs 


¢ Capacity : 1 or 2 Gigabyte 
¢ Up to 685 songs with 1GB at 48kbps 
¢ Up to 1350 songs with 2GB at 48kbps 
¢ Display Type : Single Line Organic 

EL Display 
¢ Splash-Proof Body 
¢ Dimensions (WxHxDmm) : 

20 x 96.5 x 15 (Including Jog-Dial) 


¢ Recharge Method : USB 
¢ Recharge Time To Full : 
Approx. 45mins 
@e ¢ Rapid Recharge : Approx. 
3mins for 3hrs of battery power 


WALKMAN - VIDEO MP3 PLAYER Available June 2007 


¢ Recharge Time to Full : Approx. 18Omins 


-NOISE-CANCELLING MP3 WALKMAN $329.00 * (NWS705F) | 
$399.00 * (NWS7O6F) 


Also Available in : 

— 2GB Violet (NWA805V) 
— 2GB White (NWA805W) 
— 4GB Violet (NWA806V) 
— 4GB White (NWA806W) 
— 4GB Pink (NWA806P) 

— 8GB Black (NWA808B) 





SUPPLIED ACCESSORIES 

¢ Headphones (and extension cord) 

¢ QuickStart Guide 

* Software CD-ROM : SonicStage CP (v4) 
¢ USB WM-Port Cable 


Available in : 

— 2GB Violet (NWS705FV) 
— 2GB Black (NWS705FB) 
— 4GB Black (NWS706FB) 


SUPPLIED ACCESSORIES 

¢ Splash-proof Headphones 

¢ Arm Band 

¢ QuickStart Guide 

¢ Software CD-ROM : 
SonicStage CP (v4) 

¢ USB Cable 


Also Available in 

— 1GB Black (NWS203FB) 
— 2GB Black (NWS205FB) 
— 1GB Silver (NWS203FS) 





*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice 

































































MP3 FLASH WALKMAN $159. OQ * * (NWEOO3FV)_ f 
$199.00 * (NWEOOSFV) 


' Y Compatible with MP3, ATRAC, WMA (non DRM) and AACt (non DRM) music files 
Y Built-in USB Plug 

wv FM Tuner 

' Y Rapid Recharge 


SPECIFICATIONS ¢ ATRAC3plus * Continuous Playback 

GENERAL ¢ AAC (Unprotected) * Time : Approx. 28hrs 

¢ Capacity : 1 or 2 Gigabyte FUNCTIONALITY ¢ Recharge Method : 

¢ Up to 685 songs with 1GB at 48kbps ¢ Searching Methods : Direct USB Connection 

¢ Up to 1350 songs with 2GB at 48kbps ALL Songs / Album / Artist ¢ Recharge Time To Full : 

¢ Frequency Band : 87.5 to 108.0Mhz ¢ Play Modes : Normal / Folder / Approx. lhr Also Available in : 

¢ Firmware : Upgradable ALL / Repeat ¢ Rapid Recharge : Approx. 3mins — 1GB Black (NWEO03FB) 

¢ Display Type : Single Line ¢ Menu Language : English for 3hrs of battery power — 2GB Black (NWEOO5FB) 
Organic EL Display ¢ Sound Settings : 5 Band Equalizer — 1GB Green (NWEOO3FG) 

* Dimensions (WxHxDmm) : (Heavy / Pop / Jazz / Custom) SUPPLIED ACCESSORIES — 2GB Green (NWEOO5FG) 
24.8 x 79x 13.6 CONNECTIVITY ¢ Headphones — 1GB Blue (NWEOO3FL) 

¢ Weight : 25g ¢ PC Connection : Hi-Speed USB Plug * Quick Start Guide — 1GB Pink (NWEOO3FP) 

MUSIC ; FORMATS SUPPORTED ¢ Input / Output : Headphones / USB ¢ Software CD ROM : SonicStage v3.4 — 2GB Pink (NWEOO5FP) 

¢ MP3 CBR (Constant Bit Rate) POWER 

¢ MP3 VBR (Variable Bit Rate) ¢ Power Source : * AAC available via firmware upgrade. 

¢ WMA (Unprotected) Embedded Lithium-lon Battery Go to www.sony.com.au for further details. 

¢ ATRAC3 

VV oe AINA 4. 







BLUETOOTH AUDIO 


BLUETOOTH AUDIO 
TRANSMITTER $149.00 * 


WALKMAN TRANSMITTER 
$129.00 * 


SPECIFICATIONS 

¢ Allows WM Port-equipped Walkman 
models to transmit Bluetooth wireless 
audio stream 


SPECIFICATIONS 

¢ 1-Way Bluetooth Audio Transmitter 

e Allow Audio Devices to Transmit 
Bluetooth Audio Stream 


¢ Powers from Walkman ¢ Up to 11 Hours Battery Life 

¢ Up to 11 Hours Battery Life ¢ Rechargeable Function 

* Compatible with Bluetooth Version 2.0 err 
(Profiles : A2DP) 


¢ Compatible with Bluetooth Version 2.0 
(Profiles : A2DP) 
e Suits any Portable Audio Player 











BLUETOOTH ‘AUDIO BLUETOOTH | 


TRANSCEIVER $199.00 * SPEAKER SYSTEM 
$249.00 * 
SPECIFICATIONS SPECIFICATIONS 


¢ Bluetooth Wireless Speaker 

¢ Driver : 48mm 

¢« Neodymium Magnet 

¢ Power Output : Total 6W 

¢ Power Requirements : 3 x AA Battery 
or Supplied 
AC / DC Adaptor 

¢ Volume Adjust 

¢ Analog-IN Jack 

¢ Compatible with Bluetooth Version 2.0 
(Profiles : A2DP / AVRCP) 


¢ 2-Way Bluetooth Audio System 

¢ Allow Audio Devices to Transmit 
or Receive a Bluetooth Audio Stream 

¢ Power Requirements : Supplied 
AC Adaptor 

* Compatible with Bluetooth Version 2.0 
(Profiles : A2DP) 








BLUETOOTH HEADPHONES 


VY Bluetooth Wireless Headphone Receiver / Microphone 

v¥ Enjoy Music and Receive Mobile Phone Calls 

V Up to 11 Hours Battery Life 

Vv Remote Functions : PLAY / STOP / PAUSE / FF / FR/ Volume Adjust 

V Compatible with Bluetooth Version 2.0 (Profiles : A2ZDP / AVRCP / HFP / HSP) 


DRBT21G $199.00 * DRBTSOG $249.00 * DRBT20NX $199.00 * 


SPECIFICATIONS SPECIFICATIONS SPECIFICATIONS 
* Street Style Design ¢ Ear-Clip Design ¢ Lanyard Style Design 
¢ Driver : 30mm ¢ Driver : 30mm ¢ Driver : 9mm EX 





» Refer to KEY TECHNOLOGY pages for detailed information. 
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WALKMAN? PHONE * 
(Available May 2007) 


¥Y Walkman® player supporting Album Art 
Y FM radio with RDS 

Y TrackID™ music recognition 

VY 2 megapixel camera with auto focus 


FEATURES 

¢ Picture blogging 

¢ Bluetooth stereo (A2DP) 

¢ Access NetFront™ Web Browser 

¢ 3D games 

¢ Video streaming 

¢ Flight mode 

¢ Bluetooth™ technology 

¢ Synchronisation PC 

¢ USB mass storage 

¢ USB support 

¢ 2x digital zoom 

¢ Photo light 

¢ Video recording 

¢ PhotoDJ™ 

* Stereo Portable Headphones 

* Disc2Phone PC Software 

¢ Included 512 Memory Stick Micro™ 
(M2™) 








WALKMAN? PHONE 


VY Walkman® player 

VY VGA camera 

Y Push email and multimedia messaging 
V Access NetFront™ browser for full HTML browsing 
¥Y 1GB Memory Stick Micro™ (M2™) support 


FEATURES 

¢ Stereo headphones 

¢ Disc2Phone PC software 

¢ Flight Mode* 

¢ FM radio with RDS 

¢ Speakerphone 

* SMS and MMS (Multimedia Messaging) 

¢ Bluetooth™ 

¢ PC synchronisation 

° PlayNow™ 

¢ Audio file formats : MP3 and AAC 
(non DRM) 

* Audio file extensions : .mp3, .mp4, 
.m4a and .wav 

¢ MusicDJ™ 

¢ Sound recorder 

¢ 3D gaming 

¢ Video play and record 

¢ Video file formats : 3GPP and MPEG-4 









SON 
P3 WALKM 


¥Y Walkman® Player 

V Up to 30 hours music listening per charge 
¥ 2.0 megapixel digital camera with auto focus 
Y One-touch music control keys 





AN® PHONE * 





FEATURES 

¢ Included 512MB Memory Stick 
PRO Duo™ 

¢ Walkman® player supporting 
file formats : MP3, AAC 
(non DRM), WAV 

¢ Mega Bass™ 

* Graphical Equaliser 

¢ Auto-pause function 

¢ Inflight music mode~ 

¢ FM radio with RDS 

¢ 2 megapixel digital camera 

¢ Auto focus 

* Horizontal user interface 

¢ 4x Digital zoom 

¢ Macro mode 

* Intuitive display light sensor 

¢ Sound recorder 

¢ Speakerphone 

¢ Video player and recording 


¢ Video streaming 
¢ MMS (Multimedia Messaging) 
¢ 3D Gaming 





SONY ERICSSON W850i 
MP3 WALKMAN PHONE “ 


V Included 1GB Memory Stick PRO Duo™ “Sony Ericsson 
V 2 Megapixel camera with 4x digital zoom a 


VY Walkman® Player supporting Album Art My Music 
¥Y 2 inch colour screen : 


FEATURES 

¢ Music recognition — TrackID™ 

¢ 3G Technology 

¢ FM radio with RDS 

¢ RSS Reader 

¢ Bluetooth™ wireless technology 
with audio streaming 

¢ Memory Stick PRO Duo™ support 
up to 4GB” 

¢ Audio codecs : MP3, AAC (non DRM), 
AAC+ and eAAC+ 

¢ Audio file extensions : .mp3, .m4a, 
.mp4, .wav and .m3u (playlists) 

¢ Equalizer and Mega Bass™ 

¢ Video call, play and record 

¢ Flight mode (transmitter off) 

¢ Disk2Phone PC Software 





WALKMAN® PHONE * 


V Slim Walkman® phone only 9.4mm 

¥ Walkman® Player with Album Art support 
V Up to 900' songs with 1GB Memory Stick Micro™ 
V Stainless steel finish 





FEATURES 

* Bluetooth™ audio streaming (A2DP) 

¢ TrackID™ 

* Access NetFront™ Web Browser 

¢ Synchronisation PC 

¢ USB support 

¢ 3G Technology 

¢ Digital zoom, 2.5x 

¢ Picture blogging 

¢ PhotoDJ™ 

¢ Mega Bass™ 

* Music codecs : MP3, WMA, AAC 
(non DRM), eAAC+ 

¢ Speakerphone 


tSubject to preloaded phone content. Number of song 
based on 1GB Memory Stick Micro™ and the assumptio 
that songs are in eAAC+ encoding 


SONY ERICSSON W850i 


MPS WALKMAN® PHONE * 


VY 4GB internal memory 

Y 2.6 inch colour touchscreen 

V Up to 10 hours music listening per charge 
V Walkman® player supporting Album Art 

¥ 3G Technology 


FEATURES 

¢ Audio codecs: MP3, AAC (non DRM), 
AAC+ and eAAC+ 

* Audio file extensions : .mp3, .m4a, 
mp4 and .wav 

¢ Album art 

¢ Equaliser and Mega Bass™ 

¢ Stereo headphones with remote control 

* Flight mode (transmitter off) 

¢ FM radio with RDS 

* TrackID™ music recognition 

¢ Music download 

¢ MusicDJ™ 

¢ PlayNow™ 

¢ Speakerphone 

* Bluetooth™ streaming in stereo 

¢ Push email 

* SMS and MMS (Picture messaging) 

¢ Handwriting recognition 

* Word completion / sentence completion 

¢ RSS reader 

¢ Music download 





“Screen clarity, resolution and brightness may differ from image shown. 
*SRP is manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice 








MUSIC REMOTE CONTROL 


MRC-60 


FEATURES 

¢ Music Remote Control 

e Attaches to your home hi-fi system for a fuller 
listening experience 

¢ Charges your phone and delivers your music to 
the hi-fi speakers. 

¢ Cradle size : 99.6 x 78.2 x 25mm 

¢ Cradle weight : 65.7g 

Cradle colour : Black 

¢ Remote control size : 86.3 x 33 x 8.2mm 

Remote control weight : 16.6g 

¢ Remote control colour : Black 





For detailed specifications see www.sonyericsson.com.au 

NOTE: Some features may not be available depending on your operator. 

** Song storage is dependant on song length and encoding bitrate. 

¥ Talk and stand by times are affected by network preferences, type of SIM card, 
connected accessories and various activities eg. Games. 






CD WALKMAN $49.00 * 


SPECIFICATIONS 
* 1-Line LCD / 7-Segment LCD Display 
¢ G-Protection Shock Resistance 
¢ Digital Mega Bass 
¢ Playmodes : Repeat 1 / All / 
Shuffle / Track Loop 
¢ Power Requirements : 2 x AA Batteries 


SUPPLIED ACCESSORIES 
¢ Headphones 


Also Available in Black (DEJO11B) 


CASSETTE RADIO 
WALKMAN $69.95 * 


SPECIFICATIONS 
¢ AM-FM Digital Tuning 
LCD DisplayAM/FM Digital Tuner 
¢ 4O Presets 
¢ Mega Bass 
¢ Up to 25 Hours Playback 
¢ Dimensions (WxHxDmm) : 
85.2 x 111 x 24.5 
e Frequency Range : 
AM : 531-1602kHz 
FM : 87.5-108MHz 
¢ Power Requirements : 
DC 3V AA x 2 Battery 
(not supplied) 
¢ Weight : Approx 130g 
(excluding tape and batteries) 


Refer to KEY TECHNOLOGY pages for detailed information. 


PORTABLE SPEAKERS 
(Available May 2007) 


MPS-70 


FEATURES 

¢ Plug the MPS-70 into your music mobile phone to enjoy 
Superior sound quality in stereo. 

¢ Pocket-sized neodymium speakers 

Built in FM radio antenna 

¢ Moderate power consumption 

e Speaker size : 55 x 32 x 42 mm each 

¢ Weight (without carrying case) : 125g 


BLUETOOTH” MUSIC 
RECEIVER 


MBR- 100 


FEATURES 

¢ Stream music from your handset to your hi-fi with the 
Bluetooth™ Music Receiver. 

Small and sleek 

¢ Light weight 

¢ Receiver size : 78 x 26 x 14mm 

¢ Receiver weight : 19.1g 





+ Sony Ericsson accepts no reponsibility for individual use of product. Please note: Any form of 
copyright material may be subjected to copyright infringement. Products should be used in 
conjunction with copyright regulation. 

“ Music mode can only be used in conjunction with Airline regulation and is subject to 
airline approval. 


SPECIFICATIONS 


* Digital Mega Bass 
Compatible 


Shuffle / Track Loop 


¢ Power Requirements : 2 x AA Batteries 


SUPPLIED ACCESSORIES 


¢ Headphones 


¢ 1-Line LCD / 7-Segment LCD Display 
¢ G-Protection Shock Resistance 


¢ MP3 CD and CD-R / RW Playback 


¢ Playmodes : Repeat 1 / All / 






Also Available in Silver (DNE240S) 


FEATURES 


Upload to PC 


Track Data Upload 
e 7 Band Equalizer 


¢ VPT Acoustic Engine 
¢ Dynamic Normalizer 
HD Digital Amplifier 


PC Data Storage 


MINI DISC WALKMAN/ 
RECORDER $599.00 * 


* Complete MD Recording Options 
¢ Linear PCM Recording 
* Conventional MD Recording 


* Conventional MD Recording 


* Digital Pitch Control (DPC) 


¢ High Capacity Coupling Condenser 






MUSIC : FORMATS SUPPORTED 
¢ Supports : Linear PCM 
(Record and Playback) 
¢ Supports : MP3 (Playback) 
¢ Supports : ATRAC (Record 
and Playback) 
POWER 
¢ Power Source : Rechargeable 
Lithium-lon Battery (Gum-Stick Type) 
¢ Max Battery Life : Approx. 19hrs 


SPECIFICATIONS Playback / Recording 10.5hrs 
GENERAL ¢ Recharge Method : USB 

* Capacity : 1 Gigabyte (per Hi-MD Disc) ¢ Recharge Method : AC Power Adaptor 
¢ Display Type : Organic EL Display ¢ Recharge Time To Full : Approx. 3hrs 


¢ Dimensions (WxHxDmm) : 


83.8 x 84.4 x 14.7 


¢ Weight : Approx. 106g 


(Including Battery) 





CONNECTIVITY 

¢ Inputs : Microphone (Stereo Mini-Jack) 

¢ Inputs : Line-In (Analog — Stereo 
Mini-Jack) 

* Inputs : Line-In (Digital — Optical 
Mini-Jack) 

* Outputs : Headphone (Stereo Mini-Jack) 

* Outputs : Line-Out (Stereo Mini-Jack) 











DIGITAL NOTETAKER $99.00 « 





AM/FM MONO 
CASSETTE 
RECORDER $64.95 * 


SPECIFICATIONS 

¢ AM-FM Radio 

* Casette-—Mono 

¢ Microphone—Mono Cassette 
deck with soft eject and auto 
tape shut-off 

* Headphone output 

* Dimensions (WxHxDmm) : 
272*%130%.122 

* 240V AC or D batts x 4 
(not supplied) 

* Speakers : 7.7cm full range x 1 

* Tuner Frequency : AM : 531-1602KHz 
FM : 87.5-108MHz 

* Weight (Inc Batteries) : 1.5kg 

* Also available in : 
Black (CFM10B) 





MP3 CD 
CASSETTE 
RECORDER 
$149.00 * 


SPECIFICATIONS 

* LCD Display 

* Digital AM FM Tuning 

* 30 Presets (10AM, 20FM) 

* CDR/RW Playback 

¢ MP3 Playback 

* CD to Tape Synchronised Dubbing 

* Mega Bass 

* 6OW PMPO Power Output 

* Headphone Out 

* Slim Remote 

* Dimensions (WxHxDmm) : 
$60 x 235.x% 141 

* AC 220-240V 

° Weight : 2.2kg 


VY 256MB Capacity 

V 3 Rec Modes (HQ / SP / LP) 

v VOR (Voice Operated Recording) 
V Mic Sensitivity Switching 


SPECIFICATIONS POWER 
AUDIO : FORMATS SUPPORTED * Power Source : 
* Recording : Triple Rate Codec 2 x AA Batteries 
* Playback : Triple Rate Codec * Battery Life (up to) : 
GENERAL — Recording : 22hrs 
* Channel : Mono — Playback — Speaker : 1 1hrs 
* Capacity (Recordings) : Up to 
150hrs 15mins SUPPLIED ACCESSORIES 
* Inputs / Outputs : Headphone / * Headphones 
Microphone * Carrying case 


¢ Dimensions (WxHxDmm) : 
34.6 x 109.5x 18 
° Weight : 65g (incl. batteries) 





HYBRID NOTETAKER/ 
MP3 PLAYER $249.00 * 


Y 512 MB Capacity 

V USB Direct Plug 

V Drag and drop MP3 Player 
Y Built-in Speaker and Mic 


SPECIFICATIONS * Dimensions (WxHxDmm) : 

¢ 2 in 1 device 30 x 100 x 20 

* Up to 250 hours recording (LP) ° Weight : 64g 

¢ Voice Operated Recording * Battery Life : Up to 19 hours 


¢ LCD Display MP3 Playback/ 16.5 hours 
* Mic sensitivity switch recording 

* Digital Pitch Control * Stereo headphones and 

* Integrated Mono Mic/Speaker neck strap included 

* Stereo headphone output ¢ WMA Compatible/ 


* 1 x AAA Battery operation 
(not supplied) 


Software Too! included 



















HYBRID NOTETAKER/ 











CD RADIO 
CASSETTE 
RECORDER 
9129.00 + 


SPECIFICATIONS 
* LCD Display 
* Digital AM FM Tuning 
* 30 Presets (LOAM, 20FM) 
* CDR/RW Playback 
* CD to Tape Synchronised Dubbing 
* Mega Bass 
* 60W PMPO Power Output 
* Headphone Out 
* Dimensions (WxHxDmm) : 
360% 235 x 14] 
* AC 220-240V 
° Weight : 2.2kg 







CD RADIO 
CASSETTE 
RECORDER 
$159.00 * 


SPECIFICATIONS 

* Remote Control 

* New Wide Dispersion 
Convex speakers 


* LCD Display * Dimensions (WxHxDmm) : 

* Digital AM FM Tuning 414 x 164 x 257 

* 10 Presets * AC 220-240V or 9V DC 6 x D size 
* CDR/RW Playback Batteries (not supplied) 

* CD to Tape Synchronised Dubbing * 2 x AAA Batteries for remote control 
¢ Sleep Timer (not supplied) 

* Mega Bass ¢ Weight : 3.8kg 


* JOW PMPO Power Output 
* Headphone Out 


DIGITAL NOTETAKER 
WITH FM TUNER $199.00 * 


VY 256MB Capacity 

VY 3 Rec Modes (HQ / SP / LP) 

Y Built-in FM Tuner with FM Recording 
V VOR (Voice Operated Recording) 

V Mic Sensitivity Switching 






SPECIFICATIONS POWER 
AUDIO: FORMATS SUPPORTED ¢ Power Source : 
* Recording : Triple Rate Codec 2 x AA Batteries 
* Playback : Triple Rate Codec * Battery Life (up to) : 
GENERAL — Recording : 22hrs 
* Channel : Mono — Playback — Speaker : 1 1hrs 
* Capacity (Recordings) : Up to 
130hrs 25mins SUPPLIED ACCESSORIES 
* Inputs / Outputs : Headphone / * Headphones 
Microphone / USB * Carry Case 
* Dimensions (WxHxDmm) : * PC Application Software 


34.6 x 109.5 x18 (Digital Voice Editor) 
° Weight : 68g (incl. batteries) 


MP3 PLAYER $349.00 * 


V 1 GB Capacity 

V USB Direct Plug 

V Drag and drop MP3 Player 
Y Built-in Speaker and Mic 


SPECIFICATIONS * Dimensions (WxHxDmm) : 
¢ 2 in 1 device 20 x 100 x 20 
¢ Up to 502 hours recording (LP) * Weight : 64g 
* Voice Operated Recording * Battery Life : Up to 19 hours 
° LCD Display MP3 Playback / 16.5 hours 
* Mic sensitivity switch recording 
° Digital Pitch Control 
¢ Integrated Mono Mic / Speaker SUPPLIED ACCESSORIES 
* Stereo headphone output * Stereo headphones and 
¢ 1 x AAA Battery operation neck strap included 
(not supplied) ¢ WMA Compatible/ 
Software Tool included 


*SRP is manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice 





FEATURES 

* Dragon Software Certified 

¢ 256MB Capacity 

¢ 5 Rec Modes (STHQ / ST / 
STLP / SP / LP) 

* Digital Voice Up 

¢ Digital Pitch Control 

¢ VOR (Voice Operated 
Recording) 

¢ Mic Sensitivity Switching 

¢ Manual Rec Level Adjust 


SPECIFICATIONS 

AUDIO: FORMATS SUPPORTED 

¢ Recording : Triple Rate Codec 

e Playback : Triple Rate Codec 
/ MP3 

GENERAL 

¢ Channel : Mono / Stereo 

* Capacity (Recordings) : Up to 
Up to 91hrs 20mins 


HIGH-END DIGITAL 
NOTETAKER $399.00 * 


¢ Dimensions (WxHxDmm) : 
30.8 x 119.3 x 14.9 
¢ Weight : 70g (incl. batteries) 
POWER 
¢ Power Source : 
2 x AAA Batteries 
¢ Battery Life (up to) : 
— Recording : 18.5hrs 
— Playback : 29hrs 


SUPPLIED ACCESSORIES 
¢ Headphones 

¢ Carry Pouch 

¢ USB Cable 


HIGH-END DIGITAL 
NOTETAKER WITH 
DRAGON SOFTWARE 
$599.00 * 


FEATURES 

* Dragon Software Certified 

¢ Dragon Naturally Speaking V9 
Software included 

¢ 512MB Capacity 

¢ 5 Rec Modes (STHQ/ ST / STLP / SP / LP) 

* Digital Voice Up 

¢ Digital Pitch Control 

¢ VOR (Voice Operated Recording) 

¢ Mic Sensitivity Switching 

¢ Manual Rec Level Adjust 


SPECIFICATIONS 
AUDIO: FORMATS SUPPORTED 
¢ Recording : Triple Rate Codec 
¢ Playback : Triple Rate Codec / MP3 
GENERAL 
¢ Channel : Mono / Stereo 
* Capacity (Recordings) : 
Up to 185hrs 55mins 
¢ Inputs / Outputs : Headphone / 





¢ Dimensions (WxHxDmm) : 
30.8 x 119.3 x 14.9 
¢ Weight : 70g (incl. batteries) 
POWER 
¢ Power Source : 2x AAA Batteries 
* Battery Life (up to) : 
— Recording : 18.5hrs 
— Playback : 29hrs 


SUPPLIED ACCESSORIES 

¢ Headphones 

¢ Carry Pouch 

¢ USB Cable 

* Digital Voice Editor Software 





¢ Inputs / Outputs : Headphone / * Digital Voice Editor Software 
Microphone / USB 










STEREO MEMORY STICK DIGITAL 
NOTETAKER $599.00* 


SPECIFICATIONS ¢ Power Requirements : 

¢ 32 MB Memory Stick Included 2 x AAA Batteries 

¢ Stereo Microphone (not supplied) 

¢ Voice Operated Recording ¢ Dimensions (WxHxDmm) : 
¢ Microphone Jack SEX 106k 1/7 

¢ Up to 15.5 hours of recording 

¢ Easy Editing SUPPLIED ACCESSORIES 
* (DPC) Digital Pitch Control ¢ USB Cable 

e A-B Repeat ¢ DVE Voice Editing software 


¢ Repeat / Auto scan play 
e Speed Control 

¢ Cue/ Review 

¢ Date and Time Stamp 


-MICRO-CASSETTE 
NOTETAKER $115.00 * 


SPECIFICATIONS 

¢ Ultra Compact design 

* Voice Operated Recording 

¢ Built In Speaker and MicrophoneTwo 
speed record/playback 

¢ Cue/Review function 

¢ LED battery indicator 

¢ Tape counter 

¢ Hand strap 

¢ Dimensions (WxHxDmm) : 
54.8 x 106.8 x 21.5 

¢ Headphone (mini jack) 

¢ Output power : 450mW 

¢ Power Requirements : 
2 x AAA batteries (not supplied) or 1.5V 
AC adaptor (not supplied) 

° Weight : Approx 92g (incl batt and tape) 


STANDARD 
DESKTOP CASSETTE 
NOTETAKER $79.00 * 


SPECIFICATIONS 

¢ Carry Handle 

¢ Built In Speaker and Microphone 

¢ AC Adaptor Supplied 

¢ Cue/Review function 

¢ LED battery indicator 

¢ Earphone and microphone jack 

¢ Auto shut-off 

¢ Tape counter 

¢ Dimensions (WxHxDmm) : 
144 x 237 x 60 

¢ Inputs : Mic (3.5mm) 

¢ Outputs : Earphone 

¢ Power Requirements : AA x 4 (not 
supplied) or AC Adaptor (supplied) 

¢ Weight (with batteries) : 675g 


» Refer to KEY TECHNOLOGY pages for detailed information. 













Microphone / USB ¢ Dragon Naturally Speaking V9 
(DVR Edition) 





MICRO-CASSETTE 
NOTETAKER $89.00 * 


SPECIFICATIONS 
¢ Ultra Compact design 
¢ LED Battery Indicator 
* Two speed record/playback 
* Cue/Review function 
* Built In Speaker and Microphone 
¢ Dimensions (WxHxDmm) : 
54x 109 x 22 
¢ Headphone (mini jack) 
¢ Power Requirements : 2 x AAA batteries 
(not supplied) 
* Up to 14.5 hours recording 
° Weight : Approx 97g 
(incl batt and tape) 


PERFORMANCE 
MICRO-CASSETTE 
RECORDER $199.00 * 


SPECIFICATIONS 

¢ Retractable Microphone 

¢ Voice Operated Recording 

¢ Three Record Modes—Meeting/ Lecture/ 
Dictation Two speed record/playback 

¢ Cue/Review function 

¢ Cue marker function 

¢ Auto reverse 


¢ LED battery indicator ¢ Power Requirements : DC 3V, AAA x 2, 


¢ Tape counter AC adaptor (not supplied) 
¢ Built-in speaker and microphone e Speaker : 28mm 
¢ Dimensions (WxHxDmm) : 

EPS hk 12/ x 69 
* Output : Headphone (mono mini) 
¢ Power Output : 250mW 


¢ Weight : 140g (excluding battery) 





STANDARD CASSETTE 
NOTETAKER $69.00 * 


SPECIFICATIONS 

¢ Built In Speaker and Microphone 
One Touch Recording 

¢ Cue/Review Function 

¢ LED Battery Indicator 

* Stereo Headphone Compatible 

¢ Dimensions (WxHxDmm) : 
86.9 x 116.3 x 36.5 

* Output : Headphone (mini jack) 

¢ Power Output : 250mW 

¢ Power Requirements : DC 3V, AA x 2, 
AC Adaptor 3V (not supplied) 

e Speaker : 5.0cm 

° Weight : 169g (excluding battery 
and tape) 
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STANDARD CASSETTE 
NOTETAKER $129 00° 


SPECIFICATIONS 

* Double Record Time 

* Adjustable Speed Playback 

* Flat Microphone 

* Voice Operated Recording Cue / Review 

* Double Record Time 

* VOR Sensitivity 

* LED Battery Indicator 

* Built-in Speaker Mic Jack 

* Earphone Jack 

¢ Dimensions (WxHxDmm) : 
86.7 x 144.4 x 35.7 

* Headphone (mini jack) 

* Power Requirements : AA Battery x 2 or 
3V AC Adaptor (not supplied) 

° Weight : 160g 


PORTABLE AMW/EM 
RADIO $36.95 * 


SPECIFICATIONS 

* Compact Horizontal design 

¢ LED Tuning Indicator 

* Built-in speaker 

¢ Power Requirements : 
2 x AA (not supplied) 

* Headphone Jack 

* Available in Black (ICF304B) or 
Silver (ICF304S) 


sui 


PORTABLE 
AM/FIW/SW RADIO 


SPECIFICATIONS 
¢ AM/FM/SW 3 Band Radio 
* Tone Control 
* Tuning Indicator 
* Carry Handle 
* AC/ DC operation 
* Built In Wide dispersion Speaker 
* Power Requirements : 
4 x AA (not supplied) 


PORTABLE WORLD 
BAND RADIO $129 00 * 


SPECIFICATIONS 

° FM/MW/LW/SW Radio 

* Compact Size 

FM/MW/LW/SW 1-9 reception 
* Built-in speaker 

¢ Earphone jack 

Short wave guide supplied 
Dimensions (WxHxDmm) : 

162 x 93.8 x 34.8 

Power Requirements : 

2 x AAA Batteries (not supplied) 
Weight : 340g (including batteries) 









EMERGENCY RADIO 379 00 « 





* New to the strong line up of Sony radio 71 rE tr 
product is the Emergency Radio ICFBO1. 
This clever little device houses a self- 
generator inside its colourful chassis. 
The generator is operated by a manual 
crank handle. Wind up the crank for 
60 seconds and you get 60 minutes 
of power. 

* Also included in this AM/FM radio is 
a soft-light and flashlight, making this 
radio a must-have in any household, 
vehicle or boat. 





* Optional AA Battery compatible 
SPECIFICATIONS * FM/AM 2-Band Tuner 


* Self-powered Generation ° 90mW Speaker 

(no batteries needed) 
* Built-in Flashlight and Softlight Australian version of this product 
* Water Resistant varies slightly from image above 
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PORTABLE 
RADIO $56.9 






AM/FM/SW 


SPECIFICATIONS 

° AM/FM 

* Compact Horizontal design 
LED Tuning Indicator 

° Built-in speaker 

* Tone Control 
Headphone/DC in Jack 
Power Requirements : 

3 x AA or 4.5V AC Adaptor 
(not supplied) 






PORTABLE 
AM/FM/SW DIGITAL 
RADIO $125.00 * 


SPECIFICATIONS 
° AM/FM/SW 3 Band Radio 
* Tuning indicator 
* Digital Tuning 
* LCD Display 
* Clock 
* 20 presets 
* Sleep/standby mode 
* Dimensions (WxHxDmm) : 
212 x 104 x 42.5 
* Headphone (stereo mini) 
* Power Requirements : 
DC 4.5V or 3 x AA (not supplied) 
* Weight : 504g (including batteries) 





TRAVEL-SIZED WORLD 
BAND RADIO $199 00 « 


SPECIFICATIONS 

* FM/MW/SW Radio 

* World Time Display 

¢ Alarm with snooze button 

Backlit LCD display 

LED tuning indicator 

* Earphone jack 

* Built-in speaker 

* Dimensions (WxHxDmm) : 

tit x 3hx 380 

Frequency Range : MW : 530-1605KHz:; 
FM : 87.5-108 MHz: 

SW : Bands 1-7; 5775-21975 
Power Requirements : 2 x AA Batteries 
(not supplied) 

Power : CR2025 (clock) 

Weight : 230g 


*SRP is manufacturer's Suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice 








PORTABLE WORLD 
BAND RADIO $269.00 * 


SPECIFICATIONS 

¢ AM/FM/SW world band radio 

¢ Digital Tuning 

¢ Preset Function 

¢ AM/FM/SW Radio 

e PLL digital tuner 

e 50 presets 

e Auto scan tuning 

¢ Backlit LCD display 

¢ Memory scan 

¢ Dimensions (WxHxDmm) : 
116.8 x 106 x 35 

¢ Power Requirements : AA x 3 (not 
supplied) 

¢ Weight (including batteries) : 450g 











POCKET-SIZED 
AM/EM RADIO $24.95 * 


SPECIFICATIONS 

¢ Compact Design 

* Telescopic Antenna 

¢ LED Tuning Indicator 

¢ Earphone Jack 

¢ Built-In Speaker 

* Carry Strap 

¢ Battery Life AM : 45 hours 

¢ Battery Life FM : 40 hours 

¢ Dimensions (WxHxDmm) : 
71x 118.5 x 30 

¢ Power Output : 1OOmW 

¢ Power Requirements : 
DC 3V, 2 x AA Batteries 
(not supplied) 

¢ Speaker : 5.7cm diamater 

¢ Weight : 202g (with batteries) 





SRFS84C 


COMPACT AM/FM 
RADIO $69.95 * 


SPECIFICATIONS 

¢ AM/FM Radio 

¢ Compact Design 

¢ Mega Bass Function 

¢ Dimensions (WxHxDmm) : 
39.5 x 78.5 x 16.5 

* Headphones (stereo mini) 

* Power Output : 3.6mW + 3.6mW 

¢ Power Requirements : DC 1.5V AAA 
battery (not supplied) 


SUPPLIED ACCESSORIES 
¢ Weight : 61.2g 

(with battery and headphones) 
¢ Earphones 





ULTRA COMPACT DIGITAL 
AM/FM RADIO $149.00 * 


SPECIFICATIONS 

¢ AM/FM Radio 

¢ Mega Bass Function 

¢ Digital Tuning 

¢ LCD Display 

¢ Clock 

¢ 20 Station Presets (15FM, 5AM) 

¢ Jog Shuttle for Easy Operation 

¢ Auto Power Off Function 

¢ Hold Function 

¢ Belt Clip ¢ Power Requirements : 

¢ Dimensions (WxHxDmm) : 1.5V AAA battery (not supplied) 
39 x 83.8 x 20.4 ¢ Weight : 57.5g 

* Output : Headphone (stereo mini) (with battery and headphones) 

¢ Power Output : 2.5mW + 2.5mW 


pe Refer to KEY TECHNOLOGY pages for detailed information. 


























PORTABLE WORLD 
BAND RADIO $509.00 * 


SPECIFICATIONS 
e Enhanced Pre-Set Functions 
¢ World Time Display 
¢ Dimensions (WxHxDmm) : 
ta x 118.8 x 35.3 
e Frequency Range : 
FM : 76-108 MHz; 
LW : 150-529 KHz; 
MW : 531-1620 KHz; 
SW : 1621-29999 KHz 
¢ Input : DC-in 6V; 
Antenna (3.5mm mini jack) 
* Output : Line out (stereo mini); ¢ Speaker : 77mm 
Headphone (stereo mini) ¢ Weight : 536g (excluding batteries) 
¢ Power Output : 380mW ¢ Carry case 


¢ Power Requirements : DC 6V; 
4 x AA batteries (not supplied) 


POCKET-SIZED 
AM/FM RADIO $42.95 * 


SPECIFICATIONS 

* Compact Design 

¢ AM/FM Tuner 

° Belt Clip 

¢ Fontopia Earphones Supplied 

¢ Dimensions (WxHxDmm) : 
65 x 92.9 x 26.5 

¢ Headphone (stereo mini) 

¢ Power Output : 3.6 + 3.6mW 

¢ Power Requirements : DC 1.5V 
1x AA battery (not supplied) 

¢ Weight : 84g (with battery and belt clip) 

¢ Belt clip 

¢ Earphones 


POCKET-SIZED FM 
RADIO $119.00 * 


SPECIFICATIONS 

¢ FM Radio 

¢ Mega Bass Function 

¢ Clock15 presets 

¢ Ear phone jack 

¢ In Speakers 

¢ Dimensions (WxHxDmm) : 
60 x 104 x 22 

¢ Power Requirements : AAA x 2 (not 
supplied) 

¢ Power Output : 7OmW 

¢ Weight (with batteries) : 100g 

¢ Fontopia earphones 






AM/EM STEREO 
HEADPHONE RADIO $64.95 * 





SPECIFICATIONS 
¢ AM/FM Radio 
¢ Headphone Design 
¢ Lightweight 
¢ Mega Bass Function 
¢ AM/FM stereo tuner 
¢ Adjustable double headband 
¢ Flexible antenna 
¢ Mega Bass function 
¢ Power Output : 5nW + 5mW 
¢ Power Requirements : 
1 x AAA battery (not supplied) 
¢ Weight : Approx 130g 
(with battery) 














AM / FM CLocK 
RADIO $2905 = 


FEATURES 

* Green LED Single Display 
* 12 Digital Clock Type 

* Calendar Display 

* Single Alarm 

* 1-Step Alarm Volume 

* Extendable Snooze 

* Sleep 

* Power Back-Up 


SPECIFICATIONS 

GENERAL 

¢ Dimensions (WxHxDmm) : 
155 x 64.5 x 150 

° Weight : 492.2 

RADIO 

¢ Analog Tuner 

° FM : 87.5 TO 108.0Mhz 

° AM : 529 —- 1710kHzmusic 

¢ Channel : Mono 

* Speaker Size : 6.6cm 

* Speaker Power : 150Mw 


Also Available in Black (ICFC21 8B) 


AM / FM DUAL 
ALARM CLOCK 
RADIO $66.95 * 


SPECIFICATIONS 

* Extra Large LED Display 

* Dual Alarm Function 

* Power Back Up 

* Large Display 

* Radio Alarm and Buzzer Alarm 

¢ Battery back up 

* Snooze/ Sleep function 

* Dimensions (WxHxDmm) : 
198.7 x 101.5 x 109.7 

* Weight : Approx 640g 





AM/FM Compact 
DUAL POWER 
RADIO $99 95 « 


SPECIFICATIONS 
* AC/DC Operation 
* Dual Alarm 
* Dual Alarm Display 
* Backlit LCD Display 
* Sleep Timer 
* Extendable Snooze 
* Dual Alarm 
* AC/DC Operation 
* Battery Life : Up to 68 hours 
* Dimensions (WxHxDmm) : 
94 x 104 x 82 
* Power Requirements : 
4.5V DC or 3V DC via 2 x AA Alkaline 
Batteries (not supplied) 
* Weight : 313g (including batteries) 
* AC Adaptor 


AM _/ FM CD CLOCK 
RADIO $119.00 * 


SPECIFICATIONS 

* CD Playback 

¢ Easy to read 1.4" Green LED 

¢ Dual Alarm Function 

* FM/AM Analogue Tuner 

¢ Alarm Indicators 

* Snooze / Extended Snooze Fucntion 

* Sleep Timer 

* LED Brightness Control 

* Dimensions (WxHxDmm) : 
190 x 93 x 222 

° Weight : 1.5kg 












DUAL ALARM AM / 
FM CLOCK RADIO 
44.95 * 


FEATURES 

* Green 0.9” LED Single Display 
* 12 Digital Clock Type 

* Calendar Display 

* Dual Alarm 

* 2-Step Alarm Volume 

* Extendable Snooze 

* Sleep 

* Power Back-Up 


SPECIFICATIONS 
Dimenciens (WxHxDmm) : 
155 x 64.5 x 150 


° Weight : 492.29 


: Analog Tuner 
* FM : 87.5 TO 108.0Mhz 
°* AM : 529 — 1710kHz 


°C annel : Mono 
* Speaker Size : 6.6cm 
* Speaker Power : 150mW 





 & 


AM / FM DUAL 
DISPLAY ALARM 
CLOCK RADIO 
$94.95 * 


SPECIFICATIONS 

* Dual Display 

* Dual Alarm 

* Station Pre-Set Function 

* Clock, Alarm 1, Alarm 2 

* Nap and extendable 
Snooze function 

* Dimensions (WxHxDmm) : 
173 x 58 x 134 

° Weight : Approx 630g 








COMPACT AM / FV 
CLOCK RADIO $109.00 « 






onan, CREAM MACHINE 


brtrratrsernneeienenincnen 


SPECIFICATIONS 

* Dual Alarm 

* Station Pre-Set Function 

* Compact Design 

¢ AM/FM Digital Tuner 

¢ 15 Presets 

* Backlit LCD Display 

* Sleep/Snooze Function 

¢ Extendable Snooze 

* Dimensions (WxHxDmm) : 
118.5 x 116:5 x 196 

° Weight : 715g 





AM/FM GD CLOCK wk ( ~ 
RADIO $199.00 * = 


SPECIFICATIONS 

* CD Playack 

* Large LED Display 

* Dual Alarm 

* AM/FM Reception 

* Large Green Led Display 

* CD Wake-up Function 

* CDR/RW Playback 

* Sleep Timer 

* Snooze function 

* Alarm Indicator 

¢ Dimensions (WxHxDmm) : 
246 x 96 x 210 

° Weight : 1.75kg 





*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices Subject to change without notice 










MDR110LP 


LIGHTWEIGHT 
HEADPHONES $14.95 * 


SPECIFICATIONS 

¢ L-shape Stereo mini plug 

¢ Silent cap design 

¢ Lightweight open-air design 

¢ 1.0m cord 

¢ High quality 30mm driver unit 

¢ Sony Acoustic Twin Turbo Circuit 
¢ Sensitivity : 100(dB/mW) 

° Power Handling : 100(mW) 

e Frequency Response : 18-20,000Hz 
¢ Impedance : 24 Ohms (at 1KHz) 
° Cord Length : 1.0m 

e Weight : 56g 





FOLDABLE LIGHTWEIGHT 
HEADPHONES $22.95 * 





SPECIFICATIONS 

¢ Lightweight open-air design 

¢ 1.0m cord 

¢ High quality 30mm driver unit 

¢ Sony Acoustic Twin Turbo Circuit 
¢ L-shape Stereo mini plug 

¢ Compact folding design 

¢ Silent cap design 

¢ Metallic Silver finish 

¢ Sensitivity : 103(dB/mW) 

* Power Handling : 100(mW) 

e Frequency Response : 16-20,000Hz 
* Impedance : 24 Ohms (at 1KHz) 
¢ Cord Length : 1.5m 

e Weight : 65g 





LIGHTWEIGHT TV 
HEADPHONES $54.95 * 


SPECIFICATIONS 

* Mono / Stereo Switch 

* Volume Control on Cable 

¢ Sony Turbo Acoustic Circuit 

e 5m Cable for TV Use 

¢ Large 30mm Driver Unit for quality 
sound reproduction 

e Frequency Response : 14-—20,000Hz 

¢ Unimatch Plug supplied 

e Weight : 75g Approx 






IN-EAR HEADPHONES $22.95 * 


SPECIFICATIONS 
¢ Neck Chain Style Cord 
© Twin Turbo Acoustic Circuit 
¢ High quality 16mm driver unit 
¢ Neodymium magnet for 
powerful Bass 
* Comfortable Design 
* Cord Length : 1.2m cord 
e Frequency Response : 12-22 ,000Hz 


» Refer to KEY TECHNOLOGY pages for detailed information. 





LIGHTWEIGHT 
HEADPHONES $22.95 * 


SPECIFICATIONS 

¢ Sony Acoustic Twin Turbo Circuit 
¢ Uni-match plug supplied 

¢ L-shape Stereo mini plug 

¢ Single-sided cord 

¢ Silent cap design 

¢ Lightweight open-air design 

e 1.5m cord 

¢ High quality 30mm driver unit 

¢ Sensitivity : 100(dB/mW) 

¢ Power Handling : 1OOmW 

e Frequency Response : 14-—20,000Hz 
¢ Impedance : 24 Ohms 

¢ Cord Length : 1.5m 

¢ Weight : 75g 


FOLDABLE LIGHTWEIGHT 


HEADPHONES $47.95 * 


SPECIFICATIONS 

° Lightweight open-air design 

e 1.5m cord 

¢ High quality 30mm driver unit 

¢ Sony Acoustic Twin Turbo Circuit 

¢ Gold plated uni-match plug supplied 
¢ Gold plated stereo mini plug 

¢ Single-sided cord 

° Silent cap design 

¢ Self adjusting headband 

* Gold plated stereo unimatch plug 

¢ Stereo unimatch plug 

° Sensitivity ; 101(dB/mW) 

* Power Handling : 1OOmW 

e Frequency Response : 14-—20,000Hz 
¢ Impedance : 24 Ohms 

¢ Cord Length : 1.5m 

e Weight : 105g 












IN-EAR HEADPHONES $18.95 * 


SPECIFICATIONS 
¢ High quality driver unit 
* Twin Turbo Acoustic Circuit 
¢ Neodymium magnet for 
powerful Bass 
¢ Cord Length : 1.0m 
° Driver Unit : 16 
e Frequency Response : 12-22,000Hz 





$24.95 * 


SPECIFICATIONS 

© Driver Unit : 13.5mm Dome 

° Sensitivity : 104 dB/mW 

¢ Impedance: 16 ohms at 1Khz 

e Frequency Response : 10 — 20,000Hz 
¢ Power Handling Capacity : 1000mW 


Also Available in Grey (MDRE10LPH), 
Yellow (MDRE10LPY), Pink 
(MDRE10LPP), Blue (MDRE10LPL) 


STYLISH IN-EAR HEADPHONES 
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IN EAR HEADPHONES 
Re TUNE CONTROL 


SPECIFICATIONS 
¢ Rotary Slide Volume Control 
¢ Twin Turbo Acoustic Circuit 
¢ Compact carry case 
¢ High quality 16mm driver unit 
¢ Neodymium magnet for 
powerful Bass 
* Cord Length : 1.0m 
* Modern Aluminium Style finish 
* Frequency Response : 12—22,000Hz 





EX SERIES DUAL. - 
WEAR HEADPHONES 
$89.00 * 


SPECIFICATIONS 

¢ 2 Fitting Options (Hanging or In-Ear) 

¢ Spare Silicon Caps (S/M/L Sizes) 

¢ Carry Pouch 

¢ Driver Unit : 9mm (CCAW) 

¢ Sensitivity : 100dB/mW 

¢ Impedance : 16 ohms at 1kHz 

¢ Frequency Response : 6-23,000Hz 

* Power Handling Capacity : 100mW 
(IEC) 





Available in Black MDREX52SLB 
or White MDREX52SLW 





PREMIUM Ex MONITOR HEADPHONES $199.0 OO * 


SPECIFICATIONS 

¢ Machined Aluminium Housing 

* Closed Acoustic Structure 

* Unique Headphone Bonding 

¢ Spare Silicon Caps (S/M/L Sizes) 

¢ Leather Carry Pouch and 
Earphone Holder 

¢ Driver Unit : 13.5mm (CCAW) 

¢ Magnet : 300kJ/m3 Neodymium 

¢ Sensitivity : 106dB/mW 

* Impedance : 16 ohms at 1kHz 

* Frequency Response : 5—25,000Hz 

* Power Handling Capacity : 
200mW (IEC) 


MDRGS4LP 


STREET STYLE 
HEADPHONES $52.95 * 





SPECIFICATIONS 

¢ Sleek street style design 

¢ Sony Acoustic Twin Turbo Circuit for 
increased Bass 

* High Power Neodymium magnet 

¢ Cord Length : 1.5m 

* Open Air 30mm Driver Unit for quality 
sound reproduction 

¢ Frequency Response : 16—20,000 Hz 

¢ Weight : 60g Approx 





EX SERIES 
HEADPHONES $59.00 * 


SPECIFICATIONS 
e Type : Closed 
*Cord = 1.2m 
¢ Plug : L-Shaped Stereo Mini-Plug 
¢ Weight : Approx. 3g (without card) 
¢ Driver Unit : 9mm 
¢ Sensitivity : 100 dB / mW 
¢ Impedance : 16 ohms at 1 khz 
* Frequency Response : 6—23,000Hz 
¢ Power Handling Capacity : 
100 mW (IEC) 








Ex MONITOR 


HEADPHONES $149.00 * 


SPECIFICATIONS 

¢ Closed Acoustic Structure 

* Unique Headphone Bonding 

* Spare Silicon Caps (S/M/L Sizes) 

¢ Carry Pouch and Earphone Holder 

¢ Driver Unit : 13.5mm (CCAW) 

¢ Sensitivity : 105dB/mW 

* Impedance : 16 ohms at 1kHz 

¢ Frequency Response : 5—24,000Hz 

¢ Power Handling Capacity : 1OOmW 
(IEC) 


Available in Black MDREX85ILPB, 
White MDREX85LPW, 

Red MDREX85LPR or 

Violet MDREX85LPV 





STREET STYLE 
HEADPHONES WITH 
VOLUME CONTROL 
$62.95 * 


SPECIFICATIONS 

* Sleek street style design 

* Sliding Volume Control on Cord 

* High Power Neodymium magnet 

¢ Cord Length : 1.5m 

¢ Open Air 30mm Driver Unit for quality 
sound reproduction 

* Frequency Response : 16—-20,000 Hz 

¢ Weight : 45g Approx 

¢ Only Available in Blue 
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*SRP is manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice 















































PERFORMANCE STREET 
ieee HEADPHONES 


KEY-RING STYLE 
HEADPHONES $59.00 * 


SPECIFICATIONS 

¢ Retractable Cord 

* Karabina Hook 

¢ Driver Unit : 13.5mm Dome 


SPECIFICATIONS 

¢ Space saving Foldable Design 

¢ High Power Neodymium magnet 
e Large Turbo Circuit for Extra Bass 





* Durable, tangle free textured OFC ¢ Sensitivity : 104 dB/mW 
Litz cord (0.5m) ¢ Impedance :16 ohms at 1Khz 
~ ® 1m extension cord supplied e Frequency Response : 18 — 22,000Hz 
* Gold Plated stereo mini plug ¢ Power Handling Capacity : 
* Open Air 30mm Driver Unit for quality 1000mW (IEC) 


sound reproduction 
e Frequency Response : 12—24,000 Hz 
¢ Weight : 60g 






EAR-CLIP STYLE DJ/MONITOR 

HEADPHONES $69.95 * HEADPHONES $64.95 * 
— SPECIFICATIONS SPECIFICATIONS 

¢ Retractable Cord ¢ Swivel Earcups for DJ and Remix 

¢ Ear-Clip Design Applications 


Driver Unit : 30mm Dome ¢ Volume Control 

Sensitivity : 108 dB/mW * Gold Plated Stereo Unimatch Plug 
Impedance : 16 ohms at 1Khz ¢ Comforatble Cushioned ear-pads 
Frequency Response : 16 — 24,000Hz ¢ Cord Length : 2.0m 

Power Handling Capacity : ¢ Powerful 30mm Driver Unit 
1000mW (EIA) ¢ Frequency Response : 16—22,000Hz 
¢ Weight : 125g 


Also Available in Black (MDRQ68LWB) 




















DJ/MONITOR 


DJ/MONITOR 
HEADPHONES $329.00 * 


HEADPHONES $169.00 * 


SPECIFICATIONS 

* Quality Aluminium Construction 
* High Powered 50mm Driver Unitz 
¢ Powerful Neodymium Magnet 
¢ Auto Return Swivel mechanism 
* Gold plated stereo mini plug 
and phono plug 

Carry pouch supplied 
Comfortable broad padded 
headband (Adjustable) 

3m Coiled LC-OFC Litz Cord 
Frequency Response : 
5-30,000Hz 

¢ Weight : 300g 


SPECIFICATIONS 

¢ Compact Folding Design 

¢ Swivel Mechanism with 
Reversible Earcups 

Powerful 40mm Driver Unit — for 
increased Bass 

Gold plated stereo Unimatch plug 
OFC (Oxygen Free Copper) cord 
Cord Length : 3m (Coiled) 
Frequency Response : 10—25,000Hz 
¢ Weight : 225g 





OUTDOOR OVER-BAND 


PC HEADSET $59.95 * 
HEADPHONES $149.00 * 


SPECIFICATIONS 
Lightweight and Comfortable Design 
1.2m Retractable OFC Litz Cord 
Driver Unit : 30mm Dome (CCAW) 
Magnet : 300kJ/m3 Neodymium 
Sensitivity : 102dB/mW 

Impedance : 24 ohms at 1kHz 
Frequency Response : 12-24,000Hz 
Power Handling Capacity : 
1000Mw (IEC) 


SPECIFICATIONS 

* Suits Most PC’s 

¢ 3m Cord for Easy Reach to PC 

¢ Light and Flexible Boom Microphone 

¢ Sony Acoustic Twin Turbo Circuit 

¢ Frequency Response : 40—20,000Hz 
(headset) 20—20,000Hz (microphone) 

¢ Weight : 90g 


Refer to KEY TECHNOLOGY pages for detailed information. 
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HIGH-DEFINITION OUTDOOR HEADPHONES $499.00 * 


SPECIFICATIONS 

¢ Aura-nomic Design 

¢ Ambient Sound-in Diaphragm 

* Sound-in Switch 

* High-Definition Driver 

* Type : Closed Dynamic 

4 * Headband : Slim Single Band with 
Foldable Mechanism 

* Earpads : Soft Touch 

* Cord : Oxygen Free Copper (OFC) Litz 
Cord—0.5m 

* Cord Extension : 1m 

* Plug : Straight Stereo Mini-Plug (Gold) 

* Weight : Approx. 166g (without cord) 

* Driver Unit : 40mm High-Definition 
Dome (Copper-Clad Aluminium Wire) 

* Magnet : 360kJ/m3 Neodymium 





- = 





OVER-BAN 

NOISE-CANCELLING 
FF HEADPHONES $199.00 * 
n SPECIFICATIONS 


1 * Noise Canceling 


@» ° Cuts over 50% of Background Noise 
* Slim and Foldable Swivel Design 
* Perfect for Commuting 
* 38mm Driver Unit 
* Powerful Neodymium magnet 
* Noise Cancelling On/Off Switch 


* Approx 30 hours battery life 

* AAA Alkaline Battery Operation 

* Frequency Response : 30-15,000Hz 
ry * Weight : 50g (including battery) 

¢ Aeroplane adaptor supplied 


| MDRNCSENX © ae ( 
= IN-EAR NOISE-CANCELLING HEADPHONES $249.00 « 
ri 
SPECIFICATIONS * Sensitivity (Power OFF) : 100dB/mW 


* Noise Canceling 
¢ 13.5mm Driver Unit 
* Unique Sony Bonding Design 
* Stylish Lanyard Design 
* Conveniently Placed Battery Box 
* Noise Cancelling Switch 
° Type : Closed 
* Cord : Oxygen Free Copper (OFC) Litz 
Cord-0.6m (plug-headphones) 
* Cord Extension : 0.4m (strap length) 
* Plug : Straight Stereo Mini-Plug (Gold) 
* Weight : Approx. 65g 
| (including AAA Battery) 
* Noise Cancelling Switch (On / Off) 
* Battery : 1 x AAA Battery (DC 1.5V) 
* Battery Life (Alkaline) : Approx. 50hrs 
* Driver Unit : 13.5mm Dome 
(Copper-Clad Aluminium Wire) 
* Sensitivity (Power ON) : 102dB/mW 


PREMIUM NOISE-CANCELLING HEADPHONES $499 00 « 


FEATURES 

* Highly Comfortable and Lightweight 
¢ Monitor Switch 

* Foldable Design 

* Carry Case 


SPECIFICATIONS 
* Driver Unit : 40mm Dome 
* Sensitivity (Power ON) : 102 dB/mW 










* Frequency Response : 14 — 22,000Hz 
* Power Handling Capacity : 100mW (IEC) 
* Battery Life : Approx. 30hrs 








* Impedance (Power ON) : 40 ohms at 1Khz 


* Sensitivity (Power OFF) : 106dB/mW 
* Impedance (Power OFF) : 24 ohms 
at 1kHz 
¢ Frequency Response : 8-80000H7z 
* Power Handling Capacity : 
1500mW (IEC) 





IN-EAR NOISE-CANCELLING 
HEADPHONES $199.00 


FEATURES 

* Compact Battery Box 

* Monitor Switch 

* Closed Acoustic Structure 

¢ Unique Headphone Bonding 

* Spare Silicon Ear-buds (S/M/L Sizes) 
* Carry Pouch 


SPECIFICATIONS 

* Driver Unit : 13.5mm Dome " 

* Sensitivity (Power ON) : 102 dB/mWw 

* Impedance (Power ON) : 20 ohms at 1Khz 

* Frequency Response : 8 — 22 OOOHz nS 
* Power Handling Capacity : 50mW (IEC) Also Available in 

* Battery Life : Approx. 50hrs White (MDRNC22w) 
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* Impedance (Power ON) : 
20 ohms at 1Khz 

¢ Impedance (Power OFF) : 
8 ohms at 1 Khz 

¢ Frequency Response : 8-22000H7z 

¢ Frequency Range Active Noise 
Attenuation : 50-1500Hz. More than 
12dB at 200Hz 

* Power Handling Capacity : 50mW (IEC) 


SUPPLIED ACCESSORIES 
* Spare Silicon Caps (2 x Small / 
Medium / Large) 





*SRP is manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notic: 


MDRXD100 


VERSATILE HI-FI 
HEADPHONES $49.95 * 


SPECIFICATIONS 

* Dynamic Closed Type (Deep Base 
Sound) 

¢ Long Stroke Diaphragm for Dynamic 
Movie Sound 

¢ Powerful Magnet for Quality Sound 
reproduction 

¢ Adjustable lightweight Headband 

* Cord Length : 3.5m (OFC Litz) 

¢ Driver Unit : 40mm Dome type 

¢ Frequency Response : 12—22,000Hz 

¢ Weight : Approx 175g 


MDBXDSOO.... 
PERFORMANCE MUSIC / 
MOVIE HEADPHONES $149.00 * 


SPECIFICATIONS 

¢ Long Stroke Diaphragm for Dynamic 
Range Movie Sound 

¢ Movie and Music Sound Switch 

* Closed Type Design 

* Powerful Neodymium Magnet for Quality 
Sound reproduction 

* OFC (Oxygen Free Copper) Textured 
2.5m Cord (With 2.5m Extension) 

¢ Lightweight Dual Headband 

e Extra Comfort Design 

¢ Driver Unit : 40mm Dome type 

¢ Frequency Response : 8-25,000Hz 

¢ Weight : Approx 245g 


MDRSASOOO | 


PREMIUM MUSIC / MOVIE 
HEADPHONES $799.00 * 


SPECIFICATIONS 

¢ High Definition 50mm Dome Driver 

¢ Lightweight Frame, High Comfort Headband 

¢ Open Air Dynamic Range 

* Quality Pouch Supplied 

¢ Movie and Music Switch 

* Powerful Neodymium Magnet for Superior Sound reproduction 
¢ Extension cord supplied (3.5m) 

¢ Highest Grade Cloth Coated 6N-OFC Cable for Accurate Sound Transmission 
¢ Super Wide Frequency Performance 

¢ Low Dispersion Ear Pads 

* Frequency Response : 8-100,000Hz 

¢ SACD Compatible 

¢ Weight : Approx 265g 
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CORDLESS INFRA-RED 
HEADPHONES $119.00 * 





SPECIFICATIONS 

¢ Volume Control 

¢ Automatic OFF Function 

¢ 7 Metre Reception 

¢ 2 Audio Inputs 

e Up to 60hrs Battery Life 

¢ Mute Function 

¢ Lightweight design 

¢ Large 30mm Driver Unit for quality 
sound reproduction 

¢ Frequency Response : 18-22,000Hz 

e Weight : 175g Approx 

¢ AC Adaptor 

¢ Transmitter (AAA Battery Operation) 





Refer to KEY TECHNOLOGY pages for detailed information. 
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MOVIE, 
HEADPHONES $29.95 * 





SPECIFICATIONS 

¢ Movie and Music Sound Switch 

¢ Comfortable Lightweight Closed Type 
Design 

¢ Powerful Neodymium Magnet for Quality 
Sound reproduction 

* Single Sided Cord, Length : 3.5m (OFC) 

¢ Driver Unit : 40mm Dome type 

¢ Dynamic Range Sound 

* Frequency Response : 10-22,000HZz 

¢ Weight : Approx 175g 


HIGH-END MUSIC / MOVIE 


HEADPHONES $199.00 * 


SPECIFICATIONS 

¢ Large 50mm Dome Driver 

* Comfortable Lightweight Dual Headband 

¢ Movie and Music Switch 

* Dynamic Closed Type (Deep Bass) 

¢ Powerful Neodymium Magnet for High 
Quality Sound Reproduction 

° OFC (Oxygen Free Copper) Textured 
2.5m Cord (5m with supplied Extension 
Cord) 

¢ Driver Unit : 50mm Dome type 

¢ Frequency Response : 5-30,000Hz (24 
Ohms @ 1kHz) 

¢ Weight : Approx 260g 
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“CORDLESS INFRA-RED 


HEADPHONES 3199 


SPECIFICATIONS 

¢ Volume Control 

¢ Up to 60 hours Battery Life 
e Rechargeable Battery 

¢ Reception up to 7m 

¢ Mute Function 

¢ Free adjusting headband 

¢ Automatic OFF Function 

¢ Charging Station 

¢ Lightweight design 


SUPPLIED ACCESSORIES 
¢ AC Adaptor 
¢ Connecting Cord 

(Stereo mini—Phono Plugs) 
* Transmitter 
¢ Rechargeable Battery 
¢ Unimatch Plug Adaptor 
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COMPACT TRAVEL 
SPEAKERS $22.95 * 


SPECIFICATIONS 

¢ No Power Source Required 

¢ Very Compact 

¢ Clip together design 

¢ Bass reflex duct design 

¢ Dimensions (WxHxDmm) : 
72109 X65 

¢ Weight : 270g (including cord) 


STYLISH MINI 
SPEAKERS $44.95 * 


SPECIFICATIONS 

¢ AC Powered 

¢ Volume Control 

¢ Built-in 2W amplifier 

¢ Magnetically shielded 

¢ Bass reflex duct design 

¢ Dimensions (WxHxDmm) : 
71x 141 x91 

¢ Power Source : 
AC Adaptor (supplied) 

¢ Perfect for use with MP3 player 

¢ Weight : 205g (including cord) 


COMPACT AND 
FOLDABLE TRAVEL 
SPEAKERS $99.95 * 


SPECIFICATIONS 
¢ AC or DC Operation 
¢ Folding Design 
¢ Mega Bass Function 
¢ Built in 2W Amplifier 
¢ Both active and passive functionality 
¢ Dimensions (W x H x D mm) : 
Open : 224 x 85 x 57 
Closed 50 x 85 x 100 
¢ Power Source : DC 6V or 4 x AA Alkaline 
Batteries (not supplied) 
¢ Weight : 330g (including batteries) 


Sak 


CRADLE AUDIO SYSTEM FOR iPOD® $399.00 * 
Available June 2007 


vY 5W x 2RMS Total Power 

V S-Master Digital Amplifier 

¥ Additonal Line Input 

VY Compatible with Selected iPod Models* 


FEATURES INPUTS AND OUTPUTS 
* Compact Shape Main Unit ¢ Input(s) : Mini Jack (Stereo) 
¢ S-Master Digital Power Amplifier POWER 
¢ Digital Signal Processor with ° AC Power : 

Surround Mode — Main Unit: DC In: 12V, 1.0A 
¢ Power Line Transmission Subwoofer — Subwoofer : 220V, 18W, 50/60 Hz 
¢ Remote control included GENERAL 

¢ Type of Use : Wireless PC Audio System 

SPECIFICATIONS ¢ Dimensions (Diameter Approx. mm) : 
AUDIO — Main Unit Speakers : 28 
¢ Audio Power Output : — Subwoofer : 70 

— Main Unit : ¢ Colours : 

5W x 5W (1 KHz, 10% THD) — Speakers : Silver 
— Subwoofer : 15W (100 Hz, 10% THD) — Subwoofer : Black 


*The iPod Cradle is compatible with lst and 2nd Generation Nano, 5th Generation Video, 
Ath Generation Colour, 4th Generation or 1st Generation Mini iPod. 


STYLISH DESKTOP 
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MINI SPEAKERS 
$44.95 * 


SPECIFICATIONS 
¢ AC or DC Powered 
¢ Volume Control 
Built-in 2W amplifier 
Magnetically shielded 
Bass reflex duct design 
Dimensions (WxHxDmm) : 
84 x 131 x 86.3 
¢ Power Source : 
AA Alkaline x 4 (not supplied) or AC 
Adaptor (not supplied) 
¢ Weight : 530g (including cord) 


SPEAKERS $79.95 * 


FEATURES 

¢ Auto Power ON / OFF 

¢ Volume Control 

¢ Additional Front Audio-IN 


SPECIFICATIONS 
GENERAL 
¢ Power Source : Supplied AC Adaptor 
¢ Dimensions (WxHxDmm) : 
93 x 206 x 151 
¢ Weight : 740g (both speakers) 


SPEAKER 
e Speaker Driver : 66mm 
¢ Speaker Type : Full Range / Bass Reflex Also Available in Black (SRSA212B) 


* Output Power : 3.6W Total 

¢ Speaker Impedance 4 Q 

¢ Frequency Level : 1OOHz — 20kHz 
¢ Sensitivity Level : 80dB/mW 

¢ Amplifier Impedance : 4.7 Q 
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VERSATILE TRAY- 
STYLE SPEAKERS 
$99.95 * 


FEATURES 

¢ Stylish Tray Design 

¢ Cable Storage Mechanism 
¢ Auto Power ON / OFF 

¢ Volume Control 

¢ Additional Audio-IN 





SPECIFICATIONS 

GENERAL 

¢ Power Source: Supplied AC Adaptor ¢ Speaker Impedance 4 Q 

¢ Dimensions (WxHxDmm) : ¢ Frequency Level : 7OHz — 20kHz 
27/0 % 100X110 ¢ Sensitivity Level : 79dB/mW 

¢ Weight : 700g ¢ Amplifier Impedance : 4.7 Q 

SPEAKER 

¢ Speaker Driver : 78mm SUPPLIED ACCESSORIES 

e Speaker Type : Full Range / Bass Reflex ¢ Detachable Backing Stand 


¢ Output Power : 3.6W Total 








iPod Not Included 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notic 






























































FV120 $19.95.* FV220 $34.95 * FV420 $74.95 * 





SPECIFICATIONS SPECIFICATIONS SPECIFICATIONS 
¢ Suitable for Vocals / Tape Recorder Use * Quality Neodymium Magnet * Die-Cast Body for reduced vibration 
* OFC (Oxygen Free Copper) Cord * Perfect for Karaoke e Cannon Connector 
¢ Cord Length : 3.0m ° Talk switch * Quality Neodymium magnet 
* Dimensions (DxLmm) : 54 x 211 ¢ OFC 3.0m Cord ¢ OFC 3.0m cord 
¢ Frequency Response : 60-12,000Hz e Frequency Response : | * Dimensions (DxLmm) : 52 x 179 
¢ No Battery required 100-12,000Hz 2 e Frequency Response : 80-15,000Hz 
¢ Sensitivity : -53dB ¢ No Battery required ¢ No Battery required 
e Weight : 140g Approx 3 ¢ Sensitivity : -53 dB * Sensitivity : -52 dB 
¢ Unimatch Plug supplied e Weight : 330g Approx 


¢ Weight : 215g Approx 






















DESKTOP 
MICROPHONE $29.95 * 






TIE PIN 
MICROPHONE $115.00 * 


SPECIFICATIONS 

¢ Supplied Wind Screen 

* Detachable Holder with Stand 

¢ OFC cord 1m 

¢ Clip-on design 

¢ Battery life (approx. 100 hours) 

© Dimensions (DxLmm) : 8.5 x 17.3 


SPECIFICATIONS 
¢ Electret condenser microphone 
¢ Long battery life (approx. 100 hours) 
* Cord Length : 1.0m 
* Dimensions (DxLmm) : 50 x 19 
e Frequency Response : 100-12,000Hz 
* Power : “CR2025” x 1 (not supplied) 
¢ Sensitivity : -51+/-4.0 (dB/mW) e Frequency Response : 50-15,000Hz 
e Weight : 25g Approx ¢ Power : “CR2025” x 1 (not supplied) 
¢ Sensitivity : -42+/-3.5 (dB/mW) 
¢ Weight : 13g Approx 





TIE PIN 
MICROPHONE $29.95 * 







STEREO COMPACT 
MICROPHONE $129.00 * 


SPECIFICATIONS 

¢ Unique Direct Plug Design 

¢ No Battery Required 

¢ Adjustable Angle mechanism 


SPECIFICATIONS 
¢ Battery life (approx. 100 hours) 
¢ Electret condenser microphone 


* Clip-on design 

* Cord Length : 1.0m * Dimensions (DxLmm) : 12 x 57 

¢ Dimensions (WxHxDmm) : e Frequency Response : 100-10000 Hz 
50 x 15 x 34 ¢ Sensitivity ; -40+/-3.5 (dB/mW) 

e Frequency Response : v51-12,000Hz e Weight : 17g 

* Power : “CR2025” x 1 (not supplied) ¢ Wind screen supplied 

Sensitivity : -51+/-4.0 (dB/mW) ° Carry pouch supplied 

¢ Weight : 20g Approx 





UNIDIRECTIONAL 
MICROPHONE $149.00 * 






CONDENSOR 
MICROPHONE $219.00 * 


SPECIFICATIONS 

¢ Direct connection 

¢ No Battery Required 

¢ Uni-directional x 2 (stereo) 


SPECIFICATIONS 
* Cannon Connector 
* Quality Metal Construction 
¢ Dimensions (WxHxDmm) : ¢ Uni-directional x 2 (stereo) 
° Directive Angle Switch (90°- 120°) 


58x 10x57 
e Frequency Response : 100-15000 Hz ¢ Gold Plated Plug 
¢ OFC Litz Cord Length : 1.5m 


¢ Sensitivity ; -40+/-3.5 (dB/mW) 

e Weight : 10g Approx * Dimensions (DxLmm) : 29 x 127 
e Frequency Response : 100-15000 Hz 
¢ Power Requirements : AA x 1 
e Weight : 110g Approx 


CAR CONNECTING 
CASSETTE ADAPTOR 


CAR CONNECTING 
“cietlllles PACK 


$37.95 * 
SPECIFICATIONS SPECIFICATIONS 
* Compatible with Most Car Cassette e Multi-Voltage 
Decks ¢ Interchangeable DC Plugs 
¢ Suitable for all MP3 Players ¢ Rated input 12/24V 
¢ 3.5mm Jack ¢ Power lamp indicator 
* Accommodates 1.5/3/4.5/6V output 


voltages 
* Car cassette adaptor (CPAQ included 


Refer to KEY TECHNOLOGY pages for detailed information. 
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KEY TECHNOLOGY 





Direct connection of an iPOD is now possible with 


a Made for a supplied cable to the new CDXGT50UI head unit. 
©) iPod This connection is located on the rear of the unit for 


seamless integration. 





While connected, you can navigate track, album and artist name. This process 
is even easier with all the information on the head units display. Further more 
you can display track number and elapsed playing time. 


You don’t need to worry about poor battery life because as long as the car is 
running or the ignition switch is set to ACC, the iPOD will also be charging. 








Front Auxiliary Input 

Sony has made it easier than ever to connect almost any portable audio 
device to your car system. One little cable is all it takes and you can listen 
to your Walkman, iPod, portable music player or portable DVD players 
through your Sony Xplod system. No need to mess around with FM 
modulators to listen to your MP3 player in the car. The auxiliary input is 
built right in to the face of the head unit. All you need to do is plug-n-play 
with the provided cable. 


LIFRIVES SS 





USB 


Sony is committed to making it as easy as possible to enjoy your favourite 
music, no matter where you are or what you’re doing. That’s why several 
models in the 2007 Xplod line up feature a direct USB input conveniently 
located on the front panel. This allows you to playback MP3 or WMA; files 
you may have on a typical USB storage device through your head unit. Sony 
supports most brands of MSC (Mass Storage Class) products but of course, 
offers even greater connectivity for Sony Walkman users. Simply plug in a 
compatible Walkman (e.g. NWEOOSFV) and playback your favourite songs 
complete with track info via your car entertainment system. It even charges 
your Walkman at the same time! 





Front USB 





*WMA files without DRM 


Bluetooth 

Bluetooth’s popularity is increasing with over 500 million Bluetooth 
devices sold in 2006. Sony has now included the technology into its Xplod 
series enabling convenient hands-free chatting via your mobile phone or 
even wireless music streaming (using the A2DP profile — see page 34) 
Sony offers the ability to place and receive calls right from your car stereo. 
When you make or receive a call, it has a built in microphone and mutes 
the music while channeling the phone conversation through one of the 
vehicle’s speakers. 








€} Bluetooth 
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HEAD UNIT Drive-S © 


DORIVE-S 


Sony’s key objective is to deliver the best possible 
Starting point for a great performing sound system. 
That’s why Sony continues with the DRIVE-S 
chassis in its 2007 CD head-unit range. 


DRIVE-S fuses a slim, robust mechanism and 
efficient electronic circuitry to deliver the best 


sound quality and durability from CD head-units. 


The result is greater shock protection, rapid 
response, and superior audio processing for an 
uninterrupted sonic experience. 





Drive-S Chassis 


Slim-Design Mechanism 

Only 24mm in height, the slim design of the 
DRIVE-S mechanism is much more responsive 
and energy efficient compared to conventional 
mechanisms. The result is a reduction in heat 
that significantly enhances durability, reliability, 
and performance from every CD head unit. 





tt aa 
Drive-S mechanism 





Conventional mechanism 









Shock Resistant 

The DRIVE-S shock-resistant system comprises 
of 3 progressively-wound springs coupled with 
inner silicon-filled dampers. The CD mechanism 
is Supported at three points for optimum stability, 
ensuring that shocks and bumps are absorbed to 
provide uninterrupted skip free music. 





Drive-S Shock absorber mechanism 


Responsive Laser Optical Pick-Up 
The lightweight design of the DRIVE-S laser 
optical pick-up ensures greater efficiency, 
rapid response and accurate reading of music 
tracks from CDs providing further protection 
against skipping. 





Drive-S Shock optical pick-up system 


24BlT Digital to Analogue Converter 
Selected Sony head-units feature a 24BIT 
Digital to Analogue Converter (DAC). The 
24BIT conversion process ensures that 

music is accurately reproduced the way it 

was intended to be heard. Music tones will 
sound more natural and vibrant, providing 

an enriched listening experience. 





24 Bit Digital to Analogue Converter 













S-MOSFET 








PULDEOROHANEUOROTELDLE RAD agoge 
ILCTULUSUALRUE UAH 
- An underpowered 

S-MOSFEP amplifier can often 

= result in distortion, 
which not only degrades audio quality but is the 
main contributor to blown speakers. In order to 
overcome this problem, every DRIVE-S head-unit 
features a high-powered S-MOSFET amplifier, 
capable of delivering a combined power of up to 
208 Watts (max). 


| 





Unlike conventional MOSFETs, S-MOSFET 
features a unique technology called SOI (silicon 

on insulator) and its primary function is to reduce 
interference that normally occurs between audio 
channels. In doing so, SO! ensures that the music 
signal is as clean as possible before it reaches your 
speakers for maximum sound quality. 
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Noise & cross talk 


SOI Insulator prevents electrical 
charges ocurring between 
channels 


High-Capacity Audio Capacitors 

The DRIVE-S circuitry incorporates high-capacity 
audio capacitors. Audio capacitors interconnect 
audio stages to minimise signal distortion and 
enhance the overall frequency response. 





High capacity audio capacitors 
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KEY TECHNOLOGY 





AMPLIFIER Stream __ 





The Stream series is Sony’s premium range of car entertainment amplifiers. Each amplifier incorporates these key features. 


Large Toroidal Power Transformer 
and Choke Coils 

High-powered systems can often put a strain on 
an amplifier’s power supply circuit. This is no 
problem for Sony’s Stream amplifiers. 

Each Stream amplifier uses a large double- 
wound toroidal power transformer and choke 
coils to ensure stable operation. The heavy-duty 
double-wound construction ensures that they 
are capable of delivering high current when 

the system demands it. Each coil is isolated 

to supply power to different stages within the 
amplifier, resulting in greater stability and 
uninterrupted audio reproduction during peak 
current demands. 


Toroidal 
transformer 


Choke coils 





Aluminium Plate and On Board 

Heat Sink 

Heat not only can affect stability, but also have 
an adverse effect on the long-term reliability 

of an amplifier. For this reason, each output 
transistor is mounted onto a specially constructed 
diecast aluminium heat sink. A layer of thermal 
compound grease is applied to each transistor 
before being secured in place with an aluminium 
plate. The diecast aluminium heat sink is 
designed with a large surface area to facilitate 
maximum heat dissipation. 





Transistor 


Aine Ow 


plate 


Diecast 
aluminium 
heatsink 
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Thermal compound 







Large Gauge, Gold-Plated Terminals 
Large gauge terminals are featured on Stream 
amplifiers because of their low impedance 
characteristics and high electrical current 
handling capabilities. Each terminal is gold 
plated to eliminate 
oxidisation 

and enhance 
conductivity. 





| 
Multiple 
MOSFETs 
MOSFETs are the final output stage of the 

amplifier and are responsible for driving the 
speakers. Having multiple MOSFETs significantly 
increases current flow, which dramatically 

improves the power handling capabilities of the 
amplifier. 





Mosfets 





Finding the perfect material for speaker cones is an ongoing quest in speaker design. Exclusive to Sony’s speaker range are cones.in a high-tech polymer 


called high oriented polyolefine, or HOP. 


What makes HOP remarkable is its ability to remain rigid and light. 
To properly perform its function, a speaker cone must balance three 


fundamental properties: 


(a) it must remain rigid throughout operation to avoid distortion caused by 


cone flex. 


(b) it must be well-damped, so it doesn’t produce any sounds of its own, 
outside those sent to it from the amplifier for reproduction, and 

(c) it must be relatively light, so it can respond quickly enough to accurately 
reproduce sound waves and transients. Weight is particularly important 
when reproducing small, quick waveforms, such as mid-range and high 


frequencies. 


Unlike conventional materials such as polypropylene, the crystalline 
Strands in HOP are aligned to an almost perfect parallel orientation. The 


parallel strands strengthen the cone surface to minimise any flexing. This 


efficiency, an ability to 


rESPONnse. 


handle more power, greater 
bandwidth and smoother 


breakthrough technology allows for many more benefits over conventional 
Speaker cone materials, 
including superior overall 


H.0.P. cone 


Malecules arranged 
in aradial pattern 


Molecules arranged 


at random 








Subwoofers are designed to perform one main function — pushing large volumes of air. And the more air a Subwoofer can push, the more sound it 


produces. There are two important factors that determine airflow: (a) the cone surface area, and (b) the maximum excursion or cone displacement. Simply 
increasing both parameters achieves greater airflow. 


However, doing so can have an adverse effect on surface rigidity and a 


reduction in sound quality. 


Sony’s P5 Turbo subwoofers are designed with these factors in mind. The 
large surface area is capable of displacing large volumes of air, which is an 
important criterion for achieving high SPL (sound pressure levels), while 

the unique pentagonal shape effectively strengthens the cone’s surface so it 
resists flexing, even under intense bass notes. The result is extreme bass with 


minimal distortion. 





Round subwoofer Flexing surface 
causes standing waves. This leads to 


distortion 


-7.409 -3.455 499346 
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O P5 Turbo 


Rigid pentagonal design for less 
distortion 


CDXGT160' 


CD RECEIVER $199.00 * 
» HY S-MOSFET 180 Watts Max wi salina ORIVE-S 


V Front Aux Input 
* o 24 Bit Digital to Analogue Converter 





FEATURES TUNER RECEIVER 
» © S-MOSFET 180 Watts Max (45W x 4) ¢ Tuner Type : SSIR-EXA 
» © Front Aux Input e Preset No : FM18/ MW6/ SW12 
¢ CD-R / RW Playback e FM Tuning Range : 
» © 24 Bit Digital to Analogue Converter 87.5-107.9, 87.5-108.0 MHz 
¢ 13 seg White LED LCD Display e AM Tuning Range : G L 
¢ EQLite 531-1602, 530-1710 kHz ¢ Dimensions (WxHxDmm) : 
¢ SSIR-EXA Tuner AU 20CE G 7x 550x179 
e Preset : FM18 / MW6 / SW12 e Max Output Power e Mass : 1.2kg 
¢ Gun Metallic (@ 4 Ohm 1 kHz) : 45w 
¢ Detachable Face ¢ Auxiliary Input : Front Aux-In 
¢ DAC: 24 Bit 
SPECIFICATIONS ¢ EQ Type : EQLite 
CD DECK ¢ Bass / Treble : Low / High 
¢ Disc Compatibilty : CD-R/RW pis L 
e Playback modes : Repeat / e Panel Type : Detachable 
Shuffle / Pause ¢ Panel Finish Colour : Gun Metallic 
¢ Max Installation Angle : 45° ¢ Key Illumination Colour : Red 


¢ Display Type (Back light Colour / LCD 
type) : 13 seg W.LED LCD 
¢ Dimmer Control : Manual 


CDXGT150s' 
CD RECEIVER $229.00 * 


* Y S-MOSFET 180 Watts Max 

' o Front Aux-Input 
Y 1BIT Digital to Analogue Converter 
V Pre-Out x 1 (Rear / Sub Switchable) 


FEATURES 
> © S-MOSFET 180 Watts Max (45W x 4) 
~ © Front Aux-Input 

¢ CD-R/RW Playback 

¢ 1BIT Digital to Analogue Converter 

* Pre-Out x 1 (Rear / Sub Switchable) 

¢ White LED/13 Segment LCD 

¢ EQ3 - 3 Band EQ/7Presets 








| Max Output Power (@ 4 Ohms, 1 kHz) 





¢ SSIR-EXA Digital Tuner :-45Wx4 

¢ Preset — FM18/AM12 ¢ Pre Out Voltage : 2 V 

¢ Silver ¢ Pre Out Impedance : 220 Ohms 
¢ Bass / Treble : Low / Mid / High 

SPECIFICATIONS ¢ Low Pass Filter Cutoff Freq : 

CD DECK 78Hz/ 125Hz 

¢ DRIVE-S Mechanism L. 

¢ Repeat / Shuffle e Detachable Face 

¢ Max Installation Angle : 45° ¢ Key Illumination : Red 

TUNER RECEIVER ¢ 13 Segment — LCD Display 

e FM Tuning Range : ¢ Dimmer Control : Manual Dimmer Control 


87.5-107, 87.5-108 MHz 
¢ AM Tuning Range : 
531-1602, 530-1710 kHz 


CDXGT260' 
CD RECEIVER $249.00 * 


VY S-MOSFET 200 Watts Max aiaciaiil : aaa: DAIVE-S mPa WMA 
¥ Front Aux Input 
Y MP3 / WMA’ Playback 

Y 24 Bit Digital to Analogue Converter 





FEATURES FER 
~ © S-MOSFET 200 Watts Max (50W x 4) ¢ Tuner Type : SSIR-EXA 
~ © Front Aux Input e Preset No : FM18 / M™W6 / SW12 
¢ CD-R / RW / MP3 / WMA* Playback ¢ FM Tuning Range : 
» © 24 Bit Digital to Analogue Converter 87.5-107.9, 87.5-108.0 MHz 
¢ 13 seg White LED LCD Display e AM Tuning Range : 531-1602, G L 
¢ EQLite 530-1710 kHz ¢ Dimensions (WxHxDmm) : 
¢ SSIR-EXA Tuner G 178 x 50x 179 
¢ Optional Remote ¢ Max Output Power ¢ Weight : 1.2kg 
¢ Detachable Face (@ 4 Ohm 1 kHz) : 50W 
e Preset : FM18 / M™W6/ SW12 ¢ Auxiliary Input : Front Aux-In 
¢ Gun Metallic ¢ DAC : 24 Bit 
¢ EQ Type : EQLite 


SPECIFICATIONS ¢ Bass / Treble : Low / High 





e Panel Type : Detachable 
/ WMAS ¢ Panel Finish Colour : Gun Metallic 
¢ Playback modes : Repeat / ¢ Key Illumination Colour : Red 
Shuffle / Pause ¢ Display Type (Back light Colour / LCD 
¢ Max Installation Angle : 45° type) : 13 seg W.LED LCD 

¢ Dimmer Control : Manual 
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COXGT250s' 
CD RECEIVER $279.00 « 


V S-MOSFET 208 Watts Max (52 x 4) 
V Front Aux-Input 

V MP3 / WMA‘ / ATRAC3 Playback 
V Pre-Out x 1 (Rear / Sub Switchable) 


FEATURES 

° S-MOSFET 208 Watts Max (52W x 4) 

* Front Aux-Input 

* CD / MP3 / WMA% / ATRAC3 Playback 
with ID TAG 

° 24BIT Digital to Analogue Converter 

¢ Pre-Out x 1 (Rear / Sub Switchable) 

¢ RM-X151 — Wireless Card Remote (incl.) 

¢ White LED/13 Segment LCD 

* EQ3 — 3Band EQ/7Presets 

* CD-Text Display / Scroll 

* SSIR-EXA Digital Tuner 

° Preset : FM18 / AM12 

* Silver 


SPECIFICATIONS 





® DRIVE: S Mechanism 
* Repeat / Shuffle / Pause 
¢ Max Installation Angle : 45° 


COxXGESASO 
CD RECEIVER $299.00 * 


VY S-MOSFET 208 Watts Max 

VY MP3 / WMA* Playback 

V 24 Bit Digital to Analogue Converter 
V Pre-Out x 1 (Rear / Sub Switchable) 


FEATURES 

¢ S-MOSFET 208 Watts Max (52W x 4) 
* Front Aux Input 

* CD-R / RW / MP3 / WMAS Playback 
* 24 Bit Digital to Analogue Converter 
¢ LCD FL Display 

* EQ3 Stage 2 

© SSIR-EXA Tuner 

* Remote Included 

¢ Detachable Face 

* Rear / Sub Switchable Pre-Out 

¢ Changer Control 

° Preset : FM18 / M™W6 /SW12 

¢ Gun Metallic 


COXGT460U 
CD RECEIVER $349.00 * 


VY S-MOSFET 208 Watts Max 

¥ Front USB Input 

¥ Front Aux Input 

VY MP3 / WMA‘ / ATRAC / AAC Playback 


FEATURES 
¢ S-MOSFET 208 Watts Max (52W x 4) 
* Front Aux Input 
* CD-R / RW / MP3 / WMAS / 
ATRAC / AACS Playback 
° 24 Bit Digital to Analogue Converter 
¢ Rear / Sub Switchable Pre-Out 
¢ LCD FL Display 
° EQ3 Stage 2 
¢ SSIR-EXA Tuner 
¢ Changer Control 
* Remote Included 
¢ Detachable Face 
¢ Front USB Input 
* Preset : FM18 / MW6 / SW12 
¢ Gun Metallic 








° - FM Tuning Range : 
87.5-107, 87.5-108 MHz 

* AM Tuning Range : 

531-1602 930- 1710 kHz 


A ae Fi ¢) 
RPUs ae 





° Max Output Power (@ 4 Ohms, 1 kHz) 


Pe. WxXs 
° Pre Out Voltage : 2 V 
* Pre Out Impedance : 220 Ohms 
* Bass / Treble : Low / Mid / High 
¢ Low Pass Filter Cutoff Freq : 
78Hz / 125Hz 


ia ed aa 





° Disc Compatibilty ; CD-R / RW / 
MP3 / WMAS 

¢ Playback modes : Repeat / 
Shuffle / Pause 

° BN, Installation Angle : 45° 


Th iy ee REC SERVER 





° ere Type : SSIR-EXA 
° Preset No : FM18 / MW6/ SW12 
¢ FM Tuning Range : 
87.5-107.9, 87.5-108.0 MHz 
¢ AM Tuning Range : 
aoe mo, 530. 1710 kHz 





° Max Output EeWel 
(@ 4 Ohm 1 kHz) : 52W 
* Pre-Out : Rear / Sub Switchable 
* Pre-Out Voltage : 2 
¢ Pre-Out Impedance : 220 


SPECIFICATIONS 





* Disc Compatibilty : CD-R / RW / 
MP3 / WMA‘ / ATRAC / AACS 

¢ Playback modes : Repeat / 
Shuffle / Pause 


° Abas Mee Bon Angle : 45° 





° ae Type : “SSIR- EXA 

¢ Preset No : FM18/ AM12 

¢ FM Tuning Range : 
87.5-107.9, 87.5-108.0 MHz 

¢ AM Tuning Range : 


931-1602, aoe 1710 kHz 





° ° Max Output ee 


(@ 4 Ohm 1 kHz) : 52W 


¢ Pre-Out : Rear / Sub Switchable 
¢ Pre-Out Voltage : 2 
¢ Pre-Out Impedance : 220 

@ © Auxiliary Input : Front Aux-In 


and Front USB 





; peeeneiel Face 
° Key Illumination : Red 


¢ Manual Dimmer Control 


* Auxiliary Input : 


* EQ Type : EQ3 Stage 2 
° * Bass / es Low / Mid / High 





° Panel TSE. “Detachable 
Panel Finish Colour : 
Key Illumination Colour : 
Display Type (Back light Colour / 


¢ Dimmer Control : 


* EQ Type : EQ3 Stage 2 
* Bass / Treble : Low / Mid / High 





* Panel Type : Detachable 
* Panel Finish Colour : 
Key Illumination Colour : 
Display Type (Back light Colour / LCD 


° > Dimmer Control : 





° sDRencanE (WxHxDmm) : 
178 x 50x 179 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notic 











* Dimensions (WxHxDmm) : 


178 x 50x 179 


¢ Mass : 1.2kg 








CDXGT560' 
CD RECEIVER $349.00 * 


» HY S-MOSFET 208 Watts Max 

* o Front Aux Input 
V Front + Rear / Sub Switchable Pre-Out 
V LCD FL Display 











FEATURES SPECIFICATIONS 
» * S-MOSFET 208 Watts Max (52W x 4) CD DECK 
~ © Front Aux Input * Disc Compatibilty : CD-R / 
¢ CD-R / RW / MP3 / WMAS / RW / MP3 / WMAS / ATRAC 
ATRAC / AAC® Playback / AACS 
~ © 24 Bit Digital to Analogue Converter ¢ Playback modes : ¢ Pre-Out Impedance : 220 7ENERAL 
| ¢ Front + Rear / Sub Switchable Pre-Out Repeat / Shuffle / Pause @e © Auxiliary Input : Front Aux-In imensions (WxHxDmm) : 
¢ LCD FL Display ° mics sisal. Angle : 45° ¢ DAC : 24 Bit 176% SOx 179 
¢ EQ3 Stage 2 NER RECEIVER ¢ DSO : DSO2 ¢ Mass : 1.2kg 
¢ SSIR-EXA Tuner ° etiret Tyoe : : SSIR-EXA ¢ EQ Type : EQ3 Stage 2 
¢ Changer Control e Preset No: FM18/ AM12 * Bass / Treble : Low / Mid / High 
¢ Remote Included ¢ FM Tuning Range : 87.5-107.9, DISPLAY PANEL 
Bt Detachable Flip Down Face 87.5-108.0 MHz ¢ Panel Type : Detachable Flip Down 
p> Soe ¢ AM Tuning Range : 531-1602, ¢ Panel Finish Colour : Gun Metallic 
/ © Rotary Commander Optional ieee ee ANZ ¢ Key Illumination Colour : Red / Green 
e Preset : FM18 / AM12 AUDIO PRC ING * Display Type (Back light Colour / LCD 
¢ Gun Metallic ° aye Output Power type) : FL/ 13 seg 
(@ 4 Ohm 1 kHz) : 52w ¢ Dimmer Control : Auto 


¢ Pre-Out : Front + Rear / 
Sub Switchable 
¢ Pre-Out Voltage : 2 


CDXGTSOU! 
CD RECEIVER $449.00 * 


~ a In-built iPod Adapter 

~ oY Front USB and Aux Input 

~ YW S-MOSFET 208 Watts Max 

~ ¥ 24 Bit Digital to Analogue Converter 


TRACK 


FEATURES 
~» © S-MOSFET 208 Watts Max (52W x 4) 
¢ Rear / Sub Switchable Pre-Out 
¢ LCD FL Display 
¢ EQ3 Stage 2 
¢ SSIR-EXA Tuner 
¢ Changer Control 












¢ Remote Included ¢ FM Tuning Range : DISPLAY PANEL 
¢ Detachable Face 87.5-107.9, 87.5-108.0 MHz ¢ Panel Type : Detachable 
¢ Preset : FM18 / M™W6 / SW12 ¢ AM Tuning Range : ¢ Panel Finish Colour : Gun Metallic 
¢ Gun Metallic sone 1602, 930- 1710 kHz ¢ Key Illumination (Colour) : Blue 
AUDIO PROCESSING ° Display Type (Back light Colour / LCD 
po dionahectines ss ° ies Output Power type) : FL/ 13 seg 
(@ 4 Ohm, 1 kHz) : 52W ° ° DI mmer Control : Manual 
= @ > Wechortai DRIVE-S Mechanism ¢ Pre-Out : Rear / Sub Switchable GENERA 

¢ Disc Compatibilty : CD-R / RW / MP3 / ¢ Pre-Out Voltage : 2 ° i Bireisions (WxHxDmm) : 

WMAS / ATRAC / AACS ¢ Pre-Out Impedance : 220 178 x 50x 179 
¢ Playback modes : Repeat / @ ¢ Auxiliary Input : Front Aux-In, Front USB ¢ Weight :1.2kg 

Shuffle / Pause and iPod Connector 
° ° Max depos Angle : 45° ¢ DAC : 24 Bit 

U ° EQ Type : EQ3 Stage 2 
° > hanes ia “SSIR- EXA * Bass / Treble : Low / Mid / High 


¢ Preset No : FM18/ AM12 


MEARS TSO) 
CD RECEIVER $449.00 * 


«~ W¥ Bluetooth® Connectivity ini Butoh DAVES Mea uma” _ - 

~ o Front Aux Input : 

~ UY 24 Bit Digital to Analogue Converter 
¥Y CD-R / RW / MP3 Playback 





FEATURES SPECIFICATIONS 
- © S-MOSFET 200 Watts Max (45W x 4) CD DECK 
~ © Front Aux Input Que Mechanism : 
~ © Bluetooth® DRIVE-S Mechanism 
¢ CD-R / RW / MP3 Playback ¢ Disc Compatibilty : 
~ © 24 Bit Digital to Analogue Converter CD-R / RW / MP3 
¢ 13 seg White LED LCD Display ¢ Playback modes : Repeat / @» ¢ Bluetooth : Ver 2.0 A2DP GENERAL 
¢ EQLite Shuffle / Pause HFP SPP AVRCP ¢ Dimensions (WxHxDmm) : 
¢ SSIR-EXA Tuner ° bine Installation Angle : 45° ¢ DAC : 24 Bit 1/3x% SO k 179 
¢ Optional Remote TUNER RECEIVER ¢ EQ Type : EQLite ¢ Weight : 1.2kg a 
e Detachable Face ° nude! Type : SSIR-EXA ¢ Bass / Treble : Low / High aa 
e Preset : FM18 / AM12 ¢ Preset No : FM18/ MW6 / SW12 DISPLAY PANEL : 
¢ Gun Metallic e FM Tuning Range : e Panel Type : Detachable = 
87.5-107.9, 87.5-108.0 MHz ¢ Panel Finish Colour : Gun Metallic oO 
¢ AM Tuning Range : ¢ Key Illumination Colour : Blue O 
531-1602, 530-1710kHz * Display Type (Back light Colour / LCD > 
AUDIO PROCESSING type) : 13 seg W.LED LCD a 
¢ Max Output Power ¢ Dimmer Control : Manual © 
(@ 4 Ohm, 1 kHz) : 52W ” 
a © Auxiliary Input : Front Aux-In 4 
=> 
§Non DRM f Selected stores only = 
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COxXGT 760 
CD RECEIVER $499.00 * 


VY Motorised Detachable Face 
@ vo Front Aux-Input 
¥Y 2 x Pre-Outs + Sub Out 
VY LCD FL/Dot Display 
¥Y CD-R / RW/ MP3 / WMA‘ / ATRAC / AACS Playback 


FEATURES SPECIFICATIONS 
¢ S-MOSFET 208 Watts Max (52W x 4) CD DECK 
¢ Front Aux Input ¢ Disc Compatibilty : 
¢ CD-R / RW / MP3 / WMAS / CD-R / RW / MP3 / WMA‘ / 
ATRAC / AACS Playback ATRAC / AACS 
@e °24 Bit Digital to Analogue Converter e Playback modes : 
¢ 2 x Preouts + Sub Out Repeat / Shuffle / Pause 
¢ DSO2 ¢ Max Installation Angle : 45° 
¢ EQ3 Parametric TUNER RECEIVER 
e SSIR-EXA Tuner ¢ Tuner Type : SSIR-EXA 
¢ Changer Control e Preset No : FM18/ AM12 
¢ Remote Included ¢ FM Tuning Range : 
¢ Rotary Commander Optional 87.5-107.9. 87.5-108.0 MHz 
¢ Motorised Detachable Face e AM Tuning Range : 
¢ BBE 531-1602, 530-1710 kHz 
e Preset : FM18 / AM12 NG 
¢ Gun Metallic 





AUDIO PRO WG 
¢ Max Output Power 

(@ 4 Ohm 1 kHz) : 52W 
¢ Pre-Out : 2 x Preouts + Sub Out 
¢ Pre-Out Voltage : 2 


CAS2616F 
CD RECEIVER AND SPEAKER PACK $299.00 * 


¥Y S-MOSFET 200 Watts Max (50W x 4) 
Y Front Aux Iput 

¥ CD-R / MP3 / WMA’ Playback 

Y 16cm 2-way Speakers 


I 


FEATURES 

@» ¢ CD Headunit with S-MOSFET 

200 Watts Max (50 x 4) 
¢ Front Aux-Input 
¢ CD-R / RW / MP3 / WMA’ Playback 
¢ 24 Bit Digital to Analogue Converter 
¢ 13 seg White LED LCD Display 
¢ EQLite 
¢ SSIR-EXA Tuner 
¢ Preset : FM18 / M™W6/ SW12 
¢ Speakers 16 cm (6.5”) 2Way 

— 190W Max 
¢ H.O.P Woofer Cone 
¢ Rubber Coated Cloth Surround 
¢ Aluminium Diaphragm Midrange 





’ 


¢ Disc Compatibilty : CD-R / RW / 
MP3 / WMAS 

¢ Playback modes : Repeat / 
Shuffle / Pause 

¢ Max Installation Angle : 45° 

TUNER RECEIVER 

* Tuner Type : SSIR-EXA 

¢ Preset No : FM18/MW6/SW12 

¢ FM Tuning Range : 
87.5-107.9, 87.5-108.0 MHz 

¢ AM Tuning Range : 
531-1602, 530-1710 kHz 

e Max Output Power (@ 4 Ohm, 1 kHz) 
: BOW x 4 

@» © Auxiliary Input : Front Aux-In 

¢ DAC : 24 Bit 

¢ EQ Type : EQ Lite 

¢ Bass / Treble : Low / High 


y 





MEADY 1000 
CD RECEIVER $499.00 * 


vY DVD / CD / MP3 / WMA’ Playback 


VY AV Pre Out 
@e eo Front Aux Input 
VY Karaoke 
FEATURES SPECIFICATIONS 
@» ¢ S-MOSFET 208 Watts Max (52W x 4) CD DECK 
@» © Front Aux Input ¢ Mechanism : DRIVE-S 
¢ DVD-R / RW / CD-R / RW / VCD / MP3 / Mechanism 


WMA‘ / JPEG / DIVX Playback 
e AV Pre Out 
¢ 13 seg White LED LCD Display 
¢ EQ7 Parametric 
¢ SSIR-EXA Tuner 
¢ Changer Control 
¢ Remote Included 
¢ Rotary Commander Optional 
¢ Detachable Face 
¢ Karaoke 
¢ Preset : FM18 / AM12 
¢ Gun Metallic 


¢ Disc Compatibilty : DVD-R / RW / 
CD-R / RW / VCD / MP3 / WMAS / JPEG 
/ DIVX 

¢ Playback modes : Repeat / 
Shuffle / Pause 

¢ Max Installation Angle : 45° 


¢ Tuner Type : SSIR-EXA 
¢ Preset No : FM18 / MW6 / SW12 
¢ FM Tuning Range : 

87.5-107.9, 87.5-108.0 MHz 
AM Tuning Range : 
531-1602, 530-1710 kHz 


¢ Max Output Power 
(@ 4 Ohm, 1 kHz) : 52W 
e Pre-Out : 1 
¢ Pre-Out Voltage : 4 
¢ Pre-Out Impedance : 220 


= 
dr 
= 
° 
O 
> 
S 
© 
nt 
> 
> 
> 


<2 
NO 








¢ Pre-Out Impedance : 220 
@ Auxiliary Input : Front Aux-In 
¢ DAC : 24 Bit 
© 050 20502 
¢ BBE 
* EQ Type : EQ3 Parametric 
¢ Bass / Treble : Low / Mid / High 
¢ Panel Type : Motorised Detachable 
¢ Panel Finish Colour : Gun Metallic 
* Key Illumination Colour : Blue / Red 
¢ Display Type (Back light Colour / LCD 
type) : FL / Dot 
¢ Dimmer Control : Auto 





DISPLAY PANEL 


e Panel Type : Detachable 
¢ Panel Finish Colour : Gun Metallic 
* Key Illumination (Colour) : Red 
¢ Display Type (Back light Colour / LCD 
type) : 13 seg W.LED LCD 
¢ Dimmer Control : Manual 
GENERAL 
* Dimensions (WxHxDmm) : 
178 x 50 x 179 mm 
° Weight : 1.2 kg 
* Wireless Remote Commander : Optional 
* Grille (incl.) 
¢ Weight (approx.) : 0.56 kg 
¢ Dimension (Dia x H w/o Grill) : 
158 x 52.9 mm 


SPEAKERS 

¢ Sensitivity : 90dB/W/m 

¢ Frequency response : 35Hz-22kHz 
¢ Rated power : 40W 

* Diameter : 16cm (6”) 

¢ Peak power : 190W 





@e ¢ Auxiliary Input : Front Aux-In 
¢ EQ Type : EQ7 Parametric 
DISPLAY PANEL 
¢ Panel Type : Detachable Flip Down 
¢ Panel Finish Colour : Gun Metallic 
¢ Key Illumination Colour : Blue 
¢ Display Type (Back light Colour / LCD 
type) : 13 seg W.LED LCD 
¢ Dimmer Control : Manual 
GENERAL 
¢ Dimensions (WxHxDmm) : 
176% 50 «179 
¢ Weight : 1.2kg 





GENERAL 

¢ Dimensions (WxHxDmm) : 
178 x 50x 179 

¢ Mass : 1.6kg 





WOOFER 
* Surround : Rubber Coated Cloth Surrour 
¢ Type : Cone 

¢ Material : High Oriented Polyolefin 
¢ Magnet : Ferrite Magnet 

¢ Diameter : 16cm 

MID-RANGE 

¢ Surround : Fixed 

¢ Type : Cone 

¢ Material : Aluminium Diaphragm 
¢ Magnet : Neodymium 

¢ Diameter : 4.0cm 





§Non DRM ¢ Selected stores on 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notic 


XAVC 1 
$1999.00 * 


¥ 7” Touch TFT Screen 

¥Y DVD / VCD / MP3 / CD Playback 
V 2 x AV Inputs 

Y 1 x AV Outputs 


FEATURES 
» @ S-MOSFET 200 Watts Max (50W x 4) 

e 7” TFT Active Matrix 16:9 Display 

¢ DVD+R / RW/ CD / CD-R / CD-RW / 
VCD / MP3 Playback 

¢ Slimline Single DIN Chassis Design 

e Fast Response touch screen control 

¢ Adjustable angle and depth 

¢ 24 bit D/A converter 

¢ Front A/V input (cable included) 

¢ Front Angle and Depth Adjustment 

¢ Partial Detachable Faceplate 

¢ 4 Volt F/R/Sub Preamp Outputs 

¢ 1 x Audio Video Output 

¢ 2 x Audio Video Input 

¢ Supplied wireless card remote 
(RM-X706) 





XVMBG62 
$499.00 * 


V 6.2” Touch TFT Screen 
Y 2 x AV Inputs 
VY Wide Viewing Angle 


FEATURES 

¢ 6.2” inch TFT monitor 

¢ Wide Viewing Angle 

e PAL / NTSC Switchable 

¢ Headrest Housing and 
Mounting Plate Supplied 

¢ 2 x Audio Video Input 


SPECIFICATIONS 

MONITOR 

¢ Colour LC Display 

¢ System : TFT Active Matrix 

¢ Screen Aspect : 16 : 9 

* Screen Diagonal (inch) : 6.2 

¢ Screen Size (WxHmm) : 
137.52 x 77.22 


AMIDE 2A 


SPECIFICATIONS 

MONITOR 

¢ Angle Range : Linear/90°+30/-20 

¢ Angle Default : 90° 

¢ Slide Adjustment Function 

¢ Slide Range : 5 step O, 5, 10, 15, 
20mm 

¢ Slide Default : 20 

¢ Tilt angle : 20° 

¢ LCD Type : TFT Active Matrix 

¢ Screen Aspect : 16:9 

* Screen Diagonal : 7” (18cm) 


¢ Screen Size (WxHmm) : 154.08x 86.58 


¢ Resolution : 336,960(480 x 234 x RGB) 
¢ Dimmer Method : Illumination Link, 
13steps 


¢ Screen Mode : Normal, Full, Wide, Zoom, 


Cinema 
* Colour System : NTSC / PAL 
¢ Colour System Auto switch 
* Contrast Ratio : 300 1(typ) 


¢ Resolution : Number of Picture Segment : 


336960 (480 x 234) 

¢ Dimmer : Manual / Auto 

* Colour System :PAL / NTSC compatible 

* Current drain approx. (for Operation 
Mode for Monitor) : 550MA 

¢ Dimensions (WxHxDmm) (Exclude 
protrusion) : 164.2 x 29 x 106.6 

¢ Power Requirement : 12V DC 

* Operating Temperature : 0-45°C 

¢ Weight : 400g 

CONNECTION BOX 

¢ AV Input : AV x 2 (RCA) 


55wW X 2 MOSFET AMPLIFIER $249.00 * 


VY Channel Configuration : 2Ch / 1Ch 
~ WY MOSFET Power Supply 
VY Dual Mode Capable 
¥ High Level Auto Sensing — Power On / Off 


FEATURES 

¢ Channel Configuration : 2Ch / 1Ch 

¢ Line — Low Level Input x 2 

¢ Speaker — Hi Level Input x 2 

¢ High Level Auto Sensing — Power On / Off 
~ © MOSFET Power Supply 
~ © Toroidal Transformer 

¢ Dual Mode Capable 


SPECIFICATIONS 

OUTPUT POWER 

¢ CEA Rating : 60W x 2 

¢ Rated / THD (@ 14.4 V, 20 Hz-20 kHz) 
—40Ohm: 2 x 55W/ 0.04% 
—~4 Ohm-BTL: 1 x 130W/0.1% 
—2 Ohm: 2x 65W/0.1% 

¢ Maximum (@ 14.4 V) 
—40Ohm: 2x 110W 
—4 Ohm-BTL: 1 x 350W 
—~20hm:2x175W 


INPUT 

¢ Low Pass Filter : 80Hz 

¢ LPF Roll Off Rate : -18dB/oct 

¢ Input sensitivity : 0.3-6V 

OUTPUT 

e Frequency Response : 5Hz-50kHz 

* Total Harmonic Distortion (@1 kHz) : 
< 0.005% 

¢ Min Load Impedance / Ch : 2 Ohm 

GENERAL 

* Current drain (@ Rated Power-4 Ohms) 
: 15 Amps 

¢ Dimensions (WxHxDmm) approx : 
306 x 55 x 201 


~ Refer to KEY TECHNOLOGY pages for detailed information. 


¢ Viewing Angle (Contrast Ratio 
10:1) :Horizontal + 70° 

¢ Vertical up 50° / down 65°” 

¢ Brightness : 340cd/ 

* (LCD itself 430cd/) 

AUDIO 

¢ Output Power : 50W x 4 

¢ Pre Out (Front / Rear) : 2 

¢ High Voltage Pre Out (4V) 





¢ Sub Out 

¢ EQ7(7-band EQ) CD/DVD CHANGER CONTROL 

¢ Bass / Treble ¢ CD-TEXT Display / Scroll (Main Unit) 
¢ Balance ¢ CD-R playback 

¢ Fader ¢ CD-RW playback 

° ATT ¢ DVD-R/-RW playback 


¢ SSM (Source Sound Memory) : EQ7 
¢ Preout output level : 2V 
¢ Preout impedance : 220 Ohms 
¢ Maximum output power 
(40, 1kHz)(W) : 50 
¢ ADHOC (THD : 5% 20Hz~2OkHz, 
4 Ohms, 4ch) (W) : 23.2 


¢ DVD+R/+RW playback 

¢ Data Disc : MP3 / JPEG 

* Dolby Digital playback (Main Unit) 
¢ dts2.0 playback (Main Unit) 
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AMS 1 xX 


55W X 2 MOSFET AMPLIFIER $249.00 * 


VY Channel Configuration : 2Ch / 1Ch 
VY MOSFET Power Supply 

VY Dual Mode Capable 

Y Toroidal Transformer 


FEATURES 

¢ Channel Configuration : 2Ch / 1Ch 
¢ Line — Low Level Input x 2 

¢ Speaker — Hi Level Input x 2 

¢ MOSFET Power Supply 

* Toroidal Transformer 

* Gold Plated Terminals 

¢ Dual Mode Capable 


SPECIFICATIONS 

OUTPUT POWER 

° CEA Rating : 60W x 2 

¢ Rated/THD (@ 14.4 V, 20 Hz—20 kHz) 
—4 Ohm: 2 x 50W/ 0.04% 
—4 Ohm-BTL: 1 x 120W/0.1% 
—~2 Ohm: 2x 60W/0.1% 

¢ Maximum (@ 14.4 V) 
—4 Ohm: 2 x 100W 
— 4 Ohm-BTL: 1 x 250W 
—-20hm: 2x 125W 


XM5542R 


INPUT 

¢ Low Pass Filter : 80Hz 

¢ LPF Roll Off Rate : -18dB/oct 

¢ Input sensitivity : 0.3-6V 

OUTPUT 

¢ Frequency Response : 5Hz-50kHz 

¢ Total Harmonic Distortion (@1 kHz) : 
< 0.005% 

¢ Min Load Impedance / Ch : 2 Ohms 

GENERAL 

* Illumination : Blue 

* Current drain (@ Rated Power-4 Ohms) 
: 15 Amps 

¢ Dimensions (WxHxDmm) approx : 
26/7 X:93.5 ¥ 194 


S5W X 4 MOSFET AMPLIFIER $349.00 * 


V Channel Configuration : 4Ch / 3Ch 
V MOSFET Power Supply 

Y Toroidal Transformer 

VY Gold Plated Terminals 


FEATURES 
¢ Channel Configuration : 4Ch / 3Ch 
¢ Line — Low Level Input x 4 
¢ Speaker — Hi Level Input x 4 
* High Level Auto Sensing — 
Power On / Off 
* MOSFET Power Supply 
* Toroidal Transformer 


SPECIFICATIONS 
OUTPUT POWER 
* CEA Rating : GOW x 4 
¢ Rated / THD (@ 14.4 V, 20 Hz-20 kHz) 
—4 Ohm: 4 x 55W/ 0.04% 
—4 Ohm-BTL : 2 x 65W + 1 x 
130 W/0.1% 
— 2 Ohm: 4 x 65W/0.1% 


XMSD1 4X 


¢ Maximum (@ 14.4 V) 
-~40Ohm: 4x 110W 
—4Ohm-BTL : 2 x 150W + 1 x 300W 
-2 Ohm: 4x 150W 

INPUT 

¢ High Pass Filter : 80Hz 

¢ HPF Roll Off Rate : -12 dB/oct 

* Low Pass Filter : 80Hz 

¢ LPF Roll Off Rate : -18dB/oct 

¢ Input sensitivity : 0.3-6V 

OUTPUT 

¢ Frequency Response : 5Hz—50kHz 

¢ Total Harmonic Distortion (@1 kHz) : 
< 0.005% 

¢ Min Load Impedance/Ch : 20hm 

GENERAL 

¢ Current drain (@ Rated Power-4 Ohms) 
: 30 Amps 

¢ Dimensions (WxHxDmm) approx : 
401 x 55 x 264 


S5W X 4 MOSFET AMPLIFIER $349.00 * 


VY Channel Configuration : 4Ch / 3Ch 
VY MOSFET Power Supply 

Y Toroidal Transformer 

Y Gold Plated Terminals 


FEATURES 

¢ Channel Configuration : 4Ch / 3Ch 
¢ Line — Low Level Input x 4 

¢ Speaker — Hi Level Input x 4 

* MOSFET Power Supply 

¢ Toroidal Transformer 

¢ Gold Plated Terminals 


SPECIFICATIONS 

OUTPUT POWER 

¢ CEA Rating : 60W x 4 

¢ Rated/THD (@ 14.4 V, 20 Hz-20 kHz) 
—~4 Ohm: 4 x 55W/ 0.04% 
—~4 Ohm-BTL: 2x 65W + 1 

x 120W/0.1% 

-20hm: 4x 65W/0.1% 

¢ Maximum (@ 14.4 V) 
—40Ohm: 4 x 100W 
—~4Ohm-BTL: 2 x 125W + 1 x 250W 
—-20hm: 4x 125W 


INPUT 

¢ High Pass Filter : 80Hz 

¢ HPF Roll Off Rate : -12 dB/oct 

¢ Low Pass Filter : 80Hz 

¢ LPF Roll Off Rate : -18dB/oct 

* Input sensitivity : 0.3-6V 

OUTPUT 

¢ Frequency Response : 5Hz—50kHz 

¢ Total Harmonic Distortion (@1 kHz) : 
< 0.005% 

¢ Min Load Impedance / Ch : 2O0hm 

GENERAL 

* Illumination : Blue 

¢ Current drain (@ Rated Power-4 Ohms) 
: 30 Amps 

¢ Dimensions (WxHxDmm) approx : 
378% 55% 265 
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*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notic 








XM1S 


500W X 1 MOSFET AMPLIFIER 
WITH SMALL FOOTPRINT $499.00 * 


Y Small Foot Print Design 
~ WY MOSFET Power Supply 
Y Gold Plated Terminals 


FEATURES 
¢ Small Foot Print Design 


¢ Channel Configuration : 1 Channel Mono 


¢ Line — Low Level Input x 2 
¢ Speaker — Hi Level Input x 2 


GENERAL 


* Illumination : Blue 

¢ Current drain (@ Rated Power 40hm 1 
kHz) : 30 Amps (at 4 Ohm) 

¢ Weight Approx. : 2.3kg 





- © MOSFET Output Stage 
¢ MOSFET Power Supply 223 x 43.5 x 196 
¢ Bass Boost Control : 40Hz, O-10dB INPUT 

~ © Toroidal Transformer 

~ © Gold Plated Terminals 


SPECIFICATIONS ¢ Balanced Input Circuit 

¢ DIN 45500 Rating ¢ Input sensitivity : 0.3-6Volts 
(@ 14 V, THD 0.5 %) ¢ Maximum (@ 14.4 V) 
—~40Ohm: 1 x 280W -~4 Ohm: 1 x 600W 
—~2 Ohm: 1 x 500W —2 Ohm: 1 x 900W 


Ata TOR 


10CM 2-WAY 
SPEAKERS $79.00 * 


FEATURES 

~ ® H.O.P Woofer Cone 
¢ Rubber Coated Cloth Surround 
¢ Aluminum Diaphragm Midrange 
¢ Neodymium Magnet 


SPECIFICATIONS 

¢ Diameter : 10cm (4") 

¢ Peak power : 130W 

e Rated power : 30W 

* Frequency response : 45Hz-22kHz 
* Sensitivity : 88dB/W/m 


ASGFERS3e% 


6X9S 3-WAY 
SPEAKERS $129.00 * 


FEATURES 

¢ Polypropylene Woofer Cone 
¢ Cloth Surround 

¢ Paper Midrange 

e PE.| Tweeter 


SPECIFICATIONS 

¢ Diameter : 16cm x 24cm (6"x9") 

¢ Peak power : 300W 

¢ Rated power : 6(OW 

¢ Frequency response : 27Hz-30kHz 
¢ Sensitivity : 93db/W/m 


XSVE942A 


6X9 4-WAY 
SPEAKERS $169.00 * 


FEATURES 
~ © H.O.P Woofer Cone 
¢ Cloth Surround 
¢ Paper Midrange 
¢ Film Super Tweeter 


SPECIFICATIONS 

¢ Diameter : 16cm x 24cm (6'x9") 

¢ Peak power : 320W 

¢ Rated power : 80W 

e Frequency response : 25Hz-34k Hz 
¢ Sensitivity : 93db/W/m 


we Refer to KEY TECHNOLOGY pages for detailed information. 


¢ Dimensions (WxHxDmm) Approx : OUTPUT 


¢ Low Pass Filter : 50-300Hz (Variable) 
¢ LPF Roll Off Rate : -12 dB/oct 
¢ Subsonic HPF, Roll Off Rate 











* Frequency Response : 5Hz—300Hz OUTPUT POWER 

¢ Tolerance : +0 / -3dB ¢ CEA Rating : 280W x 1 

¢ Signal to Noise Ratio e Rated / THD (@ 14.4 V, 20 Hz-20 kHz) 
(@ Rated Power) : 90dB —4 Ohm: 1 x 290W/ 0.2% 

* Total Harmonic Distortion (14.4V, 20-300HZz) 
(@1 kHz) : 0.1%(50HZz) —2 Ohm: 1 x 500W/ 1.0% 

¢ CEA SN Ratio : 65dB (14.4V, 100Hz) 

¢ Min Load Impedance/Ch : 2 Ohm 


RoaGe  Sea x 


16CM 2-WAY 
SPEAKERS $99.00 * 


FEATURES 

¢ H.O.P Woofer Cone 

¢ Rubber Coated Cloth Surround 
¢ Aluminum Diaphragm Midrange 
¢ Neodymium Magnet 





SPECIFICATIONS 

¢ Diameter : 16cm (6") 

¢ Peak power : 19OW 

¢ Rated power : 40W 

* Frequency response : 35Hz-22kHz 
° Sensitivity : 9OdB/W/m 


XSV1642A 


16CM 4-WAY 
SPEAKERS $149.00 * 


FEATURES 

¢ H.O.P Woofer Cone 
¢ Cloth Surround 

e Paper Midrange 

¢ Film Super Tweeter 


SPECIFICATIONS 

¢ Diameter : 16.5cm (6"1/2) 

¢ Peak power : 270W 

¢ Rated power : 55W 

* Frequency response : 25Hz-33kHz 
* Sensitivity : 92dB/W/m 





oto 1 OOD 


COMPONENT 
SPEAKERS $149.00 * 


FEATURES 

¢ H.O.P Woofer Cone 

e Rubber Coated Cloth Surround 
¢ Polyester Soft Dome Tweeter 

¢ In-line Passive Cross-Over 

¢ Mounting Accessories 


SPECIFICATIONS 

¢ 16cm (6") 

¢ Peak power : 200W 

e Rated power : 50W 

¢ Freq response : 30Hz-26kHz 
* Sensitivity : 91db/W/m 

¢ Cross Over Freq : 5kHz 

¢ Roll Off Rate : 12dB/Oct 
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12" PENTAGONAL SUBWOOFER $149.00 * 


FEATURES 

* Woofer size : 30cm (12") 

¢ Peak power : 1OOOW 

* Rated power : 300W 

¢ Enclosure Type Subwoofer 

¢ Single Voice Coil 

e Injected Polypropylene Pentagonal Cone 
¢ Ferrite Magnet 

¢ Stroke Stabiliser Rubber Surround 


ASLiA24Fr08 


SPECIFICATIONS 

¢ Impedance : 4 Ohms 

* Sensitivity : 89dB/W/m 

e Frequency response : 22Hz-2.5 kHz 

¢ Weight approx. : 4.35kg 

¢ Suggested Enclosure : 42.5litre / 1.5 
cu.ft (Sealed) 


12" HIGH POWER PENTAGONAL 


SUBWOOFER $199.00 * 


FEATURES 

¢ Peak Power : 1300W 

¢ Rated Power : 380W 

¢ Frequency Response : 18Hz-2kHz 

¢ Impedence : 4 Ohm 

¢ Sensitivity : 89dB/W/m 

¢ Injected Polypropylene Diaphragm 

¢ Ferrite Magnet 

¢ Rubber Edge 

¢ New Basket Cover and Capless Design 


SPECIFICATIONS 

¢ Size : 30cm 

e Type : Enclosure 

¢ Peak Power : 1300W 

¢ Rated Power : 380W 

¢ Impedance : 40hms 

e Frequency Response : 18-2kHz 

¢ Sensitivity : 89dB 

¢ Diaphragm Material : Injected 
Polypropylene 

¢ Magnet Material : Ferrite 

¢ Enclosure Volumn : 27.3Lit/O.96cu.ft 

¢ Weight Approx. : 4.5kg 





ASL1IS4Fr58 


15" HIGH POWER PENTAGONAL 
SUBWOOFER $249.00 * 


FEATURES 

¢ New Basket Cover and Capless Design 
¢ Peak Power: 1500W 

¢ Rated Power: 450W 

e Frequency Response: 15Hz-2kHz 

¢ Impedence: 4 Ohm 


SPECIFICATIONS 

¢ Size : 38cm 

e Type : Enclosure 

¢ Peak Power : 1500W 
¢ Rated Power : 450W 
e Impedance : 4 Ohms 








¢ Sensitivity: 89dB/W/m 


Injected Polypropylene Diaphragm 


e Frequency Response (Hz) : 15-2k 
¢ Sensitivity (dB) : 89 
¢ Diaphragm Material : Injected 


¢ Ferrite Magnet 
¢ Rubber Edge Polypropylene 

¢ Magnet Material : Ferrite 

¢ Enclosure Volumn : 61.1Lit/2.15cu.ft 


¢ Weight Approx. : 6kg 





= 
m 
= 
° 
Oo 
> 
= 
° 
nf: 
> 
> 
> 


<e) 
.@ 2) 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notic 











Now there are even more benefits from owning a Sony product! 


My Sony — is your online membership program. 
My Sony is designed to be your convenient 
personal connection to the world of Sony. 
Membership is free, registration is simple 

and as a My Sony member you'll receive 

these benefits: 









oe 
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My Sony member benefits 






My Sony & Sorw’'s meer yarn, exciusive for Sony product owners. As 8 My Gony member you 
nave acness to 8 range of Denefits A privileges. Click on Grn Of the limes Crlow to Nine eux mere 


Become a My Sony Member 


raceive discounts 
get VIP treatment 


manage your products 





VIP Treatment 

m VIP Invitations to special member events and 
product demonstrations hosted by Sony. 

m Superior personalised customer support via a 
prioritised member support line. 

w Exclusive Pre-Order opportunities on exciting 
new additions to our range. 

m Special Offers on Sony products and services, 
including extended warranty. 


Manage Your Products 

Easy access to product information, upgrades 
and instruction manuals, simply by adding 
products to your own personal online product 
inventory. 


How to Become a My Sony Member 


Simply log on to www.sony.com.au/mysony and follow the prompt. 


Do you currently own a Sony product? 


Click on the “Register Now” button. 


Stay Informed 

m The latest news from Sony, tailored to your 
interests and sent direct to your inbox. 

m Have the next edition of Pulse delivered 
straight to your door. 


Win! Latest Competitions... 

Be sure to visit www.sony.com.au/mysony 
regularly to find out about the latest promotions 
and members-only competitions. We've given 
away some fantastic prizes already, such as the 
ultimate VIP football experience and trips 

to exotic destinations. 


If you have a Sony product that you purchased 


on or after 1995, you’re eligible to join My Sony. 


Complete the online registration 





If you do, and you purchased that 
product at any time since 1995, 


you're eligible to become a 
My Sony member. 


bee Refer to KEY TECHNOLOGY pages for detailed information. 
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KEY TECHNOLOGY 





What is High Definition (HD)? 
For many years, people have been watching 

TV and DVD in Standard Definition (SD), This 
means the video has a maximum resolution of 
720 pixels across by 576 pixels high (PAL) i.e. 
there are 576 horizontal lines in the image. High 
Definition (HD) offers a much higher resolution 
than SD, increasing the level of detail and size at 
which the image can be displayed clearly. 






576 lines 


Blu-ray 

Blu-ray is the next 
generation of optical 
disc, named after the 
blue laser that reads 
it. A single layer DVD can hold up to 4.7GB 

of data while a dual layer DVD can hold up to 
8.5GB. In contrast, a Blu-ray disc, while looking 
physically similar, can hold 25GB on a single 
layer (almost 2 hours of HDV footage) and 50GB 
on a dual layer disc. The larger storage capacity 
means you can now store and playback higher 
quality videos with higher quality audio. Users 
can now also store up to five times the amount 
of data they could on a regular DVD. 


9 


Blu-ray Disc 


Available on VGNAR38G and BWU100A 


Full HD 1080 

There are two main types of HD resolution. 
720 lines of resolution is generally referred to 
as HD while 1080 lines of resolution is known 
as Full HD and offers up to 5x the resolution of 
Standard definition or DVD resulting in amazing 
picture quality. 


720 lines 


The Future of Blu-ray 


Already the benefits of this larger data capacity 


are being realised in Sony’s next-generation 


console, Playstation® 3. With unrivalled support 


from movie studios as well as electronics 
companies, Blu-ray is set to be the future in 
High Definition media. The VAIO AR series 
notebook, with an in-built Blu-ray burner not 
only can record full High Definition, using 


Sony’s affordable HD Handycams, but can also 
Store those memories for playing back, without 


compromising quality. 


VGNAR38G 






High Definition Multimedia Interface 
This connection allows users to connect a display 
device directly to the VAIO, transferring Full HD 
video as well as audio via the one cable. 


Available on VGNAR38G 











1080 lines 


Re-writeable 


Write Once 


BD-R DL 50GB (Dual Layer) BD-RE DL 50GB (Dual Layer) 








BWU100A 





VAIO Security 


The advanced security of Sony VAIO includes Available on VGNG118GN, VGNSZ48GN, 
Fingerprint Biometric Protection (a high resolution © VGNSZ44GN, VGNSZ43GN, VGNTX57GN, 
fingerprint sensor which can be used as an VGNTX56GN and VGNUX27GN (TPM security 


authorisation tool for multiple applications), Hard chip not available on V@NUX27GN) 
Drive Password Protection (password protection 

for your hard drive, even if it’s removed and 

installed into another computer), and Trusted 

Platform Module (TPM) security chip (hardware 

based security for many different applications). 








When moving about, one of the dangers to a Available on VGNG118GN, VGNSZ48GN, ee 3D Sensor 
Hard Drive is potential damage to the head VGNSZ44GN, VGNSZ43GN, VGNTX57GN, at 

and platter due to rapid movement, shock or VGNTX56GN and VGNUX27GN 
vibration. With VAIO HD Shock Protection, a 3D 

sensor detects rapid movement in all three axes 





and automatically moves the head away from When reading! When the protection 
the platter, protecting both the head as well as 

the data. To suit the various environments in 

which you use your laptop, there are three levels 

of safety sensitivity that can be selected: high, 

standard and low. 


writing data is active 





A standard Central Processing Unit (CPU) has Combining Dual Core with VAIO’s huge suite of 
’ \ a single core handling all its assigned tasks. software such as Adobe® Premiere® Elements for 
— “yi The new Dual Core processors have two cores HD editing, and Adobe® Photoshop® Elements 
intel and more L2 cache dealing with the workload, for graphics editing, VAIO offers not just the 


effectively providing more processing power than possibility but the complete solution. 

: that of a standard CPU. 

Centrind i The Dual Core processors are ideal for users who 
UO have high performance requirements, such as 

graphic designers, video editors, users of heavy 


calculation applications and gamers. 





ee a ea 





—_— , ween BY pressing the AV Mode button when the Available on VGNTX57GN and VGNTX56GN 












laptop is off or in Hibernate Mode, a special 
user interface is activated. In just a few seconds, 
the user can playback music from their CDs, 
videos from their DVDs or view photos from their 
memory stick or SD card without having to boot 
up the Windows® operating system. 


VAIO TX series 
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KEY TECHNOLOGY 








Sony VAIO has set a new standard in strength 
and lightness with its multi-layered carbon 
fibre construction technology, far stronger than 
both the magnesium alloy and plastics used 
in conventional products. Offering unrivalled 
mobility, the display cabinets on the G, TX 
and SZ premium series are more than 200% 
stronger than the equivalent magnesium alloy 
chassis. The actual main chassis is 400% more 
rigid than standard plastic bodies with a 30% 
reduction in weight. 





Structure of the carbon composite 





Multi-layered carbon fibre structure 





A white LED backlight allows for the use of a slimmer and lighter light guide for 
bright illumination without compromising on size. Due to this, the overall thickness 
of the LCD has been reduced and with the added benefit of a screw-free LCD 
design, the LCD is now 230% more resistant to cracking than its predecessor. 


Available on VGNG118GN, VGNSZ48GN, VGNTX57GN and VGNTX56GN Glass Cell mp [7 ¢m Light Guide 





44mm => i e& 


| White LED 
LCD System Board mm G series 








Traditionally, users have had to choose between getting a laptop of power with a dedicated graphic 
card, or one of good battery life with an integrated graphic card. This is no longer the case. 
Incorporating both integrated and dedicated graphic cards, users can now choose between STAMINA 
(integrated graphic card, better battery life) and SPEED (dedicated graphic card, better graphics 
performance) with the convenience of a switch. 


Available on VGNSZ48GN, VGNSZ44GN and VGNSZ43GN 
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Clear Bright 


Improved viewing angle 

With regular LCD monitors, users have to view 
the screen directly from the front, for the image 
and colour to look clear and without a ‘negative’ 
effect (dark colours appear lighter and the light 
colours appear darker). Clear Bright LCD screens 
all but eliminate this effect, and can be viewed 
clearly even from extreme angles. 


Improved Colour and Contrast 

Clear Bright LCD screens use brighter lamps to 
produce brighter colours and have a unique glare 
filter that cuts down the amount of light being 
scattered within the panel, producing richer 
colours and darker blacks. 


ra 
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Regular LCD Clear Bright LCD 


Clear Bright High C 


Clear Bright High Colour LCD screens utilise 

a dual lamp structure, achieving a level of 
brightness more than 200% brighter than 

a standard laptop LCD screen. They also 
reproduce almost twice the amount of colour 
that standard laptop LCDs reproduce. One of 
the most noticeable improvements is in the rich 
reproduction of deep colours such as red. 


WZNIo Me neINe 


The MOTION EYE camera is a VGA camera 
built into the LCD screen of selected VAIOs. The 
camera can be used for multi-media functions 
such as video conferencing. All VAIOs with the 
MOTION EYE camera come with a microphone 
built into the laptop. 


Available on VGNAR38G, VGCLA38G, 
VGNFE48G, VGNFE45G, VGNSZ48GN, 
VGNSZ44GN, VGNSZ43GN and VGNUX27GN 





Improved viewing in bright light 

The unique glare filter and low reflection coating 
in a Clear Bright LCD screen reduces the impact 
of light shining directly onto it. An improved 
anti-glare coating dramatically cuts down the 
reflectivity of background lighting, so that it is 
barely visible. This is especially handy when 
using a VAIO outside or when a LCD monitor is 
placed near a bright sunlit window or in a room 
with bright lights above. 


LCD 
Glare Filter 


Regular LCD Clear Bright LCD 





Available on VGNAR38G, VGNFE48G and 


VGNFE45G 





Available on All VAlOs except VGNG118GN 





VAIO FE series 
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KEY TECHNOLOGY 





What use is a computer without software? Even the most powerful computer is useless without 
software. Purchasing software separately however, can become expensive. VAIOs are designed 
specifically with multimedia and connectivity in mind and for this reason they are supplied with a suite 
of world-class software. 


This greatly reduces the need to purchase additional software and means the great features of VAIO 
can be used the moment the computer is taken out of its box for the first time. 


Please refer to the VAIO Software Chart to identify what software is supplied with each model VAIO. 










VAIO Software Chart 
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Adobe® Photoshop® Adobe® Premiere® Elements 

Photoshop® Elements is regarded as one of the world’s best image Premiere® Elements is known worldwide as one of the leading video editing 
editing programs with simple-to-use tools for removing ‘red eye’, creating applications allowing full video editing, including customisable transitions, 
panoramas, quick fix features and much more. compositing and also support for full 10801 HDV and AVCHD editing with 


the included VAIO Edit Components plug in. 








VAIO Video & Photo Utility 


VAIO Video & Photo Utility makes it easier than ever to import and export 
videos and photos from various sources, including AVCHD, Handycam, 
Cybershot, and DLNA servers. You can then edit your video footage with 
Adobe® Premiere® Elements and your still images with Adobe® Photoshop® 
Elements. After editing, data can easily be burned on a DVD or exported 
to a Memory Stick with VAIO Content Exporter, letting you fully enjoy your 
digital lifestyle. 
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SonicStage Mastering Studio 
This advanced music mastering software lets you import analogue music 


— including old LP records and cassette tapes — edit the music, and write 
your own high-quality optimised CDs. 






Analogue stereo music source High quality optimised CDs 


SonicStage Interface 


Business Weilities available only on VGNG118GNB 


Battery Care Function VAIO Status Monitor 


The total life of the battery is extended 
by battery conservation settings for 
recharge from 50% to 80% capacity, 
rather than 100% recharge which 
could shorten battery life. 


You cen specify the amount of battery charge. 
By settingthe amount of battery charge low, battery degradation canbe 
prevented. 


Enable Battery Care Function | 
@disadles | 
@disadee | 
@disadled | 
@ Battery Care Function a | 
© Super Battery Function Enabled | | 
es ba @oinnded | 
©) The settings for Battery Care Function i 
‘on @ach 

The settings for the battery currently 

inserted: 


Battery CareFunction Settings 


Battery life will be about 80% of the one of the fully charged battery, however, this 
modeprevents battery degradation andis more effectivelf youusuallyuse the 
computer power, 

{Note} When you use the AC adapter to power the computer and the battery power is 
higherthan the desired value, ittakes time to reach the specified amount of battery 
charge. Itis recommended to discharge the batteryto less than 90% by using the 
computer with battery power. 
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For enhanced PC management, the VAIO status 
monitor displays a convenient list of settings to 
enhance workflow including security, power / 
operation, and use of such external media as CD 
/ DVD drive, card slot, and network LAN. 





Glick to DVD 


Click to DVD is user-friendly DVD creation software. Simply connect a 

DV, HDV or AVCHD camera via i.Link, select a theme, name the disc 

and click Create DVD! This will then create a professional-looking DVD 
complete with animated menus and chapter thumbnails. You can also trim 
video clips, re-order them, select your own background music, select the 
thumbnail frame, create slide shows and more, allowing you to customise 
your DVD creation. 





SoundFLlLow 


With the audio software “SoundFLOW”, the L series is a music player, 
clock, alarm and calendar. It is automatically launched to display music 
titles, artist information, time and calendar while the keyboard is folded up. 
Change the desktop background of SoundFLOW to suit your décor, with 
many designs to choose from the L Series will compliment any Surrounding. 


Peripheral Device and Storage 
Media Restriction Utility 

For peace of mind with data security 
management, users will find the capability 
to prevent writing and access to external 
media as well as peripheral devices. 


Power/Performance Settings 

To dinplay the status (Enabled or f 
Disabled) 

performance 


Peripheral Device & Storage Media Restriction Utiity can restrict use 
tor the folowing power and Stick 
setbags about VAIO. 


Setting 
of @ USB port, Memory slot, SD memory card slot, and PC card slot. 


¥ You cannot disable a USB port but restrict it to read only access. 
Mernory Stick/SO memory card/PC card 


@ do nothir \ Activate (Disable External Dewite/ Media) 


@steep @ Qwactivate {Enable Extemal Davite/Media) 


USB 
Activate (Raad-Oniv} 


@ Geactwate (Enable Witting? 
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3LCD is the core technology inside Sony’s 
complete range of data projectors. It uses three 
high-resolution LCD panels to create superb 
picture quality. The 3LCD system works by 
using special dichroic mirrors to split white light 
into red, green and blue beams. These three 
coloured beams are then passed through the 
three separate LCD panels. The LCD panels 
allow the right amount of each colour through to 
make up the correct colour for every pixel in the 
image. The red, green and blue beams are then 
recombined in a prism before being projected 
onto the screen. 


Check the details at www.3LCD.com 


The 3LCD system has many benefits: 

1) High native resolution 

2) Natural vibrant colours because all three 
primary colours are on the screen all the time 

3) No ‘rainbow effect’ because the image is 
recombined before it hits the screen 

4) Lumen for lumen, 3LCD technology will 
deliver brighter, more dynamic colours. 


KEY TECHNOLOGY 





3LCD light path 








Sony’s Off and Go feature lets you pack your 
equipment away faster when your presentation 
is over. To maximise their life all projector lamps 
need to cool down before they are packed 

away and usually this means you need to leave 
the power connected to allow the fan to keep 
running to cool the lamp 


However, Sony’s Off and Go feature keeps the 
fan running without the power connected, so you 
can unplug all the cables and pack everything 
else away while the projector lamp cools down. 


This is one more example of Sony designing 
projectors for your convenience; you do not need 
to remember to leave the power connected and 
the lamp life is maximised. 














Auto height adjustment 





To get the best image on the screen for a 
presentation, there are a number of adjustments 
that need to be made when you are setting up. 


At Sony, we have designed our projectors to 
make these adjustments for you — automatically. 
Here is how: 

1) The lens protector is an integral part of 
the projector so it cannot get lost. It opens 
automatically when the projector is turned on 
and automatically closes when the projector is 
turned off. 

2) The height adjustment is powered and 
automatically adjusts to the same height as 
last time. If that is not appropriate, change it 
with the push of a button. This new height 
is remembered. The height adjuster retracts 
automatically when the projector is turned off. 


3) Digital keystone correction happens 
automatically whenever the height is 
adjusted, so you always see a properly 
Squared-up image. 

4) The input is selected automatically. If you are 
connected to a different input from last time, 
the projector will search for the active input 
and display it on screen, saving you from 
worrying that something is not working. 

5) Auto Pixel Alignment (APA) automatically 
matches the projector’s pixel clock and phase 
to that of the computer, and also optimises 
horizontal size and shift to display the whole 
image across the full screen. 

6) Some models also incorporate Automatic 
Focus, leaving you with one less thing to 
worry about during set up. 











PROJECTORS AirShot & 


AirShot 2 is Sony’s exclusive wireless connection 
between your computer and your projector. 
AirShot delivers great image quality without 
cables, and brings features for easy set-up and 
simple switching between presenters. 


Using the latest 802.11g WiFi Wireless LAN 
technology, everything you need to make wireless 
presentations from a Windows based PC is 
supplied with the projector: the wireless card for 
the projector, a wireless USB module for your 
PC, and the application software carried on a 
USB Micro Vault. Existing WiFi infrastructure can 
also be used to run with AirShot. 





VAIO TX series 





DATA STORAGE 


Advanced 
Intelligent 
Tape 

Advanced Intelligent Tape (AIT) technology — 
developed by Sony has many benefits applicable 


to today’s demanding, high speed, high capacity 
data storage requirements. 






High Capacity 

AIT products at present extend to the SAIT1 
format offering up to 1.3TB of compressed data 
storage on a single tape. 





Memory-in cassette 


Install the application software on as many 
computers as you wish. When you plug the USB 
Wireless module into the computer, the PC will 
configure itself and search for and connect to the 
projector. The display from the computer will be 
shown on the screen in XGA resolution and in 
full colour. 


Multiple presenters can be ‘connected’ to the 
projector, and can be switched in the AirShot 
application, so a meeting can progress without 
any plugging and unplugging of cables. 


ee 


AIT Range 

AIT drives are available in a number of interfaces 
ranging from low cost ATAP/IDE, easy-connect 
USB 2.0, IEEE1394 (Firewire), Serial ATA (SATA) 
and SCSI. 


Highly Reliable Helical Scan 
Recording 

Unlike linear serpentine recording used by 
formats such as DLT and LTO, AIT drives employ 
a helical scan recording technique in which data 
tracks are written at an angle relative to the edge 
of the tape. This allows higher density recording, 
which increases efficiency, lowers operating costs 
and protects the media. 


Linear recording 


Hellical recording 


AirShot also allows connection to your wireless 
LAN infrastructure, allowing access to the 
projector by your administrator or Help Desk. 
This feature lets your organisation deliver 
assistance quickly, checking settings and 
adjusting them where necessary. 





VPLCX76 


Memory-in-Cassette (MIC) 

MIC technology comprises a chip embedded in 
the tape cassette itself. Data about tape contents 
is stored on the chip, allowing vastly accelerated 
data search times. 


Extensive Roadmap 

AIT is currently up to its 5th generation — AIT-5 
(400GB native capacity). The format is projected 
to go up to AIT-6 with an incredible native 
capacity of SOOGB on a single 8mm cartridge. 
The AIT Turbo range caters for the entry level 
section of the market, while AIT3Ex, AIT-4, 

and AIT-5 formats are suitable for higher 
capacity requirements. 
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VGCLAS8G 
15.4" PANEL PC 


Y 1.83 GHz Intel® Core™2 Duo 

Y 120 GB HDD, 1 GB RAM 

Y 15.4” Clear Bright LCD Widescreen 
Y SoundFLOW User Interface 

Y Transparent Frame 

Y MOTION EYE Camera and WiFi 


SPECIFICATIONS 

* Intel® Centrino® Duo Mobile Technology 

¢ Intel® Core™ 2 Duo Processor T5600 
(1.83 GHz) 

¢ Microsoft Windows® Vista™ Home 
Premium 

¢ Processor System Bus : 667 MHz 

¢ 2 MB L2 Cache 

¢ Intel? 945PM Express Chipset 

¢ 1 GB DDR2 SDRAM (1 x 1 GB, 1/2 
Slots occupied) 

¢ Maximum RAM : 2 GB 

¢ Memory Bus : 667 MHz 

¢ MOTION EYE Camera (VGA CMOS) with 
built-in microphone 

¢ Hard Disk : 120 GB SATA, 5400 rpm 

¢ DVD Supermulti Drive (8x Max Single 
Layer Write) 

¢ Magnesium Alloy Chassis 


VGNUX27GN 


GRAPHICS 

¢ NVIDIA® GeForce® Go 7400 

¢ Total Available Graphics Memory” : 
319 MB 

¢ 15.4” Clear Bright LCD Widescreen 
(1280 x 800) 

LITHIUM-ION BATTERY 

¢ Standard Batttery Life (JEITA) : 2 hrs 

CONNECTIVITY 

¢ Intel® Wireless 802.11b/g 

¢ RJ45 Ethernet (10/100) 

* RJ11 Modem (v.90, v.92 compliant) 

¢ 4 x USB 2.0 

° j.Link / Firewire : 4-pin 

¢ Memory Stick Pro / Pro Duo Slot 

¢ SD Card Slot 

* ExpressCard™: 34/54 mm 

¢ PCMCIA Type | / II 

¢ Stereo Microphone In 


4.5” ULTRA PORTABLE PC 


Y 1.33 GHz Intel® Core™ Solo 
¥Y 40 GB HDD, 1 GB RAM 


VY 4.5” White LED Clear Bright LCD Widescreen 


WY Touchscreen 


Y MOTION EYE Camera on both sides of the unit 


Y Bluetooth® and WiFi 


SPECFICATIONS 

* Intel® Centrino® Mobile Technology 

¢ Intel® Core™ Solo Processor U1500 
(1.33 GHz) 

¢ Microsoft Windows® Vista™ Business 

* Processor System Bus : 533 MHz 

¢ 2 MB L2 Cache 

* Intel® 945GMS Express Chipset 

¢ 1 GB DDR2 SDRAM (1 GB onboard) 

¢ Maximum RAM : 1 GB 

¢ Memory Bus : 400 MHz 

* MOTION EYE Camera x 2 (VGA and 
1.3 MP CMOS) with built-in microphone 

¢ Hard Disk : 40 GB Ultra ATA/100, 
4200 rpm 

* Hard Drive Shock Protection 

¢ Magnesium Alloy Chassis 

GRAPHICS 

¢ Intel® Media Accelerator 950 

* Total Available Graphics Memory” : 
224 MB 


VGNTXS6GN 


@- ¢ 4.5” White LED Clear Bright LCD 


Widescreen (1024 x 600) 

LITHIUM-ION BATTERY 

¢ Standard Batttery Life (JEITA) : 3 hrs 

¢ Extended Battery Life (JEITA) : 6.5 hrs* 

SECURITY 

¢ Biometric Fingerprint Sensor 

¢ Hard Drive Password Protection 

CONNECTIVITY 

* Intel® Wireless 802.1la/b/g 

¢ RJ45 Ethernet (10/100) (On Supplied 
Adaptor / Port Replicator) 

* Bluetooth® 2.0+EDR 

° 1 x USB 2.0, 3 x USB 2.0 (On Supplied 
Port Replicator) 

* j.Link / Firewire : 4-pin (On Supplied Port 
Replicator) 

¢ Memory Stick Pro Duo Slot 

* Compact Flash Type || 

* Stereo Microphone In 

¢ Headphone Out 


11.1” ULTRA MOBILE LAPTOP 


Y 1.20 GHz Intel® Core™ Solo 
Y 60 GB HDD, 1 GB RAM 
Y Fingerprint Sensor and TPM Chip 


Y Multi-layered Carbon Fibre and Carbon Composite Chassis 
¥Y 11.1” White LED Clear Bright LCD Widescreen 


¥Y Hard Drive Shock Protection 
~ 9 hour battery life, 1.25kg weight 
Y Instant AV Mode 


SPECIFICATIONS 

* Intel® Centrino® Mobile Technology 

* Intel® Core™ Solo Processor U1400 
(1.20 GHz) 

¢ Microsoft Windows® Vista™ Business 

* Processor System Bus : 533 MHz 

¢ 2 MB L2 Cache 

* Intel® 945GMS Express Chipset 

* 1 GB DDR2 SDRAM (1 / 1 slot occupied, 
512 MB onboard) 

¢ Maximum RAM : 1.5 GB 

¢ Memory Bus : 533 MHz 

¢ Hard Disk : 60 GB Ultra ATA/100, 
4200 rpm 

¢ Hard Drive Shock Protection 

¢ DVD Supermulti Drive (8x Max Single 
Layer Write) 

¢ Multi-layered Carbon Fibre and Carbon 
Composite Chassis 





v? 


GRAPHICS 

¢ Intel® Media Accelerator 950 

* Total Available Graphics Memory™ : 
224 MB 

¢ 11.1” White LED Clear Bright LCD 
Widescreen (1366 x 768) 

LITHIUM-ION BATTERY 

* Standard Batttery Life (JEITA) : 9 hrs 

¢ Extended Battery Life (JEITA) : 14.5 hrs* 

SECURITY 

¢ Biometric Fingerprint Sensor 

* Hard Drive Password Protection 

* Trusted Platform Module (TPM) 1.2 Chip 

CONNECTIVITY 

* Intel® Wireless 802.1la/b/g 

¢ RJ45 Ethernet (10/100) 

* RJ11 Modem (v.90, v.92 compliant) 

¢ Bluetooth® 2.0+EDR 

*2x USB 2.0 


¢ Headphone Out 

¢ Stereo Line-In 

DIMENSIONS AND WEIGHT 

¢ Dimensions (WxHxDmm) : 
470.2 x 289.9 x 141.7 
(Minimal tilt with folded 
keyboard) 

¢ Dimensions (WxHxDmm) : 
470.2 x 257.9 x 363.5 (Maximum tilt 
with opened keyboard) 

¢ Weight : 4.5kg (inc. supplied battery) 


SUPPLIED ACCESORIES 

* AC Power Adaptor (VGP-AC19V12) 
¢ Lithium-lon Battery (VGP-BPS2B) 
* 8cm Disc Adaptor (VGP-VDA1) 





** The system shares its video memory with the main memo 





* AV Out (On Supplied Adaptor / Port 
Replicator) 

* Monitor D-Sub 15-pin (On Supplied 
Adaptor / Port Replicator) 

DIMENSIONS AND WEIGHT 

¢ Dimensions (WxHxDmm) : 
150.2 x 95-100.5 x 32.2-38.2 

* Weight : 520g (inc. supplied battery) 


SUPPLIED ACCESSORIES 

¢ AC Power Adaptor (VGP-AC16V7) 
* Lithium-lon Battery (VGP-BPS6) 
¢ Display / LAN Adaptor 

¢ Port Replicator 

¢ Folding Stand 

¢ Carry Pouch 

° Stylus 








_ Extended Battery : VGPBPL6 
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#Optional extended batter 
** The system shares its video memory with the main memor 





° j.Link / Firewire : 4-pin 

¢ Memory Stick Pro / Pro Duo 
Slot 

¢ SD Card Slot 

¢ PCMCIA Type | / II 

¢ Stereo Microphone In 

¢ Headphone Out 

¢ Monitor D-Sub 15-pin 

DIMENSIONS AND WEIGHT 

* Dimensions (WxHxDmm) : 
212.0 21-285 0195.1 

¢ Weight : 1.25kg (inc. 
supplied battery) 





SUPPLIED ACCESSORIES 

¢ AC Power Adaptor (VGP-AC16V8) 
¢ Lithium-lon Battery (VGP-BPS5A) 
* Headphones (MDR-Q22LP/SO2) 









Extended Battery : V@2PBPL5A 





_ Port Replicator : VG 





#Optional extended batter 
** The system shares its video memory with the main memory 


*SRP is manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice 


VGNTXS7GN 


11.1” ULTRA MOBILE LAPTOP 


Y 1.33 GHz Intel® Core™ Solo 
¥Y 80GB HDD, 1 GB RAM 
Y Fingerprint Sensor and TPM Chip 


Y Multi-layered Carbon Fibre and Carbon Composite Chassis 
¥Y 11.1” White LED Clear Bright LCD Widescreen 


Y Hard Drive Shock Protection 
V 9 hour battery life, 1.25kg weight 
Y Instant AV Mode 


SPECIFICATIONS 

¢ Intel® Centrino® Mobile Technology 

¢ Intel® Core™ Solo Processor U1500 
(1.33 GHz) 

¢ Microsoft Windows® Vista™ Business 

¢ Processor System Bus : 533 MHz 

¢ 2 MB L2 Cache 

¢ Intel® 945GMS Express Chipset 


* 1 GB DDR2 SDRAM (1 / 1 slot occupied, 


512 MB onboard) 

¢ Maximum RAM : 1.5 GB 

¢ Memory Bus : 533 MHz 

¢ Hard Disk : 80 GB Ultra ATA/100, 
4200 rpm 

e Hard Drive Shock Protection 

¢ DVD Supermulti Drive (8x Max Single 
Layer Write) 


VGNG1 18GN 
12.1" ULTRA MOBILE 


VY 1.33 GHz Intel® Core™ Solo 
Y 100 GB HDD, 1 GB RAM 


= ¥ Fingerprint Sensor and TPM Chip 


VY Three Surface Carbon Structure 

Y 12.1” White LED LCD, 4:3 ratio 

Y Hard Drive Shock Protection 

Y 11.5 hour battery life, 1.15kg weight 
Y Bluetooth® and WiFi 


SPECIFICATIONS 

¢ Intel® Centrino® Mobile Technology 

e Intel® Core™ Solo Processor U1500 
(1.33 GHz) 

¢ Microsoft Windows® Vista™ Business 

¢ Processor System Bus : 533 MHz 

¢ 2 MB L2 Cache 

¢ Intel® 945GMS Express Chipset 


¢ 1 GB DDR2 SDRAM (1 / 1 slot occupied, 


512 MB onboard) 

¢ Maximum RAM : 1.5 GB 

¢ Memory Bus : 533 MHz 

¢ Hard Disk : 100 GB Ultra ATA/100, 
4200 rpm 

e Hard Drive Shock Protection 

¢ DVD Supermulti Drive (8x Max Single 
Layer Write) 

e Three Surface Carbon Structure 

GRAPHICS 

¢ Intel® Media Accelerator 950 


VGNCeE16GF 


@ © Multi-layered Carbon Fibre and Carbon 


Composite Chassis 
GRAPHICS 
¢ Intel® Media Accelerator 950 
* Total Available Graphics Memory” : 
224 MB 
¢ 11.1” White LED Clear Bright LCD 
Widescreen (1366 x 768) 
LITHIUM-ION BATTERY 
¢ Standard Batttery Life (JEITA) : 9 hrs 
¢ Extended Battery Life (JEITA) : 14.5 hrs* 
SECURITY 


@ © Biometric Fingerprint Sensor 
@ © Hard Drive Password Protection 
@» ¢ Trusted Platform Module (TPM) 1.2 Chip 


BUSINESS LAPTOP 


¢ Total Available Graphics Memory” : 
224 MB 

¢ 12.1” White LED LCD (1024 x 768) 

LITHIUM-ION BATTERY 

¢ Standard Batttery Life (JEITA) : 11.5 hrs 

SECURITY 

¢ Biometric Fingerprint Sensor 

¢ Hard Drive Password Protection 

¢ Trusted Platform Module (TPM) 1.2 Chip 

CONNECTIVITY 

e Intel® Wireless 802.1la/b/g 

¢ RJ45 Ethernet (10/100) 

¢ RJ11 Modem (v.90, v.92 compliant) 

¢ Bluetooth® 2.0+EDR 

© 2 xX USB 2.0 

¢ Memory Stick Pro / Pro Duo Slot 

¢ SD Card Slot 

* PCMCIA Type | / II 

¢ Stereo Microphone In 

* Headphone Out 

¢ Monitor D-Sub 15-pin 


13.3” LIFESTYLE LAPTOP 


Y 1.60 GHz Intel® Pentium® Dual-Core 
¥Y 80 GB HDD, 512 MB RAM 

Y 13.3” Clear Bright LCD Widescreen 
V Full Pitch Keyboard 

Y Bluetooth® and WiFi 


SPECIFICATIONS 

¢ Intel® Pentium® Dual-Core Processor 
T2060 (1.60 GHz) 

* Microsoft Windows® Vista™ Home Basic 

e Processor System Bus : 533 MHz 

¢ 1 MB L2 Cache 

¢ Intel® 945GM Express Chipset 

¢ 512 MB DDR2 SDRAM (1 x 512 MB, 1 
/ 2 slots occupied) 

¢ Maximum RAM : 2 GB 

e Memory Bus : 533 MHz 

¢ Hard Disk : 80 GB SATA, 5400 rpm 

¢ DVD Supermulti Drive (8x Max Single 
Layer Write) 

¢ Magnesium Alloy Chassis 

GRAPHICS 

¢ Intel® Media Accelerator 950 

¢ Total Available Graphics Memory” : 
64 MB 


@e © 13.3” Clear Bright LCD Widescreen 


(1280 x 800) 
LITHIUM-ION BATTERY 
¢ Standard Batttery Life (JEITA) : 3.5 hrs 
¢ Extended Battery Life (JEITA) : 5.5 hrs* 
CONNECTIVITY 
¢ Intel® Wireless 802.11b/g 
¢ RJ45 Ethernet (10/100) 
¢ RJ11 Modem (v.90, v.92 compliant) 
¢ Bluetooth® 2.0+EDR 
«2x USB 2.0 
¢ j.Link / Firewire : 4-pin 
¢ Memory Stick Pro / Pro Duo Slot 
¢ ExpressCard™: 34 mm 
¢ Stereo Microphone In 
¢ Headphone Out 
¢ S-Video Out 
¢ Monitor D-Sub 15-pin 


be Refer to KEY TECHNOLOGY pages for detailed information. 








CONNECTIVITY 
¢ Intel® Wireless 802.1la/b/g 
¢ RJ45 Ethernet (10/100) 
¢ RJ11 Modem (v.90, v.92 compliant) 
¢ Bluetooth® 2.0+EDR 
«2x USB 2.0 
¢ j.Link / Firewire : 4-pin 
¢ Memory Stick Pro / Pro Duo Slot 
¢ SD Card Slot 
¢ PCMCIA Type | / II 
¢ Stereo Microphone In 
¢ Headphone Out 
¢ Monitor D-Sub 15-pin 
DIMENSIONS AND WEIGHT 
¢ Dimensions (WxHxDmm) : 
CI2a% 21226.0% 1901 
¢ Weight : 1.25kg (inc. supplied battery) 


SUPPLIED ACCESSORIES 

e AC Power Adaptor (VGP-AC16V8) 
e Lithium-lon Battery (VGP-BPS5A) 
¢ Headphones (MDR-Q22LP/S02) 


Available in Black (VGN-TX57GN/B), 
and Copper (VGN-TX57GN/T) 


#Optional extended battery. 
** The system shares its video memory with the main memory. 


DIMENSIONS AND WEIGHT 

¢ Dimensions (WxHxDmm) : 
277% 29.5229:5 x 215 

e Weight : 1.15kg (inc. supplied 
battery) 


SUPPLIED ACCESSORIES 
¢ AC Power Adaptor (VGP-AC16V11) 
¢ Lithium-lon Battery (VGP-BPL7) 











Semi-hard Carrying Case : VGPCKG1}_ Leather Carrying Cover: VGPCVG1T | Battery : VGPBPL7 


| 
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| 
** The system shares its video memory with the main memory. 





DIMENSIONS AND WEIGHT 

¢ Dimensions (WxHxDmm) : 
329.6 x 36.7-37.2 x 235.5 

¢ Weight : 2.3kg (inc. supplied 
battery) 


SUPPLIED ACCESSORIES 

¢ AC Power Adaptor 
(VGP-AC19V12) 

¢ Lithium-lon Battery 
(VGP-BPS2C) 

¢ ExpressCard ™ Memory ' 
Card Adaptor (VGP- i 
MCA20) : Memory Stick ' 
Pro, SD, MMC, xD ' 








Port Replicator : VGPPRC1 





_ Extended Battery : VGPBPL2C 





** The system shares its video memory with the main memory. 
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VGNC25G 
13.3” LIFESTYLE LAPTOP 


Y 1.66 GHz Intel® Core™2 Duo 

Y 80 GB HDD, 1 GB RAM 

Y 13.3” Clear Bright LCD Widescreen 
Y Full Pitch Keyboard 

Y Bluetooth® and WiFi 


SPECIFICATIONS @» ¢ 13.3” Clear Bright LCD Widescreen 
* Intel® Centrino® Duo Mobile Technology (1280 x 800) 
¢ Intel® Core™ 2 Duo Processor T5500 LITHIUM-ION BATTERY 
(1.66 GHz) ¢ Standard Batttery Life (JEITA) : 3.5 hrs 
¢ Microsoft Windows® Vista™ Home ¢ Extended Battery Life (JEITA) : 5 hrs* 
Premium CONNECTIVITY 


¢ Processor System Bus : 667 MHz 

¢ 2 MB L2 Cache 

¢ Intel® 945PM Express Chipset 

¢ 1 GB DDR2 SDRAM (1 x 1 GB, 1 / 2 
slots occupied) 

¢ Maximum RAM : 2 GB 

¢ Memory Bus : 533 MHz 

¢ Hard Disk : 80 GB SATA, 5400 rpm 

¢ DVD Supermulti Drive (8x Max Single 


¢ Intel® Wireless 802.1la/b/g 

¢ RJ45 Ethernet (10/100) 

¢ RJ11 Modem (v.90, v.92 compliant) 
¢ Bluetooth® 2.0+EDR 

«2x USB 2:0 

¢ j.Link / Firewire : 4-pin 

¢ Memory Stick Pro / Pro Duo Slot 

e ExpressCard™: 34 mm 

¢ Stereo Microphone In 


Layer Write) ¢ Headphone Out 
¢ Magnesium Alloy Chassis ¢ S-Video Out 
GRAPHICS ¢ Monitor D-Sub 15-pin 


¢ NVIDIA® GeForce® Go 7400 
* Total Available Graphics Memory”™ : 
319 MB 


DIMENSIONS AND WEIGHT 
¢ Dimensions (WxHxDmm) : 
329.6 x 36.7-37.2 x 235.6 
° Weight : 2.3kg (inc. supplied battery) 


VGNSZ43GN 
13.3” PERFORMANCE MOBILE LAPTOP 


Y 1.66 GHz Intel® Core™ 2 Duo 

¥Y 80 GB HDD, 1 GB RAM 

VY Fingerprint Sensor and TPM Chip 

Y 13.3” Clear Bright LCD Widescreen 

Y Hybrid Graphic System 

Y MOTION EYE Camera, Bluetooth® and WiFi 


SPECIFICATIONS GRAPHICS 
* Intel® Centrino® Duo Mobile Technology @ * Hybrid Graphic System 
* Intel® Core™ 2 Duo Processor T5500 ¢ NVIDIA® GeForce® Go 7400 and Intel® 


(1.66 GHz) 

¢ Microsoft Windows® Vista™ Business 

¢ Processor System Bus : 667 MHz 

¢ 2 MB L2 Cache 

¢ Intel® 945GM Express Chipset 

* 1 GB DDR2 SDRAM (1 x 1 GB, 1/2 
slots occupied) 

¢ Maximum RAM : 2 GB 

¢ Memory Bus : 533 MHz 


Media Accelerator 950 Selectable 

* Total Available Graphics Memory” : 
319 MB 

¢ 13.3” Clear Bright LCD Widescreen 
(1280 x 800) 

LITHIUM-ION BATTERY 

¢ Standard Batttery Life (JEITA) : 5.5 hrs 
(Stamina Mode) 

¢ Extended Battery Life (JEITA) : 8.5 hrs* 


¢ MOTION EYE Camera (VGA CMOS) with (Stamina Mode) 
built-in microphone SECURITY 

¢ Hard Disk : 80 GB SATA, 5400 rpm @- © Biometric Fingerprint Sensor 

* Hard Drive Shock Protection @- ¢ Hard Drive Password Protection 

¢ DVD Supermulti Drive (8x Max Single @» © Trusted Platform Module (TPM) 1.2 Chip 
Layer Write) CONNECTIVITY 

¢ Magnesium Alloy Chassis * Intel® Wireless 802.1la/b/g 

¢ RJ45 Ethernet (10/100) 

VGNSZ44GN 

13.3” PERFORMANCE MOBILE LAPTOP 

Y 1.83 GHz Intel® Core™2 Duo 

Y 100 GB HDD, 1 GB RAM 

Y Fingerprint Sensor and TPM Chip 

Y 13.3” Clear Bright LCD Widescreen 

Y Hybrid Graphic System 

Y MOTION EYE Camera, Bluetooth® and WiFi 


SPECIFICATIONS ¢ NVIDIA® GeForce® Go 7400 and Intel® 
¢ Intel® Centrino® Duo Mobile Technology Media Accelerator 950 Selectable 
¢ Intel® Core™ 2 Duo Processor T5600 ¢ Total Available Graphics Memory” : 


(1.83 GHz) 319 MB 
¢ Microsoft Windows® Vista™ Business @ © 13.3” Clear Bright LCD Widescreen 
¢ Processor System Bus : 667 MHz (1280 x 800) 
¢ 2 MB L2 Cache LITHIUM-ION BATTERY 
¢ Intel® 945GM Express Chipset ¢ Standard Batttery Life (JEITA) : 5.5 hrs 
¢ 1 GB DDR2 SDRAM (1 x 1 GB, 1/2 (Stamina Mode) 
slots occupied) ¢ Extended Battery Life (JEITA) : 8.5 hrs* 
¢ Maximum RAM : 2 GB (Stamina Mode) 
¢ Memory Bus : 533 MHz SECURITY 
¢ MOTION EYE Camera (VGA CMOS) with @ * Biometric Fingerprint Sensor 
built-in microphone ¢ Hard Drive Password Protection 
¢ Hard Disk : 100 GB SATA, 5400 rpm ¢ Trusted Platform Module (TPM) 1.2 Chip 
¢ Hard Drive Shock Protection CONNECTIVITY 
¢ DVD Supermulti Drive (8x Max Single * Intel® Wireless 802.1la/b/g 
Layer Write) ¢ RJ45 Ethernet (10/100) 
¢ Magnesium Alloy Chassis ¢ RJ11 Modem (v.90, v.92 compliant) 
GRAPHICS ¢ Bluetooth® 2.0+EDR 
¢ Hybrid Graphic System ¢ 2 x USB 2.0 


v? 






SUPPLIED ACCESSORIES 

¢ AC Power Adaptor 
(VGP-AC19V12) 

¢ Lithium-lon Battery 
(VGP-BPS2C) 

¢ ExpressCard” Memory Card 
Adaptor (VGP-MCA20) : Memory 
Stick Pro, SD, MMC, xD 


Available in 

Black (VGN-C25G/B), 
White (VGN-C25G/W), 
Green (VGN-C25G/G), 
Grey (VGN-C25G/H), 
Blue (VGN-C25G/L), and 
Pink (VGN-C25G/P) 





_ Extended Battery : VGPBPL2C Port Replicator : V@2PPRC1 





#Optional extended batter 
** The system shares its video memory with the main memor 


¢ RJ11 Modem (v.90, v.92 compliant) 
¢ Bluetooth® 2.0+EDR 
¢ 2 x USB 2.0 
¢ j.Link / Firewire : 4-pin 
¢ Memory Stick Pro Duo Slot 
¢ ExpressCard™: 34 mm 
¢ PCMCIA Type | / II 
* Stereo Microphone In 
¢ Headphone Out 
¢ Monitor D-Sub 15-pin 
DIMENSIONS AND WEIGHT 
* Dimensions (WxHxDmm) : 
315 x 24.7-36 x 234.3 
° Weight : 1.85kg (inc. supplied battery) 


SUPPLIED ACCESSORIES 
¢ AC Power Adaptor (VGP-AC19V12) 





¢ Lithium-lon Battery (VGP-BPS2C) 

¢ ExpressCard™ Memory Card Adaptor 
(VGP-MCA20) : Memory Stick Pro, SD, 
MMC, xD 








» Extended Battery : V@GPBPL2C 





#Optional extended batter’ 
** The system shares its video memory with the main memor 


¢ j.Link / Firewire : 4-pin 

¢ Memory Stick Pro Duo Slot 

¢ ExpressCard™: 34 mm 

¢ PCMCIA Type | / II 

¢ Stereo Microphone In 

¢ Headphone Out 

¢ Monitor D-Sub 15-pin 

DIMENSIONS AND WEIGHT 

¢ Dimensions (WxHxDmm) : 
315 x 24.7-36 *% 234.3 

¢ Weight : 1.85kg (inc. supplied battery) 


SUPPLIED ACCESSORIES 
¢ AC Power Adaptor (VGP-AC19V12) 
¢ Lithium-lon Battery (VGP-BPS2C) 
¢ ExpressCard™ Memory Card Adaptor 
(VGP-MCA20) : 
Memory Stick Pro, SD, MMC, xD 








' Extended Battery : V@PBPL2C 





#Optional extended battery 
** The system shares its video memory with the main memory 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice 


VGNSZ48GN 
13.3” PERFORMANCE MOBILE LAPTOP 


= Y 2.00 GHz Intel® Core™ 2 Duo 
Y 160 GB HDD, 1 GB RAM 
» ¥Y Fingerprint Sensor and TPM Chip 
- Y Multi-layered Carbon Fibre LCD Chassis 
= ¥Y 13.3” White LED Clear Bright LCD Widescreen 
» ¥Y Hybrid Graphic System 
= Y MOTION EYE Camera, Bluetooth® and WiFi 


SPECIFICATIONS GRAPHICS 
- © Intel® Centrino® Duo Mobile Technology @. * Hybrid Graphic System 
¢ Intel® Core™ 2 Duo Processor T7200 ¢ NVIDIA® GeForce® Go 7400 and Intel® 
(2.00 GHz) Media Accelerator 950 Selectable 
¢ Microsoft Windows® Vista™ Business * Total Available Graphics Memory” 
¢ Processor System Bus : 667 MHz 319 MB 
¢ 4 MB L2 Cache ¢ 13.3” White LED Clear Bright LCD 
¢ Intel®? 945GM Express Chipset Widescreen (1280 x 800) 
¢ 1 GB DDR2 SDRAM (1 x 1 GB, 1/2 LITHIUM-ION BATTERY 
slots occupied) ¢ Standard Batttery Life (JEITA) : 6.5 hrs 
¢ Maximum RAM : 2 GB (Stamina Mode) 
¢ Memory Bus : 533 MHz ¢ Extended Battery Life (JEITA) : 10 hrs* 
~ * MOTION EYE Camera (VGA CMOS) with (Stamina Mode) 
built-in microphone SECURITY 
¢ Hard Disk : 160 GB SATA, 5400 rpm @- ¢ Biometric Fingerprint Sensor 
» © Hard Drive Shock Protection @- ¢ Hard Drive Password Protection 
¢ DVD Supermulti Drive (8x Max Single @ ° Trusted Platform Module (TPM) 1.2 Chip 
Layer Write) CONNECTIVITY 
¢ Multi-layered Carbon Fibre and * Intel® Wireless 802.1la/b/g 
Magnesium Alloy Chassis ¢ RJ45 Ethernet (10/100) 
¢ RJ11 Modem (v.90, v.92 compliant) 


VGNFE4SSG 
15.4” PERFORMANCE MULTIMEDIA LAPTOP 


= ¥Y 1.83 GHz Intel® Core™2 Duo 
¥Y 100 GB HDD, 1 GB RAM 

- ¥Y 15.4” Clear Bright High Colour LCD Widescreen 
VY Full Pitch Keyboard 

= Y MOTION EYE Camera, Bluetooth® and WiFi 


SPECIFICATIONS 
¢ Intel® Centrino® Duo Mobile Technology 
¢ Intel® Core™ 2 Duo Processor T5600 


GRAPHICS 
* NVIDIA® GeForce® Go 7600 
* Total Available Graphics Memory™ 


(1.83 GHz) 383 MB 
¢ Microsoft Windows® Vista™ Home ¢ 15.4” Clear Bright High Colour LCD 
Premium Widescreen (Dual Lamp, 1280 x 800) 


LITHIUM-ION BATTERY 

¢ Standard Batttery Life (JEITA) : 2.5 hrs 
e Extended Battery Life (JEITA) : 4.5 hrs* 
CONNECTIVITY 

¢ Intel® Wireless 802.1la/b/g 

¢ RJ45 Ethernet (10/100) 

¢ RJ11 Modem (v.90, v.92 compliant) 

¢ Bluetooth® 2.0+EDR 

«3x USB z.0 

¢ j.Link / Firewire : 4-pin 

¢ Memory Stick Pro Duo Slot 

e ExpressCard™: 34 mm 

¢ PCMCIA Type | / II 

¢ Stereo Microphone In 


¢ Processor System Bus : 667 MHz 

¢ 2 MB L2 Cache 

* Intel® 945PM Express Chipset 

* 1 GB DDR2 SDRAM (1 x 1 GB, 1/2 
slots occupied) 

¢ Maximum RAM : 2 GB 

¢ Memory Bus : 667 MHz 

- © MOTION EYE Camera (VGA CMOS) with 

built-in microphone 

¢ Hard Disk : 100 GB SATA, 5400 rpm 

¢ DVD Supermulti Drive (8x Max Single 
Layer Write) 

¢ Magnesium Alloy Chassis 


VGNFE48G 
15.4” PERFORMANCE MULTIMEDIA LAPTOP 


" Y 2.00 GHz Intel® Core™2 Duo 
Y 160 GB HDD, 1 GB RAM 

- ¥Y 15.4” Clear Bright High Colour LCD Widescreen 
Y Full Pitch Keyboard 

= Y MOTION EYE Camera, Bluetooth® and WiFi 


SPECIFICATIONS 
- © Intel® Centrino® Duo Mobile Technology 
- ¢ Intel® Core™2 Duo Processor T7200 


* Total Available Graphics Memory” 
383 MB 
¢ 15.4” Clear Bright High Colour LCD 


(2.00 GHz) Widescreen (Dual Lamp, 1280 x 800) 
¢ Microsoft Windows® Vista™ Home LITHIUM-ION BATTERY 
Premium * Standard Batttery Life (JEITA) : 2.5 hrs 


e Extended Battery Life (JEITA) : 4 hrs* 
CONNECTIVITY 

¢ Intel® Wireless 802.1la/b/g 

¢ RJ45 Ethernet (10/100) 

¢ RJ11 Modem (v.90, v.92 compliant) 
¢ Bluetooth® 2.0+EDR 

¢ 3 x USB 2.0 

¢ j.Link / Firewire : 4-pin 

¢ Memory Stick Pro Duo Slot 

¢ ExpressCard™: 34 mm 

¢ PCMCIA Type | / II 


* Processor System Bus : 667 MHz 

¢ 4 MB L2 Cache 

¢ Intel® 945PM Express Chipset 

¢ 1 GB DDR2 SDRAM (1 x 1 GB, 1/2 
slots occupied) 

¢ Maximum RAM : 2 GB 

¢ Memory Bus : 667 MHz 

- © MOTION EYE Camera (VGA CMOS) with 

built-in microphone 

¢ Hard Disk : 160 GB SATA, 5400 rpm 

¢ DVD Supermulti Drive (8x Max Single 


Layer Write) ¢ Stereo Microphone In 
¢ Magnesium Alloy Chassis ¢ Headphone Out 
GRAPHICS ¢ S-Video Out 


¢ NVIDIA® GeForce® Go 7600 ¢ Monitor D-Sub 15-pin 


¢ Bluetooth® 2.0+EDR 

«2 XUSB 2.0 

e j.Link / Firewire : 4-pin 

¢ Memory Stick Pro Duo Slot 

¢ ExpressCard™: 34 mm 

¢ PCMCIA Type | / II 

e Stereo Microphone In 

¢ Headphone Out 

¢ Monitor D-Sub 15-pin 

DIMENSIONS AND WEIGHT 

¢ Dimensions (WxHxDmm) : 
315 x 21.8-32.6 x 234.3 

¢ Weight : 1.69kg (inc. supplied battery) 


SUPPLIED ACCESSORIES | 

¢ AC Power Adaptor (VGP-AC19V12) i 

* Lithium-lon Battery (VGP-BPS2C) 

* ExpressCard™ Memory Card Adaptor 
(VGP-MCA20) : Memory Stick Pro, SD, L. 
MMC, xD 





ort Replicator : V@42PPRSZ1 





Sy rare DETOnRURAL- TOMO ROIEOInSIORORG SRSA ORO STARS HERERO GHIA Nona MORAN HOHG 


#Optional ‘steriled barter 
** The system shares its video memory with the main memory. 


¢ Headphone Out 

¢ S-Video Out 

¢ Monitor D-Sub 15-pin 

DIMENSIONS AND WEIGHT 

¢ Dimensions (WxHxDmm) : 
366 x 26-35.3 x 274.5 

¢ Weight : 2.8kg (inc. supplied 
battery) 


SUPPLIED ACCESSORIES 
¢ AC Power Adaptor 

(VGP-AC19V12) | 

¢ Lithium-lon Battery ' 

(VGP-BPS2B) | 

| 





Extended Battery : V@PBPL2C Port Replicator : V@PPRFE1 


¢ ExpressCard ™ Memory 
Card Adaptor (VGP- 
MCA20) : Memory Stick 
Pro, SD, MMC, xD 
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~ Optional oaanded: fisteaey 
** The system shares its video memory with the main memory. 
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DIMENSIONS AND WEIGHT 

¢ Dimensions (WxHxDmm) : 
366 x 26-35.3 x 274.5 

° Weight : 2.8kg (inc. supplied 
battery) 


SUPPLIED ACCESSORIES 

e AC Power Adaptor 
(VGP-AC19V12) 

¢ Lithium-lon Battery 
(VGP-BPS2B) 

¢ ExpressCard™ Memory 
Card Adaptor (VGP- 
MCA20) : Memory Stick : 
Pro, SD, MMC, xD 





Extended Battery : VGPBPL2C Port Replicator : V@PPRFE1 
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“#Optional extended sian 
** The system shares its video memory with the main memory. 


we Refer to KEY TECHNOLOGY pages for detailed information. t Included software refer to VAIO Software in Key Technology for details. 
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VGNING 7h 


15.4” MULTIMEDIA LAPTOP 


Y 1.60 GHz Intel® Core™ 2 Duo 

Y 80 GB HDD, 512 MB RAM 

Y 15.4” Clear Bright LCD Widescreen 
VY Full Pitch Keyboard and WiFi 


SPECIFICATIONS 

¢ Intel® Centrino® Duo Mobile Technology 

¢ Intel® Core™ 2 Duo Processor T5200 
(1.60 GHz) 

¢ Microsoft Windows® Vista™ Home Basic 

* Processor System Bus : 533 MHz 

¢ 2 MB L2 Cache 

* Intel® 945GM Express Chipset 

¢ 512 MB DDR2 SDRAM (1 x 512 MB, 
1 / 2 slots occupied) 

¢ Maximum RAM : 2 GB 

¢ Memory Bus : 533 MHz 

¢ Hard Disk : 80 GB SATA, 5400 rpm 

¢ DVD Supermulti Drive (8x Max Single 
Layer Write) 

GRAPHICS 

¢ Intel® Media Accelerator 950 

* Total Available Graphics Memory” : 
64 MB 

¢ 15.4” Clear Bright LCD Widescreen 
(1280 x 800) 


VGNARS8G 


LITHIUM-ION BATTERY 
¢ Standard Batttery Life (JEITA) : 3 hrs 
¢ Extended Battery Life (JEITA) : 6 hrs* 
CONNECTIVITY 
* Intel® Wireless 802.1la/b/g 
¢ RJ45 Ethernet (10/100) 
¢ RJ11 Modem (v.90, v.92 compliant) 
¢ 2 x USB 2.0 
¢ j.Link / Firewire : 4-pin 
¢ Memory Stick Pro / Pro Duo Slot 
¢ SD Card Slot 
¢ ExpressCard™: 34 mm 
¢ Stereo Microphone In 
¢ Headphone Out 
¢ Monitor D-Sub 15-pin 
DIMENSIONS AND WEIGHT 
* Dimensions (WxHxDmm) : 
364 x 29-38.9 x 264.5 
¢ Weight : 2.95kg (inc. supplied battery) 


17” HIGH DEFINITION MULTIMEDIA LAPTOP 


Y 2.16 GHz Intel® Core™ 2 Duo 
¥Y 240 GB HDD, 2 GB RAM 


VY 17” HD Clear Bright High Colour LCD Widescreen 


Y High Definition Multimedia Interface (HDMI) 


Y Blu-ray Burner / Player (Dual Layer) 


V Full Pitch Keyboard, Illuminated Logo under LCD 


Y MOTION EYE Camera, Bluetooth® and WiFi 


SPECIFICATIONS 

* Intel® Centrino® Duo Mobile Technology 

¢ Intel® Core™ 2 Duo Processor T7400 
(2.16 GHz) 

¢ Microsoft Windows® Vista™ Home 
Premium 

¢ Processor System Bus : 667 MHz 

¢* 4 MB L2 Cache 

¢ Intel® 945PM Express Chipset 

¢ 2 GB DDR2 SDRAM (2 x 1 GB, 2/2 
slots occupied) 

¢ Maximum RAM : 2 GB 

¢« Memory Bus : 667 MHz 

* MOTION EYE Camera (VGA CMOS) with 
built-in microphone 

¢ Hard Disk : 240 GB (2 x 120 GB SATA) 
RAID O/ 1, 5400 rpm 

* Blu-ray Burner 

¢ Magnesium Alloy Chassis 


GRAPHICS 

¢ NVIDIA® GeForce® Go 7600 GT 

* Total Available Graphics Memory” : 
527 MB 

¢ 17” Clear Bright High Colour LCD 
Widescreen (Dual Lamp, 1920 x 1200) 

LITHIUM-ION BATTERY 

¢ Standard Batttery Life (JEITA) : 1.5 hrs 

¢ Extended Battery Life (JEITA) : 2 hrs* 

CONNECTIVITY 

* Intel® Wireless 802.11a/ b/g 

¢ RJ45 Ethernet (10/100) 

* RJ11 Modem (v.90, v.92 compliant) 

¢ Bluetooth® 2.0+EDR 

3 x USE 2.0 

¢ j.Link / Firewire : 4-pin 

* Memory Stick Pro / Pro Duo Slot 

¢ SD Card Slot 

¢ ExpressCard™: 34 / 54 mm 


VAIO PORT REPLICATORS 


VGPPRC1 $359.00 * 


SPECIFICATIONS 


* Monitor : Analogue RGB (D-SUB 15-pin) 


and DVI-D 

¢ Network Connector : RJ-45 
(10/100/1000) 

¢ USB: 3 x Type A 

¢ Dimensions (WxHxDmm) : 
343 x 34.6 x 213 

¢ Weight : 1600 g 

¢ Suits the “C” Series VAIOs 


Image shown VGPPRC1 





VGPPRFE1 $449.00 * 


SPECIFICATIONS 
¢ Monitor : Analogue RGB 
(D-SUB 15-pin) and DVI-D 
¢ Network Connector : 
RJ-45 (10/100/1000) 
e USB : 4 x Type A 
¢ Audio : Optical Out, 
Headphone Out 
¢ Video : Composite, S-Video Out 
¢ Multi Function Bay (compatible with 
VGP-HDBX08) 
¢ AC Adaptor Included 
(VGP-AC19V9) 
¢ Dimensions (WxHxDmm) : 
392% 47.8 x 191 
e Weight : 1500 g 
¢ Suits the “AR” and “FE” Series VAIOs 


Image shown VGPPRSZ1 


SUPPLIED ACCESSORIES 

¢ AC Power Adaptor 
(VGP-AC19V20) 

¢ Lithium-lon Battery 
(VGP-BPS2A/S) 








Extended Battery : V@PBPL2C 





#Optional extended batte 
** The system shares its video memory with the main memc 


¢ PCMCIA Type | / II 

¢ Stereo Microphone In 

¢ Headphone Out 

¢ S-Video Out 

* HDMI Out 

¢ S/PDIF Optical Out 

¢ Monitor D-Sub 15-pin 

DIMENSIONS AND WEIGHT 

¢ Dimensions (WxHxDmm) : 
416 x 33.5-41.5 x 299.5 

¢ Weight : 3.8kg (inc. 
supplied battery) 


SUPPLIED ACCESSORIES 

¢ AC Power Adaptor 
(VGP-AC19V16) | 

* Lithium-lon Battery ee nee eee 
(VGP-BPS2C) 








#Optional extended batte 
** The system shares its video memory with the main memo 


VGPPRS2Z1 $369.00 * VGPPRTX1 $359.00 * 


SPECIFICATIONS 

¢ Monitor : Analogue RGB 
(D-SUB 15-pin) 

¢ Network Connector : 
RJ-45 (10/100/1000) 

¢e USB: 3x Type A 

¢ Dimensions (WxHxDmm) : 
530 x34 x 152 

¢ Weight : 950 g 

¢ Suits the “SZ” Series VAIOs 


SPECIFICATIONS 

¢ Monitor : Analogue RGB 
(D-SUB 15-pin) 

¢ Network Connector : 
RJ-45 (10/100) 

¢ USB: 3x Type A 

¢ Dimensions (WxHxDmm) : 
290 x 32 x 141 

° Weight : 980 g 

¢ Suits the “TX” Series VAIOs 











Image shown VGPPRFE 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notict 


VAIO LITHIUM-ION BATTERIES 


VGPBPS2C 
$349.00 * 


SPECIFICATIONS 

* Capacity : 5200 mAh 

¢ Output Voltage : 11.1V 

¢ Dimensions (WxHxDmm) : 
206.7 x 19.5 x 46.6 

° Weight : 330 g 

¢ Suits the “AR”, “FE”, “N”, “C” 
and “SZ” Series VAIOs 


VGPBPS5A 
$329.00 * 


SPECIFICATIONS 

* Capacity : 7800 mAh 

¢ Output Voltage : 7.4V 

¢ Dimensions (WxHxDmm) : 
206 x 20.3 x 47 

¢ Weight : 330 g 

¢ Suits the “TX” Series VAIOs 


VGPBPL5A 
$599.00 * 


SPECIFICATIONS 

¢ Extended Battery 

* Capacity : 13000 mAh 

* Output Voltage : 7.4V 

¢ Dimensions (WxHxDmm) : 
206 x 39.9 x 58.7 

¢ Weight : 540 g 

¢ Suits the “TX” Series VAIOs 


VGPBPLG 
$529.00 * 


SPECIFICATIONS 

¢ Extended battery 

¢ Capacity : 5200 mAh 

¢ Output Voltage : 7.4V 

¢ Dimensions (WxHxDmm) : 
IS 4% S78 27 

¢ Weight : 220 g 

¢ Suits the “UX” Series VAIOs 


VGPBPL7 
$319.00 * 


SPECIFICATIONS 
* Capacity : 5800 mAh 
¢ Output Voltage : 10.8V 


¢ Dimensions (WxHxDmm) : 


204.7 x 20.6 x 51.5 
¢ Weight : 312 g 
¢ Suits the “G” Series VAIOs 


VGPBPL2&C 
$599.00 * 


SPECIFICATIONS 

e Extended Battery 

* Capacity : 7800 mAh 

¢ Output Voltage : 11.1V 

¢ Dimensions (WxHxDmm) : 
206.7 x 33.9 x 67.7 

¢ Weight : 490 g 

¢ Suits the “AR”, “FE”, “N”, “C” 
and “SZ” Notebooks 


Image shown VGPBPS2CS Image shown VGPBPS5A 





VGPHDBXOB8A 
OPTIONAL DRIVE $449.00 * 


VAIO AG ADAPTOR 


VGPAC19V10 $169.00 * 
VGPAC19V12 $169.00 * 


VGPAC16V8 $189.00 * 


SPECIFICATIONS 

¢ User Changeable Hard Drive SPECIFICATIONS SPECIFICATIONS 

¢ 80 GB Ultra-ATA Hard Drive ¢ Dimensions (WxHxDmm) : ¢ Dimensions (WxHxDmm) : 
¢ Dimensions (WxHxDmm) : 63 x 30 x 140 49.5x114.5x 29 


131 x 17.4 x 144.5 
e Weight : 195 g 
¢ Suits the V@PPRFE1 


¢ Weight : 420 g 

* 19.5 V DC Spare Power Supply 

¢ MultiVoltage 

e Suits the “L’, “FE”, “N”, “C” and $2” 
Series VAIOs 


¢ Weight : 270 g 

¢ 16 V DC Spare Power Supply 

¢ MultiVoltage 

e Suits the “G” and “TX” Series VAIOs 








Image shown VGPAC19V10/V12 


VSrPSre100 


2.1 USB PC 
SPEAKERS $339.00 * 


VY USB / AC Powered USB 2.0 Speakers 
¥ 3.5 mm Audio In for external 
audio source 


VGRPCKRS27 
VAIO POUCH $109.00 * 


Y VAIO Smart Protection 
VY Magnetic Clasp 





SPECIFICATIONS SPECIFICATIONS 
¢ 2.1 Channel Speaker System * Colour : Black and Grey 
(1.2 W x 3) ¢ Dimensions (WxHxDmm) : 


345 x 265 x 55 mm 
¢ Weight : 730g 
¢ Suits the “SZ” Series VAIOs 


¢ Multivoltage Power Supply 

¢ Dimensions (WxHxDmm) : 
534 x 188.8 x 109.8 

¢ Weight : 2.65kg 


Vie CRG) 


VAIO SEMI-HARD 
CASE $89.00 * 


Ware 
15.4” LAPTOP BAG $109.00 * 


VY Adjustable Handle Length 

¥ Nylon and Polyurethane Material 

V |deal for 15.4” Laptops and smaller 

SPECIFICATIONS 

¢ Nylon Material 

¢ Protectors for LCD screen 

¢ Independent space for AC adaptor to 
prevent scratches 

¢ Colour : Black 

¢ Dimensions (WxHxDmm) : 
295% 350%: 35 

¢ Weight : 670 g 

¢ Suits the “G” Series VAIOs 


SPECIFICATIONS 

¢ Adjustable Handle Length : 
320 / 450 / 580 (mm) 

¢ External Dimensions (WxHxDmm) : 
460 x 325 x: /5 

e Internal Dimensions (WxHxDmm) : 
380 x 250 x 30 

e Weight : 1.05kg 

¢ Also available in Black 
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e Refer to KEY TECHNOLOGY pages for detailed information. 








VGPCKC 1 


VAIO FASHION 
CARRY POUCH $85.00 * 


¥Y VAIO Smart Protection 
V Velcro for convenient access 


VGPUMSeO 


VAIO USB OPTICAL 
MOUSE $65.00 * 


Y 800 dpi Optical Resolution 


SPECIFICATIONS 

¢ Dimensions (WxHxDmm) : 
345 x 265 x 55 

¢ Weight : 400 g 

e Suits the “C” Series VAIOs 


SPECIFICATIONS 

¢ Cable Length : Approx. 80 cm 

¢ Dimensions (WxHxDmm) : 
52,0 X20. & 90,0 

¢ Weight : 50 g 


Available in Green (VGP-CKC1/GQ), 


Available in Black (VGPUMS20B), 
Grey (VGP-CKC1/H) and 


Green (VGPUMS20G), Grey (VGPUMS20h), 





Pink (VGP-CKC1/P) Pink (VGPUMS20P), Silver (VGPUMS20S) 
and Blue (VGPUMS20L) 
VGRPUMS355 VGPBMS33 
bs ae Na LASER MOUSE VAIO BLUETOOTH LASER 


MOUSE $109.00 * 


¥Y Range: 10m 
¥ 800 dpi Optical Resolution 
VY Bluetooth® v2.0 (2.4 GHz) 


v Laser Sensor 
¥Y 800 dpi Optical Resolution 


SPECIFICATIONS 

¢ Cable Length : Approx. 100 cm 

¢ Dimensions (WxHxDmm) : 60.8 x 37.3 x 113.7 
¢ Weight : 90 g 


SPECIFICATIONS 

¢ Battery Life : Approx 3 months 

¢ Power Requirements : 2 x AA batteries (included) 
¢ Dimensions (WxHxDmm) : 54 x 32 x 125 

¢ Weight : 110 g 





Available in Black (VGPUMS55B) 
or Silver (VGPUMS55S) 





Available in Black (VGPBMS33B) or Silver (VGPBMS33S) 


VGPWMSS0A VNCAT 


VAIO WIRELESS OPTICAL VOIP MOUSE $129.00 * 
MOUSE $119.00 * 
VY USB 2.0 Interface 


¥Y Range: 10 m V Works as a generic USB Voice over IP phone 
Y 800 dpi Optical Resolution V Flip phone operation 


vY Digital Wireless (2.4 GHz) VY Software supplied for Skype integration 
Y 800 dpi Optical Resolution 
















SPECIFICATIONS 
¢ Battery Life : Approx. 3 months SPECIFICATIONS 
* Power Requirements : 2 x AA batteries (included) ¢ Cable Length : Approx. 110 cm 
¢ Dimensions (WxHxDmm) : 59.9 x 37.3 x 111.9 ¢ Dimensions (WxHxDmm) : 45.5 x 23.9 x 89.2 
¢ Weight : 120 g e Weight : 67 g 
Available in Black (VNCX1B), White 
(VNCX1W) or Blue (VNCX1L) 
VAIO EXTENDED WARRANTY VOBS4 707A 
VEWOPT1 $349.00 * 12 MONTH VAIO OVERSEAS SERVICE $110.00 
¢ Return to Base (Authorised VAIO Service Centre) \WACIG) FEATURES 
* Additional 2 Year Warranty (Total 3 Years) , Sperone: ¢ Free-of-charge repair in designated | VAIO 
Extended Warranty countries for one year from VAIO Overseas 
cabin purchase date Ss . 
¢ Only available for VAIO notebooks ervice 
purchased from Australian Authorised 
VAIO Kiosks 
¢ Must be purchased within 60 days of AE 
purchase of a VAIO notebook alia 
¢ Conditions apply. Please refer to . . 
www.sony.com.au/vaio for Terms and \ 
Conditions. 
VEWOPT®2 $499.00 * APPLICABLE COUNTRIES 
\WAGL®) ¢ Asia : Japan, Hong Kong, South Korea, 


¢ Courier Pick-Up. Conditions apply 


: ee Taiwan, Thailand, Malaysia, Singapore 
¢ Additional 2 Year Warranty (Total 3 Years) Extended Warranty 


e Europe : Austria, Belgium, Denmark, 
Finland, France, Germany, Greece, 
lreland, Italy, Liechtenstein, Luxemburg, 
The Netherlands, Norway, Portugal, 
Spain, Sweden, Switzerland, 

United Kingdom 

e Middle East : United Arab Emirates, 
Saudi Arabia 

¢ North America : Canada, 

United States of America 

* Oceania : New Zealand 
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*SRP is manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of Ist April 2007. Prices subject to change without noti 








VPLES4 VPLEX4 
SVG Cc 
SYSHAGBEATA Bee Rem pera 


Y 3LCD Projection System 
¥ 2200 ANSI Lumens 

V Ceiling Mountable 

V Short Throw Lens 

V Quiet Operation 





Y 3LCD Projection System 
¥Y 2100 ANSI Lumens 

V Ceiling Mountable 

Y Short Throw Lens 

VY Quiet Operation 





SPECIFICATIONS SPECIFICATIONS 

RESOLUTION INTERFACES RESOLUTION INTERFACES 

¢ Native Resolution : 800 x 600 (SVGA) ¢ Monitor D-sub 15-pin ¢ Native Resolution : 1024 x 768 (XGA) ¢ Monitor D-sub 15-pin x 2 
¢ Accepts up to 1440 x 1050 (SXGA) ¢ Composite e Accepts up to 1440 x 1050 (SXGA) * Composite 

BRIGHTNESS ¢ S-Video BRIGHTNESS ¢ S-Video 


* 2100 ANSI Lumens (High Mode) 

¢ 1600 ANSI Lumens (Standard Mode) 
EXPECTED LAMP LIFE 

¢ 2200 hrs (High Mode) 

¢ 1500 hrs (Standard Mode) 

GENERAL 

¢ Vertical Keystone Correction (+ 30°) 

¢ Screen Size : 1m (40”) to 7.5m (300”) 


¢ Component Input via 15-pin input 
¢ Stereo Mini Jack Input x 2 
¢ RS-232C 
¢ Monitor Out 
¢ Stereo Mini Jack Output 
DIMENSIONS AND WEIGHT 
¢ Dimensions (WxHxDmm) : 
308 x 98 x 267 


¢ Component Input via 15-pin input 
¢ Stereo Mini Jack 
¢ RS-232C 
¢ Monitor Out 
DIMENSIONS AND WEIGHT 
¢ Dimensions (WxHxDmm) : 
308 x 98 x w267 
¢ Weight : 3kg 


¢ 2100 ANSI Lumens (High Mode) 

¢ 1500 ANSI Lumens (Standard Mode) 
EXPECTED LAMP LIFE 

¢ 2000 hrs (High Mode) 

¢ 3000 hrs (Standard Mode) 

GENERAL 

¢ Vertical Keystone Correction (+ 30°) 

¢ Screen Size : 1m (40”) to 7.5m (300”) 


¢ Speaker : 1W 
e Password Authentication System 


Available with White top (VPLES4W) or 
Black top (VPLES4B) 


¢ Speaker : 1W 
¢ Password Authentication System 


VPLOSe 1 VLA 7 
SVGA LCD DATA XGA LCD DATA 
PROJECTOR PROJECTOR 
$1995.00 * $2695.00 * 


Y 3LCD Projection System 

¥Y 2100 / 1600 ANSI Lumens 
vY Off and Go 

V Advanced Auto Set Up 

Y Short Throw Lens 





"4 


¥Y 3LCD Projection System 

V XGA Native Resolution 

¥Y 2100/ 1600 ANSI Lumens 
v Off and Go 

V Advanced Auto Set Up 

¥ Short Throw Lens 


¢ Weight : 3kg 





SPECIFICATIONS SPECIFICATIONS 

RESOLUTION INTERFACES RESOLUTION INTERFACES 

¢ Native Resolution : 800 x 600 (SVGA) ¢ Monitor D-SUB 15-pin ¢ Native Resolution : 1024 x 768 (XGA) ¢ Monitor D-SUB 15-pin 
¢ Accepts up to 1440 x 1050 (SXGA) * Composite * Accepts up to 1440 x 1050 (SXGA) ¢ Composite 
BRIGHTNESS ¢ S-Video BRIGHTNESS ¢ S-Video 


¢ Component Input via 15-pin input 
* Stereo RCA (with supplied adaptor) 
DIMENSIONS AND WEIGHT 

¢ Dimensions (WxHxDmm) : 


¢ 2100 ANSI Lumens (High Mode) 

¢ 1600 ANSI Lumens (Standard Mode) 
EXPECTED LAMP LIFE 

¢ 2000 hrs (High Mode) 


¢ 2100 ANSI Lumens (High Mode) 

¢ 1600 ANSI Lumens (Standard Mode) 
EXPECTED LAMP LIFE 

¢ 2000 hrs (High Mode) 


¢ Component Input via 15-pin input 
¢ Stereo RCA (with supplied adaptor) 
DIMENSIONS AND WEIGHT 

¢ Dimensions (WxHxDmm) : 


¢ 3000 hrs (Standard Mode) 

GENERAL 

¢ Automatic / Manual Vertical 
Keystone Correction 

* Screen Size : 1 m (40”) to 7.5 m 
(300”) diagonal 

¢ Password Authentication System 


2/3.%9e X.210 


¢ Weight : 1.9kg 


¢ 3000 hrs (Standard Mode) 

GENERAL 

e Automatic / Manual Vertical 
Keystone Correction 

¢ Screen Size : 1 m (40”) to 7.5 m 
(300”) diagonal 

¢ Password Authentication System 


2/3 X02 k 210 
¢ Weight : 1.9kg 


VPLCX61 VPLCX76 os 
XGA LCD DATA XGA SLCD DATA ine 
PROJECTOR PROJECTOR 
$3295.00 * $3995.00 * 
a 
VY XGA Native Resolution @ vo AirShot 2 
@ v¥ 3LCD Projection System 


¥Y 2500 / 2000 ANSI Lumens 








- ¥ Off and Go V XGA Native Resolution ‘ey 

V Short Throw Lens ¥Y 2500 / 2000 ANSI Lumens 
V Ceiling Mountable @ ve Off and Go 

VY Side Shot 

Y Short Throw Lens 

V Ceiling Mountable 

@- Y Advanced Auto Set Up 

SPECIFICATIONS SPECIFICATIONS 
RESOLUTION INTERFACES RESOLUTION INTERFACES 
¢ Native Resolution : 1024 x 768 (XGA) ¢ Monitor D-SUB 15-pin x 2 ¢ Native Resolution : 1024 x 768 (XGA) ¢ Monitor D-SUB 15-pin x 2 
¢ Accepts up to 1440 x 1050 (SXGA) * Composite ¢ Accepts up to 1440 x 1050 (SXGA) ¢ Composite 
BRIGHTNESS ¢ S-Video BRIGHTNESS ¢ S-Video 


¢ Component Input via 15-pin input 
¢ Stereo Mini Jack Input 
DIMENSIONS AND WEIGHT 
¢ Dimensions (WxHxDmm) : 

298 x 69 x 244 


¢ 3000 ANSI Lumens (High Mode) 

¢ 2000 ANSI Lumens (Standard Mode) 
EXPECTED LAMP LIFE 

¢ 2000 hrs (High Mode) 

¢ 3000 hrs (Standard Mode) 


¢ 2500 ANSI Lumens (High Mode) 

¢ 2000 ANS! Lumens (Standard Mode) 
EXPECTED LAMP LIFE 

* 2000 hrs (High Mode) 

¢ 3000 hrs (Standard Mode) 


¢ Component Input via 15-pin input 
¢ Stereo Mini Jack Input x 2 

¢ Monitor Out 

¢ Stereo Mini Jack Output 
DIMENSIONS AND WEIGHT 


GENERAL ¢ Dimensions (WxHxDmm) : GENERAL ¢ Weight : 2.9kg 
¢ Vertical Keystone Correction 328 x 92.6 x 283.8 ¢ Automatic / Manual Vertical Keystone 
¢ Screen Size : 1 m (40”) to 7.5 m ¢ Weight : 3.7kg Correction 


¢ Screen Size : 1 m (40”) to 7.5 m 
(300”) diagonal 
¢ Password Authentication System 


(300”) diagonal 
¢ Password Authentication System 
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m Refer to KEY TECHNOLOGY pages for detailed information. 
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WAP Sees 1 1 


USB FLOPPY DISK 
DRIVE $69.95 * 


VY USB 1.1 Interface 
V Windows and Mac OS Compatible 
¥Y 3.5” Floppy Disc Drive 


CRKX230AE 


INTERNAL IDE CD-RW 
DRIVE $49.00 * 


Vv IDE Interface 
VY Nero® Software supplied 


(TD /D\N 


SPECIFICATIONS 

¢ Buffer Memory 

¢ 2 MB with Under-Run Protection 
¢ Front Audio Out 

¢ 3.5 mm Headphone Jack 


MAX WRITE 

° CD-R: 52x 

¢ CD-RW : 32% 
MAX READ 

¢ CD-ROM : 52x 

¢ CD-R : 52x 

¢ CD-RW : 52x 
DRASSOLUIL 


EXTERNAL USB 
AND FIREWIRE DVD 
BURNER $219.00 * 


VY USB 2.0 and Firewire Interface 

VY DVD+RW DL Compatible 

Y Supports DVD-RAM 

Y Windows and Mac OS Software Included 


SPECIFICATIONS 

BUFFER MEMORY 

¢ 2 MB with PowerBurn 
(Buffer Under-run Protection) 


MAX WRITE 

¢ DVDR : 18x 
¢ DVD+RW : 8x 
¢ DVD-RW : 6x 
¢ DVD+R DL: 8x 
* DVD-RAM : Lex 
° CD-R : 48x 
¢ CD-RW : 2x 
MAX READ 

¢ DVD-ROM : 16x 
* DVDER: 12x 
° DVD+RW : 8x 
¢ DVD=R DL: 8x 
¢ DVD-RAM : 12x 
¢ CD-ROM : 48x 
¢ CD-R: 48x 
¢ CD-RW : 40x 


DIMENSIONS AND WEIGHT 

¢ Dimensions (WxHxDmm) : 
52 x 164 x 250 

¢ Weight : 1.6kg 











VIRVV Bei 7 


MULTI-CARD READER/ 
WRITER $49.95 * 


V Read and Write to a wide range of 
Memory Cards 

Y Plug and Play installation — no drivers 
required 

V Windows and Macintosh compatible 

Y USB 2.0 Interface 


MEMORY CARDS SUPPORTED 

¢ Memory Stick (includes PRO, Duo, MagicGate, M2) 
¢ SD and MiniSD™ 

¢ MultiMediaCard™ 

¢ RS-MMC™ 

* CompactFlash® 

¢ Microdrive™ 

¢ SmartMedia™ 

¢ xD-Picture Card™ | 








CRXSG20AE 


INTERNAL IDE COMBO 
DRIVE $69.00 * 


Vv IDE Interface 
VY Reads DVD 
V Nero® Software supplied 


CH DVWI/NVN DOK 
SPECIFICATIONS 
¢ Buffer Memory 








¢ 2 MB with Under-Run Protection 
e Front Audio Out 

¢ 3.5 mm Headphone Jack 
MAX WRITE 

¢ CD-R : Dex 

¢ CD-RW : 32x 
MAX READ 

¢ DVD-ROM : 16x 

¢ CD-ROM : 52x 

¢ CD-R : Oex 

¢ CD-RW : O2k 
DRUBSOA 


INTERNAL IDE 
DVD BURNER $109.00 * 


Vv IDE Interface 

¥Y DVD+RW DL Compatible 

¥ Supports DVD-RAM 

VY Windows Software Included 

V Interchangeable Black Faceplate included 





SPECIFICATIONS 

BUFFER MEMORY 

¢ 2 MB with PowerBurn 
(Buffer Under-run Protection) 


MAX WRITE 

¢ DVD+R : 18x 
* DVD+RW : 8x 
¢ DVD-RW : 6x 
¢ DVD+R DL : 8x 
¢ DVD-RAM : 12x 
° CD-R : A8x 
° CD-RW : 32x 
MAX READ 

DVD-ROM : 16x 
DVD+R : 12x 
DVD+RW : 8x 
DVD+R DL : 8x 
DVD-RAM : 12x 
CD-ROM : 48x 
CD-R : 48x 
CD-RW : 40x 


DIMENSIONS AND WEIGHT 

¢ Dimensions (WxHxDmm) : 
145 %415:%-165 

¢ Weight : 750g 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notic 





DRXSSOU 


EXTERNAL ULTRASLIM 
DVD BURNER $219.00 * 


V USB 2.0 Interface 

Y Super-slim portable design 

Y Supports DVD-RAM 

V Comprehensive Nero® Software supplied 


SPECIFICATIONS 
¢ Buffer : 2 MB with PowerBurn 
(Buffer Under-run Protection) 


BWU100A 


INTERNAL IDE 
BLU-RAY BURNER 
$1099.00 * 


VY Australia’s first stand-alone 
Blu-ray Burner 
@- vY Reads and Writes Blu-ray, 
DVD and CD media 
VY Store up to 50GB ona 
single Blu-ray disk 
V Ideal for High Definition Video 





MAX WRITE SPEEDS ¢ CD-ROM : 24x VY Huge bundled PC software suite 

¢ DVD+R: 8x ° CD-R: 24x VY Bonus Blu-ray Playback Software (Download from CyberLink) 

¢ DVD+RW : 8x ¢ CD-RW : 24x 

¢ DVD-RW : 6x DIMENSIONS AND WEIGHT 

¢ DVD-RW : 8x ¢ Dimensions (WxHxDmm) : SPECIFICATIONS MAX READ 

¢ DVD+R DL: 4x 140% 21 x 152 BUFFER MEMORY ¢ BD-AV : 2x 

¢ DVD-RAM : 5x ¢ Weight : 400 g ° 8 MB ¢ BD-ROM : 2x 

© CD-R: 24x MAX WRITE e BD-R: 2x 

¢ CD-RW : 24x ¢ BD-R : 2x ¢ BD-RE : 2x 

MAX READ SPEEDS ¢ BD-RE : 2x ¢ DVD-ROM : 8x 

¢ DVD-ROM : 8x e DVD+R: 8x e DVD+R: 8x 

e DVD+R : 8x ¢ DVD+RW : 6x ¢ DVD+RW : 8x 

¢ DVD+RW : 8x ¢ DVD-RW : 8x ¢ DVD+R DL: 8x 

e DVD+R DL: 6x ¢ DVD+R DL: 4x ¢ DVD-RAM : 5x 

¢ DVD-RAM : 5x ¢ DVD-RAM : 5X ¢ CD-ROM : Bax 
° CD-R: 24x ° CD-R: 32x 
* CD-RW : 16x ¢ CD-RW : 24x 

VRDMCS3 


EXTERNAL MULTI-FUNCTION 
DVDIRECT DVD BURNER $399.00 * 


Y Transfer Video and Photos direct to DVD — no PC required 
v Easily convert analogue and digital video sources to DVD 
V¥ Store up to 2000 photos on one DVD 

VY LCD Screen for easy operation 

VY PC Connectable as an External Burner 

VY USB 2.0 Interface 

VY Comprehensive Nero® software supplied 





SPECIFICATIONS OPTICAL DRIVE MAX WRITE SPEEDS 
¢ Pictbridge Compatible © CD-R: 40x 

¢ One-Touch DVD Burning Supported ¢ CD-RW : 24x 

e PAL and NTSC formats supported e DVDR : 16x 

¢ Photo Slideshow with Background Music ¢ DVD+RW : 8x 
RECORDING TIMES ¢ DVD-RW : 6x 

¢ HQ: 1 hour ¢ DVD+R DL: 8x 

e HSP : 1.5 hrs OPTICAL DRIVE MAX READ SPEEDS 
oor. 2 its * CD-ROM : 40x 

*LP:. 3 hrs ° DVD-ROM : 16x 

¢ SLP : 6 hrs DIMENSIONS AND WEIGHT 

INPUTS AND INTERFACES ¢ Dimensions (WxHxDmm) : 

¢ Composite 204 x 65 x 222 

¢ S-Video ¢ Weight : 1.75kg 

* Stereo RCA In 

¢ Firewire 

¢ USB 


¢ Memory Stick Pro / Pro Duo Slot 
¢ SD and xD Card Slot 
* Compact Flash Slot 


AITE1 OOULBK 


EXTERNAL AIT-1 
TURBO TAPE BACKUP 
DRIVE $1400.00 * 


V iLink / Firewire and USB Interface 
v¥ Fully Accessorised Kit 
V AIT Technology 


SPECIFICATIONS 

¢ Capacity (Uncompressed) : 40 GB 

¢ Capacity (Compressed) : 104 GB 

¢ Transfer Rate : 6 MB/s native 

* Compatible Tapes : TAIT140C, 
TAIT140N, TAITE20N, SDX135C 

¢ AIT Turbo Media supplied 

e jLink Cable supplied 

¢ USB Cable supplied 

¢ 1Safe ‘Drag and Drop’ software 
(Windows) 

¢ Warranty : 3 years 


» Refer to KEY TECHNOLOGY pages for detailed information. 





AITEBUOOULBK 


EXTERNAL AIT-2 
TURBO TAPE BACKUP 
DRIVE $2249.00 * 


V iLink / Firewire and USB Interface 
V Fully Accessorised Kit 
VY AIT Technology 


SPECIFICATIONS 

* Capacity (Uncompressed) : 80 GB 

* Capacity (Compressed) : 208 GB 

¢ Transfer Rate : 12 MB/s native 

* Compatible Tapes : TAIT280C, 
TAIT280N, TAIT140C, TAIT140N, 
TAITE2ZON, SDX250C, SDX135C 

¢ AIT Turbo Media supplied 

¢ iLink Cable supplied 

¢ USB Cable supplied 

¢ Warranty : 3 years 
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The exclusive Super SteadyShot feature in the A100 adjusts the CCD position in real time to counteract hand and body movement. This lets you take 
photos that are sharp and blur free even when shooting freehand at slow shutter speeds. Unlike lens-based image stabilisation systems, the A100 has 
Super SteadyShot built into the camera body itself. So no matter which A100 lens you choose you can enjoy shooting without worrying about blur from 
Camera movement and use lighter, more compact lenses. The SSSI System eliminates the need to purchase expensive image stabilisation lenses. 


Without Super SteadyShot With Super SteadyShot 





The CCD shifts to compensate for 
hand and body movements 





When using a Digital SLR camera the internal 
mechanisms and sensor are potentially exposed to 
dust particles when the lenses are changed. The 
A100 incorporates two anti-dust measures that protect 
the CCD — keeping spots and streaks off your images. 
Firstly, the low-pass filter in front of the CCD has 
been treated with an Anti-Dust Coating (Indium Tin 
Oxide) to minimise static charge build up, reducing 
the attraction of dust. Secondly, whenever the A100 
is turned on or off, the Anti-Dust Vibration function 
automatically vibrates the CCD, rapidly shaking loose 
any dust particles that may have accumulated. 





Dust specs can show up as marks on images 





Running out of power can bring a day of shooting to a premature end. With 
the Sony InfoLITHIUM Stamina Battery Pack, complemented by the Al100’s 
low energy consumption measures, you can shoot an amazing 750 shots*® 
from a single charge. Thanks to this extended battery life, the A100 satisfies 

the needs of even the most professional of photographers, making it ideal for a 
long day of shooting, important events or trips away from home. 





* Approximate. Measurement based on CIPA standard. 


ey 5 0 sho 





The Sony Bionz Engine powers image processing for the A100 to ensure that all of the rich colour 
and detail are as vivid as you remember. The sophisticated algorithm easily handles high-speed, 

high quality processing to reduce unwanted image noise without degrading resolution or colour 
integrity. The Bionz engines’ rapid processing capabilities enables the A100 to perform unlimited 
continuous shooting, at 3 frames per second as well as the real-time D-Range Optimizer. This engine 
also accurately controls colour saturation, contrast and white balance to produce sharp, vivid, yet 
natural images. 








Powered by the Sony Bionz Engine, the A100 is equipped with an unlimited 
continuous burst mode that allows continuous advance shooting at up to 3 
frames per second in JPEG 10MP Fine mode®. Keep your finger pressed down 
on the shutter release button and continue until the camera’s memory card is 
full. You can also capture a single burst of 6 consecutive frames when shooting 
in RAW mode or 3 frames when shooting RAW+JPEG simultaneously®. The 
Eye-Start system, meanwhile incorporates an infrared sensor just below the 
eyepiece to detect when the viewfinder is being used. It then automatically 
activates auto-focus so you are ready to shoot immediately. 








* Shooting speed and total number of images recorded is dependent on memory card speed and capacity, 
as well as shooting conditions. 





Up to 3fps continuous shooting on A100 





The D-Range Optimizer function accurately adjusts exposure balance when shooting under high contrast lighting and colour conditions, such as with 
strong backlighting. In Standard Mode, the D-Range Optimizer measures the brightness of the entire scene In real-time to determine the most appropriate 
exposure balance. In Advanced Mode, the D-Range Optimizer analyses individual sub-sections of the image and adjusts the brightness of each area 
individually to ensure your photo is as beautiful and balanced as the scene that inspired you. 





D-Range Optimizer (Standard Mode) active D-Range Optimizer (Advanced Mode) active 





The quality and reputation of Carl Zeiss lenses are world reknown. Take your Alpha shooting experience to the 
next level with an Alpha Mount Carl Zeiss Lens. Choose either a High Quality Carl Zeiss DT16-80 zoom lens for 
flexibility and affordability or a fixed 85mm F1.4 or 135mm F1.8 for super fast and high precision results. 


Carl Zeiss 











DSLRA100KB > 
10.2MP DIGITAL SLR A100 SINGLE LENS KIT 





$1549.00 * 
@» vw Super SteadyShot Inside for in-body image stabilisation 
@ vv Dual Anti-Dust System with Anti-Static Coating and Anti-Dust Vibration Mechanism 
¥Y 10.8 Mega Pixel APS-C Sensor (10.2 Mega Pixel effective) 
@- ve Continuous Shooting at 3 frames per second and unlimited JPEG Capturet 
@  v Long Life Battery Stamina (approx. 750 shots) 
@- Y Bionz Engine for powerful image processing 
¥Y 18-70mm DT Zoom Lens 
FEATURES ¢ Image quality modes: Standard, Fine, 
¢ 10.8 Mega Pixel APS-C sized CCD RAW, RAW+JPEG 
(10.2 Mega Pixel effective) ¢ D-Range Optimiser: Advanced / 
¢ Sony and Konica Minolta DYNAX / Standard / Off 
MAXXUM Lens Compatibility ¢ Recording Media : Memory Stick Duo, 
@» © Super SteadyShot Inside for In-Body Memory Stick PRO Duo (Memory Stick 
image stabilization Duo adaptor for Compact Flash slot 
@e © Dual Anti-Dust System with supplied), Compact Flash (Type 
Anti-Static Coating and Anti-Dust | and II), Microdrive 
Vibration mechanism BUILT-IN FLASH 
@ ¢ Unlimited Continuous Shootingt e Flash modes : Automatic, Fill flash, 
@- © Bionz Engine for powerful image Red-eye reduction pre-flash, Rear Sync SUPPLIED ACCESSORIES 
processing Flash, Wireless*, High-speed sync*, ¢ 18-70mm DT Lens (SAL1870) 
@» ¢ D-Range Optimizer for exposure analysis Slow sync (with AE lock on) *Requires ¢ Battery Charger BC-VM10 
and correction compatible external flash ¢ Info Lithium Battery NPFM55H 
¢ Eye-Start Auto Focus ¢ GN 12 (in meters at ISO 100) ¢ Shoulder strap with eyepiece cap 
¢ Scene Selector (Portrait, Landscape, e Flash compensation : +/- 2EV and Remote Commander clip 
Macro, Sports, Evening, Night View, (1/3 “ ecu) ¢ MS Duo Adapter for CF Slot 
Night Portrait) WHITE BALAN( ¢ Body cap 
¢ 2.5" Clear Photo LCD Plus ° Stings eee Preset (Daylight, ¢ Accessory shoe cap 
@ °¢ Long-Life Battery Stamina (approx. Shade, Cloudy, Tungsten light, ¢ Video Cable 
750 shots by CIPA measurement) Fluorescent light, Flash), manual colour ¢ USB Cable 


° Built-in Flash (GN12 — 
at ISO100) 
¢ 18-70mm DT® Lens (SAL1870) 


in metres 


SPECIFICATIONS 

IMAGE CAPTURE 

¢ Sensor 23.6 x 15.8mm (APS-C size) 
interlace scan CCD with primary 
colour filter 

¢ No. of pixels: Gross: 10.8 Mega Pixels; 
Effective: 10.2 Mega Pixels 

¢ ISO Sensitivity: Auto, 100, 200, 400, 
800, 1600, Lo 80, Hi 200 

SUPER STEADYSHOT 

¢ System : CCD-shift mechanism 

¢ Compensation : Approx. 2EV — 3.5EV 
decrease in critical shutter speed (varies 
according to conditions and lens used) 

DISPLAY 

¢ LCD Display : 2.5” Clear Photo LCD 
Plus TFT display 

¢ Pixels : 230,000 

¢ Slideshow playback 

¢ Enlarged zoomed view : Large (12x), 
Medium (9x), Small (6x) 

VIEWFINDER 

¢ Type : Fixed eye-level (Roof Mirror 
Pentaprism) 

¢ Field of view 95% 

¢ Magnification 0.83x (with 50mm lens 
at infinity) 

¢ Diopter control : -2.5 - +1.0 

¢ Removable Eyepiece cup 

POWER 

¢ Battery performance : 750 shots 
recorded (approx. CIPA measurement) 

¢ Power Display : 5 level bar graph 

SHOOTING 

¢ Continuous shooting rate (depending 
on media write speed and capacity) : 
Up to 3 frames per second 

¢ Continuous shooting limit (depending 
on media write speed and capacity): 
JPEG : unlimited, RAW : 6 frames, 
RAW+JPEG 3 frames 

¢ Self-timer : 10 sec., 2 sec. 

¢ Colour Mode : Standard, Vivid, Portrait, 
Landscape, Evening, Night , Night 
Portrait, Monochrome, Adobe RGB, 

¢ Zone matching 

¢ Depth of Field Preview 

RECORDING 

¢ File Formats: JPEG, RAW, RAW+JPEG 

¢ Number of recorded pixels: L (LOMP): 
3,872 x 2,592; M (5.6MP): 2,896 x 
1,936; 5:(Z.5MP): 1,920 x 1,280 

¢ Colour modes: sRGB, Adobe RGB 





temperature setting in 100°K steps 
(2500 — 9900°K) with 19-step Magenta 
/ Green compensation, Custom set 

AUTO FOCUS SYSTEM 

* Focus modes : Auto Focus (AF Automatic 
Selection, One-Shot AF, Continuous AF, 
Direct Manual Focus), Manual Focus: 

¢ Focus area selection: Wide Area, 9-Point 
Focus Area Selection, Spot AF Area, 

e Eye-start AF Detection 

¢ Sensitivity range: EVO — EV18, 

ISO 100 equivalent 

¢ AF illuminator via inbuilt flash 

AUTO EXPOSURE SYSTEM 

¢ Exposure modes : Program AE (Auto- 
Mode / P-Mode), Aperture-Priority AE 
(A-Mode), Shutter-Priority AE (S-Mode), 
Manual (M-Mode) 

¢ Scene selector : Portrait, Landscape, 
Macro, Sports, Evening, Night, 

Night Portrait 

¢ Metering type : Direct TTL metering 
(40- segment honeycomb-pattern 
metering, center-weighted metering, 
spot metering) 

¢ Metering range : EV1 — EV20 
(EV4 — EV20 with spot metering), 

ISO 100 equivalent with F1.4 lens 

¢ Exposure compensation: 
+/- 2EV (1/3 EV increments) 

¢ AE lock 

SHUTTER 

¢ Speed range : 1/4000 sec. to 
30 sec., bulb 

¢ Flash sync speed : 1/160 sec. (1/125 
sec. with Super SteadyShot on) 

CONNECTIVITY 

¢ PC Interface : USB 2.0 Hi-Speed 
(mass storage mode / PTP mode) 

* Compatible : OS Microsoft Windows Me 
/ 2000 Professional / XP Home Edition 
/ XP Professional, Macintosh Mac OS X 
(v.10.1.3 and later) 

¢ Video output : NTSC / PAL selectable 

GENERAL 


¢ Printing : Exif Print, Print Image Matching 


Ill, PictBridge 

¢ Dimensions (WxHxDmm) Approx. 
133.2% 947% 71.3 

e Weight Approx. 545g (not including 
battery or accessories) 





e Image Data Converter SR Ver.1.1 / 
Picture Motion Browser Ver.1.1 





Also available as Twin Lens Kit (DSLRA1OOWB) $1699.00 * : 
Body only (DSLRA100B), 
Zoom Lens 18-70mm DT= (SAL1870), 
Zoom Lens 75-300mm (SAL75300) 





Also available as Body only (DLSRA100B) $1399.00 * 








+ Dependent on memory card write speed and capacity 
& DT Lenses can only be used on APS format DSLR Cameras 
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*SRP is manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notic 





SAL1870 


SONY DT' 18-7O0OMMW 


F3.5-5.6 ZOOM LENS 
$299.00 * 


FEATURES 

* General purpose high quality standard 
zoom lens for APS format DSLR 

¢ 27-105mm 35mm equivalent 
focal length 

¢ Can be widely used for everyday 
snapshots or portraits 

¢ Aspherical lenses and ED (Extra low 
Dispersion) Glass Lenses 

¢ Circular Aperture 

¢ Distance Encoder 


SPECIFICATIONS 

¢ Aperture Blades : 7 

¢ Minimum Aperture : 22-36 

¢ Minimum Focus (m) : 0.38 

* Filter Diameter (mm) : 55 

¢ Focal Length : 18-70mm 

* Equivalent 35mm Focal Length : 
27-105mm 

¢ Lens Groups / Elements : 9/11 

¢ Aspherical Elements : 1 (1 surface) 

¢ Angle of View (APS) : 76° — 23° 


oe a nd 


SONY DT* 18-200MM/ 


F3.5-6.3 ZOOM LENS 
$829.00 * 


FEATURES 

* Wide range zoom lens for APS 
format DSLR 

¢ 27-300mm 35mm equivalent focal 
length on an APS format DSLR 

¢ Aspherical lenses and ED (Extra low 
Dispersion) Glass Lenses 

¢ Internal Focussing System 

¢ Circular Aperture 

¢ Distance Scale 

¢ Distance Encoder 


SPECIFICATIONS 

¢ Aperture Blades : 7 

¢ Minimum Aperture : 22-40 

¢ Minimum Focus (m) : 0.45 

¢ Filter Diameter (mm) : 62 

¢ Focal Length : 18-200mm 

¢ Equivalent 35mm Focal Length : 
27-300mm 

¢ Lens Groups / Elements : 13/15 

¢ Aspherical Elements : 3 (3 surface) 


SAL24105 


SONY 24-105MM/ 
F3.5-4.5 ZOOM LENS 
$899.00 * 


FEATURES 

¢ Versatile general purpose zoom lens, 
offering superb picture quality from super 
wide angle to telephoto 

¢ Uses two aspherical lenses to correct 
spherical and chromatic aberrations, 
while reducing flare 

¢ Auto clutch mechanism (non-turning 
focus ringduring AF) 

¢ Positive manual focusing via wide 
focus ring 

¢ Circular aperture 

¢ Distance Scale 

¢ Non-rotating Focusing Ring in AF Mode 

¢ Distance Encoder 


SPECIFICATIONS 

¢ Aperture Blades : 7 

¢ Minimum Aperture : 22-27 

¢ Minimum Focus (m) : 0.50 

¢ Filter Diameter (mm) : 62 

¢ Focal Length : 24-105mm 

* Equivalent 35mm Focal Length when 
mounted on an APS format DSLR : 
36-157mm 


¢ Dimensions (Diameter x Length) 
(mm) : 66 x 77 
¢ Weight (g) : 235 


Recommended carry case LCL9OAM 


+ DT Lenses can only be used on APS 
format DSLR cameras. 





* Angle of View (APS) : 76° — 8° 

¢ Dimensions (Diameter x Length) 
(mm) : 73 x 85.5 

¢ Weight (g) : 405 


Recommended carry case LCL9OAM 


+ DT Lenses can only be used on APS 
format DSLR cameras. 





¢ Lens Groups / Elements : 11/12 

¢ Aspherical Lenses : 2 (3 surface) 

¢ Angle of View (35mm) : 84°-23° 

¢ Angle of View (APS) : 61°-15° 

¢ Dimensions (Diameter x Length) 
(mm) : 71 x 69 

° Weight (g) : 395 


Recommended carry case LCL90AM 


re Refer to KEY TECHNOLOGY pages for detailed information. 














SONY 75-300MM/ 


F4.5-5.6 ZOOM LENS 


$399.00 * 


FEATURES 

¢ Lightweight, compact telephoto 
zoom lens 

° 112.5-450mm equivalent 35mm 
focal length on an APS format DSLR 

¢ Circular Aperture 

¢ Distance Encoder 


SPECIFICATIONS 

e Aperture Blades : 7 

¢ Minimum Aperture : 32-38 

¢ Minimum Focus (m) : 1.50 

¢ Filter Diameter (mm) : 55 

* Focal Length : 75-300mm 

¢ Equivalent 35mm Focal Length 
when mounted on an APS format 
DSLR : 112.5-450mm 

¢ Lens Groups / Elements : 10/13 

¢ Angle of View (35mm) : 32° - 8° 10’ 

¢ Angle of View (APS) : 21° — 5° 20’ 

¢ Dimensions (Diameter x Length) 
(mm) : 71 x 122 

¢ Weight (g) : 460 





SONY DT 11-18MM/ 


F4.5-5.6 ZOOM LENS 


$1149.00 * 


FEATURES 

¢ Wide angle zoom Lens 

¢ 16.5-27mm 35mm equivalent focal 
length on an APS format DSLR 

¢ Aspherical lenses and ED (Extra low 
Dispersion) Glass Lenses 

¢ Internal Focussing System 

¢ Circular Aperture 

¢ Distance Scale 

¢ Distance Encoder 


SPECIFICATIONS 

e Aperture Blades : 7 

¢ Minimum Aperture : 22-29 

¢ Minimum Focus (m) : 0.25 

¢ Filter Diameter (mm) : 77 

¢ Focal Length : 11-18mm 

¢ Equivalent 35mm Focal Length : 
16.5-27mm 

¢ Lens Groups / Elements : 12/15 

¢ Aspherical Lenses : 3 (3 surface) 

¢ Angle of View (APS) : 104° — 76° 


SONY 100MM/Fe.8 





MACRO LENS $1249.00 * 


FEATURES 

¢ 100mm telephoto macro lens with life 
size macro capability; can also be used 
as a standard 100mm lens 

¢ Excellent descriptive performance with 
high contrast and high resolution 

¢ Circular Aperture 

¢ Comfortable, positive operation with 
focus hold button, focus range limited 
and auto clutch (non-turning focus 
ring in AF) 

¢ Positive manual focusing via wide 
focus ring 

¢ Distance Scale 

¢ Depth of field Scale 

¢ Non-rotating Focusing Ring in AF Mode 

¢ Focus-Hold Button 

* Focus-Range Limiter 

¢ Distance Encoder 


SPECIFICATIONS 

¢ Aperture Blades : 9 

¢ Minimum Aperture : 32 

¢ Minimum Focus (m) : 0.35 
¢ Filter Diameter (mm) : 55 
* Focal Length : 1OOmm 


Recommended carry case LCL140AM 





¢ Dimensions (Diameter x Length) 
(mm) : 83 x 80.5 
¢ Weight (g) : 360 


Recommended carry case LCL9OAM 


+ DT Lenses can only be used on APS 
format DSLR cameras. 





¢ Equivalent 35mm Focal Length 
when mounted on an APS format 
DSLR : 150mm 

¢ Lens Groups / Elements : 8/8 

¢ Angle of View (35mm) : 24° 

¢ Angle of View (APS) : 16° 

¢ Dimensions (Diameter x Length) 
(mm) : 75 x 98.5 

¢ Weight (g) : 505 


Recommended carry case LCL140AM 
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SAL147TC 


1.4 X TELE-CONVERTER 


$899.00 * 


FEATURES 


¢ Extends focal length of compatible lenses 


by 1.4x magnification 

¢ Reduces number of lenses needed to 
cover a wider range of subjects 

¢ Reduces lens speed by 1 stop 

¢ Compatible with SAL70200G, 
SAL30028G, SAL135F28 

¢ Distance Encoder 


SPECIFICATIONS 

¢ Lens Groups / Elements : 4/5 

¢ Dimensions (Diameter x Length) 
(mm) : 64 x 20 

° Weight (g) : 170 


SALSOFSLS 
SONY 20MM/ 


F2.8 WIDE LENS $999.00 * 


FEATURES 

* Super wide-angle lens with 94° angle 
of view, providing deep depth of field 
plus powerful perspective and 
deformation effects 

¢ High level distortion correction, 
correcting aberrations from a 25cm 
focusing distance to infinity 

¢ Optical surface coating and internal 
reflection prevention for high 
quality images 

¢ Rear focusing system for high speed AF 

¢ Circular aperture 

* Distance Scale 

* Depth of field Scale 


SPECIFICATIONS 

¢ Aperture Blades : 7 

¢ Minimum Aperture : 22 

* Minimum Focus (m) : 0.25 
¢ Filter Diameter (mm) : 72 
* Focal Length : 20mm 


SONY SOMM/ 
F1.4 LENS $629.00 * 


FEATURES 

¢ Bright, wide aperture F1.4 standard 
lens, ideal for a wide range of 
applications including portraiture 
and landscapes 

¢ Large, circular aperture suitable for 
creation of defocused effects at wide 
apertures. Also ideal fornatural lighting 

¢ Distance Scale 

¢ Depth of field Scale 

¢ Circular Aperture 


SPECIFICATIONS 

¢ Aperture Blades : 7 

¢ Minimum Aperture : 22 

¢ Minimum Focus (m) : 0.45 

¢ Filter Diameter (mm) : 55 

¢ Focal Length : 50mm 

¢ Equivalent 35mm Focal Length 
when mounted on an APS format 
DSLR : 75mm 

¢ Lens Groups / Elements : 6/7 

¢ Angle of View (35mm) : 47° 

e Angle of View (APS) : 32° 


Mx TELE CONVERTER 


" RECOMMENDED ACCESSOR 


_ Lens Case : LCL60AM 


* Equivalent 35mm Focal Length 
when mounted on an APS format 
DSLR : 30mm 

¢ Lens Groups / Elements : 9/10 

¢ Angle of View (35mm) : 94° 

¢ Angle of View (APS) : 70° 

¢ Dimensions (Diameter x Length) 
(mm) : 78 x 53.5 

¢ Weight (g) : 285 


Recommended carry case LCL60AM 





¢ Dimensions (Diameter x Length) 
(mm) : 65.5 x 43 
¢ Weight (g) : 220 


Recommended carry case LCL60AM 


*SRP is manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notic 








SAL20TC 


2.0 xX TELE-CONVERTER 


$899.00 


FEATURES 

¢ Extends focal length of compatible lenses 
by 2x magnification 

¢ Reduces number of lenses needed to 
cover a wider range of subjects 

¢ Reduces lens speed by 2 stops 

¢ Compatible with SAL70200G, 
SAL30028G, SAL135F28 

¢ Distance Encoder 


SPECIFICATIONS 

* Lens Groups / Elements : 5/6 

¢ Dimensions (Diameter x Length) 
(mm) : 64 x 43.5 

¢ Weight (g) : 200 


SAL28F28 


SONY 28SMM/ 
Fe.8 WIDE LENS $499.00 * 


FEATURES 

* High performance 28mm wide-angle 
lens with 75° angle of view. 

¢ Delivers high contrast and sharpness 
with excellent depth perspective for 
indoor and landscape photography 

¢ Light, compact design for easy portability 

¢ Distance Scale 

* Depth of field Scale 


SPECIFICATIONS 

¢ Aperture Blades : 7 

¢ Minimum Aperture : 22 

¢ Minimum Focus (m) : 0.30 

¢ Filter Diameter (mm) : 49 

¢ Focal Length : 28mm 

¢ Equivalent 35mm Focal Length 
when mounted on an APS format 
DSLR : 42mm 

¢ Lens Groups / Elements : 5/5 

° Angle of View (35mm) : 75° 

¢ Angle of View (APS) : 54° 


SALSOMe2sa 


SONY S0OMM/Fe.8 
MACRO LENS $849.00 * 


FEATURES 

¢ 50mm standard macro lens 

* Excellent descriptive performance with 
high contrast andhigh resolution 

¢ Circular Aperture 

¢ Comfortable, positive operation with 
focus hold button, focus range limiter 
and auto clutch (non-turning focus 
ring in AF) 

* Positive manual focusing via wide 
focus ring 

¢ Distance Scale 

¢ Depth of field Scale 

¢ Non-rotating Focusing Ring in AF Mode 

* Focus-Hold Button 

¢ Focus-Range Limiter 

¢ Distance Encoder 


SPECIFICATIONS 

¢ Aperture Blades : 7 

¢ Minimum Aperture : 32 

¢ Minimum Focus (m) : 0.20 
¢ Filter Diameter (mm) : 55 
¢ Focal Length : 50mm 





&& TELE CONVERTER 


| RECOMMENDED ACCESSORY 


» Lens Case : LCL60AM 





¢ Dimensions (Diameter x Length) 
(mm) : 65.5 x 42.5 
¢ Weight (g) : 185 


Recommended carry case LCL60AM | 





* Equivalent 35mm Focal Length 
when mounted on an APS format 
DSLR : 75mm 

e Lens Groups / Elements : 6 / 7 

¢ Angle of View (35mm) : 47° 

¢ Angle of View (APS) : 32° 

¢ Dimensions (Diameter x Length) 
(mm) : 71.5 x 60 

¢ Weight (g) : 295 


Recommended carry case LCL60AM 





SONY 35MMF1. 4 G-SERIES LENS $2499.00 * 


FEATURES SPECIFICATIONS 

¢ Wide angle, fast F1.4 lens offering a e Aperture Blades : 9 
63° angle of view ¢ Minimum Aperture : 22 

¢ Achieves high contrast and high ¢ Minimum Focus (m) : 0.30 
resolution detailing across the entire ¢ Filter Diameter (mm) : 55 
image due to the glass moulded ¢ Focal Length : 35mm 
aspherical lens ¢ Equivalent 35mm Focal Length 

¢ Wide diameter F1.4 produces a powerful when mounted on an APS format 
performance when hand-held in low light DSLR : 52.5mm 
conditions ¢ Lens Groups / Elements : 8/10 

* Optimum operability using the focus hold ¢ Aspherical Elements : 1 (1 surface) 
button and auto clutch (non-turning focus ¢ Angle of View (35mm) : 63° 
ring in AF) * Angle of View (APS) : 44° 

¢ Distance Scale ¢ Dimensions (Diameter x Length) 

¢ Depth of field Scale (mm) : 69 x 76 

¢ Non-rotating Focusing Ring in AF Mode ¢ Weight (g) : 560 

* Focus-Hold Button _ RECOMMENDED ACCESSORY 


¢ Distance Encoder 


¢ Circular Aperture | Lens Case : LCL9OAM 








[See 7O2eo0]: =. 
SONY 7O- 2O0OMMIFe. 8 G- SERIES LENS $4199. 00 * * 


FEATURES ¢ Focus-Hold Button 
¢ Large aperture F2.8 high performance ¢ Focus-Range Limiter 
telephoto lens covering a useful range of ¢ Distance Encoder 
frequently used focal lengths from 70mm ¢ Circular Aperture 
midrange telephoto to 200mm telephoto 
* Quiet zoom operation with built-in SSM SPECIFICATIONS 
(SuperSonic Wave Motor) for high speed, ¢ Aperture Blades : 9 
responsive lens adjustment ¢ Minimum Aperture : 32 
¢ Uses four ED (Extra-low Dispersion) glass ¢ Minimum Focus (m) : 1.20 
lenses to correct chromatic aberrations ¢ Filter Diameter (mm) : 77 
with sharp detailing across the entire * Focal Length : 70-200mm 
zoom range. ¢ Equivalent 35mm Focal Length 
* Internal focusing for high speed AF when mounted on an APS format 
¢ 2 DMF (Direct Manual Focus) modes : DSLR : 105-300mm 
Normal Time / Full Time that allows for ¢ Lens Groups / Elements : 16/19 
manual focus at any time * Angle of View (35mm) : 34° — 12°30’ 
* 3 focus hold buttons and electronic slider ¢ Angle of View (APS) : 23° — 8° 
focus range selector switch ¢ Dimensions (Diameter x Length) 
¢ Distance Scale (mm) : 87 x 196.5 
¢ Non-rotating Focusing Ring in AF Mode ¢ Weight (g) : 1340 (without tripod mount) 





SONY 3OOMMWF2.8 G-SERIES LENS $11299.00 * 





FEATURES SPECIFICATIONS 

¢ A high performance 300mm professional e Aperture Blades : 9 
telephoto lens with wide aperture F2.8. ¢ Minimum Aperture : 32 
Ideal for a wide range of photographic ¢ Minimum Focus (m) : 2.00 
applications including sports, reportage ¢ Filter Diameter (mm) : 42 (dedicated) 
and wildlife ¢ Focal Length : 300mm 

* Quiet zoom operation with built-in SSM ¢ Equivalent 35mm Focal Length 
(SuperSonic Wave Motor) for high speed, when mounted on an APS format 
responsive lens adjustment DSLR : 450mm 

¢ Uses three ED (Extra-low Dispersion) ¢ Lens Groups / Elements : 12/13 
glass lenses to correct chromatic (one filter element included) 
aberrations with sharp detailing ¢ Angle of View (35mm) : 8°10’ 

¢ Internal focusing for high speed AF ¢ Angle of View (APS) : 5°20’ 

¢ 2 DMF (Direct Manual Focus) modes: * Dimensions (Diameter x Length) 
Normal Time / Full Time that allows for (mm) : 122 x 242.5 
manual focus at any time * Weight (g) : 2310 (without tripod mount) 


¢ 4 focus hold buttons and electrical slider 
focus range selector switch 

¢ Distance Scale 

¢ Depth of field Scale 

¢ Non-rotating Focusing Ring in AF Mode 

¢ Focus-Hold Button 

¢ Focus-Range Limiter 

e Distance Encoder 

¢ Circular Aperture 





AWA ASOIN AC) LI ReLE 


B- Refer to KEY TECHNOLOGY pages for detailed information. 











RAL 1. OB0Z 


CARL ZEISS DT'*t 


16-80MM/F3.5-4.5 VARIO-SONNAR T* LENS $1249.00 * 


FEATURES 

¢ High quality, compact size 5x 
Carl Zeiss zoom standard zoom lens 
with super wide 24mm-120mm 
(35mm equivalent) range 

¢ Uses two glass moulded aspherical 
lenses delivering high picture quality 
across the entire zoom range 

¢ Circular aperture 

* Auto clutch mechanism (non-turning 
focus ring during AF) 

¢ Comfortable operation with wide 


focus ring (mm) : 72 x 83 en 
¢ Distance Scale ¢ Weight (g) : 445 Lens Case : LCL9OAM 
* Non-rotating Focusing Ring in AF Mode 
¢ Distance Encoder Available April 2007 


¢ Circular Aperture 


SALSS5F14Z 


CARL ZEISS 85MM/F 1. 4 PLANAR T* LENS $2299. OOe 


FEATURES 

* A bright, large aperture telephoto 
Carl Zeiss lens with sharp, high contrast 
reproduction and smooth background 
defocusing across the entire image 

¢ Wide diameter F1.4 produces a powerful 
performance when hand-held in low 
light conditions 

¢ Optimum operability using the focus hold 
button and auto clutch (non-turning focus 
ring in AF) 

¢ Ideal choice for portraits 

¢ Distance Scale 

¢ Depth of field Scale 

* Non-rotating Focusing Ring in AF Mode 

* Focus-Hold Button 

¢ Distance Encoder 

¢ Circular Aperture 


SAL ITSSrFISZ 


CARL ZEISS 135MM/F1.8 SONNAR T* LENS $2499.00 * 


FEATURES 
¢ Wide diameter telephoto Carl Zeiss 
lens with high descriptive performance 
and defocus effects 
¢ Wide diameter F1.8 produces a powerful 
performance when hand-held in low 
light conditions. 

* Excellent close-up performance at 0.72m 
* Uses two ED (Extra-low Dispersion) glass 
lenses to correct chromatic aberrations. 

° High speed AF by internal focusing 

* Comfortable, positive operation with focus 
hold button and auto clutch (non-turning 
focus ring in AF) 





SPECIFICATIONS 

¢ Aperture Blades : 7 

¢ Minimum Aperture : 22-29 

¢ Minimum Focus (m) : 0.35 

¢ Filter Diameter (mm) : 62 

¢ Focal Length : 16-80mm 

¢ Equivalent 35mm Focal Length : 
24-120mm 

¢ Lens Groups / Elements : 10/14 

¢ Aspherical Elements : 2 (2 surface) 

° Angle of View (APS) : 83° — 20° 

¢ Dimensions (Diameter x Length) 





t DT Lenses can only be used on APS format 
DSLR cameras. 








SPECIFICATIONS 

¢ Aperture Blades : 9 

¢ Minimum Aperture : 22 

¢ Minimum Focus (m) : 0.85 

Filter Diameter (mm) : 72 

* Focal Length : 85mm 

* Equivalent 35mm Focal Length 
when mounted on an APS format 
DSLR : 127.5mm 

¢ Lens Groups / Elements : 7/8 

¢ Angle of View (35mm) : 29° 

* Angle of View (APS) : 19° 

¢ Dimensions (Diameter x Length) fini a - 
(mm) : 81 x 75 -RECOMMENDED ACCESSORY 

° Weight (g) : 650 : 


| Lens Case : LCL9OAM 


¢ Distance Scale 

¢ Depth of field Scale 

¢ Non-rotating Focusing 
Ring in AF Mode 

¢ Focus-Hold Button 

¢ Distance Encoder 

¢ Circular Aperture 


¢ Equivalent 35mm Focal Length 
when mounted on an APS format 
DSLR : 202.5mm 

¢ Lens Groups / Elements : 9/11 

¢ Angle of View (35mm) : 18° 

° Angle of View (APS) : 12° 

¢ Dimensions (Diameter x Length) 
(mm) : 88 x 114.5 

SPECIFICATIONS ¢ Weight (g) : 985 

e Aperture Blades : 9 

¢ Minimum Aperture : 22 

¢ Minimum Focus (m) : 0.72 

¢ Filter Diameter (mm) : 77 

¢ Focal Length : 135mm 











"Lens Case : LCL140AM 


DID You KNOW? 


For more than a century, Car Zeiss lenses have stood for bite edge aval and supreme 
craftsmanship, recognized for dramatic contrast, vivid sharpness and the upmnistakable emotion 
that is bestowed to every image they capture. 


Bringing a selection of Carl Zeiss lenses to the a range, con offers Xp Digital SLR users the. 
opportunity to Loe these high performance lenses into their photographic experience. | 
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*SRP is manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice 
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FEATURES 

¢ Fisheye lens with corner-to-corner 180° 
angle of view 

¢ Deep depth of field with exaggerated 
sense of perspective and powerful 
deformation effects 

¢ Crisp images from infinity to 20cm, 
even at wide apertures 

¢ Four types of integrated filters can be 
selected by rotating the dial: Normal, 
056 (accented contrast for monochrome 
shots), B12 (colour correction by red 
elimination), Al2 (colour correction by 
blue elimination) 

¢ Distance Scale 

¢ Depth of field Scale 






SONY 500M 


FEATURES 

¢ Reflex design super telephoto lens with 
autofocus in compact, lightweight design 

¢ Focus hold button 

¢ Fixed F8 aperture, exposure is controlled 
by adjustment of shutter speed and 
supplied snap-on density filter 

¢ High quality reflective optical system 
reduces chromatic aberrations 

¢ Circular Aperture 

¢ Distance Scale 











SONY 135MIWF28 SMOOTH 


FEATURES 

¢ Unique telephoto lens with special 
apodization optical elements for smooth, 
beautiful defocused effects with sharp 
definition of in-focus areas 

¢ Smooth Transmission Focus (STF) 
delivers exceptional defocus effects for 
foreground or background. Unfocused 
areas are smooth and free from 
distinctive edges 

¢ Due to apodization elements actual 
brightness (transmissive) is expressed 
as 14.5. Manual exposure ring enables 
precise adjustment fromT4.5 to 6.7 

¢ Depth of Field Scale 

¢ Circular Aperture 

¢ Distance Scale 


SONY 16MM/Fe2.8 FISHEYE LENS $1399.00 * 


WES REFLEX LENS $1299.00 * 


SPECIFICATIONS 
¢ Aperture Blades : 7 
¢ Minimum Aperture : 22 
¢ Minimum Focus (m) : 0.20 
¢ Filter Diameter (mm) : 4 integrated filters 
¢ Focal Length : 16mm 
¢ Equivalent 35mm Focal Length 
when mounted on an APS format 
DSLR : 24mm 
¢ Lens Groups / Elements : 8/11 (one filter 
element included) 
¢ Angle of View (35mm) : 180° 
¢ Angle of View (APS) : 110° 
¢ Dimensions (Diameter x Length) 
(mm) : 75 x 66.5 
¢ Weight (g) : 400 





SPECIFICATIONS 

¢ Minimum Aperture : 8 (fixed) 

¢ Minimum Focus (m) : 4.00 

¢ Filter Diameter (mm) : dedicated 

* Focal Length : 500mm 

¢ Equivalent 35mm Focal Length 
when mounted on an APS format 
DSLR : 750mm 

¢ Lens Groups / Elements : 5/7 
(one filter element included) 

¢ Angle of View (35mm) : 5° 

¢ Angle of View (APS) : 3°10’ 

¢ Dimensions (Diameter x Length) 
(mm) : 89 x 118 

¢ Weight (g) : 665 





SPECIFICATIONS 

¢ Aperture Blades : 10 
(9 x auto, 1 x analogue) 

¢ Minimum Aperture : 31 [T32] 

¢ Minimum Focus (m) : 0.87 

* Filter Diameter (mm) : 72 

¢ Focal Length : 135mm 

¢ Equivalent 35mm Focal Length 
when mounted on an APS format 
DSLR : 202.5mm 

¢ Lens Groups / Elements : 6/8 (internal 
APD filter (1 group, 2 elements included) 

e Angle of View (35mm) : 18° 

¢ Angle of View (APS) : 12° 

¢ Dimensions (Diameter x Length) 
(mm) : 80 x 99 

¢ Weight (g) : 730 


re Refer to KEY TECHNOLOGY pages for detailed information. 


TRANSMISSION FOCUS LENS $2099.00 * 





_ RECOMMENDED ACCESSORY 
' Lens Case : LCL9OAM 


~ RECOMMENDED ACCESSORY 


Lens Case : LCL140AM 





RECOMMENDED ACCESSORY 
Lens Case : LCL140AM 
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INFOLITHIUM. | RECHARGABLE 


EXTERNAL FLASH LIGHT 


MACRO TWIN 





BATTERY PACK $109.00 * 


FEATURES 

¢ High Capacity 

* InfoLithium M series Battery 

¢ Up to 750 shots from a single charge 
(CIPA measurement) 


SPECIFICATIONS 

GENERAL 

¢ Dimensions (WxHxDmm) : 
38,.2x 20.5% 556 

¢ Weight (Approx) : 78g 

¢ Operating Temperature : +O to +40°C 

¢ Chemical Consistence : Li-ion 

¢ InfoLithium Function 

¢ Maximum Output Voltage : 8.4V 

¢ Mean Output Voltage : 7.2V 

¢ Capacity : 11.5Wh/ 1600mAh 





WITH GNS56 $749.00 * 


FEATURES 

¢ Guide Number 56 

¢ ADI System 

¢ High Speed Synchronisation 
¢ Bounce Degree 

¢ Range of Angle 

¢ Wireless TTL Mode 


dad elas 

BATTERY POWER REQUIREMENT 

° Tyo! / Required Number : AA Alkaline 
or AA Ni- i /4 

FLASH FUNCTION 

° eisreallAe Distance >: F2: 0.7m to 28m 

¢ Guide Number : Worth 56 (at 85mm 
lens focal distance ) 

¢ Number of flashes : More than 90 times 

¢ Lighting Angle (Vertical) : Approx 45° When using the wide panel : 
(at 35mm lens focal distance) Approx 125° 

¢ Lighting Angle (Horizontal) : Approx 60° GENERAL 
(at 35mm lens focal distance) ¢ Dimensions (WxHxDmm) : 

¢ Colour Temperature : Approx 5,700°K 77.3% 132 %.99°55 

¢ Connecter : Intelligent Accessory Shoe ¢ Weight (Approx) : 370g 

¢ Automatic Light Control ¢ Colour : Black 

¢ Bounce angle : Upward 90°, Downward ¢ Operating Temperature : +O to +40°C 
10°, rightward 90°, leftward 180° ¢ Storage Temperature : -20 to +60°C 

¢ READY Lamp 

e Wide Panel 


* Lighting Angle (Vertical) - When using 
the wide panel : Approx 115° 
¢ Lighting Angle (Horizontal) — 


FLASH $1299.00 * 


FEATURES 

¢ Guide Number 24 

¢ Precise Light Control by Adjustable 
Lights and Arms 

¢ Range of Angle 


SPECIFICATIONS 

BATTERY POWER REQUIREMENTS 

e Type : AA Alkaline or AA Ni-MH 

¢ Number of Batteries Required : 4 

FLASH FUNCTIONS 

¢ Number of Flashes : 200 — 4,000 
times (Alkaline Battery) 

¢ Lighting Angle (Vertical) : Approx. 45° 

¢ Lighting Angle (Horizontal) : Approx. 60° 


e¢ Macro Flash Controller (WxHxDmm) : 


¢ Lighting Angle (Vertical) with Wide Panel 63x 125:%91 

: Approx. 60° ¢ Twin Flash Unit (WxHxDmm) : 
¢ Lighting Angle (Horizontal) with Wide 43 x 41 eos 

Panel : Approx. 78° WEIGHT (APPROX,} 


¢ Colour Temperature : Approx. 5,700°K ° Macro Flash Controller : 235g 
¢ Connector : Intelligent Accessory Shoe ¢ Twin Flash Unit : 33g 
¢ Automatic Light Control GENERAL 
¢ Bounce Angle : Upward 90° / ¢ Colour : Black 
Downward 60° ¢ Operating Temperature : +O to +40°C 
¢ Red-Eye Reduction : No ¢ Storage Temperature : -20 to +60°C 
e READY Lamp 
¢ Wide Panel 
DIMENSION (APPROX.} 








HVLRLAM, 





ACVQGS00AM 


AC ADAPTER/ 
SUPERQUICK BATTERY 
CHARGER $229.00 * 


FEATURES 

¢ High speed charger for NPFM55H 

¢ Two battery bays 

¢ Provides direct power to the 
camera body 

¢ Include LCD panel displaying the 
battery status 


pectinases 
OWER REQUIREMENTS 
° Woleeee : 100-240V 





¢ Intelligent Display (LCD) 

¢ DC Charge : No 

CHARGING TIME 

¢ NPFM55H (Full / Normal) : 
130min / 7Omin 


e Frequency : 50 / 60Hz GENERAL 
ADAPTER ¢ Dimensions (WxHxDmm) : 
¢ Output Voltage in Operating Mode : 123% 48% 135 


DC7.6V / 3.0A ¢ Weight (Approx) : 490g 
CHARGING ¢ Operating Temperature : O to +40°C 
¢ Output Voltage in Charging Mode : ¢ Storage Temperature : -20 to +60°C 
DC8.4V / 2.9A POWER CONSUMPTION 
* Quick Charge : Quick Charge ¢ Power Consumption : 33W 





EXTERNAL FLASH LIGHT 
WITH GN3S6 $459.00 * 


FEATURES 

¢ Guide Number 36 

¢ ADI System 

¢ High Speed Synchronisation 
¢ Bounce Degree 

¢ Range of Angle 

¢ Wireless TTL Flash Mode 


SPECIFICATIONS 

BATTERY POWER REQUIREMENTS 

° Type / Reuuiied Number : AA Alkaline 
or AA Ni-MH / 4 

FLASH FUNCTION 

¢ Shooting Distance : F2 : 1m to 18m 

¢ Guide Number : Worth 36 (at 85mm 
lens focal distance) 

¢ Number of flashes : More than 200 
times (Alkaline battery) When using the wide panel : 

¢ Lighting Angle (Vertical) : Approx 45° Approx 125° 
(at 35mm lens focal distance) GENERAL 

¢ Lighting Angle (Horizontal) : Approx 60° ¢ Dimensions (WxHxDmm) : 
(at 35mm lens focal distance) 68 x 122 x 89 

¢ Colour Temperature : Approx 5,700°K ¢ Weight (Approx) : 260g 

¢ Connecter : Intelligent Accessory Shoe ¢ Colour : Black 

¢ Automatic Light Control ¢ Operating Temperature : +0 to +40°C 

* Bounce angle : Upward 90° ¢ Storage Temperature : -20 to +60°C 

e READY Lamp 

¢ Wide Panel 














¢ Lighting Angle (Vertical) - When 
using the wide panel : Approx 115° 
* Lighting Angle (Horizontal) — 





RING LIGHT $579.00 * 


FEATURES 
¢ Best Suited for Macro Shooting 
¢ Adjustable Light Value 


SPECIFICATIONS 


BATTERY POWER REQUIREMENTS 


° Type : AA Alkaline or AA Ni-MH 
Battery 
¢ Number of Batteries required : 4 


LIGHT FUNCTION 

¢ Power Consumption : 4.4W 

* IIluminance : 150Ix (at 0.3m) 
* Operating Distance : 0.1m 





to 0.5m 
¢ Lighting Angle : 35° 
¢ Remaining Battery Indicator GENERAL 
DIMENSIONS ¢ Material : PC 
¢ Battery/Operation Part (WxHxDmm) : ¢ Colour : Black 

64x 78 x 79 ¢ Operating Temperature : +5 to +40°C 
¢ Light (WxHxDmm): 124 x 141 x 24 ¢ Storage Temperature : -20 to +60°C 
WEIGHT 


¢ Total Weight : 180g 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notic 


& OTHER ACCESSORIES 


EXTERNAL FLASH 
BATTERY ADAPTER 


SPECIFICATIONS 


¢ Provide Power Supply to the HVLF56AM 


¢ Greater Capacity and Short Flash 
Recycle Time 

¢ Power Consumption : 9V 

¢ Type : AA Alkaline or AA Ni-MH 

¢ Number of Batteries Required : 6 

¢ Output Voltage in Operating Mode : 
330V, 2.5W 

¢ Dimensions (WxHxDmm) : 
69 x 158 x 25 

¢ Weight (Approx.) : 170g 


FAEB1AM $379.00 * 





 Q@ OTHER ACCESSORIES - 


EXTENSION CABLE 
FOR FLASH UNIT 


SPECIFICATIONS 

¢ Extension and Connection Cable 

¢ Cable Length (Approx.) : 1.5m 

¢ Weight (Approx.) : 41g 

¢ Colour : Black 

* Operating Temperature : +O to +40°C 
* Storage Temperature : -20 to +60°C 


FAEC 1AM $99.00 * 





Q&@ OTHER ACCESSORIES | 


ANGLE FINDER 


SPECIFICATIONS 

¢ Best Suited for the shooting 
from lower angle 

¢ Built-in Magnifier 

¢ Recommended for flower shooting 

¢ Rotating Degree : 360° 

¢ Diameter (Approx) : 30mm 

¢ Length (Approx) : 830mm 

¢ Weight (Approx) : 80g 

¢ Lens Structure : 6 Groups, 9 elements, 
Prism Lens 

¢ Lens Grade : High Grade 

* Diopter Adjustment : -9 ~ +3 diop 


FDAA1 AM $349.00 * 








OFF CAMERA SHOE 


SPECIFICATIONS 
¢ Best Suited for Off Camera Shooting 


¢ Dimensions (WxHxDmm) : 28 x 23 x 33 


¢ Weight (Approx) : 14g 

* Colour : Black 

¢ Operating Temperature : +O to +40°C 
¢ Storage Temperature : -20 to +60°C 


FACS1AM $94.00 * 





MULTI FLASH CABLE 


SPECIFICATIONS 

* Direct Connection between flash units 
* Cable Length (Approx.) : 1.5m 

¢ Weight (Approx.) : 42g 

¢ Colour : Black 

* Operating Temperature : +O to +40°C 
¢ Storage Temperature : -20 to +60°C 


FAMC 1AM $89.00 * 


ie | 


MAGNIFIER 


SPECIFICATIONS 

¢ Improve Focus Accuracy for various 
shooting style 

¢ Magnification : 2.3X in centre of 
view finder 

¢ Diametre (Approx) : 25mm 

¢ Length (Approx) : 35mm 

¢ Weight (Approx) : 15g 

¢ Lens Structure : 2 Groups, 3 Elements 

¢ Lens Grade : High Grade 

¢ Diopter Adjustment : -7.5 ~ +3.1 Diop 


FDAM1 AM $124.00 * 





TRIPLE CONNECTOR 


SPECIFICATIONS 
¢ Connector between DSLR Camera 
and Off Camera Flash 
¢ Dimensions (WxHxDmm) : 50 x 20 x 50 
¢ Weight (Approx.) : 24g 
¢ Colour : Black 
* Operating Temperature : +O to +40°C 
¢ Storage Temperature : -20 to +60°C 


FATC1 AM $124.00 * 





REMOTE 
COMMANDER (5.0M) 


SPECIFICATIONS 
° For off-camera shutter release when using 
the tripod 
¢ Used for bulb shooting or night photos 
¢ Functions Supported : Photo (Shutter) 
¢ Other functions : Shutter lock function 
¢ Dimensions (WxHxDmm) : 24 x 16 x 84 
¢ Weight (Approx) : 90g 
* Operating Temperature : +O to +40°C 
¢ Storage Temperature : -20 to +60°C 
¢ Remote Controller : 
— Wireless / Wired : Wired 
— Length of Cord (Approx) : 5M 


RML1AM $99.00 * 





TEXTILE SOFT 
CARRY CASE 


SPECIFICATIONS 

¢ Store OC camera and one attached lens 

¢ Side pockets for additional accessories 
such as additional battery, remote 
commander, etc 

¢ Supplied with Shoulder Strap 

¢ Dimensions (WxHxDmm) : 
185 x 260 x 130 

¢ Weight (Approx) : 250g 

¢ Type : 3 way (Hand / Shoulder / 
Waist Bag) 

* Also available in Cinnabar 
AMAD ($54.00) 


LCSAMAB/D $54.00 * 


OFF CAMERA CABLE 


SPECIFICATIONS 

¢ Connector between the DSLR camera and 
the off camera flashes 

* Cable Length (Approx.) : 1.5m 

¢ Dimensions (WxHxDmm) : 25 x 20 x 27 

¢ Weight (Approx.) : 44g 

¢ Colour : Black 

* Operating Temperature : +O to +40°C 

¢ Storage Temperature : -20 to +60°C 


FACC ‘1AM $89.00 * 





REMOTE 
COMMANDER (O.5M) 


SPECIFICATIONS 
¢ For off-camera shutter release when using 
the tripod 
e Used for bulb shooting or night photos 
¢ Functions supported : Photo (Shutter) 
¢ Other functions : Shutter lock function 
¢ Dimensions (WxHxDmm) : 24 x 16 x 84 
¢ Weight (Approx) : 30g 
* Operating Temperature : +0 to +40°C 
¢ Storage Temperature : -20 to +60°C 
¢ Remote Controller 
— Wireless / Wired : Wired 
— Length of Cord (Approx) : 0.5M 


RMS1AM $89.00 * 


JUST FIT 
LEATHER CASE 


SPECIFICATIONS 

¢ Store OQ camera and one 
attached lens 

¢ Just Fit to A100 camera 

¢ High grade leather case 

¢ Various styles : Should strap, 
belt loop, D-ring 

¢ Dimensions (WxHxDmm) : 
170 x 190 x 120 

¢ Weight (Approx) : 250g 

° Type : 2 Ways (Hand / Waist) 


LCSAMLC1 $119.00 * 





be Refer to KEY TECHNOLOGY pages for detailed information. 





= 
‘ 
= 
° 
oO 
> 
= 
° 
st 
> 
= 
S 





= 
“ 
= 
re) 
oO 
> 
eS 
% 
= 
= 
> 





TEXTILE 
SOFT SYSTEM 
CARRY CASE 


SPECIFICATIONS 

¢ Store camera, OX lenses, and other 
accessories such as flash units, additional 
batteries, battery chargers, etc 

* Custom designed for O€ camera system 

¢ Adjustable inner compartments 

* Tripod Holder at the front 

¢ Dimensions (WxHxDmm) : 
430 x 260 x 180 

¢ Weight (Approx) : 1.2kg 

¢ Material : Polypropylene 

* Type : Shoulder Bag 


LCSAMSCS3O $119.00 * 





LENS CASE 


SPECIFICATIONS 

¢ Protect lens from scratching 

¢ Hold one lens which is under 
60mm, 90mm or 140mm in length 


¢ Dimensions (Diameter x Length mm) : 


95 x 130 (LCL60AM) 

105 x 150 (LCL90AM) 

125 x 200 (LCL140AM) 
¢ Type : Carrying Pouch 


LCLGOAM $39.00 * 
LCLSOAM $49.00 * 
LOL140AM $54.00 * 








LENS HOOD 


¢ Model Codes : 
— ALCSHO0001 for SAL35F15G : $89.00 * 
— ALCSHO002 for SAL85F14Z : $229.00 * 


— ALCSH0003 for SAL135F18Z : $299.00 * 


— ALCSHO0005 for SAL1680Z : $89.00 * 

— ALCSHO006 for SAL1870 : $29.00 * 

— ALCSH0007 for SAL100M28/SAL75300 : 
— ALCSH0008 for SAL18200 : $42.95 * 

— ALCSHO0009 for SAL118 : $49.00 * 

— ALCSHO0010 for SAL70200G : $199.00 * 
— ALCSH0011 for SAL50F 14 : $34.95 * 

— ALCSH0013 for SAL20F28 : $59.00 * 

— ALCSH0014 for SAL135F28 : $149.00 * 
— ALCSH0016 for SAL24105 : $42.95 * 


$42.95 * 





GENUINE LEATHER 
SHOULDER STRAP 


SPECIFICATIONS 
* Dimension (Approx) : 
Width 40mm x Length 600mm 
¢ Weight (Approx) : 70g 
¢ Material : Genuine Leather 
¢ Colour : Black 


STPSH1AM $59.00 * 


CINNABAR TEXTILE 
SHOULDER STRAP 


SPECIFICATIONS 
¢ Dimension (Approx) : 
Width 40mm x Length 600mm 
¢ Weight (Approx) : 40g 
¢ Material : Nylon 
¢ Colour : Cinnabar 


STPSS1AM $39.00 * 


Q®& OTHER ACCESSORIES | 


EYEPIECE CUP 


SPECIFICATIONS 

¢ Dimensions (WxHxDmm) : 52 x 30x 8 
° Weight (Approx.) : 5g 

¢ Material : VMQ, POM, ABS 

¢ Colour : Black 


FDAEP 1AM $15.95 * 








MEMORY STICK 
DUO ADAPTER 
FOR COMPACT 
FLASH SLOT 


SPECIFICATIONS 
* Enables use of Memory Stick Duo in 
A100 cameras 


ADMSCF 1 $109.00 * 





EYE PIECE 
CORRECTOR 


SPECIFICATIONS 

* Viewfinder attachment to compensate 
for far or short sightedness 

¢ Model Codes : 
— Diop +0.5 : FDAECFO5 
— Diop +1.0 : FDAECF10 
— Diop +1.5 : FDAECF15 
— Diop +2.0 : FDAECF20 
— Diop +3.0 : FDAECF30 
— Diop -1.0 : FDAECN10 
— Diop -2.0 : FDAECN20 
— Diop -3.0 : FDAECN30 
— Diop -4.0 : FDAECN40 


FDAECF/CN $24.00 * 





55MM REAR CAP 


SPECIFICATIONS 
¢ For rear of lenses 


ALCR55 $7.00 * 





ACCESSORY 
SHOE CAP 


SPECIFICATIONS 

¢ Dimensions (WxHxDmm) : 
21x24x6 

* Weight (Approx.) : 1g 

¢ Material : ABS 

¢ Colour : Black 





FASHC1AMB $11.95 * 





55MM BODY CAP 





SPECIFICATIONS 
¢ For Lens mount on the camera body 


ALCBS55 $7.00 * 





*SRP is manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice 





CYBER-SHOT Home Menu with Function Guide 














ta Scene Selection - 
low-light reducing blur 


best out of your Cyber-shot has never been easier 
or more intuitive. In addition to the clean and 

elegant Graphical menus, features such as the on FH Movie Mode 
screen function guide and image print guide help 


the user understand what each setting does, thus 


@ Program Auto 


The new advanced Graphical User Interface Shooting 
(GUI) featured on many of Sony’s 2007 Cyber- “oe i, em ¢ ‘=. &, &, 
shot models vastly improves the users picture a | | 
simple onscreen graphical menus, getting the | | Shoot without flash in 

| 


taking experience. With the new clean and 
j 





[oa 


Easy Shots with automatic settings 








enabling them to get the best images out of their Home Menu Scene Selection Guide Image Print Size Guide 
Cyber-shot every time. 










Be Face Sony’s new hardware based Face Detection Engine enables 
am Detection high speed, high accuracy Face Detection and tracking 

technology assisting the camera to automatically optimize 
focusing, exposure, white balance and flash control. By detecting faces in the 
scene, the camera selects the optimum settings to ensure the best possible results 
when photographing family and friends. 





The power of the Sony Bionz Image Processor used in Sony Alpha DSLR 


Cameras is now incorporated into many models of Sony’s 2007 Cyber-shot 
range. The hardware based Bionz processor represents a giant leap forward in 
image processing ability, enabling features such as high speed, high accuracy rs 


9 point Auto Focus, higher accuracy Auto White balance, inbuilt Dynamic 
Range Optimizer (DRO) and improved shooting accuracy and 
quality in low light conditions. 





CYBER-SHOT Super SteadyShot (Optical) 


Selected Cyber-shot cameras include a Super SteadyShot lens shift technology 
to stabilise your shot, keeping your images sharp and clear. Blurred images, 
which are most apparent when using your camera indoors, in tricky 

lighting situations or when using the extreme end of your zoom are 

drastically reduced with SuperSteady Shot. 






Su 

“. Steady 
Shot 
(Optical) 





Super Steady Shot OFF Super Steady Shot ON 


CYBER-SHOT High Definition Output 


Selected models of the 2007 Cyber-shot range are capable of HD 

1080i High Definition Output to enable viewing of still images on a 
High Definition display such as a BRAVIA. Using the optional High 
Definition Component Cable HD slideshows with crystal clear clarity and 
breathtaking colour can be displayed on HD capable TVs for sharing 
with family and friends in the comfort of your living room. 


HD Component Cable (optional) 
VMCMHC1 














One of the most important parts of any camera (video or still) is the lens. 
Many Cyber-shots incorporate lenses from one of the world’s best lens 
designer — Carl Zeiss. These lenses minimise reflection and allow clean, 
distortion-free light to pass into the camera. This results in superb, sharp 
images with excellent colour reproduction. These benefits are particularly 
obvious in low-light conditions as are often experienced indoors. 


Carl Zeiss 








_ CYBER-SHOT Clear Photo LCD Plus 


Clear Photo LCD Plus enhances the colour range and 
CET TGR increases the dynamic range and contrast of the image 
[io ») plus on-screen, allowing you to review your photo more 

accurately. Anti-glare processing makes sure reflected 
light does not interfere with the displayed image. 7 
As we take photos in millions of pixels, but only see them in hundreds le 
of thousands on the LCD panel, the more accurate your LCD, the more : | 
accurately you can judge your shot! 
















paral LCD Say Phan ee 
CYBER-SHOT Why 


Having more MegaPixels increases the amount of detail that is captured. As a result 
more colour information is recorded which improves colour accuracy and tonal gradation. 


More MegaPixels? — 





If you'd like to reframe your shot, crop and print out only part of your image or enlarge it 
at photographic quality, it is important to have enough pixels to do this. More pixels allow 
this without sacrificing picture quality. 








Original image High MegaPixel original image: High quality Low MegaPixel original image: Lower quality 


image retained after zooming and cropping image after zooming and cropping part of 
part of the picture the picture 





| CYBER-SHOT GPS Unit 


This incredible new accessory will change the way you organise, remember 
and see your pictures. Simply by taking along the GPSCS1KA with you 
when you are out taking pictures on your compatible Cyber-shot, Alpha or 
Handycam you will be able to see exactly where the photo was taken using 
a Satellite picture from Google Earth. By using the GPS Satellite navigation 
network to track your position the GPSCS1KA records your movements as 
you move from place to place taking pictures on your camera. You then 
simply download your photos and also the GPS location data file from the 
GPSCS1KA and let the software synchronise these files. Using the date and 
time that the picture was taken the exact location of the picture is determined. 
This position is then displayed on either a street directory map or a satellite 
photograph or a combination of both. This is a must have accessory 

for travelling. 








Hybrid image of satellite photo and map 
showing where the photo was taken 


Note: The GPSCS1KA works anywhere in the world so you can use it on your overseas holiday etc. 
and is compatible with all current Cyber-shot and Sony DSLR cameras. 
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V On-screen Function Guide 
VY 2.0” LCD Screen 
¥ High ISO Sensitivity (ISO 1000) 


FEATURES 

¢ 7.2 Megapixels (effective) 

¢ 3x Optical Zoom 

¢ 2.0” LCD Screen 

* High ISO Sensitivity (ISO 1000) 

¢ High Quality MPEG Movies 

¢ 24MB Internal Memory 

¢ Battery Stamina up to 460 shots / 
230mins 


SPECIFICATIONS 

LENS 

* Focal Length (35mm conversion) : 
5.8-17.4mm (35-105mm) 

¢ F Number : 2.8-4.8 

* Optical Zoom : 3x 

¢ Macro Mode 

SENSOR 

¢ Sensor Size : 1/2.5” CCD 

¢ Effective Pixels : 7.2 MP 

LCD AND VIEWFINDER 

° 2.0” (115K pixels) 

IMAGE PROCESSOR 

¢ 12 Bit DXP 

¢ Start-up Time : Approx. 2.0 sec. 

¢ Shutter Time Lag : Approx 1.3 sec 

CONTROL AND SETTINGS 

¢ ISO Sensitivity : Auto / 100 / 200 / 400 
/ 800 / 1000 

¢ Light Metering : Multi-pattern, Spot 

* Red Eye Reduction 

¢ Hand Shake Alert 

¢ Self Timer (10 sec. / 2 sec.) 

¢ 7 Scene Selection Modes 

¢ Slide Show 

¢ Picture Effects : B&W, Sepia 

¢ Flash Range : 
— ISO Auto : up to 3.5m 
—|SO 1000 : up to 6.3m 






7.2 MP 





YBER-SH 


VY On-screen Function Guide 
v 2.4” LCD Screen 
VY High ISO Sensitivity (ISO 1000) 


FEATURES 

° 7.2 Megapixels (effective) 

¢ 3x Optical Zoom 

e 2.4” LCD Screen 

¢ High ISO Sensitivity (ISO 1000) 

¢ High Quality MPEG Movies 

¢ 24MB Internal Memory 

¢ Battery Stamina up to 460 shots / 
230mins 


SPECIFICATIONS 

LENS 

¢ Focal Length (35mm conversion) : 
5.8-17.4mm (35-105mm) 

¢ F Number : 2.8-4.8 

* Optical Zoom : 3x 

¢ Macro Mode 

SENSOR 

¢ Sensor Size : 1/2.5” CCD 

¢ Effective Pixels : 7.2 MP 

LCD AND VIEWFINDER 

e 2.4” (112K pixels) 

IMAGE PROCESSOR 

¢ 12 Bit DXP 

* Start-up Time : Approx. 2.0 sec. 

¢ Shutter Time Lag : Approx 1.3 sec 

CONTROL AND SETTINGS 

¢ ISO Sensitivity : Auto / 100 / 200 / 400 
/ 800 / 1000 

¢ Light Metering : Multi-pattern, Spot 

¢ Red Eye Reduction 

¢ Hand Shake Alert 

¢ Self Timer (10 sec. / 2 sec.) 

¢ 7 Scene Selection Modes 

¢ Slide Show 

¢ Picture Effects : B&W, Sepia 

e Flash Range : 
— 1SO Auto : up to 3.5m 
— ISO 1000 : up to 6.3m 


bee Refer to KEY TECHNOLOGY pages for detailed information. 


7.2 MP CYBER-SHOT $249.00 * 


OT $299.00 * 


STILL IMAGE 
¢ Burst Mode : 3 shots at 1.5 second 
intervals (7MP fine mode) 
MOVIE MODES 
¢ MPEG Movie : 
— Presentation : 320 x 240, 30fps 
STORAGE 
¢ Internal Memory : 24MB 
¢ Media : Memory Stick Duo, Memory 
Stick PRO Duo 
BATTERY STAMINA 
* Battery Life : 
— Supplied Batteries : 100 shots / 
5Omins 
— Optional Batteries (NiMH) : 
460 shots / 230mins 
CONNECTIONS 
¢ USB 2.0 (Mass Storage, PTP, PictBridge) 
GENERAL 
* Dimensions (WxHxDmm) : 
91.0 x 61.0 x 26.5 
¢ Weight (without accessories) : 130g 


SUPPLIED ACCESSORIES 
¢ AA Alkaline Batteries x 2 
¢ USB cable 
¢ AV Cable 
¢ Wrist Strap 
¢ Software : 
— Windows : Picture Motion Browser, 
USB Driver 
— Mac : USB Driver 


STILL IMAGE 
¢ Burst Mode : 3 shots at 1.5 second 
intervals (7MP fine mode) 
MOVIE MODES 
¢ MPEG Movie : 
— Presentation : 320 x 240, 30fps 
STORAGE 
¢ Internal Memory : 24MB 
¢ Media : Memory Stick Duo, 
Memory Stick PRO Duo 
BATTERY STAMINA 
¢ Battery Life : 
— Supplied Batteries : 100 shots / 
50mins 
— Optional Batteries (NIMH) : 460 shots 
/ 230mins 
CONNECTIONS 
¢ USB 2.0 (Mass Storage, PTP, PictBridge) 
GENERAL 
* Dimensions (WxHxDmm) : 
91.0 x 61.0 x 26.5 
¢ Weight (without accessories) : 149g 
¢ Body Material : Full Metal 


SUPPLIED ACCESSORIES 
¢ AA Alkaline Batteries x 2 
¢ USB cable 
¢ AV Cable 
¢ Wrist Strap 
¢ Software : 
— Windows : Picture Motion Browser, 
USB Driver 
— Mac : USB Driver 












RECOMMENDED ACCESSORIES 


_ Ring Light : HVLRLS Accessory Kit : ACCCN3BC 





RECOMMENDED ACCESSORIES 


| Multicable : VMCMD1 _ Textile Carry Case : LCSCSJ 





www.sony.com.au 
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7.2 MP CYBER-SHOT $299.00 * 


¥Y Carl Zeiss Lens 

¥ 2.0” LCD Screen 

Y High ISO Sensitivity (ISO 1000) 
Y On-screen Function Guide 

Y Stylish Compact Design 


FEATURES 

¢ 7.2 Megapixels (effective) 

¢ Carl Zeiss Vario-Tessar Lens 

¢ 3x Optical Zoom 

¢ 2.0” LCD Screen 

¢ Optical Viewfinder 

¢ RIMP — Real Imaging Processor 

¢ High ISO Sensitivity (ISO 1000) 

¢ Clear Raw Noise Reduction 

¢ High Quality MPEG Movies 

¢ 56MB Internal Memory 

* On-screen Function Guide 

¢ Battery Stamina up to 480 shots 
/ 240mins 


SPECIFICATIONS 

LENS 

¢ Carl Zeiss Vario-Tessar 

* Focal Length (35mm conversion) : 
6.3-18.9mm (38-114mm) 

¢ F Number : 2.8-5.2 

¢ Optical Zoom : 3x 

¢ Macro mode : 2cm 

SENSOR 

¢ Sensor Size : 1/2.5” CCD 

¢ Effective Pixels : 7.2 MP 

LCD AND VIEWFINDER 

¢ 2.0” (85K pixels) 

¢ Optical View finder 

IMAGE PROCESSOR 

¢ RIMP — Real Imaging Processor 

¢ 14 Bit DXP 

¢ Start-up Time : Approx. 1.6 sec. 

¢ Shutter Time Lag : Approx 0.3 sec 

CONTROL AND SETTINGS 

¢ ISO Sensitivity : Auto / 100 / 200 / 
400 / 800 / 1000 


DSCW55S° 





¢ Light Metering : Multi Pattern, 
Centre Weighted, Spot 

¢ Red Eye Reduction 

¢ Hand Shake Alert 

¢ Self Timer (2 sec. / 10 sec.) 

¢ Auto Focus Illuminator 

¢ 7 Scene Selection Modes 

¢ Zoom and Trim 

¢ Slide Show 

° Picture Effects : B&W, Sepia 

¢ Flash Range : 
— ISO Auto : up to 4.2m 
— ISO 1000 : up tp 7.3m 

STILL IMAGE 

¢ Burst Mode — 4 shots at 0.9 second 
intervals (7MP fine mode) 

MOVIE MODES 

¢ MPEG Movie 
— VX Fine : 640 x 480, 30fps 
— VX Std : 640 x 480, 16.6fps 

STORAGE 

¢ Internal Memory : 56MB 

¢ Media : Memory Stick Duo, 
Memory Stick PRO Duo 

BATTERY STAMINA 

* Battery Life : Supplied Batteries : 
480 shots / 240mins 

CONNECTIONS 


* USB 2.0 (Mass Storage, PTP, PictBridge) 


¢ Other Connections : Av Out, DC In 
GENERAL 
¢ Dimensions (WxHxDmm) : 

89.8 x 59.1 x 22.9 
° Weight (without accessories) : 118g 
¢ Body Material : Metal Face 


7.2 MP CYBER-SHOT $449.00 * 


Y Carl Zeiss Lens 

¥Y 2.5” LCD Screen 

Y High ISO Sensitivity (ISO 1000) 
VY On-screen Function Guide 

Y Stylish Compact Design 


FEATURES 

¢ 7.2 Megapixels (effective) 

¢ Carl Zeiss Vario-Tessar Lens 

¢ 3x Optical Zoom 

e 2.5” LCD Screen 

¢ Optical Viewfinder 

¢ RIMP — Real Imaging Processor 

¢ High ISO Sensitivity (ISO 1000) 

¢ Clear Raw Noise Reduction 

¢ High quality MPEG Movies 

¢ On-screen Function Guide 

¢ Battery Stamina up to 490 shots / 
245mins 


SPECIFICATIONS 

LENS 

¢ Carl Zeiss Vario-Tessar 

* Focal Length (35mm conversion) : 
6.3-18.9mm (38-114mm) 

¢ F Number : 2.8-5.2 

¢ Optical Zoom : 3x 

¢ Macro Mode : 2cm 

SENSOR 

¢ Sensor Size : 1/2.5” CCD 

¢ Effective Pixels : 7.2 MP 

LCD AND VIEWFINDER 

¢ 2.5” (115K pixels) 

¢ Optical Viewfinder 

IMAGE PROCESSOR 

* RIMP — Real Imaging Processor 

¢ Start-up Time : Approx. 1.3 sec. 

¢ Shutter Time Lag : Approx 0.3 sec 

CONTROL AND SETTINGS 


¢ ISO Sensitivity : Auto / 100 / 200 / 400 


/ 800 / 1000 

¢ Light Metering : Multi Pattern, Centre 
Weighted, Spot 

¢ Red Eye Reduction 

¢ Hand Shake Alert 


¢ Self Timer (2 sec. / 10 sec.) 
¢ Auto Focus Illuminator 
¢ 7 Scene Selection Modes 
¢ Zoom and Trim 
¢ Slide Show 
* Picture Effects : B&W, Sepia 
¢ Flash Range : 
— ISO Auto : up to 4.2m 
—1SO 1000 : up to 7.3m 
STILL IMAGE 
¢ Burst Mode : 4 shots at 0.9 second 
intervals (7MP fine mode) 
MOVIE MODES 
¢ MPEG Movie 
— VX Fine : 640 x 480, 30fps 
— VX Std : 640 x 480, 16.6fps 
STORAGE 
¢ Internal Memory : 56MB 
¢ Media : Memory Stick Duo, 
Memory Stick PRO Duo 
BATTERY STAMINA 
¢ Battery Life : Supplied Batteries : 
490 shots / 245mins 
CONNECTIONS 
¢ Multi-use Terminal (AV / USB 
— PictBridge Compatible), DC In 
GENERAL 
¢ Dimensions (WxHxDmm) : 
$3.9.9 x 57.1% 22.9 
¢ Weight (without accessories) : 116g 
¢ Body Material : Metal Face 






SUPPLIED ACCESSORIES 
¢ Lithium-lon Battery (NPBG1) 
¢ Battery Charger (BCCSG) 
¢ Power Cord 
¢ USB cable 
e AV Cable 
¢ Wrist Strap 
° Software : 
— Windows : Cyber-shot Viewer, 
USB Driver 
— Mac : USB Driver 


RECOMMENDED ACCESSORIES 
Wide Con Lens : VCLDHO730 Accessory Kit : ACCCBG 












SUPPLIED ACCESSORIES 
* Lithium-lon Battery (NPBG1) 
¢ Battery Charger (BCCSG) 
¢ Power Cord 
¢ USB cable 
¢ AV Cable 
¢ Wrist Strap 
¢ Software : 
— Windows : Cyber-shot Viewer, 
USB Drive 
— Mac : USB Driver 





Also Available in Blue (DSCW55L), 
Black (DSCW55B), Pink (DSCW55P) 


*SRP is manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice 
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7.2 MP CYBER-SHOT $549.00 * 


V Carl Zeiss Lens 

VY 2.5” LCD Screen 

Y Bionz Image Processor 

V Face Detection 

VY Home Menu with Function Guide 


VY HD 1080i Output (requires optional HD cable) 


FEATURES 

¢ 7.2 Megapixels (effective) 

¢ Carl Zeiss Vario-Tessar Lens 

¢ 3x Optical Zoom 

e 2.5” LCD Screen 

* Optical Viewfinder 

¢ Bionz Image Processor 

¢ Face Detection 

* High ISO Sensitivity (ISO 3200) 

¢ Clear Raw Noise Reduction 

¢ High quality MPEG Movies 

¢ Super SteadyShot Optical Image Stabiliser 

¢ Home Menu with Function Guide 

* Battery Stamina up to 340 shots / 
170mins 


SPECIFICATIONS 

LENS 

¢ Carl Zeiss Vario-Tessar 

* Focal Length (35mm conversion) : 
5.8-17.4mm (35-105mm) 

¢ F Number : 2.8-5.2 

¢ Optical Zoom : 3x 

¢ Macro Mode : 4cm 

¢ Super SteadyShot Optical Image Stabiliser 

SENSOR 

¢ Sensor Size : 1/2.5” CCD 

° Effective Pixels : 7.2 MP 

LCD AND VIEWFINDER 

© 2.5” (115K pixels) 

* Optical Viewfinder 

IMAGE PROCESSOR 

¢ Bionz Imaging Processor 

¢ Start-up Time : Approx. 1.5 sec. 

¢ Shutter Time Lag : Approx 0.3 sec 


Y Carl Zeiss Lens 

¥ 2.5” LCD Screen 

V Bionz Image Processor 

V Face Detection 

Y Home Menu with Function Guide 


8.1 MP CYBER-SHOT $599.00 * 


CONTROL AND SETTINGS 

¢ ISO Sensitivity : Auto / 100 / 200 / 400 / 
800 / 1600 / 3200 

¢ Light Metering : Multi Pattern, Centre 
Weighted, Spot 

¢ Red Eye Reduction 

¢ Self Timer (2 sec. / 10 sec.) 

¢ Auto Focus Illuminator 

¢ 7 Scene Selection Modes 

¢ Zoom and Trim 

* Slide Show 

* Picture Effects : B&W, Sepia 

e Flash Range : 
— |SO Auto: up to 3.3m 
— |SO 1000: up tp 6.6m 

STILL IMAGE 

¢ Burst Mode : 100 shots at 0.36 second 
intervals (7MP fine mode) 

MOVIE MODES 

e MPEG Movie 
— VX Fine : 640 x 480, 30fps 
— VX Std : 640 x 480, 16.6fps 

STORAGE 

¢ Internal Memory : 31MB 

¢ Media : Memory Stick Duo, Memory 
Stick PRO Duo 

BATTERY STAMINA 

* Battery Life : Supplied Batteries : 
340 shots / 170mins 

CONNECTIONS 

¢ Multi-use Terminal (AV / USB — Mass 
Storage, PTP, PictBridge), DC In 


Y HD 1080i Output (requires optional HD cable) 


FEATURES 

¢ 8.1 Megapixels (effective) 

* Carl Zeiss Vario-Tessar Lens 

¢ 3x Optical Zoom 

¢ 2.5” LCD Screen 

* Optical Viewfinder 

¢ Bionz Image Processor 

¢ Face Detection 

¢ High ISO Sensitivity (ISO 3200) 

¢ Clear Raw Noise Reduction 

* High Quality MPEG Movies 

¢ Super SteadyShot Optical Image Stabiliser 

* Home Menu with Function Guide 

* Battery Stamina up to 350 shots / 
175mins 


SPECIFICATIONS 

LENS 

¢ Carl Zeiss Vario-Tessar 

¢ Focal Length (35mm conversion) : 
5.8-17.4mm (35-105mm) 

¢ F Number : 2.8-5.2 

¢ Optical Zoom : 3x 

¢ Macro Mode : 4cm 

¢ Super SteadyShot Optical Image Stabiliser 

SENSOR 

¢ Sensor Size : 1/2.5” CCD 

¢ Effective Pixels : 8.1 MP 

LCD AND VIEWFINDER 

¢ 2.5” (115K pixels) 

¢ Optical Viewfinder 

IMAGE PROCESSOR 

¢ Bionz Imaging Processor 

¢ Start-up Time : Approx. 1.5 sec. 

¢ Shutter Time Lag : Approx 0.3 sec 


CONTROL AND SETTINGS 

¢ ISO Sensitivity : Auto / 100 / 200 / 400 / 
800 / 1600 / 3200 

* Light Metering : Multi Pattern, Centre 
Weighted, Spot 

¢ Red Eye Reduction 

¢ Self Timer (2 sec. / 10 sec.) 

¢ Auto Focus Illuminator 

¢ 7 Scene Selection Modes 

¢ Zoom and Trim 

¢ Slide Show 

¢ Picture Effects : B&W, Sepia 

¢ Flash Range : 
— ISO Auto: up to 3.3m 
— ISO 1000: up tp 6.6m 

STILL IMAGE 

¢ Burst Mode : 100 shots at 0.36 second 
intervals (8MP fine mode) 

MOVIE MODES 

e MPEG Movie 
— VX Fine : 640 x 480, 30fps 
— VX Std : 640 x 480, 16.6fps 

STORAGE 

¢ Internal Memory : 31MB 

¢ Media : Memory Stick Duo, Memory 
Stick PRO Duo 

BATTERY STAMINA 

* Battery Life : Supplied Batteries : 
350 shots / 175mins 

CONNECTIONS 

¢ Multi-use Terminal (AV / USB — Mass 
Storage, PTP, PictBridge), DC In 

GENERAL 

¢ Dimensions (WxHxDmm) : 
91.0 x 58.0 x 22.9 

¢ Weight (without accessories) : 124g 

¢ Body Material : Full Metal 


be Refer to KEY TECHNOLOGY pages for detailed information. 


GENERAL 
¢ Dimensions (WxHxDmm) : 
Bix 58.0 x 22.9 
¢ Weight (without accessories) : 124g 
¢ Body Material : Full Metal 


SUPPLIED ACCESSORIES 

¢ Lithium-lon Battery (NPBG1), 
¢ Battery Charger (BCCSG) 

¢ Power Cord 

¢ Multi Cable 

¢ Wrist Strap 

¢ Software : 

— Windows : Picture Motion Browser, 
USB Driver, Picture Package Music 
Transfer 

— Mac : Music Transfer, USB Driver 


Also Available in White (DSCW80W), 
Pink (DSCW8OP) 


RECOMMENDED ACCESSORIES 
HD Cable : VMCMHC1 


SUPPLIED ACCESSORIES 

¢ Lithium-lon Battery (NPBG1), 
¢ Battery Charger (BCCSG) 

¢ Power Cord 

¢ Multi Cable 

¢ Wrist Strap 

¢ Software : 

— Windows : Picture Motion Browser, 
USB Driver, Picture Package Music 
Transfer 

— Mac : Music Transfer, USB Driver 


Also Available in Black (DSCW90B) 


RECOMMENDED ACCESSORIES 
HD Cable : VMCMHC1 
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Lithium lon Battery : NPBG1 


HD Cyber-shot Station: 











Coloured Leather Carry Case : 
LCSTWC 











Marine Packs : MPKWB 
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12.1 MP CYB 


v Carl Zeiss Lens 

¥ 2.5” LCD Screen 

Y Bionz Image Processor 

VY Face Detection 

Y Home Menu with Function Guide 





Y HD 1080i Output (requires optional HD cable) 


FEATURES 

¢ 12.1 Megapixels (effective) 

¢ Carl Zeiss Vario-Tessar Lens 

¢ 3x Optical Zoom 

¢ 2.5” LCD Screen 

* Optical Viewfinder 

¢ Bionz Image Processor 

* Face Detection 

¢ High ISO Sensitivity (ISO 3200) 

¢ Clear Raw Noise Reduction 

¢ High Quality MPEG Movies 

* Super SteadyShot Optical Image Stabiliser 

¢ Home Menu with Function Guide 

* Battery Stamina up to 350 shots 
/175mins 


SPECIFICATIONS 

LENS 

¢ Carl Zeiss Vario-Tessar 

¢ Focal Length (35mm conversion) : 
5.8-17.4mm (35-105mm) 

¢ F Number : 2.8-5.2 

* Optical Zoom : 3x 

¢ Macro Mode : 6cm 

¢ Super SteadyShot Optical Image Stabiliser 

SENSOR 

e Sensor Size : 1/1.7” CCD 

¢ Effective Pixels : 12.1 MP 

LCD AND VIEWFINDER 

¢ 2.5” (115K pixels) 

¢ Optical Viewfinder 

IMAGE PROCESSOR 

¢ Bionz Imaging Processor 

¢ 14 Bit DXP 

¢ Start-up Time : Approx. 1.6 sec. 

¢ Shutter Time Lag : Approx 0.5 sec 





VY Carl Zeiss Lens 

V 2.5” LCD Screen 

VY Bionz Image Processor 

Y Face Detection 

Y Home Menu with Function Guide 
Y HD 1080) Output 


FEATURES 

° 8.1 Megapixels (effective) 

¢ 3 x Optical Zoom 

¢ Carl Zeiss Vario Tessar Lens 

¢ 2.5” Hybrid Clear Photo LCD Plus 

* Bionz Imaging Processor 

¢ Face Detection 

¢ Super SteadyShot Optical Image Stabiliser 

* High ISO Sensitivity (ISO 3200) 

* Clear RAW Noise Reduction 

¢ Macro / Magnifying Glass Mode 

* High Quality MPEG Movies 

¢ Home Menu with Function Guide 

¢ Slide Show with Effects and Music 

* Battery Stamina up to 380 shots / 
190mins 


SPECIFICATIONS 

LENS 

¢ Lens Type : Carl Zeiss Vario-Tessar 

¢ Focal Length (35mm conversion) : 
6.33-19mm (38-114mm) 

¢ F Number : 3.5-4.3 

¢ Optical Zoom : 3x 

¢ Super SteadyShot Optical Image Stabiliser 

SENSOR 

e Sensor Size : 1/2.5” 

e Effective Pixels : 8, 1MP 

LCD 

© 2.5” (230K pixels) Hybrid, Clear Photo 
LCD Plus 

IMAGE PROCESSOR 

¢ Bionz imaging Processor 

¢ 14bit DXP 

¢ Start-up Time : Approx 1.3 sec 

¢ Shutter Time Lag : Approx 0.3 sec 





CONTROL AND § 38 

¢ ISO Sensitivity : Auto / 100 / 200 / 400 
/ 800 / 1600 / 3200 

¢ Light Metering : Multi Pattern, Centre 
Weighted, Spot 

e Red Eye Reduction 

¢ Hand Shake Alert 

¢ Self Timer 

¢ Auto Focus Illuminator 

¢ 9 Scene Selection Modes 

¢ Zoom and Trim 

¢ Slide Show 

¢ Picture Effects : B&W, Sepia 

e Flash Range : 
— |SO Auto: up to 3.3m 
—|SO 1250: up to 6.6m 

STILL IMAGE 

¢ Burst Mode : 100 shots at 0.5 second 
intervals (12MP) 

MOVE MODES 

¢ MPEG Movie 
— VX Fine : 640 x 480, 30fps 
— VX Std : 640 x 480, 16.6fps 

STORAGE 

¢ Internal Memory : 31MB 

¢ Media : Memory Stick Duo, Memory 
Stick PRO Duo 

BATTERY STAMINA 

¢ Battery Life : Supplied Batteries : 
350 shots / 175mins 

CONNECTIONS 

¢ Multi- use Terminal (AV / USB — Mass 
Storage, PTP, PictBridge), DC In 


8.1 MP SLIM-LINE CYBER-SHOT $599.00 * 


CONTROL AND SETTINGS 

¢ ISO Sensitivity : Menu, Auto, 80, 100, 
200, 400, 800, 1600, 3200 

¢ Light Metering : Multi Pattern, Centre 
Weighted, Spot 

¢ Red Eye Reduction 

¢ Hand Shake Alert 

¢ Self Timer (10 sec. / 2 sec.) 

¢ Auto Focus Illuminator 

* 9 Scene Selection Modes 

¢ Picture Effects : B&W, Sepia 

¢ Flash Range : 
— ISO Auto : up to 3.0m 
— ISO 1000 : up to 6.1m 


¢ Burst Mode : 100 shots at 0.46s second 
intervals (BMP) 


¢ MPEG Movie 
— VX Fine : 640 x 480, 30fps 
— VX Std : 640 x 480, 16.6fps 

STORAGE 

¢ Internal Memory : 31MB (capacity for 
shooting) 

¢ Media : Memory Stick Duo, Memory 
Stick PRO Duo 

BATTERY STAMINA 

¢ Battery Life : Supplied Batteries : 
380 shots / 190mins 

CONNECTIONS 

¢ Multi-use Terminal (AV / USB — Mass 
Storage, PTP, PictBridge), DC In 

GENERAL 

¢ Dimensions (WxHxDmm) : 
89.7 x 55.7 x 22.8 (excluding 
protrusions) 


















¢ Dimensions (WxHxDmm) : 

GLO xX DS Bes 5 
¢ Weight (without accessories) : 142g 
¢ Body Material : Full Metal 


SUPPLIED ACCESSORIES 

¢ Lithium-lon Battery (NPBG1) 
* Battery Charger (BCCSG) 

¢ Power Cord 

e Multi Cable 

¢ Wrist Strap 

¢ Software : 

— Windows : Picture Motion Browser, 
USB Driver, Picture Package Music 
Transfer 

— Mac : Music Transfer, USB Driver 






| RECOMMENDED ACCESSORIES © 


_ HD Cable : VUCMHC]1 PC Cyber-shot Station : CSSPC1 









Wide Con Lens : VCLDHO737 





¢ Weight (without accessories) : 127g 
¢ Body Material : Full Metal 


SUPPLIED ACCESSORIES 

¢ Lithium-lon Battery (NPBG1) 
¢ Battery Charger 

¢ Power Cord 

¢ USB Cable 

¢ AV Cable 

¢ Wrist Strap 

¢ Software : 

— Windows : Picture Motion 
BrowserVer.2.0 + USB Driver + 
Picture Package Music Transfer 

— Mac : Music Transfer 


Also Available in Pink (DSCT2OP), 
Black (DSCT20B) or White (DSCT20W) 


RECOMMENDED ACCESSORIES 


| HD Cable : VMCMHC1 Coloured Leather Carry Case : 


LCSTWD 


Lithium lon Battery : NPBG1 





*SRP is manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice 






10.1 MP CYBER-SHOT $749.00 * 


¥Y 3.0” LCD Screen 

V 5x Optical Zoom 

v Bionz Image Processor 

Y Face Detection 

VY Home Menu with Function Guide 


8.1 MP SLIM-LINE CYBER-SHOT $749.00 * 


VY HD 1080i Output (requires optional HD cable) 


FEATURES 

* 8.1 Megapixels (effective) 

* Carl Zeiss Vario-Tessar Lens 

¢ 5x Optical Zoom 

¢ 3.0” Hybrid Clear Photo LCD Screen 

¢ Super SteadyShot Optical Image Stabiliser 

¢ Bionz Imaging Processor 

¢ High ISO Sensitivity (ISO 3200) 

¢ Clear RAW Noise Reduction 

¢ High quality MPEG Movies 

¢ Super SteadyShot Optical Image Stabiliser 

¢ Slide Show with Music 

¢ Battery Stamina up to 340 shots / 
170mins 


SPECIFICATIONS 

LENS 

* Carl Zeiss Vario-Tessar 

¢ Focal Length (35mm conversion) : 
5.80-29.00mm (35-175mm) 

¢ F Number : 3.5-4.4 

* Optical Zoom : 5x 

¢ Macro Mode : 8cm 

¢ Magnifying Glass Mode : lcm 

¢ Super SteadyShot Optical Image Stabiliser 

SENSOR 

e Sensor Size : 1/2.5” CCD 

e Effective Pixels : 8.1 MP 

LCD 

¢ 3.0” (230k) Hybrid, Clear Photo LCD 
Plus 

IMAGE PROCESSOR 

¢ Bionz Imaging Processor 

¢ 14 Bit DXP 

¢ Start-up Time : Approx 1.5 sec 

¢ Shutter Time Lag : Approx 0.3 sec 





- &Y Carl Zeiss Lens 
= Y 3.0” Touch Screen LCD 


¥Y High ISO Sensitivity (ISO 1600) 
Y Pocket Album 
v Slide Show With Music 


FEATURES 

¢ Carl Zeiss Vario-Tessar Lens 

¢ 3x Optical Zoom 

¢ 3.0” Touch Screen, Hybrid Clear Photo 
LCD Plus 

¢ RIMP — Real Imaging Processor 

¢ High ISO Sensitivity (ISO 1600) 

¢ Clear RAW Noise Reduction 

¢ High quality MPEG Movies 

¢ 25MB Internal Memory 

¢ Slide show with Music and Effects 

¢ Paint Feature 

¢ Battery Stamina up to 300 shots 
/ 150mins 


SPECIFICATIONS 

LENS 

¢ Carl Zeiss Vario-Tessar 

¢ Focal Length (35mm conversion) : 
7.9-23.7mm (38-114mm) 

¢ F Number : 2.8-5.4 

* Optical Zoom : 3x 

¢ Macro Mode : 6cm 

SENSOR 

e Sensor Size : 1/1.7” CCD 

¢ Effective Pixels : 10.1 MP 

LCD 

¢ 3.0” (230K) Touch Screen Hybrid Clear 
Photo LCD Plus 

IMAGE PROCESSOR 

¢ RIMP — Real Imaging Processor 

¢ 14 Bit DXP 

* Start-up Time : Approx 1.5 sec 

¢ Shutter Time Lag : Approx 0.28 sec 

CONTROL AND SETTINGS 

¢ ISO Sensitivity : Auto, 64, 100, 200, 
400, 800, 1600 


CONTROL AND SETTINGS 

¢ ISO Sensitivity : Auto, 80, 100, 200, 
400, 800, 1600, 3200 

¢ Light Metering : Multi Pattern, Centre 
Weighted, Spot 

* Red Eye Reduction 

¢ Hand Shake Alert 

¢ Self Timer (2 sec. / 10. sec) 

¢ Auto Focus Illuminator 

¢ 9 Scene Selection Modes 

¢ Slide Show with Music 

¢ Picture Effects : B&W, Sepia 

e Flash Range : 
— ISO Auto : up to 3.7m 
—|SO 1000 : up to 7.7m 

STILL IMAGE 

* Burst Mode — 100 shots at 0.46 second 
intervals (8MP) 

MOVIE MODES 

e MPEG Movie 
~ VX Fine : 640 x 480, 30fps 
~ VX Std : 640 x 480, 16.6fps 

STORAGE 

¢ Internal Memory : 31MB 

¢ Media : Memory Stick Duo, Memory 
Stick PRO Duo 

BATTERY STAMINA 

¢ Battery Life : Supplied Batteries : 
340 shots / 17Omins 

CONNECTIONS 

¢ Multi-use Terminal (AV / USB — Mass 
Storage, PTP, PictBridge), DC In 


* Light Metering : Multi Pattern, 
Centre Weighted, Spot 
¢ Red Eye Reduction 
¢ Hand Shake Alert 
° Self Timer 
¢ Auto Focus Illuminator 
¢ 8 Scene Selection Modes 
¢ Slide Show with Music and Effects 
e Picture Effects : B&W, Sepia 
e Flash Range : 
— ISO Auto : up to 4.8m 
— ISO 1600 : up to 9.4m 
STILL IMAGE 
¢ Burst Mode — 3 shots at 1.2 second 
intervals (10.1MP fine mode) 
MOVIE MODES 
¢ MPEG Movie 
~— VX Fine : 640 x 480, 30fps 
~— VX Std : 640 x 480, 16.6fps 
STORAGE 
¢ Internal Memory : 25MB 
(for photo storage) 
¢ Media : Memory Stick Duo, 
Memory Stick PRO Duo 
BATTERY STAMINA 
¢ Battery Life : Supplied Batteries : 
300 shots / 150mins 
CONNECTIONS 
¢ Multi-use Terminal (AV / USB 
— PictBridge Compatible, DC In) 
GENERAL 
¢ Dimensions (WxHxDmm) : 
96.7 x 61.1 x 22.7 
¢ Weight (without accessories) : 151g 
* Body Material : Full Metal 


hee Refer to KEY TECHNOLOGY pages for detailed information. 


GENERAL 
¢ Dimensions (WxHxDmm) : 
91.9 x 59.2 x 22.3 (excluding 
protrusions) 
¢ Weight (without accessories) : 141g 
¢ Body Material : Full Metal 


SUPPLIED ACCESSORIES 

e Lithium-lon Battery (NPBG1) 
* Battery Charger 

¢ Power Cord 

¢ USB Cable 

e AV Cable 

¢ Wrist Strap 

¢ Software : 

— Windows : Picture Motion 
BrowserVer.2.0 + USB Driver + 
Picture Package Music Transfer 

— Mac : Music Transfer 


Also Available in Black (DSCT100B) and 
Red (DSCT100R) 





RECOMMENDED ACCESSORIES 


HD Cable : VMCMHC1 Ring Light : HVLRLS Coloured Leather Carry Case : 










SUPPLIED ACCESSORIES 

¢ Lithium Battery NPBG1 

¢ Battery Charger 

¢ Multi Connector (AV / USB 
/ DC in) 

¢ Wrist Strap 

¢ Stylus 

¢ Software : 
— Windows : Picture Motion Browser, 

Music Transfer, USB Driver 

— Mac : USB Driver 















| RECOMMENDED ACCESSORIES 
Lithium lon Battery : NPBG1 Leather Carry Case : LCSNA 
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Y Carl Zeiss Lens 

¥Y 3.5” LCD Screen (921K Pixels) 

Y 2GB Internal Memory 

VY Intergrated Audio Player (MP3, Drag & Drop) 
Y Home Menu with Function Guide 

Y WiFi 802.11b/g enabled 


FEATURES 

* 6.0 Megapixels (effective) 

¢ 3 x Optical Zoom 

* Carl Zeiss Vario Tessar Lens 

¢ 3.5” LCD Screen Xtra Fine LCD 

* Real Imaging Processor 

* Integrated Audio Player including external 
headphone jack 

* Super SteadyShot Optical Image Stabiliser 

¢ High ISO Sensitivity (ISO 1000) 

¢ Clear RAW Noise Reduction 

¢ Macro / Magnifying Glass Mode 

¢ Video Recording (MPEG4) 

* Home Menu with Function Guide 

¢ Slide Show with Effects and Music 


SPECIFICATIONS 

LENS 

¢ Lens Type : Carl Zeiss Vario-Tessar 

¢ Focal Length (35mm conversion) : 
6.33-19.0mm (38-114mm) 

¢ F Number : 3.5-4.3 

¢ Optical Zoom : 3x 

* Super SteadyShot Optical Image Stabiliser 

SENSOR 

e Sensor Size : 1/2.5” 

¢ Effective Pixels : 6.0 MP 

LCD 

¢ 3.5” (921K pixels) Xtra Fine LCD 

IMAGE PROCESSOR 

¢ Real Imaging Processor 

* 14bit DXP 

* Start-up Time : Approx 4.2 sec 

¢ Shutter Time Lag : Approx 0.24 sec 

CONTROL AND SETTINGS 

* ISO Sensitivity : Menu, Auto, 80, 100, 
200, 400, 800, 1000 


8.1 MP HIGH ZOOM CYBER-SHOT $699.00 * 


Y 15x Optical Zoom 

V Carl Zeiss Lens 

Y Super SteadyShot 

Y Bionz Image Processor 

~Y Face Detection 

Y Home Menu with Function Guide 


R-SHOT WIFI 2GB WITH MPS $999.00 * 




































¢ Light Metering : Multi Pattern, Centre 
Weighted, Spot (still only) 

¢ Red Eye Reduction 

¢ Hand Shake Alert 

¢ Self Timer (10 sec / 2 sec) 

¢ Auto Focus Illuminator 

¢ 10 Scene Selection Modes 

¢ Flash Range : 
— ISO Auto : up to 2.8m 
— ISO 1000 : up to 4.9m 

STILL IMAGE 

¢ Burst Mode : 7 shots at 0.3s second 
intervals (7MP) 

MOVIE MODES 

¢ MPEG Movie : 
— MS Video Lv 4 (640 x 480, 30fps/ 

2.88Mbps) 
— MS Video Lv 3 (320 x 240, 30fps/ 
975kbps) 

STORAGE 

¢ Internal Memory : 2GB (capacity for 
shooting) 

* Media : Memory Stick Duo, Memory 
Stick PRO Duo 

BATTERY STAMINA 

¢ Battery Life : Supplied Batteries : 
280 shots / 140 mins 

CONNECTION $ 

¢ Headphone Jack (3mm) Multi-use 
Terminal (AV / USB — Mass Storage, PTP, 
PictBridge) 

GENERAL 

* Dimensions (WxHxDmm) : 
93.3 x 71.7 x 25.3 (excluding 
protrusions) 

¢ Weight (without accessories) : 204g 

¢ Body Material: Metal Face 


¥Y HD 1080i Output (requires optional HD cable) 


FEATURES 

¢ 8.1 Megapixels (effective) 

¢ Carl Zeiss Vario-Tessar Lens 

¢ 15x Optical Zoom 

¢ 2.5” LCD Screen 

¢ Bionz Image Processor 

¢ Face Detection 

* Super SteadyShot Optical Image Stabiliser 

* High ISO Sensitivity (ISO 3200) 

* Clear Raw Noise Reduction 

¢ High quality MPEG Movies 

¢ 31MB Internal Memory 

¢ Home Menu and Function Guide 

* Battery Stamina up to 320 shots 
/ 160mins 


SPECIFICATIONS 

LENS 

¢ Carl Zeiss Vario-Tessar 

* Focal Length (35mm conversion) : 
5.2-78mm (31-465mm) 

¢ F Number : 2.7-4.5 

¢ Optical Zoom : 15x 

¢ Macro Mode : lcm 

* Super SteadyShot Optical Image Stabiliser 

SENSOR 

¢ Sensor Size : 1/2.5” CCD 

¢ Effective Pixels : 8.1 MP 

LCD AND VIEWFINDER 

¢ 2.5” (115K pixels) LCD 

¢ Electronic Viewfinder 

IMAGE PROCESSOR 

¢ Bionz Imaging Processor 

¢ 14 Bit DXP 

¢ Start-up Time : Approx 2.0 sec 

¢ Shutter Time Lag : Approx 0.3 sec 


CONTROL AND SETTINGS 

¢ ISO Sensitivity : Auto, 80, 100, 200, 
400, 800, 1600, 3200 

¢ Light Metering : Multi Pattern, Centre 
Weighted, Spot 

¢ Red Eye Reduction 

¢ Hand Shake Alert 

¢ Self Timer 

¢ Auto Focus Illuminator 

¢ 9 Scene Selection Modes 

¢ In-Camera Editing 

* Slide Show with HD 1080i Output 

¢ Picture Effects : B&W, Sepia 

¢ Flash Range : 
— ISO Auto : up to 9.8m 
— ISO 1000 : up to 12.0m 

STILL IMAGE 

¢ Burst Mode — 100 shots at 0.5 second 
intervals (8MP fine mode) 

MOVIE MODES 

¢ MPEG Movie 
— VX Fine : 640 x 480, 30fps 
— VX Std : 640 x 480, 16.6fps 

STORAGE 

¢ Internal Memory : 31MB 

¢ Media : Memory Stick Duo, Memory 
Stick PRO Duo 

BATTERY STAMINA 

¢ Battery Life : Supplied Batteries : 
320 shots / 160mins 

CONNECTIONS 

¢ Multi- use Terminal (AV / USB — Mass 
Storage, PTP, PictBridge), DC In 


SUPPLIED ACCESSORIES 

¢ Lithium-lon Battery (NPFR1) 
¢ Battery Charger 

¢ Power Cord 

¢ USB Cable 

¢ AV Cable 

¢ Wrist Strap 

¢ Cradle 

¢ Software : 

— Windows: Picture Motion 
BrowserVer.2.0 + USB Driver + 
Picture Package Music Transfer 

— Mac: Music Transfer 


RECOMMENDED ACCESSORIES 
InfoLITHIUM Battery : NPFR1 Textile Carry Case : LCSCSN 














GENERAL 
¢ Dimensions (WxHxDmm) : 
LO9 5 X54 vol) 
¢ Weight (without accessories) : 375g 


SUPPLIED ACCESSORIES 
* Lithium-lon Battery NPBG1 
¢ Battery Charger 
¢ Power Cord 
¢ Multi cable (AV, USC, DC) 
¢ Shoulder Strap 
¢ Lens Cap 
¢ Lens Cap Strap 
¢ Flower Lens Hood ~ 
¢ Wireless Remote Control 
¢ Lens Adapter Ring 
¢ Software : 
— Windows : Picture Motion Browser, 
USB Driver, Picture Package Music 
Transfer 
— Mac : Music Transfer, USB Driver 


RECOMMENDED ACCESSORIES 
HD Cable : VMCMHC1 Jacket Case : LCJHD 


Wide Con Lens : VCLDHO774 





*SRP is manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice 






Y 15x Optical Zoom 
= &Y Carl Zeiss Lens 
- Y 3.0” Free-angle Clear Photo LCD 
- &Y Super SteadyShot 
- Y Bionz Image Processor 
- & Face Detection 
- Y Home Menu with Function Guide 


8.1 MP HIGH ZOOM CYBER-SHOT $799.00 


Y HD 1080i Output (requires optional HD cable) 


FEATURES 
- © 8.1 Megapixels (effective) 
- ¢ Carl Zeiss Vario-Tessar Lens 
¢ 15x Optical Zoom 
» © 3.0” Free Angle Hybrid, Clear Photo LCD 
~ ¢ Bionz Image Processor 
- © Face Detection 
- © Super SteadyShot Optical Image Stabiliser 
¢ High ISO Sensitivity (ISO 3200) 
* Clear Raw Noise Reduction 
¢ High quality MPEG Movies 
¢ 31MB Internal Memory 
~ ¢ Home Menu and Function Guide 
¢ Battery Stamina up to 310 shots 
/ 155mins 


SPECIFICATIONS 
LENS 
» «© Carl Zeiss Vario-Tessar 
¢ Focal Length (35mm conversion) : 
5.2-78mm (31-465mm) 
¢ F Number : 2.7-4.5 
* Optical Zoom : 15x 
¢ Macro Mode : lcm 
- © Super SteadyShot Optical Image Stabiliser 
SENSOR 
e Sensor Size : 1/2.5” CCD 
= © Effective Pixels : 8.1 MP 
LCD AND VIEWFINDER 
¢ 3.0” (23085K pixels) Free angle Hybrid, 
Clear Photo LCD 
¢ Electronic Viewfinder 
IMAGE PROCESSOR 
~ © Bionz Imaging Processor 
¢ 14 Bit DXP 
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SOLUTION KIT INC 
DSCWwSs8OS} $749.00 * 


Y Solution Kit Includes: 
— DSCW80 Silver Camera 
— 4"x6” Dye Sublimation Printer 
— Charging/connectivity cradle 
— Remote control 
— Component video cable 
— Other cables and accessories 
Y Enjoy your images in HD 1080i via the 
HD output 
Y Print your images as you view with the 
supplied remote 


HD OUT & PRINTING 


S 


¢ Start-up Time : Approx 2.0 sec 

¢ Shutter Time Lag : Approx 0.3 sec 

CONTROL AND SETTINGS 

¢ ISO Sensitivity : Auto, 80, 100, 200, 
400, 800, 1600, 3200 

¢ Light Metering : Multi Pattern, Centre 
Weighted, Spot 

¢ Red Eye Reduction 

¢ Hand Shake Alert 

¢ Self Timer 

¢ Auto Focus Illuminator 

¢ 9 Scene Selection Modes 

¢ In-Camera Editing 

¢ Slide Show with HD 1080i Output 

* Picture Effects : B&W, Sepia 

¢ Flash Range : 
— ISO Auto : up to 9.8m 
—|SO 1000 : up to 12.0m 

STILL IMAGE 


¢ Burst Mode — 100 shots at 0.5 second 


intervals (8MP fine mode) 
MOVIE MODES 
¢ MPEG Movie 
~ VX Fine : 640 x 480, 30fps 
— VX Std : 640 x 480, 16.6fps 
STORAGE 
¢ Internal Memory : 31MB 
¢ Media : Memory Stick Duo, Memory 
Stick PRO Duo 


BATTERY STAMINA 

* Battery Life — Supplied Batteries : 
310 shots / 155mins 

CONNECTIONS 

¢ Multi- use Terminal (AV / USB — Mass 
Storage, PTP, PictBridge), DC In 





V Enjoy either upright or flat design to best match your existing TV setup 
Y Charge your camera while you view your images via supplied cradle 


FEATURES 

¢ 16 Million Colour Dye Sublimation 
Quality 

e Either upright or flat operation 

¢ Long life Coating - SUPER COAT 2 


SPECIFICATIONS 

PRINT QUALITY 

¢ Printing Technology: Dye Sublimation 

¢ Colour Resolution: 256 levels x 3 
colours 

¢ Resolution: 300 x 300dpi 

¢ Print Size (inch): 4”x6” (101.6 x 
152.4mm) 

PRINT SPEED 

¢ Pictbridge: 55 sec. (approx) 

JACKS / INTERFACES 

e AV Out (Video Output/Audio Output) 
Monaural 

¢ Component Out 

¢ Multi Connector 

¢ DC IN 

GENERAL 

¢ Dimensions: (WxHxD) 185 x 62 x 
302mm 

¢ Weight: 1.75kg (without paper tray, ink 
cartridge, AC Adaptor) 

¢ Paper Tray Capacity: 20 sheets 


SUPPLIED ACCESSORIES 


¢ Remote Control 

¢ Stand Attachment 

¢ AN Connecting Cable 

* Component Video Cable 

¢ Paper Protector 

¢ AC Adaptor/Power cord 

* Cleaning Cartridge & Cleaning Sheet 


tFor camera features & specifications 
please refer to DSCW80 


| RECOMMENDED ACCESSORY 
Print Paper : SVMF4OP__sssne 





Re Refer to KEY TECHNOLOGY pages for detailed information. 


GENERAL 





¢ Dimensions (WxHxDmm) : 
109.5 x 83.4 x 85.7 
¢ Weight (without accessories) : 407g 


SUPPLIED ACCESSORIES 


¢ Lithium-lon Battery NPBG1 
¢ Battery Charger 

¢ Power Cord 

e Multi cable (AV, USC, DC) 
¢ Shoulder Strap 

e Lens Cap 

¢ Lens Cap Strap 

¢ Flower Lens Hood 

e Wireless Remote Control 

¢ Lens Adapter Ring 

¢ Software : 

— Windows : Picture Motion Browser, 
USB Driver, Picture Package Music 
Transfer 

— Mac : Music Transfer, USB Driver 


RECOMMENDED ACCESSORIES 
HD Cable : VMCMHC1 


SOLUTION KIT INC 
DSCT2O} $799.00 * 


Y Solution Kit Includes: 
— DSCT20 Silver Camera 
— 4"x6” Dye Sublimation Printer 
— Charging/connectivity cradle 
— Remote control 
— Component video cable 
— Other cables and accessories 


¥Y Enjoy your images in HD 1080i via the 


HD output 


Y Print your images as you view with the 


supplied remote 


GPS Unit : GDPCS1KA 


HD OUT & PRINTING 








Carry Case : LCSHB 








Ne 


¥Y Enjoy either upright or flat design to best match your existing TV setup 
VY Charge your camera while you view your images via supplied cradle 


FEATURES 

¢ 16 Million Colour Dye Sublimation 
Quality 

e Either upright or flat operation 

¢ Long life Coating - SUPER COAT 2 


SPECIFICATIONS 

PRINT QUALITY 

¢ Printing Technology: Dye Sublimation 

* Colour Resolution: 256 levels x 3 
colours 

¢ Resolution: 300 x 300dpi 

¢ Print Size (inch): 4”x6” (101.6 x 
152.4mm) 

PRINT SPEED 

¢ Pictbridge: 55 sec. (approx) 

JACKS / INTERFACES 

e AV Out (Video Output/Audio Output) 
Monaural 

¢ Component Out 

¢ Multi Connector 

¢« DC IN 

GENERAL 

¢ Dimensions: (WxHxD) 185 x 62 x 
302mm 


¢ Weight: 1.75kg (without paper tray, ink 


cartridge, AC Adaptor) 
¢ Paper Tray Capacity: 20 sheets 





SUPPLIED ACCESSORIES 


¢ Remote Control 

¢ Stand Attachment 

¢ AN Connecting Cable 

¢ Component Video Cable 

¢ Paper Protector 

¢ AC Adaptor/Power cord 

¢ Cleaning Cartridge & Cleaning Sheet 


tFor camera features & specifications 
please refer to DSCT20 


RECOMMENDED ACCESSORY 
Print Paper : SVMF40P 


SaaS 





www.sony.com.au 
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YY SN KSB1C 
3.2 MP PHONE 


VY 3G Technology Dual Mode UMTS 2100 — GSM/GPRS 900/1800/1900 
VY 3.2 Megapixel Cyber-shot™ camera phone with active lens cover 

v Photo fix 

Y Auto focus and 16x digital zoom 

Y Xenon flash with red-eye reduction 

VY Stereo headset and 128 MB Memory Stick Micro™ (M2™) included 

Y Bluetooth™ audio streaming (A2DP) 


FEATURES * Email 

¢ BestPic™ ¢ Push email 

¢ Image stabilizer e Picture messaging (MMS) 
* Picture blogging ¢ Predictive text input 





¢ PictBridge ¢ Sound recorder 

¢ TrackID™ * Text messaging (SMS) 
¢ RSS feeds ¢ VideoDJ™ 

e Java ¢ Joystick 


¢ PC synchronisation ¢ Picture wallpaper 


¢ Video recording ¢ SVG Tiny 1.1 
¢ Video stabilizer ¢ Wallpaper animation 
¢ Media player ¢ 3D games 


¢ Music tones (MP3/AAC*) 
¢ MusicDJ™ 
¢ PlayNow™ 


¢ FM radio RDS 

¢ Video streaming 

¢ Video viewing 

¢ Access NetFront™ Web Browser ¢ File manager 

¢ Conference calls ¢ Flight mode * 

¢ Polyphonic ringtones ¢ Notes 

¢ Speakerphone ¢ Phonebook 

¢ Vibrating alert * Bluetooth™ technology 
¢ Video calling ¢ Fast port 





3.2 MP CYBER-SHOT” PHONE 


Y 3G Technology Dual mode UMTS 2100-GSM/GPRS 900/1800/1900 
V BestPic™ 

Y Xenon™ Flash Built-in 

VY Photo Blogging 


FEATURES 

¢ Auto focus 

¢ Red eye reduction (auto) 

* Image and video stabiliser 

¢ PictBridge compliant 

* Integrated mobile Photo blogging 

¢ PhotoDJ™ 

* Photo keys 

¢ Video call 

¢ Video record and play, Video file 
formats : 3GPP, MPEG-4 and Real 8 

¢ Video streaming 

¢ VideoDJ™ 

¢ Media player, file formats : MP3, AAC’, 
AAC+ and eAAC+ 

¢ FM radio with RDS 

¢ Speakerphone 


* SMS and MMS (Multimedia Messaging) 

¢ Java MIDP 2.0, 3D gaming 

¢ Access NetFront™ web browser 

¢ RSS reader 

* Bluetooth™ 2.0 + A2DP streaming 

* USB 2.0 mass storage, full speed 

¢ Memory Stick Micro™ (M2™) 
supports up to 1GB 

¢ 3G Modem function 

¢ PC synchronisation 

¢ Flight mode~* 

* Dedicated gaming keys 


SPECIFICATIONS 

e Size : 106 x 47 x 18mm 

¢ Weight: 115 g 

¢ Type of screen : 262,144 colour TFT 





2 MP CYBER-SHOT” PHONE 


~ GSM/GPRS/EDGE 850/900/1800/1900 

Y 2 Megapixel Autofocus Cyber-shot™ camera phone 
VY Bluetooth” audio streaming 

Y Photo blogging 


FEATURES ¢ Predictive text input 

¢ Digital zoom, 2.2x ¢ PictBridge 

¢ Photo light ¢ Sound recorder 

¢ Bluetooth™ stereo (A2DP) ¢ Text messaging (SMS) 
¢ TrackID™ ¢ VideoDJ™ 

* RSS feeds ¢ Navigation key 

¢ Push email ¢ Picture wallpaper 

e FM radio RDS ¢ SVG Tiny 1.1 

¢ Synchronisation PC ¢ Wallpaper animation 
¢ Video recording ¢ 3D games 


¢ PhotoDJ™ ¢ Java 
¢ Media player ¢ Video streaming 
e Music tones (MP3/AAC*) e Alarm clock 


¢ MusicDJ™ ¢ Calculator 
¢ PlayNow™ ¢ Calendar 
¢ Access NetFront™ Web Browser ¢ Contacts 


¢ Conference calls ¢ File manager 
¢ Speakerphone ¢ Flight mode ~* 
¢ Vibrating alert ¢ Notes 

¢ Email ¢ Phone book 
¢ Picture messaging (MMS) ¢ Stopwatch 


FOR FURTHER INFORMATION VISIT WWW.SONYERICSSON.COM.AU 


For detailed specifications see www.sonyericsson.com.au 

NOTE : Some features may not be available depending on your operator. 

& Memory capacity may vary depending on network provider and content stored / downloaded 
on the phone. Some phone functions are subject to specific memory allocation. 





Sany Ericsson 


¢ GPRS 

¢ Infrared 

¢ Modem 

e USB mass storage 
¢ USB support 


SPECIFICATIONS 

¢ Dimensions : 106 x 47 x 17mm 

¢ Weight : 108 grams 

¢ Type of screen : 262,144 colour TFT 
¢ Screen resolution : 240 x 320 

¢ Screen size : 2” 

* Internal memory : Up to 64MB2 


SUPPLIED ACCESSORIES 

¢ Li-Polymer battery (950mAh) 

¢ Power supply / charger CST-75 

¢ CD with PC Suite and Adobe® 
Photoshop Starter Edition 

¢ USB Cable 

¢ Stereo headphones 








¢ Portable Handsfree 
¢ Phone strap 
¢ 128MB M2™ 








¢ Screen size : 2” 
* Screen resolution : 240 x 320 pixels 
¢ Internal memory : 64MB2 


SUPPLIED ACCESSORIES 

¢ Li-Polymer battery (950mAh) 

¢ Power supply / charger CST-75 

* CD with PC Suite and Adobe® 
Photoshop Starter Edition 

¢ Stereo headphones 

¢ USB cable 

¢ Portable Handsfree 

¢ Phone strap 











Screen clarity, resolution and brightness 
may differ from image shown 





¢ Tasks 

¢ Timer 

* Bluetooth™ technology 
¢ EDGE 

¢ Fast port 

¢ GPRS 

¢ Infrared 

¢ Modem 

¢ USB mass storage 

¢ USB support 


SPECIFICATIONS 

¢ Size: 102 x 46x 14 mm 

¢ Weight : 95 grams 

* Type of screen : 262,144 color TFD 
#SIZ6 = 19" 

¢ Resolution : 176 x 220 pixels 

¢ Internal memory : Up to 64 MBX 

¢ M2™ slot 





“ Music mode / Flight mode can only be used in conjunction with Airline regulations and is subject 
to airline approval. 
¥ Non-DRM 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice 






Y Direct Memory Slots 

Y Colour LCD 

vY Long life coating (SUPER COAT 2) 
protects against sunlight, fingerprints and 
moisture for 100 years 

¥Y 16 Million Colour Dye Sublimation 

Quality 


SPECIFICATIONS 

PRINT QUALITY 

¢ Printing Technology : Dye-Sublimation 

* Colour Resolution : 256 levels x 3 
colours 

¢ Resolution : 300 x 300 dpi 

¢ Print Size (inch) : 101.6 x 152.4 mm 
(4” x 6”) 

JACKS / INTERFACES 

¢ Direct Media Slots : Memory Stick PRO, 
Memory Stick PRO Duo, SD / MMC card 

¢ PictBridge : USB 

¢ USB for PC connection : USB1.1 

¢ DC-In : AC-S2425 

GENERAL FEATURES 

¢ Weight : 1.1kg (without paper tray, ink ¢ 2.0” Colour LCD Screen (87k) 
cartridge) (1.2kg for DPPFP9OB) with backlight 

¢ Paper tray capacity : 20 sheets ¢ Print Speed (approx. ) 

SOFTWARE — Memory Card : 63 sec 

¢ Application Software : — PictBridge : 71 sec 
Picture Motion Browser — PC : 60 sec 

¢ Printer Driver : CD-ROM * Dimensions (WxHxDmm) : 

17D KOU KISS 


DPPFPSO 
DIGITAL PHOTO 
PRINTER $229.00 * 





PRINT PAPER & CARTRIDGE 
FOR DPPFPSO, DPPFPSS, 
DPPFPS50 & DPPFPS5S $34.95 * 





FEATURES 

¢ 4” x 6” printer paper with snap-off edges 
for bordered or borderless prints 

¢ 40 sheets of paper and ink cartridge 

¢ Super Coat 2 protective long life 
coating for 100 year protection against 
sunlight, fingerprints and moisture 


Also available in packs of 80 sheets 


(SVMF80P $49.95 *) and 120 sheets 
(SVMF120P $59.95 *) 


LITHIUM ION BATTERIE 





¢ Rechargeable Lithium lon Battery with 
increased safety 

¢ InfoLITHIUM function is available on 
selected models 

¢ Please refer to the Accessory Chart 
for more details 


» Refer to KEY TECHNOLOGY pages for detailed information. 














DPPFEP7O 
DIGITAL PHOTO 
PRINTER WITH 
2.5" LCD $279.00 * 


FEATURES 
¢ Compact Flash Direct Memory Slot 
¢ 2.5” Colour LCD Screen (115k) 
with Backlight 
¢ Bionz High Performance Image Processor 
° Print Speed (approx.) : 
— Memory Card : 45 sec 
— PictBridge : 56 sec 
— PC: 50 sec. 
¢ Editing features : Auto Touch Up 
(exposure, red-eye, focus adjustment), 
Creative Print (Superimpose, Calendar, 
Layout Print) 
¢ Data Copy/Print from Storage Devices 
¢ Dimensions (WxHxDmm) : 
tow X63 % 13/7 









- BLUETOOTH 


ADAPTER FOR 
DPPFPS55 $79.95 * 


VY Wireless Bluetooth Technology 


v Print wirelessly from compatible laptops 


or mobile phones 


FEATURES 
¢ 10m Line-of-sight Range 


SPECIFICATIONS 

¢ Bluetooth System : Version 2.0 +EDR 

¢ Compatible Data Formats : JPEG 
(DCF Ver2.0 compatible, Exif Ver2.21 
compatible); TIFF (Exif Ver2.21 
compatible); BMP (24bit 
Windows format) 

¢ Transferable Data Size : 
Up to 6,400 x 4,800 pixels (SMB) 

¢ Connection : USB A-type connector, 
USB 2.0 Full-Speed 


¢ Soft Material Case 
¢ Available for selected Cyber-shot models 
e Please refer to the Accessory Chart 

for more details 








DPPEPSOS 
DIGITAL PHOTO 
PRINTER WITH 
3.6” LCD $379.00 * 


FEATURES 

* Compact Flash Direct Memory Slot 

© 3.6” (230k) Free Angle Clear Photo LCD 
Screen with Backlight 

¢ Bionz High Performance Image Processor 

¢ Print Speed (approx.) : 
— Memory Card : 45 sec 
— PictBridge : 56 sec 
— PC : 50 sec 

e Editing features : Auto Touch Up 
(exposure, red-eye, focus adjustment), 
Creative Print (Superimpose, Calendar, 
Layout Print) 

¢ Data Copy/Print from Storage Devices 

¢ Dimensions (WxHxDmm) : 
180 x 66 x 137 
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COLOURED LEATHER CARRY CASES 


¢ Genuine Leather Carry Case 

¢ Available for selected Cyber-shot models 

¢ Please refer to the Accessory Chart 
for more details 


JACKET CASES 


¢ Just fit to Cameras 
¢ Available for selected Cyber-shot models 
¢ Please refer to the Accessory Chart 

for more details 


PLASrI ANID LIGHT ~~ 


* Brightens the subjects in poorly 
lit environment 
¢ Available for selected Cyber-shot models 
* Triggers off main flash (slave flash) 
¢ Please refer to the Accessory Chart 
for more details 





WIDE CONVERSION LENS 


* Available for selected Cyber-shot models 
* Please refer to the Accessory Chart 

for more details 
¢ Further information in Key 

Technology section 


MARINE PACKS 


* Water Resistant up to a depth of 
40 Metres 

¢ Dual O-Ring Seal 

* Durable ABS plastic and glass materials 

* Available for selected Cyber-shot models 

¢ Please refer to the Accessory Chart 
for more details 


¢ Connect to TV, Printer and 
Computer via AV or USB 

¢ Direct Print Button with Pictbridge 
Compatible Printer 

* In-camera Charging 

¢ Available for selected 
Cyber-shot models 

¢ Please refer to the Accessory 
Chart for more details 
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ACCESSORY KITS 


¢ Basic Accessories in One Single Package 
¢ Cost Effective 
¢ Available for selected Cyber-shot models 
¢ Please refer to the Accessory Chart 

for more details 


LENS ADAPTERS 


¢ Available for selected Cyber-shot models 
* Please refer to the Accessory Chart 
for more details 


TELE CONVERSION 


¢ Available for selected Cyber-shot models 
* Please refer to the Accessory Chart 
for more details 
@- ¢ Further information in Key 
Technology section 


2-OARTS PACKS 


¢ Water resistant up to a depth of 3 metres 
Single O-Ring seal 
* Compact, lightweight design 
* Available for selected Cyber-shot models 
¢ Please refer to the Accessory Chart 
for more details 


GPS UNIT 


¢ Record GPS location data wherever 
you travel 

¢ Download GPS location data and 
the photos 

¢ Synchronise GPS data with photos 

¢ Display satellite map of where the 
photo was taken 

¢ Please refer to the Accessory Chart 
for more details 

@- ¢ Further information in Key 

Technology section 




















*SRP is manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notic 











PBG1 
PFR1 
CTRG 
CTR1 
CLS5K 


CCCBG 


CCCN3BC 


CJHD 
CSHB 
CSNA 
CSTHJL 
CSTHJP 
CSTWAB 
CSTWAT 
CSTWAR 
CSTWCB 
CSTWCC 
CSTWDB 
CSTWDW 
CSWF 
CSCP2 
CSCSD 
CSCSE 
CSCSJ 
CSCSN 
CSCSQ 
CHMA 


CLDEHO7T 
CLDHO774 
CLDH1774 
CLDHO737 
'CLDH2637 
'CLDHO730 
‘CLDH1730 
'CLDH2630 


‘ADWB 
[ADWD 
IF74CP 
‘F74MP 
IF30CPK 
‘F3ONK 
IF30SC 
IF37CPK 







DSCW35 






Rechargeable battery pack / LITHIUM ION type G 
Rechargeable battery pack / InfoLITHIUM type R 
Battery charger for NPBG1 

Battery charger for type T and R battery 
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AC adaptor for Cyber-shot 


Accessory Kit for type G Battery compatible cameras 
NPBG1,LCSCST Textile Case) 


Accessory Kit for S series LCSBDA, BCCS2B 


-_— 


Jacket case (genuine leather) for DSCH7, H9 
Soft carrying case (textile) for DSCH7, H9 
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Soft carry case two tone colours with White and Light Blue 


Soft carrying case for compact Cyber-shot with shoulder strap 
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Soft carrying case (genuine leather) for DSCN1 Re ee Lee Se 
Soft carry case for T series Camera (White/ Blue) $49.00 Saal v Tv[v{| [vl[vi[v[v{| | [| 
vse | lelelelele| [ele le 
Soft carry case (genuine leather) Black with belt loop $69.95 oF aa Re lira eve een | le |. ae, 
Soft carry case (genuine leather) Brown with belt loop $69.95 mel ivivivivi[¢y| [vivle| [| | 
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Soft carry case two tone colours with Black and Cream lvivivl[vi[v| | mm ee 
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Soft carrying case (textile) for compact Cyber-shot 


Soft carrying case (textile) with neck strap $49.00 Lae 













Soft system carry case (textile) for high end Cyber-shot 
Soft carry case (textile) for compact Cyber-shot 
Soft carry case (genuine leather) for DSCG1 


Soft carry case (textile) for compact Cyber-shot 


BERREEES SSENES 


Memory stick carrying case 


Wide conversion lens (x0.75) for T series Cyber-shot 


Wide conversion lens (x0.75) @74mm 


Tele conversion lens (x1.7) @74mm 





Wide conversion lens (xO.7) @37mm 









Tele conversion lens (x1.7) @37mm 


Wide conversion lens (0.7x) @30mm $165.00 


TaRGRER 


A 
pant 
(e)) 
ih 
oO 
Cc 


Tele conversion lens (1.7x) @30mm 


Tele conversion lens (2.6x) 230mm $215.00 


| $229.00. 
[$165.00 

| $165.00 | 

| $215.00 
Adaptor Ring for lens diameter 30mm 
Adaptor Ring for lens diameter 37mm 
@74mm Circular Filter kit, MC Circular PL Filter & MC Protector | $199.00 | 
@74mm MC protector | $99.00 
@30mm PL Filter kit, MC Circular PL Filter & MC Protector } $109.00 
930mm ND Filter kit, ND filter & MC Protector | $49.00 
30mm Special Effect Filter kit, SOFT filter & CROSS filter | $84.95 | 
| $109.00. 


$109.00 
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PL Filter kit for 237mm, PL Filter and MC Protector 


m Refer to KEY TECHNOLOGY pages for detailed information. 
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DSCS650 
DSCW80HDPR 
DSCW200 
DSCT2OHDPR 





| DESCRIPTION 


Slave flash (include accessory shoe adaptor) for Cyber-shot 
Ring light for compact camera 
Shoulder Strap for High End Cyber-shot 


LCD protect sheet for 2.5”LCD Cyber-shot 


LCD protect sheet for 3.0”LCD Cyber-shot 


Mane ack DSCNILW2 
[Man ack tr DSCTI00,120 
MPKWB Marine pack for DSCW200, W90, W80 

SPawh [Spor eockorlow EnaWaeres 
VOTMPIK | rm Adept Ki onto enon or manine faa) 


VFMP5K Colour Filter Kit (optional accessory for MPKNA, WB) 


VFMPTA Colour Filter (optional accessory for MPKTHD) 


CSSHD1 Cyber-shot Station for TV HD/STD quality image output capability ae 
GSSPC] Cyber-shot Station for PC connectivity $79.00 ie 
CSSTNA Cyber-shot station for DSCN2 $129.00] av 

GPSCS1KA GPS Unit for Cyber-shot with Picture Motion Browser Software $249.00 v Vv Vv 
VMC14UMB2_| USB cable for Cyber-shot/ Mavica/ Handycam $3.00} | |[v| | 
VCH! | HO ouput dere abi sol | | | | [vl[vlele[ele] [ele 
VMCMD1 Multi-terminal cable for Cyber-shot with multi -use terminal $69.00 |e[vivilvlvilvlelelelvlvlevlele | 















HVLFSL1B 
HVLRLS 
STPSA 
PCKL25 
PCKL30 
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MPKNA 
MPKTHD 
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Battery cannot be charged and VMCMD1 is required for connection to the camera 
Supplied multi-cable or VMCMD1 is required for connection to the camera (Battery won't be Filter cannot be used together with Lens, & The shadow of the lens will appear on the captured — 
charged). When using the CSSTNA for connection the battery can be charged photo when using the built-in flash 


Db = Bult-in flash cannot be used 
oe 

Battery cannot be changed © The shadow of the lens will appear on the captured photo when using the built-in flash 
Lens Adapter is required to use filter and Bult-in flash cannot be used A_ Marine Pack Accessory 
Eclipse may appear on the wide angle view, Lens Adapter is required to for connection, and Built-in “* Cyber-shot Station is required 


flash cannot be used. 


*OH +¥* 


hySony Knowing Sony just got Easier 


Now there are even more benefits from owning a Sony product! 





; FES 


My Sony — is your online membership ™@ Special Offers on Sony products and Win! Latest Competitions... 
program. My Sony is designed to be your services, including extended warranty. Be sure to visit www.sony.com.au/mysony 
convenient personal connection to the world regularly to find out about the latest promotions 


Manage Your Products 
Easy access to product information, 
upgrades and instruction manuals, simply 


of Sony. Membership is free, registration 
is simple and as a My Sony member you'll 
receive these benefits: 


and members-only competitions. We’ve 
given away some fantastic prizes already, 


by adding products to your own personal such as the ultimate VIP football experience 
(Svinte rane ae —— VIP Treatment online product inventory. and trips to exotic destinations. 
Become a My Sony Member ; m™ VIP Invitations to special member events and Stay Informed How to become a My Sony Member 
‘ sci al ae ae Zi a The latest news from Sony, tailored to your Simply log on to www.sony.com.au/mysony 
interests and sent direct to your inbox. and follow the prompts. 


oe ; sis ane “—P Rr ve ™@ Have the next edition of Pulse delivered i nave a Sony prodhict that vou 
™@ Exclusive Pre-Order opportunities on straight to your door. you y produ y 


exciting new additions to our range. purchased on or after 1995, you’re eligible 
to join My Sony. 








*SRP is manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notic 








KEY TECHNOLOGY 








HANDYCAM High Definition or Standard Definition? 





The first step when selecting a Handycam is to decide whether you wish 
to record your home movies in High Definition or Standard Definition. 

A Standard Definition Handycam records an image with 576 horizontal 
scan lines and delivers good picture quality at an affordable price. 


576 lines 


If you want to record your memories with stunning clarity and detail 
then step up to a High Definition (HD) Handycam. HD Handycams 
record video with 1080 horizontal lines which represents about 4 times 
more information over Standard Definition quality and thus offer far 
more resolution and detail. 


With the growing popularity of High Definition TV broadcasts and High 
Definition TVs (such as BRAVIA) a High Definition Handycam offers a 
compelling way to make your own home movies with the same High 
Definition picture quality that we have come to enjoy and expect. Home 
movies recorded on a HD Handycam simply takes your breath away. 


HANDYCAM Which Medium Should | Record To? 





The final step is to choose which medium you wish to record on — Tape, Disc or Hard Disk Drive. 
Below are the advantages of each medium. 


Tape Disc 

¢ Wide editing compatibility ¢ Shoot Direct to the Final Media 

¢ Widely available affordable media ¢ Convenient Playback 

e Reliable archive ¢ Instant Track Access 

* Compatible with all SD * No Accidental Recording over 
MiniDV recordings your Video Footage 


Standard High Standard High 
Definition Definition Definition Definition 


Mini,’ HDV DYD AVCHD 


Handycam 
Handycam Handycam 


Disc Handycam 





1080 lines 


HDD 

¢ Long Recording Times 

¢ Fast Transfer to PC 

¢ Instant Track Access 

¢ No Accidental Recording over 
your Video Footage 


Standard 
Definition 


HDD N\/CHD 


HARD DISK DRIVE HDD Handycam 
Handycam 
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Many of Sonys Premium end Handycam models feature the new ClearVid™ 
CMOS sensor instead of a regular CCD sensor. The ClearVid"™ CMOS sensor has 
a newly developed pixel structure that delivers unique advantages including: 





1 High Resolution and Wide Dynamic Range — more detail 
and better contrast range 

2 High Sensitivity — For better low light performance 

3 Smear Free — no vertical white lines around bright areas 

4 Low Power Consumption — maximize battery life 

5 Fast Data Processing — Enables Smooth Slow record and 
Dual Record Features 








No vertical line smearing (CMOS) Without CMOS technology (CCD) 








Clear Vid 
PA CMOSsensor 





With CMOS Technology (CMOS) Without CMOS technology (CCD) 
— Improved tonal gradations gives 
better renditions of shadows 





Smooth Slow Record allows you to record fast action scenes and play them back smoothly in slow 
motion. For example it can be used to analyze a golf swing or tennis stroke. Three seconds of footage 
is recorded at a Higher 10Ofps (frame rate) and then played back over 12 seconds at normal speed 
25fp. The net result is that the motion is slowed down to quarter speed without any of the jerkiness 
that would usually occur. You can even decide to record the 3 seconds of footage after it has occurred 
so that you never miss that ‘one off’ event. 





This Function allows simultaneous recording of High Resolution Still image 
still pictures while recording video. This means that if you capture 
are shooting video footage you can take a high resolution 

still image at the same time without interrupting your video 

recording. Dual Recording is made possible due to the inherent 
characteristics of the unique Sony ClearVid™ CMOS sensors 

coupled with a newly developed advanced imaging processor 


which can handle the higher data rates involved. Video record 
button 





_ta)40min 
~ D5'1ch 





While recording video a high res still 
image can be recorded 








HANDYCAM x.v.Colour 


x.v.Colour is a new industry Standard colour space designed to Munsell Galeur chart 
take your visual experience to the next level. 

Today we can capture and display more colours than ever before 
but the current colour space (SRGB) is limiting the potential for 
what we could be seeing. 


x.v.Colour (technically known as xvYCC) expands the current 
colour space by approximately 80% allowing colours previously 
not possible to be now captured and displayed. 





Current sRGB — the grey areas are 
currently not possible to reproduce 
with sRGB 


To truly experience x.v.Colour each link in the chain needs to 


x.v.Colour — can reproduce more colours 
be x.v.Colour capable. Co can rep 


than current sRGB 


x.v.Colour 


HANDYCAM HDD Smart Protection System © 


All new 2007 HD Handycams can record in x.v.Colour ensuring 
that the memories are preserved as perfectly as they can be for 
enjoyment today and future enjoyment on x.v.Colour displays. 








HDD head position 30 Sensor 
All Sony HDD Handycams feature the HDD smart protection system which protects the Hard Drive and 
ensures your precious video footage is not interrupted or lost. A mechanically-floating Shock Absorber 
is built in to protect the HDD from physical jars and a 3G Gravity Sensor detects a fall or bump taking 
place and removes the HDD write head from the platter to stop any physical contact that may occur. 
Finally, a Video Stream Buffer enables video to continue recording even during a fall or bump. While 
the HDD head is removed from writing, the video information is stored in buffer memory and is written 
to the disc once the fall or bump has ceased and the HDD has returned to normal operation. The HDD 


Smart Protection System saves your Hard Disk and your footage. 


i HDD 


Protection 
HARD DISK DRIVE 





—_— onal 
When the protection 
is active 





Shock Absorber 


Camera shows 
floating mechanical 
shock absorber 





HANDYCAM One Touch Disc Burn 





Complimentary to this is the Easy PC Backup One :-Touch 
feature which intelligently downloads and stores Disc Burn 
uy? 


Transferring video footage from your HDD 
Handycam onto DVD Discs* has never been 


easier. Simply Connect the HDD Handycam on your computer’s HDD only video footage that 


to your computer** with the supplied USB2.0 
cable and then simply push the Disc Burn 
button. The camera and software does the rest. 
Footage is downloaded from the HDD Handycam 
to your computer at extremely fast speeds (up to 
15x Real Time) and the software then creates a 
DVD Disc* from that footage. 


*Either a DVD or AVCHD DVD disc depending on Handycam Model 
**Computer must be equipped with a DVD Burner 


has not already been downloaded. For example, 
if you have already downloaded 5 hours of 
footage from last week (and not deleted it off 
your HDD Handycam) and then you record an 
extra 1 hour of footage today, the easy PC 
backup feature will only download the new 

1 hour recording. 





AAI CPT 


MD 








HANDYCAM Easy Button | 





Sometimes using the many menu functions and features of your Handycam can 

be confusing, especially if you’re new to digital video cameras. With the touch 

of a button, you can turn your Handycam into Easy Mode. The letters on the 
screen double in size, making the on-screen display easier to see and the advanced 
menu system is replaced with basic functions so that all you need to do is record! 
This is great for families with different experience levels — anyone can use a 

Sony Handycam! 
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KEY TECHNOLOGY 


HANDYCAM DVD Formats > 


Sony DVD Handycams offer you a wide choice of formats. Choose from DVD-R, DVD-RW, DVD+RW 
or DVD+R DL depending on which format best suits your needs. Enjoy the flexibility of recording up to 
120 minutes (LP mode) on a double-sided disc or up to 60 minutes (LP mode) on a single-sided disc. 











8cm DVD-R 8cm DVD-RW 8cm DVD+RW 8cm DVD+R DL 
(1.4GB/2.8GB) (1.4GB/2.8GB) (1.4GB/2.8GB) (2.6GB) 

Creates a DVD menu In-camera editing Playback instantly Increase your 

and is designed for ant when recording in Secu = with no need to 2 recording time 
single use. Perfect oa VR mode. Creates a finalise the disc. (on a single side) 
for special events, a DVD menu when A DVD menu by almost double 
as its write-once recording in video is created upon with this Double 
only capability mode. Rewriteable up finalising. Rewriteable Layer DVD+R Disc 
ensures that your to 1000 times. up to 1000 times. — Record up to 
footage cannot be 110 mins in DVD 
accidentally erased. LP mode. 


HANDYCAM AVCHD 





AVCHD is a new Camcorder format developed specifically 
to deliver pristine High Definition Video onto non-linear 
media such as DVD and HDD. AVCHD utilises the 

MPEG 4 based H.264 Advanced Video Codec which is 
extremely efficient thus enabling incredibly sharp high 
resolution images at very low data rates. With widely 
pledged support from other major consumer Electronics 
Brands and Software Companies the AVCHD format will 
undoubtedly become a key camcorder format. 


High Definition AVCHD DVD discs can be played in 

supporting Blu-ray players including PLAYSTATION®3, 
a suitable DVD equipped PC with the supplied AVCHD 
player software installed or in the camera itself using HDD 


HDMI or component connections to the a HD TV. : HARD DISK DRIVE 
R/RW 





Additionally, Standard Definition recording can be selected 
allowing for the creation of standard DVD discs for AVCHD Playback Device Compatibility 
playback in DVD players. 





* Blu-ray Player needs to be AVCHD playback compatible (Sony and Panasonic BD Players are compatible) 

** With supplied PC software “Player for AVCHD” 

*** Can use supplied PC Software “Picture Motion Browser” to Downconvert footage onto DVD in 
Standard Definition MPEG 2 





HANDYCAM Carl Zeiss Lens 


One of the most important parts of any camera is the lens. All Sony Premium Handycam models also incorporate a Carl Zeiss T* coated lens 
Handycams incorporate lenses from one of the world’s best lens designers which reduces reflections by up to 82 percent. T* coated lenses are ideal 
— Carl Zeiss. These lenses minimise reflection and allow clean, distortion- in sunny conditions and all but eliminate repeated ghost spots on images. 


free light to pass into the camera. This results in superb, sharp images with 
excellent colour reproduction. These benefits are particularly obvious in 
low-light conditions as are often experienced indoors. 


Cath Zeiss g Tsoting Tt Teoating 3 tess With | hss Coating 
are < 


Carl Zeiss 


omg Without T* Coating 








HANDYCAM InfoLITHIUM Batt 





“= 


All Sony Handycams feature Taakeinah 


t InfoLITHIUM nioutHium battery technology 
which accurately displays 

the remaining battery life in minutes. Each InfoLITHIUM battery 

features a microprocessor that allows real-time communication 

between the camera and the battery. This accurate minute system 

lets you rely on your battery display so you always know how 


much time you have left to use your camera. Never guess again! Battery Info Display allows you 
to check battery charge without 
turning the Handycam on 







[So] HQ 
25.1ch 
+ 





Sony Handycams also have a Display Battery Info button. 
This shows the battery status without even having to switch ies 
InfoLITHIUM battery indicates exact 


the Handycam on. remaining battery time in minutes 


ActiFFORCE ry Some 2007 Handycam 


models feature a new 
generation of optional 
InfoLITHIUM batteries called ActiFORCE. ActiFORCE offers Higher 
Capacity, Faster Calculation of Remaining Battery Time and 
Faster Charging than previous generations of Infolithium battery 
technology. The new ‘H’ series optional accessory batteries are the 
first models to incorporate ActiFORCE technology. 









HANDYCAM Clear Photo LCD Pius 


Clear Photo LCD Plus enhances the colour range and 
increases the dynamic range and contrast of the image 
on-screen, allowing you to review your photo more 
accurately. Anti-glare processing makes sure reflected 
light does not interfere with the displayed image. 

As we take photos in millions of pixels, but only see them in hundreds 

of thousands on the LCD panel, the more accurate your LCD, the more 
accurately you can judge your shot! 


Clear, Photo 


Normal LCD Clear Photo LCD Plus 









Super Premium end Handycam models include an 
. Steady Optical Super SteadyShot system which uses 
Sime a moving glass element to counteract camera 
Midi = movements caused by shaky hands. Being optical 
based means it does not compromise image 
quality in any way. Optical Super Steady shot keeps your video footage 
looking smooth and fluid even when the camera is moving. 





HANDYCAM Touch Screen _ 


All Sony Handycams (except HDRFX1 and 
HDRFX7) feature an LCD Touch Screen for Spot focus on foreground Spot focus on background 
easy on-screen menu navigation. Reliable, | | 
accurate, and designed specifically to SPOT FOCUS SPOT FOCUS 
withstand regular usage. : te 
Sony’s Touch Screen system does away 
with confusing buttons and dials on your 
Handycam and provides an intuitive way to 
use your Camera. 


Additionally, the Spot Focus and Spot Metering 
functions, exclusive to Touch Screen, add 


exceptional image control and flexibility to Spot focus allows you to focus simply just by touching the point of interest LCD screen 
your videos, even with entry-level models. 












Did you know that you can zoom in/out as well as stop and start 
your recordings using buttons located on the LCD frame of your 
Handycam? This is especially useful when you shoot from low or 
high angles as you don't need to struggle with buttons that can 
sometimes feel awkward to use. By using the buttons located on 
the LCD frame you also help to stabilise your camera, making 
your video recordings smooth and steady. 


Convenient zoom and record 
' buttons on the LCD frame for 
convenient access 








Selected DVD, HDD and Hi Definition The in-built 5.1 surround-sound microphone 
DCI [DOLBY] 8 dandycams can record Dolby Digital 5.1ch audio 
DIGITAL instantly within the camera, with no need for a 


computer, additional microphone or encoding. 
The 4 Ch surround-sound microphone captures 
stereo sound from the front and the rear, and encodes it within the camera 
to Dolby Digital 5.1ch audio. It records the ambience of the environment 
and gives a more lifelike sound to home movies. 





Additionally, any narration from the camera operator comes from behind 
the scene, where it should be — not drowning out the action in front. 


Enjoy watching your own home movies 
in 5.1 surround-sound 








This optional Microphone 
9 Bluetooth accessory for Handycam 


models with an Active 
® Active Interface Shoe* allows for 
MB \nterfaceShoe righ quality long distance 
wireless sound recording 
from your subject. With a range of up to 30 meters 
you can now record dialogue and sound that would 
otherwise be too quiet or completely unheard. The 
microphone (attached to your subject by a supplied 
neck strap, armband or clip) transmits the signal to 
the receiver (attached to the active interface shoe 
on the Handycam) using Bluetooth technology. The 
excellent sound quality and long range capabilities 
is due to the use of an Advanced Audio Distribution 
Profile (A2DP) as well as signal hopping 1600 times 
a second to avoid interference. 


*Except DCRDVD803 















LP SP HQ+ 
(Long Play) (Standard Play) (High eis (High Quality Plus) 
Single | Double | Double | Single | Double | Double | Single | Double | Double | Single {| Double | Double 
Layer Layer Sided Layer Layer Sided Layer Layer Sided Layer Layer Sided 
DVD Handycam 
AVCHD DVD Handycam * 


+ Available on the HDRUX5 and HDRUX7 










DIGITAL IMAGIN( 


Polarisation Filter 
A polarisation filter can reduce reflections from glass and water surfaces. It can also increase the contrast of 
blue sky or reduce colour overlap by cutting reflections when shooting under bright sunlight. 





Without polarisation filter With the polarisation filter 





ND Filter 


In extremely bright light your pictures may still be overexposed. Use a Neutral Density (ND) Filter to reduce the brightness level. 










Without an ND filter With an ND filter 


Tele-conversion Lens 
A tele-conversion lens lets you zoom in close to your subject. This is useful for taking photos of concerts or 
sporting events. It’s also good for filming people or animals in a natural setting. 






ii 





& bs 


Ordinary lens With a 1.7x lens With a 2.0x lens With a 2.6x lens 





Wide-conversion Lens 
A wide conversion lens allows you to fit more into your shot such as when you want to include more people 
in the shot or get more of the background landscape captured. 


tip 


Ordinary lens With a wide conversion lens Ordinary lens With a 0.7x lens With a 0.6x lens 





es 





Close-Up Lens 


All Cyber-shot camera models come equipped with macro mode for subjects close up. But there are limits 
to the capabilities of extreme close-up shooting. Using a close-up lens you can be further away from your 

Subject, getting up close without casting any shadows. Zooming is also possible with the close-up lens, an 
impossibility with macro mode. Your pictures turn out exactly how you imagined! 








Without the Close-up lens With the Close-up lens 
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Y 20x Optical / 800x Digital Zoom 
V Carl Zeiss Vario-Tessar Lens 
¥Y 2.5"LCD Touch Screen 


FEATURES 

° InfoLITHIUM Battery System 
¢ AccuPower Meter System 

* Battery Info Display 

¢ Tele Macro Function 

¢ Spot Focus and Spot Metering 
¢ j. LINK DV Interface 

¢ Easy Handycam Function 


SPECIFICATIONS 

LENS 

¢ f (35mm Conversion) in “MOVIE” Rec 
position — 4:3 : 44-880mm 

¢ Filter Diameter : 25mm 

SENSOR 

¢ Sensor Type : 1/6” (3.0mm) 960H CCD 

¢ No. of Pixels (Gross) : Approx. 800K 

CAMERA 

¢ Focus System : Full range auto / manual 

¢ Spot Focus (Touch Panel) 

¢ Minimum Illumination : 5 lux 

e White Balance : Auto / outdoor / indoor / 
Onepush (Touch Panel) 

¢ Shutter Speed : 1/50-1/3500 

¢ Program AE modes : Portrait, Beach & 
Ski, Sports Lesson, Landscape, Spotlight, 
Sunset & Moon 

¢ Exposure Controls (Touch Panel) 
(24 steps) 

¢ Spot Meter (Touch Panel) 

¢ Fader Functions : Black / White / Mosaic 
/ Monotone 

e Picture Effects : Mosaic, Solarization, 
Monotone, Sepia, Neg. Art, Pastel 

* Steady Shot : Super SteadyShot 





Vv 40x Optical / 2000x Digital Zoom 
Vv Carl Zeiss Vario-Tessar Lens 
¥ 2.5” LCD Touch Screen 


FEATURES 

* Actiforce InfoLITHIUM Battery System 
« AccuPower Meter System 

¢ Battery Info Display 

¢ Memory Stick Duo Slot 

¢ Tele Macro Function 

¢ Easy Handycam Function 

¢ Display Guide 

¢ Start / Stop / Zoom Button on LCD Frame 
* Spot Focus and Spot Metering 

¢ Super NightShot Plus Infared System 
¢ Super SteadyShot Stabilization System 
¢ i.LINK DV Interface 

¢ USB Connection 


SPECIFICATIONS 

LENS 

¢ f (35mm Conversion) in “MOVIE” Rec 
position — 4:3 : 36-1440mm 

¢ Filter Diameter : 30mm 

SENSOR 

¢ Sensor Type : 1/6” (3.0mm) 960H CCD 

¢ No. of Pixels (Gross) : Approx. 800K 

CAMERA 

¢ Focus System : Full range auto / Manual 

* Spot Focus (Touch Panel) 

¢ Minimum Illumination : 5 lux (1/50 
Shutter Speed) 

¢ White Balance : Auto / outdoor / indoor / 
Onepush (Touch Panel) 

¢ Shutter Speed : 1/50—1/3500 

¢ Program AE modes : Auto, Twilight, 
Sunrise & sunset, Landscape, Portrait, 
Spotlight, Sports lesson, Beach, Snow 

¢ Exposure Controls (Touch Panel) 
(24 steps) 

* Spot Meter (Touch Panel) 

e Fader Functions : Black / White / Mosaic 
/ Monotone 






VEL MINI DV HANDYCAM $429.00 * 





AUDIO 

¢ Recording : PCM Digital Stereo Recording 
(DV 1 2/16bit) (Menu) 

* Playback : PCM Digital Stereo Playback 
(DV 1 2/16bit, 32k, 44k, 48k) 

CONNECTION 

¢ Video (via Multi AV) : Video Out / S Video 
Out / Audio Out 

¢ i.LINK 

¢ DC In 

BATTERY STAMINA (LCD OFF} 

¢ NPFP30 : 110min (supplied) 

¢ NPFP50 : 160min 

¢ NPFP70 : 330min 

¢ NPFP9O : 580min 

GENERAL 

* Viewfinder : Colour 

¢ Dimensions (WxHxDmm) : 
65x 79x lis 

¢ Weight : 390g (without tape or battery) 

VTR 

¢ Format : DV 


SUPPLIED ACCESSORIES 

e AC Adaptor 

¢ Rechargeable Battery Pack NPFP30 
e AV Cable 





40X OPTICAL ZOOM MINI DV HANDYCAM $549.00 * 


¢ Picture Effects : Mosaic, Solarization, 
Monotone, Sepia, Neg. Art, Pastel 

AUDIO 

¢ Recording : PCM Digital Stereo Recording 
(DV 1 2/16bit) 

¢ Playback : PCM Digital Stereo Playback 
(DV 1 2/16bit, 32k, 44k, 48k) 

CONNECTION 

¢ Video (via Multi AV) : Video Out / S Video 
Out / Audio Out 

e j.LINK 

¢ USB Terminal (mini-B USB 1.0) 

¢ DC In 

BATTERY STAMINA (LCD OFF) 

¢ NPFH30 : 110min (supplied) 

e NPFH50 : 180min 

¢ NPFH70O : 395min 

¢ NPFH100 : 890min 

GENERAL 

¢ Viewfinder : Colour 

¢ Dimensions (WxHxDmm) : 
63 x 85x 114 

¢ Weight : 390g (without tape or battery) 

VTR 

¢ Format : DV 














RECOMMENDED ACCESSORIES 
DVDirect : VRDMC3 Battery : NPFH50 


> 












Tele Con Lens : VCLO625S 


SUPPLIED ACCESSORIES 

¢ AC Adaptor 

¢ Rechargeable Battery Pack NPFH30 

¢ AV Cable 

¢ USB Cable 

¢ Picture Motion Browser v2.0 (compatible 
with Windows Vista, XP, 2000 
Professional) 


RECOMMENDED ACCESSORIES 


DVDirect : VRDMC3 - Accessory Kit : ACCDVH Soft Carry Case : LCSVA9 





*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without noti 








4 MP WIDESCREEN MINI DV HANDYCAM $699. 00% 








VY 25x Optical / 2000x Digital Zoom with wide angle setting 


V Carl Zeiss Vario-Tessar Lens 

VY 2.7” WIDE Touch Screen LCD Pannel 
VY Memory Stick Duo Slot 

V Handycam Station 


FEATURES 

¢ 2.7” WIDE Touch Panel LCD Screen 
* Actiforce InfoLITHIUM Battery System 
e AccuPower Meter System 

¢ Battery Info Display 

¢ Memory Stick Duo Slot 

¢ Tele Macro Function 

¢ Easy Handycam Function 

* Display Guide 


- © Start / Stop / Zoom Button on LCD Frame 
- ¢ Spot Focus and Spot Metering 





¢ Super NightShot Plus Infrared System 
¢ Super SteadyShot Stabilization System 
¢ i.LINK DV Interface 

¢ USB Connection 


SPECIFICATIONS 
LENS 
¢ f (35mm Conversion) in “MOVIE” 
Rec position : 
— 16:9 : 41-1189mm 
— 4:3 : 43-1075mm 
¢ f (35mm Conversion) in “STILL” 
Rec position : 
— 16:9 : 39-975mm 
— 4:3 : 36-900mm 
Filter Diameter : 30mm 
SENSOR 
¢ Sensor Type : 1/6” (3.0mm) 1152H CCD 
Sensor Advanced HAD Technology 
¢ No. of Pixels (Gross) : Approx. 1070k 
¢ No. of Pixels “MOVIE” Rec (Effective) : 
Approx. 670k pixels (16:9) 
¢ No. of Pixels “STILL” Rec (Effective) : 
Approx. 1000k pixels (4:3) 
CAMERA 
¢ Focus System : Full range auto / Manual 
¢ Spot Focus (Touch Panel) 


3 ‘MP WIDESCREEN MINI DV HANDYCAM $999. 00 * * 


¥ 3.3 MegaPixel CCD 

VY Built in Flash 

V Carl Zeiss Vario-Sonnar T* Lens 

V High Quality Widescreen Recording 
Y Memory Stick Duo Slot 

V Handycam Station 


FEATURES 

¢ 10x Optical / 120x Digital Zoom 

¢ 2.7” WIDE Hybrid Touch Panel 
LCD Screen 

¢ Mega Pixel Engine 

¢ InfoLITHIUM Battery System 

¢ Tele Macro Function 

¢ Record / Zoom Button on LCD Frame 

¢ Spot Focus and Spot Metering 

¢ Super NightShot 

¢ Super SteadyShot 

¢ USB Streaming 

* Active Interface Shoe 

e Easy Handycam Function 


SPECIFICATIONS 
LENS 
¢ f (35mm Conversion) in “MOVIE” 
Rec position 
— 16:9 : 42.8-495mm 
— 4:3 : 45-450mm 
¢ Filter Diameter : 30mm 
SENSOR 
¢ Sensor Type : 1/3” CCD 
¢ No. of Pixels (Gross) : 3,310K 
CAMERA 
¢ Minimum Illumination : 5 lux 
(O lux with Super NightShot) 
¢ Shutter Speed : 1/2 — 1/3500 
¢ Colour Slow Shutter 
¢ Exposure Controls : 24 Steps 
¢ Smooth Interval Recording 
e Zebra Pattern 
¢ Memory Stick REC in “MOVIE” Mode 


¢ Minimum Illumination : 4 lux (Auto Slow 
Shutter ON, Shutter Speed 1/25) 

¢ White Balance : Auto / outdoor / indoor / 
Onepush (Touch Panel) 

¢ Shutter Speed : 1/2-1/3500 

¢ Colour Slow Shutter 

¢ Program AE modes : Auto, Twilight, 
Candle, Sunrise & Sunset, Fireworks, 
Landscape, Portrait, Spotlight, Sports 
Lesson, Beach, Snow 

¢ Exposure Controls (Touch Panel) (27 
Steps) 

¢ Spot Meter (Touch Panel) 

¢ Fader Functions : Black / White / Mosaic 
/ Overlap / Wipe / Monotone / Dot 

¢ Picture Effects : Mosaic, Solarization, 
Monotone, Sepia, Neg. Art, Pastel 

* Digital Picture Effects : Still. Flash 
Motion, Luminance Key, Slow Shutter, 
Trail, Old Movie, 

¢ Tele Macro 

AUDIO 

¢ Recording : PCM Digital Stereo Recording 
(DV 1 2/16bit) 

* Playback : PCM Digital Stereo Playback 
(DV 1 2/16bit, 32k, 44k, 48k) 

CONNECTION 

¢ Video (via Multi AV) : Video Out / S Video 
Out / Audio Out (Handycam Station) 

¢ Interface Connector (for Handycam 
Station) 

¢ |. LINK (Handycam Station) 

¢ USB Terminal (Handycam Station) 
(mini-B USB 1.0) 

¢ DC In 


AUDIO 
¢ 12/16 Bit PCM Digtal Stereo 
CONNECTION 
¢ Interface Connector for Handycam Station 
¢ Video / S Video / Audio In and Out 
(via Multi AV), i.LINK, USB 
(Handycam Station) 
BATTERY STAMINA (LCD OFF) 
¢ NPFP50 : 95 min (supplied) 
¢ NPFP71 : 235 min 
¢ NPFP9O : 355 min 
MPEG MOVIE 
¢ 320x240, 160x112 
MEMORY (STILL IMAGE) 
¢ Recording Media : Memory Stick Duo, 
Memory Stick PRO Duo, High Speed 
Memory Stick PRO Duo 
¢ Image Size : 
— 4:3 : (2016 x 1512), (1600 x 1200), 
(640 x 480) 
— 16:9 : (2016 x 1134) 
GENERAL 
e Viewfinder : Colour 
¢ Dimensions (WxHxDmm) : 
72x91 x 120 
¢ Weight : 460g (without tape and battery) 
VTR 
¢ Format : DV 


pe Refer to KEY TECHNOLOGY pages for detailed information. 








BATTERY STAMINA (LCD OFF) 
¢ NPFH40 : 110min (supplied) 
¢ NPFH50 : 130min 
¢ NPFH70 : 280min 
¢ NPFH100 : 635min 
MEMORY (STILL IMAGE) 
¢ Recording Media : Memory Stick Duo, 
Memory Stick PRO Duo, High Speed 
Memory Stick PRO Duo 
¢ Image Size : 
— 4:3 : 1.0M (1152 x 864), 
VGA (640 x 480) 
— 16:9 : 0.7M (1152 x 648) 
* Compression : JPEG 
¢ PictBridge 
* Interval REC 
e Playback Zoom 
¢ Slide Show 
GENERAL 
¢ Viewfinder : Colour 
¢ Dimensions (WxHxDmm) : 
63 x 85x 114 
¢ Weight : 400g 
(without tape or battery) 
VTR 
¢ Format : DV 


SUPPLIED ACCESSORIES 

¢ AC Adaptor 

¢ Rechargeable Battery Pack NPFP50 

e AV Cable 

¢ Remote Commander 

* Handycam Station 

e Picture Package v1.5 (compatible with 
Windows XP, Millenium, 98SE ) 


RECOMMENDED ACCESSORIES 
DVDirect : VRDMC3 


Accessory Kit : ACCFH 70 


MEGAPIXEL WVITOEE Loci 





SUPPLIED ACCESSORIES 

¢ AC Adaptor 

¢ Rechargeable Battery Pack NPFH40 

e AV Cable 

¢ USB Cable 

¢ Remote Commander 

¢ Handycam Station 

¢ Picture Motion Browser v2.0 
(compatible with Windows Vista, 
XP, 2000 Professional) 


RECOMMENDED ACCESSORIES 
Battery : NPFH70 


Video Light : HVLIONH 








| Carry Case : LCMHCF 





For video editing software see page 168 
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~ DCRDVD6GO08S— 
ENTRY LEVEL DVD HANDYGAM $749.00 * 
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DCRDVD708_— 
1 MP WIDESCREEN 5.1CH DVD HANDYCAM $879.00 * 


Y 40x Optical / 2000x Digital Zoom 





VY DVD+RW / -R/ -RW/ +R DL Recording Formats 


V Memory Stick Duo Slot 
VY Easy Handycam Function 


FEATURES 

¢ Up to 110 minutes Recording Time 
per disc (see page 150) 

¢ Record Direct to DVD 

¢ DVD+RW / -R/-RW/ +R DL Recording 

¢ Carl Zeiss Vario-Tessar Lens 

¢ 2.5” Touch Screen LCD 

¢ Super NightShot Plus 

¢ Super SteadyShot 

¢ Spot Focus and Metering 

¢ Actiforce Battery System 

¢ Dolby Digital 2Ch Recording 

¢ Record / Zoom Buttons on LCD Frame 

* Enhanced Menu Operation (GUI) 

e Easy Handycam Function 


SPECIFICATIONS 

LENS 

¢ f (35mm Conversion) in “MOVIE” Rec 
position : 36-1440mm 

¢ f (35mm Conversion) in “STILL” Rec 
position : 36-1440mm 

e Filter Diameter : 30mm 

SENSOR 

¢ Sensor Type : 1/6” (3mm) 960H 
Advanced HAD Technology 

¢ No. of Pixels (Gross) : Approx. 800K 

* No. of Pixels “MOVIE” Rec (Effective) : 
Approx. 400K 

¢ No. of Pixels “STILL” Rec (Effective) : 
Approx. 400K 

CAMERA 

¢ Focus System : Full range auto / manual 
(Touch Panel) 

¢ Spot Focus (Touch Panel) 

¢ Minimum Illumination : 3 lux (Auto Slow 
Shutter ON, 1/25 Shutter Speed) 

¢ White Balance : Auto / outdoor / indoor / 
Onepush (Touch Panel) 


Y 5.1ch Surround Sound Recording 
VY 1.1 Mega Pixel CCD 

Y 25x Optical / 480x Digital Zoom 
vY 

Vv Carl Zeiss Vario-Tessar Lens 


FEATURES 

¢ Up to 110 minutes Recording Time 
per disc (see page 150) 

¢ Record Direct to DVD 

¢ DVD+RW / -R/ -RW/ +R DL Recording 

* Dolby Digital 5.1ch Surround Sound 
Recording 

¢ Carl Zeiss Vario-Tessar Lens 

¢ 2.7” WIDE Touch Screen LCD 

¢ Spot Focus and Metering 

¢ Record / Zoom Buttons on LCD Frame 

¢ InfoLITHIUM Actiforce Battery System 

¢ Super NightShot Plus 

¢ Super SteadyShot 

¢ High Quality 16:9 Widescreen Recording 

¢ Active Interface Shoe 

¢ Easy Handycam Function 


SPECIFICATIONS 

LENS 

¢ f (35mm Conversion) in “MOVIE” Rec 
position : 43-1075mm 

¢ f (35mm Conversion) in “STILL” Rec 
position : 36-900mm 

¢ Filter Diameter : 30mm 

SENSOR 

¢ Sensor Type : 1/6”(3mm) 1152H 
Advanced HAD Technology 

¢ No. of Pixels (Gross) : Approx. 1O70K 

¢ No. of Pixels “MOVIE” Rec (Effective) : 
Approx. 690K 

¢ No. of Pixels “STILL” Rec (Effective) : 
Approx. 1000K 

CAMERA 

¢ Focus System : Full range auto / Manual 
(Touch Panel) 

¢ Spot Focus (Touch Panel) 





¢ Shutter Speed : 1/3-1/3500 

* Colour Slow Shutter (Touch Panel) 

¢ Fader Functions : Black / White 

¢ Picture Effects : Monotone, Sepia, Pastel 

* Exposure Controls (Touch Panel) 

¢ Spot Meter (Touch Panel) 

e Fader Functions : Black / White 

¢ Picture Effects : Monotone, Sepia, Pastel 

¢ Digital Picture Effects : Old Movie 

¢ Tele Macro 

AubIO 

¢ Recording : Dolby Digital 2ch Recording 

e Playback : Dolby Digital 2ch Playback 

CONNECTION 

¢ Video (via Multi AV) : Video Out / S Video 
Out / Audio Out 

¢ USB Terminal (mini B / Hi-Speed USB 
2.0) 

¢ DC In 

BATTERY STAMINA (LCD OFF) 

¢ NPFH40 : 50mins (supplied) 

¢ NPFH50 : 55mins 

¢ NPFH70 : 120mins 

e NPFH100 : 285mins 

MENWIORY (STILL IMAGE) 

¢ Recording Media : DVD-R / -RW / +RW 
/ +R DL Memory Stick Duo, Memory 
Stick PRO DUO, Memory Stick Pro Duo 
(High Speed) 

¢ Image Size : 640 x 480 

¢ Compression : JPEG 

¢ PictBridge 

e Playback Zoom 

¢ Slide Show (Touch Panel) 

GENERAL 

¢ Viewfinder : Colour 

¢ Dimensions (WxHxDmm) : 
54.5% 69.0 130.5 

¢ Weight : 390g (without disc or battery) 





2.7” WIDE Touch Screen LCD with Zoom/Record 


¢ Minimum Illumination : 4 lux (Auto Slow 
Shutter ON, Shutter Speed 1/25) 

¢ White Balance : Auto / outdoor / indoor / 
Onepush (Touch Panel) 

¢ Shutter Speed : 1/3-1/3500 

¢ Colour Slow Shutter(Touch Panel/ 
“MOVIE” position only) 

e Program AE modes : Auto, Spotlight, 
Portrait, Sports, Landscape, Twilight, 
Candle, Sunrise & Sunset, Fireworks, 
Beach, Snow 

* Exposure Controls (Touch Panel) 

¢ Spot Meter (Touch Panel) 

¢ Fader Functions : Black / White 

¢ Picture Effects : Monotone, Sepia, Pastel 

¢ Digital Picture Effects : Old Movie 

¢ 16:9 Wide (High Quality) 

¢ Tele Macro 

AUDIO 

¢ Recording : Dolby Digital 5.1ch, Dolby 
2ch (with optional mic / optional sports 
pack) 

¢ Playback : Dolby Digital 2ch, Dolby 
Digital 2ch DownMix 

CONNECTION 

¢ Video (via Multi AV) : Video Out / S Video 
Out / Audio Out 

¢ USB Terminal (mini B / Hi-Speed 
USB 2.0) 

¢ DC In 

BATTERY STAMINA (LCD OFF) 

¢ NPFH40 : 95min (supplied) 

e NPFH50 : 110min 

¢ NPFH70 : 235min 

¢ NPFH100 : 545min 





VTR 
¢ Format : DVD-R / -RW / +RW/ +R DL 


SUPPLIED ACCESSORIES 

¢ AC Adaptor 

¢ Rechargeable Battery Pack NPFH40 

¢ AV Cable 

¢ USB Cable 

¢ Picture Motion Browser v2.0 
(compatible with Windows Vista, 
XP, 2000 Professional) 











RECOMMENDED ACCESSORIES 


MEMORY (STILL IMAGE) 
¢ Image Size : 

— 4:3: 1.0M (1152 x 864), 

VGA 0.3M (640x480) 

— 16:9: 0.7M (1152 x 648) 
¢ Compression : JPEG 
¢ PictBridge 
¢ Playback Zoom 
* Slide Show (Touch Panel) 
GENERAL 
¢ Viewfinder : Colour 
¢ Dimensions (WxHxDmm) : 

54.5 x 89.0 x 130.5 
° Weight : 400g (without disc or battery) 
VTR 
¢ Format : DVD-R / -RW/ +RW/ +R DL 


Quick Charger : ACVQH10 













Wide Con Lens : VCLO630X 


SUPPLIED ACCESSORIES 

¢ AC Adaptor 

¢ Rechargeable Battery Pack NPFH40 

e AV Cable 

¢ USB Cable 

¢ Remote Commander 

¢ Picture Motion Browser v2.0 
(compatible with Windows Vista, 
XP, 2000 Professional) 


- RECOMMENDED ACCESSORIES 








Battery : NPFH70O 





Semi Soft Carry Case : LCMHCG 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice 
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4MP CMOS 5.1CH DvD 


V 4MP Still Image Capture 
VY Dual Recording 

Y Smooth Slow Recording with audio 

V Carl Zeiss Vario-Sonnar T* Lens 

¥ 5.1Ch. Dolby Digital Surround Recording 
Y Built-In Flash 


FEATURES 
¢ Up to 110 minutes Recording Time 
per disc (see page 150) 
¢ ClearVid™ CMOS Sensor 
¢ Record Direct to DVD 
¢ DVD+RW / -R/ -RW/ +R DL Recording 
¢ Active Interface Shoe 
¢ 10x Optical / 80x Digital Zoom 
¢ 2.7” WIDE Touch Screen Clear 
Photo LCD 
¢ Spot Focus and Metering 
* High Quality 16:9 Widescreen Recording 
¢ Super NightShot 
¢ Super SteadyShot 
* Record / Zoom Buttons on LCD Frame 
¢ Dual Record 2.3MP still image in 
“MOVIE” Rec Mode 
¢ Easy Handycam Function 


SPECIFICATIONS 

LENS 

¢ f (35mm Conversion) in “MOVIE” Rec 
position : 41.3-485mm 

¢ f (35mm Conversion) in “STILL” Rec 
position : 40.4-404mm 

¢ Filter Diameter : 37mm 

SENSOR 

¢ Sensor Type : 1/3” (5.9mm) 2304H 
ClearVid"” CMOS Sensor 

¢ No. of Pixels (Gross) : Approx. 2100K 

¢ No. of Pixels “MOVIE” Rec (Effective) : 
Approx. 1430K 

¢ No. of Pixels “STILL” Rec (Effective) : 
Approx. 1490K 

CAMERA 

¢ Focus System : Full range auto/Manual 

¢ Spot Focus (Touch Panel) 

¢ Minimum Illumination : 1.5 lux(Auto 

Slow Shutter ON, 1/25 Shutter Speed) 





6MP CMOS 5.1 


V 6.1MP Still Image Capture 

V Dual recording 

Y Smooth Slow Record with audio 

V Carl Zeiss Vario-Sonnar T* Lens 

Y 5.1Ch. Dolby Digital Surround Recording 


Vv 2.7” Clear Photo LCD Plus with Zoom/Record 


Y Built-in Flash 


FEATURES 

¢ Up to 110 minutes Recording Time 
per disc (see page 150) 

* ClearVid™ CMOS Sensor 

¢ Record Direct to DVD 

¢ DVD+RW / -R/ -RW/ +R DL Recording 

* 10x Optical / 20x Digital Zoom 

¢ Dolby Digital 5.1Channel Recording 

¢ 6.1 Mega Pixel Still Image Capture 

* High Quality 16:9 Widescreen Recording 

¢ Spot Focus and Metering 

¢ Super NightShot 

¢ Super SteadyShot 

¢ Record / Zoom Buttons on LCD Frame 

¢ Dual Record 4.6MP Still Image in 
“MOVIE” Rec Mode 

* Active Interface Shoe 

¢ Easy Handycam Function 


SPECIFICATIONS 

LENS 

* f (35mm Conversion) in “MOVIE” Rec 
position — 16:9 : 40-400mm 

¢ f (35mm Conversion) in “STILL” Rec 
position — 16:9 : 40-400mm 

¢ Filter Diameter : 37mm 

SENSOR 

¢ Sensor Type : 1/2.9” (6.3mm) 2848H 
ClearVid" CMOS Sensor 

¢ No. of Pixels (Gross) : Approx. 3200K 

¢ No. of Pixels “MOVIE” Rec (Effective) : 
Approx. 2280K (16:9) 

¢ No. of Pixels “STILL” Rec (Effective) : 
Approx. 3040K (4:3) 


HANDYCAM $1199.00 * 


CH DVD HANDYCAM $1499.00 


¢ White Balance : Auto / outdoor / indoor / 
Onepush (Touch Panel) 

¢ Shutter Speed : 1/2—1/500 
(Scene Selection) 

* Colour Slow Shutter 

* Program AE modes : Auto, Spotlight, 
Portrait, Landscape, Twilight, Twilight 
Portrait (still images only), Candle, 
Sunrise & Sunset, Fireworks, 
Beach, Snow 

¢ 14-Bit DXP 

¢ Exposure Controls (Touch Panel) 

¢ Spot Meter (Touch Panel) 

¢ Zebra Pattern 

¢ Guide Frame 

¢ Fader Functions : Black / White 

¢ Picture Effects : Monotone, Sepia, Pastel 

* Digital Picture Effects : Old Movie 

¢ 16:9 Wide (High Quality) 

* Still Image Memory Stick REC in 
“MOVIE” Rec 

AUDIO 

¢ Recording : Dolby Digital 5.1ch, Dolby 
2ch (with optional mic) 

¢ Playback : Linear PCM Digital Stereo, 
Dolby Digital 2ch, Dolby 2ch DownMix 
Playback 

CONNECTION 

¢ Video (via Multi AV) : Video Out / S Video 
Out / Audio Out 

¢ USB Terminal (mini B / Hi-Speed 
USB 2.0) 

¢ DC In 

BATTERY STAMINA (LCD OFF) 

¢ NPFH50 : 80min (supplied) 

¢ NPFH6O : 110min 

¢ NPFH7O : 180min 

¢ NPFH100 : 415min 








CAMERA 

¢ Focus System : Full range auto/Manual 

¢ Spot Focus (Touch Panel) 

¢ Minimum Illumination : 1.5 lux (Auto 
Slow Shutter ON, 1/25 Shutter Speed) 

¢ White Balance : Auto / outdoor / indoor / 
Onepush (Touch Panel) 

¢ Shutter Speed : 1/2-1/500 (Scene 
Selection) 

¢ Colour Slow Shutter 

¢ Program AE modes : Auto, Spotlight, 
Portrait, Landscape, Twilight, Twilight 
Portrait (still images only), Candle, 
Sunrise & Sunset, Fireworks, Beach, 
Snow 

¢ 14-Bit DXP 

¢ Exposure Controls (Touch Panel) (Max. 
24 steps) 

¢ Spot Meter (Touch Panel) 

* Iris Control/Gain Control : Auto only / 
Auto only 

e Zebra Pattern 

¢ Guide Frame 

¢ Fader Functions : Black / White 

e Picture Effects : Monotone, Sepia, Pastel 

¢ Digital Picture Effects : Old Movie 

¢ 16:9 Wide (High Quality) 

¢ Tele Macro 

AUDIO 

* Recording : Dolby Digital 5.1ch, Dolby 
2ch (with optional mic) 

¢ Playback : Linear PCM Digital Stereo, 
Dolby Digital 2ch, Dolby 2ch DownMix 
Playback 


m Refer to KEY TECHNOLOGY pages for detailed information. 
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MEMORY (STILL IMAGE) VTR 
¢ Recording Media : Memory Stick Only ¢ Format : DVD-R / -RW/ +RW/ +R DL 


¢ Image Size : 
~ 4:3 : 4.0M (2304 x 1728), SUPPLIED ACCESSORIES 
¢ AC Adaptor 


1.9M (1600 x 1200), 
VGA (640 x 480) e Rechargeable Battery Pack NPFH40 
— 16:9 : 3.0M (2304 x 1296) ¢ AV Cable 
¢ USB Cable 


* Compression : JPEG 
¢ PictBridge ¢ Remote Commander 
¢ Playback Zoom (x1.1-5) (TouchPanel + ¢ Picture Motion Browser v2.0 
Zoom Lever) (compatible with Windows Vista, 
* Slide Show (Touch Panel) XP, 2000 Professional) 
GENERAL 
¢ Viewfinder : Colour 
* Dimensions (WxHxDmm) : 
70 x 87 x 142 
¢ Weight : 490g (without disc or battery) 


RECOMMENDED ACCESSORIES 
Accessory Kit : ACCDVDH3 


Wide Con Lens : VCLHGO737C 


GENERAL 
e Viewfinder : Colour 
¢ Dimensions (WxHxDmm) : 


CONNECTION 
¢ Video (via Multi AV) : Video Out 
/ S Video Out / Audio Out 
¢ USB Terminal (mini B / Hi-Speed 70 x 87 x 142 
USB 2.0) ¢ Weight : 510g (without tape or battery) 
¢ DC In VTR 
BATTERY STAMINA (LCD OFF) e Format : DVD-R / -RW / +RW/ +R DL 


¢ NPFH50 : 7Omin (supplied) 
¢ NPFH60 : 95min SUPPLIED ACCESSORIES 
¢ AC Adaptor 


¢ NPFH70 : 150min 
¢ NPFH100 : 355min e Rechargeable Battery Pack NPFH40 
MEMORY (STILL IMAGE) e AV Cable 
¢ Recording Media : Memory Stick Only ¢ USB Cable 
¢« Remote Commander 


¢ Image Size : 

— 4:3 : 6.1M (2848 x 2136), ¢ Picture Motion Browser v2.0 
3.1M (2048 x 1536), (compatible with Windows Vista, 
VGA (640 x 480) XP, 2000 Professional) 

— 16:9 : 4.6M (2848 x 1602) 

¢ Compression : JPEG 
¢ PictBridge 
¢ Playback Zoom (x1.1-5) 

(TouchPanel + Zoom Lever) 

¢ Slide Show (Touch Panel) 


RECOMMENDED ACCESSORIES 
Accessory Kit : ACCFH70 Microphone : ECMHW1 
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30GB ENTRY LEVEL HDD HANDYCAM $999.00 * 
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V 40x Optical / 2000x Digital Zoom 
V Large Capacity 30GB HDD 

Y Bundled Handycam Station 

/Y Compact Design 


FEATURES 

¢ Up to 20 hours 50 minutes 
Recording Time 

¢ Carl Zeiss Vario-Tessar Lens 

¢ 2.5” Touch Screen LCD 

¢ Handycam Station 

* Digital Still Memory Mode 

¢ Super SteadyShot 

¢ Super NightShot Plus 

* Record / Zoom Buttons on LCD Frame 

¢ USB 2.0 

* DVDirect Compatibility 

* Easy PC Backup 

¢ One Touch Disc Burn 

¢ HDD Smart Protection 

¢ Easy Handycam Function 


SPECIFICATIONS 

LENS 

* f (35mm Conversion) in “MOVIE” 
Rec position 
— 16:9 : 39-1560mm 
— 4:3 : 36-1440mm 

¢ f (35mm Conversion) in “STILL” 
Rec position — 4:3 : 36-1440mm 

¢ Filter Diameter : 30mm 

SENSOR 

* Sensor Type : 1/6” (3.0mm)960H CCD 
Sensor Advanced HAD Technology 

¢ No. of Pixels (Gross) : Approx. 800k 

* No. of Pixels “MOVIE” Rec (Effective) : 
Approx. 400K (4:3) 

* No. of Pixels “STILL” Rec (Effective) : 
Approx. 400k (4:3) 

CAMERA 

* Focus System : Full range auto / Manual 

* Spot Focus (Touch Panel) 

¢ Minimum Illumination : 3 lux (Auto Slow 
Shutter ON, 1/25 Shutter Speed) 
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VY Megapixel CCD / Megapixel engine 
Y 25x Optical / 2000x Digital Zoom 
V Large Capacity 30GB HDD 

VY Bundled Handycam Station 

vY Compact Design 


FEATURES 

¢ Up to 20 hours 50 minutes 
Recording Time 

¢ Carl Zeiss Vario-Tessar Lens 

* Handycam Station 

¢ 2.7” WIDE Touch Screen LCD 

* Progressive Shutter System 

¢ Super SteadyShot 

* Record / Zoom Buttons on LCD Frame 

¢ USB 2.0 

¢ DVDirect Compatibility 

¢ Easy PC Backup 

¢ One Touch Disc Burn 

* HDD Smart Protection 

* Active Interface Shoe 

* Easy Handycam Function 


SPECIFICATIONS 

LENS 

¢ f (35mm Conversion) in “MOVIE” 
Rec position 
— 16:9 : 41-1189mm 
— 4:3 : 43-11075mm 

¢ f (35mm Conversion) in “STILL” 
Rec position — 4:3 : 36-900mm 

¢ Filter Diameter : 30mm 

SENSOR 

¢ Sensor Type : 1/6” (3.0mm) 1152H CCD 
Sensor Advanced HAD Technology 

* No. of Pixels (Gross) : Approx. 1070k 

¢ No. of Pixels “MOVIE” Rec (Effective) : 
Approx. 670k (16:9) 

* No. of Pixels “STILL” Rec (Effective) : 
Approx. 1000k (4:3) 

CAMERA 

* Focus System : Full range auto / Manual 

¢ Spot Focus (Touch Panel) 





¢ White Balance : Auto / outdoor / indoor / 
Onepush (Touch Panel) 

¢ Shutter Speed : 1/3-1/3500 

* Colour Slow Shutter 

¢ Program AE modes : Auto, Spotlight, 
Protrait, Sports, Landscape, Twilight, 
Candle, Sunrise & Sunset, Fireworks, 
Beach, Snow 

¢ Exposure Controls (Touch Panel) 

¢ Spot Meter (Touch Panel) 

¢ Fader Functions : Black / White 

* Picture Effects : Monotone / Sepia / Pastel 

* Digital Picture Effects : Old Movie 

¢ Tele Macro 

AUDIO 

* Recording : Dolby Digital 2ch Recording 

* Playback : Dolby Digital 2ch Playback 

CONNECTION 

* Video (via Multi AV) : Video Out / S Video 
Out / Audio Out (Handycam Station) 

¢ Interface Connector (for Handycam 
Station) 

¢ USB Terminal (Handycam Station) 
(Mini-B USB 2.0 High Speed) 

¢ DC In 

BATTERY STAMINA (LCD ON) 

° NPFH4O : 105min (supplied) 

¢ NPFH50 : 125min 

¢ NPFH70 : 270min 

¢ NPFH100 : 615min 

STILL IMAGE 

¢ Recording Media : 30GB Hard Disk 
Drive, Memory Stick Duo, Memory Stick 
PRO Duo, High Speed Memory Stick 
PRO Duo 

¢ Image Size : VGA (640x480) 

¢ Compression : JPEG 

* PictBridge 


GB 1 MP WIDESCREEN 


¢ Minimum Illumination : 4 lux (Auto Slow 
Shutter ON, Shutter Speed 1/25) 

¢ White Balance : Auto / outdoor / indoor / 
Onepush (Touch Panel) 

¢ Shutter Speed : 1/3-1/3500 

* Colour Slow Shutter 

¢ Program AE modes : Auto, Spotlight, 
Portrait, Sports, landscape, Twilight, 
Candle, Sunrise & Sunset, Beach, Snow 

* Exposure Controls (Touch Panel) 

* Spot Meter (Touch Panel) 

¢ Fader Functions : Black / White 

* Picture Effects : Monotone / Sepia / Pastel 

* Digital Picture Effects : Old Movie 

¢ Tele Macro 

AUDIO 

* Recording : Dolby Digital 2ch Recording 

* Playback : Dolby Digital 2ch Playback 

CONNECTION 

* Video (via Multi AV) : Video Out / S Video 
Out / Audio Out (Handycam Station) 

¢ Interface Connector (for Handycam 
Station) 

¢ USB Terminal (Handycam Station) 
(Mini-B USB 2.0 High Speed) 

* DC In 

BATTERY STAMINA (LCD ON) 

¢ NPFH4O : 90min (supplied) 

¢ NPFH50 : 105min 

¢ NPFH70 : 230min 

¢ NPFH1O0 : 525min 

STILL IMAGE 

¢ Recording Media : 30GB Hard Disk 
Drive, Memory Stick Duo, Memory Stick 
PRO Duo, High Speed Memory Stick 
PRO Duo 


*SRP is manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice 








¢ Playback Zoom 
* Slide Show 
GENERAL 
* Dimensions (WxHxDmm) : 
73 x 72 x 109 
¢ Weight : 335g (without tape or battery) 
VTR 
¢ Format : Hard Disk Drive 


SUPPLIED ACCESSORIES 

¢ AC Adaptor 

¢ Rechargeable Battery Pack NPFH40 

¢ AV Cable 

* USB Cable 

¢ Handycam Station 

¢ Picture Motion Browser v2.0 
(compatible with Windows Vista, 
XP, 2000 Professional) 


RECOMMENDED ACCESSORIES =~ 


DVDirect : VRDMC3 


¢ Image Size : 
— 4:3: 1.0M (1152 x 864), 
VGA (640x480) 
- 16:9 : 0.7M (1152 x 648) 
* Compression : JPEG 
* PictBridge 
* Playback Zoom 
* Slide Show 
GENERAL 
¢ Dimensions (WxHxDmm) : 73x72x109 
* Weight : 350g (without battery) 
VTR 
¢ Format : Hard Disk Drive 


eae esc se 


| DVDirect : VRDMC3 


> 





_ Battery : NPFH100 


_ Accessory Kit : ACCFH60 


Soft Carry Case : LCSSRA 





SUPPLIED ACCESSORIES 

¢ AC Adaptor 

* Rechargeable Battery Pack NPFH40 

¢ AV Cable 

¢ USB Cable 

¢ Remote Commander 

* Handycam Station 

* Picture Motion Browser v2.0 
(compatible with Windows Vista, 
XP, 2000 Professional) 










Microphone : ECMHGZ1 





« ¢ One Touch Disc Burn 
- * HDD Smart Protection 


DCRSR200— 
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60GB 1 MP WIDESCREEN HDD ‘HANDYCAM $1399. 00 * 


Vv Extra large Capacity 60GB HDD 
V Megapixel CCD / Megapixel engine 
VY 25x Optical / 2000x Digital Zoom 
Y Bundled Handycam Station 

VY Compact Design 


FEATURES 

¢ Up to 41 hours 50 minutes 
Recording Time 

* Carl Zeiss Vario-Tessar Lens 

¢ Handycam Station 

¢ 2.7” WIDE Touch Screen LCD 

¢ Digital Still Memory Mode 

¢ Super SteadyShot 

¢ Record / Zoom Buttons on LCD Frame 

¢ USB 2.0 

¢ DVDirect Compatibility 

e Easy PC Backup 


¢ Minimum Illumination : 4 lux (Auto Slow 
Shutter ON, Shutter Speed 1/25) 

¢ White Balance : Auto / outdoor / indoor / 
Onepush (Touch Panel) 

¢ Shutter Speed : 1/3-1/3500 

¢ Colour Slow Shutter 

¢ Program AE modes : Auto, Spotlight, 
Portrait, Sports, landscape, Twilight, 
Candle, Sunrise & Sunset, Beach, Snow 

* Exposure Controls (Touch Panel) 

¢ Spot Meter (Touch Panel) 

¢ Fader Functions : Black / White 

* Picture Effects : Monotone / Sepia / Pastel 

* Digital Picture Effects : Old Movie 

AUDIO 

¢ Recording : Dolby Digital 2ch Recording 

¢ Playback : Dolby Digital 2ch Playback 


* Active Interface Shoe 
¢ Super NightShot Plus 
¢ Easy Handycam Function 


CONNECTION 
SPECIFICATIONS ¢ Video (via Multi AV) : Video Out / S Video 
LENS Out / Audio Out (Handycam Station) 
¢ f (35mm Conversion) in “MOVIE” ¢ Interface Connector (for Handycam 
Rec position Station) 


— 16:9 : 41-1189mm 
— 4:3 : 43-11075mm 
¢ f (35mm Conversion) in “STILL” 
Rec position — 4:3 : 37-900mm 
* Filter Diameter : 30mm 
SENSOR 
¢ Sensor Type : 1/6”(3mm) 1152H CCD 
Sensor Advanced HAD Technology 
¢ No. of Pixels (Gross) : Approx. 1070k 
¢ No. of Pixels “MOVIE” Rec (Effective) : 
Approx. 670k (16:9) 
¢ No. of Pixels “STILL” Rec (Effective) : 
Approx. 1000k (4:3) 
CAMERA 
* Focus System : Full range auto / Manual 
¢ Spot Focus (Touch Panel) 


¢ USB Terminal (Handycam Station) 
(Mini-B USB 2.0 High Speed) 

¢ DC In 

BATTERY STAMINA (LCD ON) 

¢ NPFH40 : 90min (supplied) 

¢ NPFH50 : 105min 

¢ NPFH70 : 230min 

¢ NPFH100 : 525min 

STILL IMAGE 

¢ Recording Media : 60GB Hard Disk 
Drive, Memory Stick Duo, Memory Stick 
PRO Duo, High Speed Memory Stick 
PRO Duo 


40GB 4MP CMOS HDD HANDYCAM 1 $1599. OO * 


V Extra large Capacity 40GB HDD 
Y Dual Recording 

v 4MP Digital still capture 

VY Smooth Slow recording with audio 
V Dolby Digital 5.1ch recording 

¥ 10x Optical / 80x Digital Zoom 

VY Bundled Handycam Station 


¢ Minimum Illumination : 1.5 lux (Auto 
Slow Shutter ON, 1/25 Shutter Speed) 

¢ White Balance : Auto / outdoor / indoor / 
Onepush (Touch Panel) 

¢ Shutter Speed : 1/2—1/425 (scene 
Selection) 

¢ Colour Slow Shutter 

¢ Program AE modes : Auto, Spotlight, 


FEATURES 

¢ Up to 28 hours Recording Time 

* ClearVid™ CMOS Sensor 

¢ 4.0MP still image capture 

¢ Smooth Slow recording with sound 
* Dolby Digital 5.1ch recording 

* Carl Zeiss Vario Sonnar T* Lens 

¢ 2.7” WIDE Touch Screen Clear 


Photo LCD Protrait, Landscape, Twilight, Twilight 
¢ HDD Smart Protection Portrait, Candle, Sunrise & Sunset, 
¢ USB 2.0 Fireworks, Beach, Snow 


¢ 14-Bit DXP 

¢ Exposure Controls (Touch Panel) 
* Spot Meter (Touch Panel) 

¢ Zebra Pattern 


* Active Interface Shoe 
¢ Bundled Handycam station 
¢ Easy Handycam Function 


SPECIFICATIONS * Guide Frame 

LENS ¢ Fader Functions : Black / White 

¢ f (35mm Conversion) in “MOVIE” ¢ Picture Effects : Monotone / Sepia / Pastel 
Rec position ¢ Digital Picture Effects : Old Movie 
— 16:9 : 41.3-485mm ¢ Tele Macro 
— 4:3 : 50.5-594mm AUDIO 


¢ f (35mm Conversion) in “STILL” 
Rec position — 4:3 : 37-370mm 

¢ Filter Diameter : 37mm 

SENSOR 

¢ Sensor Type : 1/3” (5.9mm) 2304H 
ClearVid™ CMOS Sensor 

¢ No. of Pixels (Gross) : Approx. 2100K 

° No. of Pixels “MOVIE” Rec (Effective) : 
Approx. 1430K (16:9) 

¢ No. of Pixels “STILL” Rec (Effective) : 
Approx. 1990K (4:3) 

CAMERA 

* Focus System : Full range auto/Manual 

¢ Spot Focus (Touch Panel) 


¢ Recording : Dolby Digital 5.1ch 
Recording, Dolby Digital 2ch Recording 
(with optional mic) 

* Playback : Linear PCM Digital Stereo, 
Dolby Digital 2ch, Dolby Digital 2ch 
downmix 

CONNECTION 

e Video (via Multi AV) : Video Out / S Video 
Out / Audio Out (Handycam Station) 

¢ Interface Connector (for Handycam 
Station) 

¢ USB Terminal (Handycam Station) 
(Mini-B USB 2.0 High Speed) 

¢ DC In 


he Refer to KEY TECHNOLOGY pages for detailed information. 


¢ Image Size : 
— 4:3 : 1.0M (1152 x 864), 
VGA (640x480) 
— 16:9 : 0.7M (1152 x 648) 
* Compression : JPEG 
¢ PictBridge 
¢ Playback Zoom 
¢ Slide Show 
GENERAL 
¢ Dimensions (WxHxDmm) : 
73% 72x.109 
¢ Weight : 360g (without battery) 
VIR 


¢ Format : Hard Disk Drive 


~ RECOMMENDED ACCESSORIES 
- DVDirect : VRDMC3 


> 


BATTERY STAMINA (LCD ON) 
¢ NPFH50 : 85min (supplied) 
¢ NPFH6O : 115min 
¢ NPFH70 : 190min 
¢ NPFH1OO : 440min 
STILL IMAGE 
¢ Recording Media : 40GB Hard Disk 
Drive, Memory Stick Duo, Memory Stick 
PRO Duo, High Speed Memory Stick 
PRO Duo 
¢ Image Size : 
— 4:3 : 4.0M (2304 x 1728), 
1.9M (1600 x 1200), 
VGA (640 x 480) 
— 16:9 : 3.0M (2304 x 1296) 
¢ Compression : JPEG 
¢ PictBridge 
¢ Playback Zoom 


- RECOMMENDED ACCESSORIES 


Accestory kit : ACCFH70 


| DVDirect : VRDMC3 





_ Battery : NPFH70 





SAAD AD 


SUPPLIED ACCESSORIES 

¢ AC Adaptor 

¢ Rechargeable Battery Pack NPFH40 

¢ AV Cable 

¢ USB Cable 

« Remote Commander 

¢ Handycam Station 

¢ Picture Motion Browser v2.0 
(compatible with Windows Vista, 
XP, 2000 Professional) 


| Wide Con Lens : VCLHGO730X 








SIMPL) 


¢ Slide Show 

¢ Built-in Flash 

GENERAL 

¢ Dimensions (WxHxDmm) : 
76x 78x 128 

¢ Weight : 455g (without battery) 

VTR 

¢ Format : 


SUPPLIED ACCESSORIES 

¢ AC Adaptor 

¢ Rechargeable Battery Pack NPFH40 

¢ AV Cable 

¢ USB Cable 

¢ Remote Commander 

* Handycam Station 

¢ Picture Motion Browser v2.0 
(compatible with Windows Vista, 
XP, 2000 Professional) 


Hard Disk Drive 


GPS Unit : GPSCS1KA 
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40GB 6MP CMOS HDD HANDYCAM $1799.00 * 
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30GB 4MP CMOS AVCHD HDD HANDYCAM $2299.00 * 





Y Extra large Capacity 40GB HDD 
VY 6.1MP Still Image Capture 

Vv 4.6MP Dual Recording 

Y Smooth Slow recording with audio 
V Dolby Digital 5.1ch recording 

Y 10x Optical / 80x Digital Zoom 

Y Bundled Handycam Station 

Y Built-in Flash 


FEATURES 

¢ Up to 28 hours Recording Time 

* ClearVid™ CMOS Sensor 

¢ 6.1MP still image capture 

* Smooth Slow recording with sound 

¢ 40GB Hard Drive 

* Dolby Digital 5.1ch recording 

¢ HDD Smart Protection 

¢ Carl Zeiss Vario Sonnar T* Lens 

¢ 2.7” WIDE Touch Screen Clear 
Photo LCD 

¢ Bundled Handycam station 

¢ Active Interface Shoe 

¢ Easy Handycam Function 


SPECIFICATIONS 

LENS 

¢ f (35mm Conversion) in “MOVIE” 
Rec position 
— 16:9 : 40-400mm 
— 4:3 : 49-490mm 

¢ f (35mm Conversion) in “STILL” 
Rec position — 4:3 : 37-370mm 

¢ Filter Diameter : 37mm 

SENSOR 

¢ Sensor Type : 1/2.9” (6.3mm) 2848H 
ClearVid™ CMOS Sensor 

¢ No. of Pixels (Gross) : Approx. 3200K 

* No. of Pixels “MOVIE” Rec (Effective) : 
Approx. 2280K (16:9) 

¢ No. of Pixels “STILL” Rec (Effective) : 
Approx. 3040K (4:3) 

CAMERA 

* Focus System : Full range auto/Manual 

¢ Spot Focus (Touch Panel) 

¢ Minimum Illumination : 1.5 lux (Auto 
Slow Shutter ON, 1/25 Shutter Speed) 


VY High Definition 10801 Handycam 
Y 30GB Hard Disk Drive 

Vv Carl Zeiss Vario-Sonnar T* Lens 
V 4.0 MP Still Image Recording 








¢ White Balance : Auto / outdoor / indoor / 
Onepush (Touch Panel) 

e Shutter Speed : 1/2-1/425 
(Scene Selection) 

¢ Colour Slow Shutter 

* Program AE modes : Auto, Spotlight, 
Protrait, Landscape, Twilight, Twilight 
Portrait, Candle, Sunrise & Sunset, 
Fireworks, Beach, Snow 

¢ 14-Bit DXP 

¢ Exposure Controls (Touch Panel) (Max. 
24 steps) 

¢ Spot Meter (Touch Panel) 

¢ Smooth Slow recording (With Sound) 

¢ Zebra Pattern 

¢ Guide Frame 

¢ Fader Functions : Black / White 

¢ Picture Effects : Monotone / Sepia / Pastel 

* Digital Picture Effects : Old Movie 

¢ Tele Macro 

AUDIO 

¢ Recording : Dolby Digital 5.1ch 
Recording, Dolby Digital 2ch Recording 
(with optional mic) 

¢ Playback : Linear PCM Digital Stereo, 
Dolby Digital 2ch, Dolby Digital 2ch 
downmix 

CONNECTION 

* Video (via Multi AV) : Video Out / S Video 
Out / Audio Out (Handycam Station) 

¢ Interface Connector (for Handycam 
Station) 

¢ USB Terminal (Handycam Station) 
(Mini-B USB 2.0 High Speed) 

¢ DC In 












¥ 3.5” Wide (16:9) Touch Panel Hybrid Clear Photo LCD 


FEATURES 

* Up to 11 hours Recording Time 
¢ Records Direct to Hard Disk 

¢ HDD Smart Protection 


¢ 2.1 Megapixel ClearVid™ CMOS Sensor 


* Active Interface Shoe 

* 10x Optical / 80x Digital Zoom 
* Dolby Digital 5.1ch Recording 
¢ Clear Photo LCD plus 

¢ Smooth Slow Recording 

* Super SteadyShot 

¢ USB 2.0 

¢ Super NightShot 

¢ 2.3MP Dual Record 

¢ One Touch Disc Burn 

¢ Easy PC Backup 


@» © Easy Handycam Function 


SPECIFICATIONS 

LENS AND ZOOM 

¢ f (35mm Conversion) in “MOVIE” Rec 
position — 
—- 16:9: 41.3-485mm; 
— 4:3 : 50.5-594mm 

¢ f (35mm Conversion) in “STILL” Rec 
position — 
— 16:9 : 40.4-404mm; 
— 4:3 : 37-370mm 

¢ Filter Diameter : 30mm 

SENSOR 

¢ Sensor Type : 1/3” ClearVid™ CMOS 
Sensor 

¢ No. of Pixels (Gross) : 2,103k 

¢ No. of Pixels “MOVIE” Rec 
(Effective) : 1,434k 

¢ No. of Pixels “STILL” Rec 
(Effective) : 1,991k 


CAMERA 

* Focus System : Full Range Auto / Manual 

¢ Manual Focus (Ring Panel) 

¢ Spot Focus (Touch Panel) 

¢ Minimum Illumination : 5 lux 
(O lux with Super NightShot) 

¢ White Balance : Auto / outdoor / indoor 
/ Onepush (Menu) 

¢ White Balance Shift 
(Touch Panel / Ring) (9 Step) 

e Shutter Speed : Auto / 1/3-1/425 
(Colour Slow Shutter, Program AE, 
Super NightShot) 

¢ NightShot : Super NightShot 

¢ Colour Slow Shutter 
(Touch Panel / “MOVIE” position only) 

¢ Program AE modes : Portrait, 

Beach and Ski, Landscape, Spotlight, 
Sunset and Moon 

¢ 14-Bit DXP 

¢ AE Shift (Touch Panel / Ring) 

¢ Exposure Controls 
(Touch Panel / Ring) 

¢ Spot Meter 

¢ Zebra Pattern 

¢ Fader Functions : Black, White 

* 16:9 Default (CAMERA-Movie) 

¢ SteadyShot (“MOVIE” position only) 

* Tele Macro (Touch Panel) 

AUDIO 

¢ Recording : Dolby Digital 2ch, 

Dolby Digital 5.1ch 

¢ Playback : Dolby Digital 2ch, 
Dolby Digital 2ch Downmix 

¢ 5.1ch Centre Mic Ready 
(w / optional microphone) 

IMAGE SIZE - VIDEO 

¢ Standard Definition : 720 x 576 





BATTERY STAMINA (LCD ON) 
¢ NPFH50 : 75min (supplied) 
¢ NPFH6O : 100min 
¢ NPFH7O : 160min 
¢ NPFH10O0 : 375min 
STILL IMAGE 
¢ Recording Media : 40GB Hard Disk 
Drive, Memory Stick Duo, Memory Stick 
PRO Duo, High Speed Memory Stick 
PRO Duo 
* Image Size : 
— 4:3 : 6.1M (2848 x 2136), 
3.1M (2048 x 1536), 
VGA (640 x 480) 
-— 16:9 : 4.6M (2848 x 1602) 
¢ Compression : JPEG 
¢ PictBridge 
¢ Copy between TAPE/DVD/HDD to 
Memory Stick : HDD to MS 


RECOMMENDED ACCESSORIES 
DVDirect : VRDMC3 


¢ High Definition : 1440 x 1080i 
STILL IMAGE 
* Recording Media : Memory Stick Duo, 
Memory Stick PRO Duo, High Speed 
Memory Stick PRO Duo 
¢ Image Size : 
— 4:3 : 4.0MP (2304 x 1728), 
1.9MP (1600 x 1200), 
VGA(640 x480) 
— 16:9 : 3.0MP (2304 x 1296) 
CONNECTIONS 
¢ Video (via Multi AV) : 
Component Video Output, Multi AV 
(Video Out / S Video Out / Audio Out), 
External Mic Input, Phone Jack 
¢ HDMI Out 
* USB 2.0 (mini B / Hi-Speed) 
LCD 
¢ Size : 3.5” WIDE 
¢ No, of Pixels : 211,200 
¢ Hybrid LCD Monitor 
¢ Touch Screen Panel 
BATTERY STAMINA (LCD OFF} 
¢ NPFM50 : 100 mins 
¢ NPQM71D : 250 mins 
¢ NPQM91D : 380 mins 
GENERAL 
¢ One Touch Disc 
Burn Button 
¢ Help Function 
¢ Weight : 640g 


_ Battery : NPFH100 


FZ 





MDD 


* Playback Zoom 

¢ Slide Show 

GENERAL 

¢ Dimensions (WxHxDmm) : 
76x 78x 128 

¢ Weight : 480g (without battery) 

VTR 

¢ Format : Hard Disk Drive 


SUPPLIED ACCESSORIES 

¢ AC Adaptor 

¢ Rechargeable Battery Pack NPFH40 

¢ AV Cable 

¢ USB Cable 

* Remote Commander 

* Handycam Station 

¢ Picture Motion Browser v2.0 
(compatible with Windows Vista, 
XP, 2000 Professional) 


Soft Carry Case : LCSBBA 








¢ Dimensions (WxHxDmm) 
: 78 x 84 x 165 
¢ HDD Smart Protection 
VIEWFINDER 
¢ Viewfinder : Colour 
¢ Size / Dots : 0.27” / 123,200 
VIR 
¢ Format : AVCHD and MPEG2-PS 
(HD : SD Switchable) 


SUPPLIED ACCESSORIES 

¢ AC Adaptor 

¢ Rechargeable Battery Pack 

¢ AV Cable 

¢ USB Cable 

¢ Component Video Cable 

¢ Remote Commander 

¢ Picture Motion Browser v2.0 
(compatible with Windows Vista, 
XP, 2000 Professional) 


~ RECOMMENDED ACCESSORIES 


_ Battery : NPQM91D 


Carry Case : LCSHCF 


*SRP is manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice 









4MP CMOS AVCHD DISC HANDYCAM $1799.00 * 


¥ High Definition 1080i recording 
V ClearVid™ CMOS Sensor 

Vv x.v.Colour 

VY 4.0MP Still Image Capture 

Y Smooth Slow recording with sound 
Y 2.3MP Dual recording 

VY HDMI Output 

Y Built-in Flash 


FEATURES 

¢ Carl Zeiss Lens : Vario Sonar T* 

¢ 2.7” WIDE Touch Screen Clear 
Photo LCD 

* 10x Optical 8x/80x Digital Zoom 

¢ Super NightShot 

¢ Super SteadyShot 

¢ Start / Stop on LCD Frame 

¢ Zoom button on LCD Frame 

¢ Active Interface Shoe 

e Easy Handycam Function 


SPECIFICATIONS 

LENS 

¢ f (35mm Conversion) in “MOVIE” Rec 
position — 16:9 : 41.3-485mm 

¢ f (35mm Conversion) in “STILL” Rec 
position — 4:3 : 37-370mm 

e Filter Diameter : 37mm 

SENSOR 

¢ Sensor Type : 1/3” (5.9mm) 2304H 
ClearVid"™ CMOS 

¢ No. of Pixels (Gross) : Approx. 2100K 

¢ No. of Pixels “MOVIE” Rec (Effective) : 
Approx. 1430K (16:9) 

¢ No. of Pixels “STILL” Rec (Effective) : 
Approx. 1990K (4:3) 

CAMERA 

* Focus System : Full range auto / manual 

¢ Spot Focus (Touch Panel) 

¢ Minimum Illumination : 2 lux (Auto Slow 
Shutter ON, 1/30 Shutter Speed) 

¢ White Balance : Auto / outdoor / indoor / 
Onepush (Touch Panel) 


V High Definition 1080i recording 
V ClearVid"™ CMOS Sensor 

V x.v.Colour 

V 6.1MP still image capture 

Y Smooth Slow recording with sound 


VY 3.5” WIDE Touch Screen Clear Photo LCD 


V Assignable Dial 

Vv Super SteadyShot (Optical) 
V 4.6MP Dual recording 

VY HDMI Output 

VY Built-in Flash 

V External Microphone Input 


FEATURES 

¢ Carl Zeiss Lens : Vario Sonar T* 
¢ 3.5” WIDE Touch Screen LCD 

¢ 10x Optical 2x/20x Digital Zoom 
¢ Super NightShot 

¢ Super SteadyShot (Optical) 

¢ Start / Stop on LCD Frame 

¢ Zoom button on LCD Frame 

* Active Interface Shoe 

¢ Easy Handycam Function 


SPECIFICATIONS 

LENS 

¢ f (35mm Conversion) in “MOVIE” Rec 
position - 16:9 : 40-400mm 

© f (35mm Conversion) in “STILL” Rec 
position — 4:3 : 37-370mm 

¢ Filter Diameter : 37mm 

SENSOR 

¢ Sensor Type : 1/2.9” (6.3mm) 2848H 
ClearVid" CMOS 

¢ No. of Pixels (Gross) : Approx. 3200K 

¢ No. of Pixels “MOVIE” Rec (Effective) : 
Approx. 2280K (16:9) 

¢ No. of Pixels “STILL” Rec (Effective) : 
Approx. 1710K (4:3) 

CAMERA 

¢ Focus System : Full range auto / Manual 

¢ Spot Focus (Touch Panel) 


6MP CMOS AVCHD DISC HANDYCAM $2099.00 * 


¢ Shutter Speed : 1/2-1/425 
(Scene Selection) 

¢ Colour Slow Shutter 

¢ Program AE modes : Auto, Spotlight, 
Portrait, Landscape, Twilight, Twilight 
Portrait, Candle, Sunrise & Sunset, 
Fireworks, Beach, Snow 

¢ 14-Bit DXP 

* Exposure Controls (Touch Panel) 

¢ Spot Meter (Touch Panel) 

¢ Zebra Pattern 

¢ Guide Frame 

¢ Fader Functions : Black / White 

¢ Picture Effects : Monotone, Sepia, Pastel 

* Digital Picture Effects : Old Movie 

¢ Tele Macro 

AUDIO 

* Recording : Dolby Digital 5.1ch, Dolby 
Digital 2ch (with optional mic) 

¢ Playback : Linear PCM Digital Stereo (SD 
only), Dolby Digital 2ch, Dolby Digital 
2ch DownMix 

CONNECTION 

¢ Video (via Multi AV) : Video Out / S Video 
Out / Audio Out Component Video Out 

¢ HDMI 

¢ USB Terminal (mini B / USB 2.0 High 
Speed) 

¢ DC In 

BATTERY STAMINA (LCD OFF) 

¢ NPFH40 : 55min (supplied) 

¢ NPFH50 : 65min 

¢ NPFH6O : 90min 

¢ NPFH70 : 140min 

¢ NPFH100 : 335min 


¢ Minimum Illumination : 2 lux(Auto Slow 
Shutter ON, 1/30 Shutter Speed) 

¢ White Balance : Auto / outdoor / indoor / 
Onepush (Touch Panel) 

¢ White Balance Shift 

¢ Shutter Speed : 1/2-1/425 (Scene 
Selection) 

¢ Colour Slow Shutter 

¢ Program AE modes : Auto, Spotlight, 
Portrait, Landscape, Twilight, Twilight 
Portrait, Candle, Sunrise & Sunset, 
Fireworks, Beach, Snow 

¢ 14-Bit DXP 

e AE Shift 

* Exposure Controls (Touch Panel) 

* Spot Meter (Touch Panel) 

e Zebra Pattern 

¢ Guide Frame 

¢ Fader Functions : Black / White 

¢ Picture Effects : Monotone / Sepia / Pastel 

* Digital Picture Effects : Old Movie 

¢ Tele Macro 

AUDIO 

¢ Recording : Dolby Digital 5.1ch, Dolby 
Digital 2ch (with optional mic) 

° Playback : Linear PCM Digital Stereo (SD 
only), Dolby Digital 2ch, Dolby Digital 
2ch DownMix 

CONNECTION 

¢ Video (via Multi AV) : Video Out / S Video 
Out / Audio Out Component Video Out 


Re Refer to KEY TECHNOLOGY pages for detailed information. 


IMAGE SIZE ~ VIDEO 

¢ Standard Definition : 720 x 576 

¢ High Definition : 1440 x 1080i 

STILL IMAGE 

¢ Recording Media : Memory Stick Duo, 


Memory Stick PRO DUO, Memory Stick 


PRO DUO (High Speed) 
¢ Image Size : 
— 4:3 : 4.0M (2304 x 1728), 
1.9M (1600 x 1200), 
VGA (640 x 480) 
— 16:9 : 3.0M (2304 x 1296) 
* Compression : JPEG 
¢ PictBridge 
¢ Playback Zoom 
* Slide Show 
GENERAL 
¢ Viewfinder : Colour 
¢ Dimensions (WxHxDmm) : 
72 x 87 x 142 
° Weight : 530g 
(without DVD or battery) 


Battery : NPFH70 


¢ HDMI 

¢ USB Terminal (mini B / USB 2.0 
High Speed) 

¢ DC In 

BATTERY STAMINA (LCD OFF) 

¢ NPFH40 : 50min (supplied) 

¢ NPFH50 : 60min 

¢ NPFH6O : 80min 

¢ NPFH70 : 125min 

¢ NPFH100 : 300min 

IMAGE SIZE ~- VIDEO 

¢ Standard Definition : 720 x 576 

¢ High Definition : 1440 x 1080i 

STILL IMAGE 

¢ Recording Media : Memory Stick Duo, 


Memory Stick PRO DUO, Memory Stick 


PRO DUO (High Speed) 

¢ Image Size : 

— 4:3 6.1M (2848 x 2136), 
3.1M (2048 x 1536), 
VGA (640 x 480) 

— 16:9 4.6M (2848 x 1602) 

* Compression : JPEG 
¢ PictBridge 

¢ Playback Zoom 

* Slide Show 





Es Ess 


VTR 
¢ Format : DVD-R / -RW/ +RW/ +R DL 


SUPPLIED ACCESSORIES 

¢ AC Adaptor 

¢ Rechargeable Battery Pack NPFH60 

e AV Cable 

* Component Video Cable 

¢ j.Link Cable 

¢ USB Cable 

¢ Remote Commander 

¢ Picture Motion Browser v2.0 
(compatible with Windows Vista, 
XP, 2000 Professional) 


RECOMMENDED ACCESSORIES 


Quick Charger : ACVQH10 








PUES IN 


GENERAL 
¢ Viewfinder : Colour 
¢ Dimensions (WxHxDmm) : 
I2 GPX 142 
° Weight : 590g (without DVD or battery) 
VTR 
Format : DVD-R / -RW / +RW/ +R DL 


SUPPLIED ACCESSORIES 

¢ AC Adaptor 

¢ Rechargeable Battery Pack NPFH60 

e AV Cable 

¢ Component Video Cable 

e j.Link Cable 

¢ USB Cable 

¢ Remote Commander 

e Picture Motion Browser v2.0 
(compatible with Windows Vista, 
XP, 2000 Professional) 


RECOMMENDED ACCESSORIES 
Accessory Kit : ACCFH70 


Microphone : ECMHW1 
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4MP CMOS HDV TAPE HANDYCAM $1999.00* 
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V High Definition 1080i recording 
VY ClearVid™ CMOS Sensor 

¥ x.v.Colour 

Vv 4.0MP still image capture 

Y Smooth Slow recording with sound 
¥Y 2.3MP Dual Recording 

Y HDMI Output 

¥ Built-in Flash 


FEATURES 

¢ Carl Zeiss Vario-Sonnar T* Lens 

¢ 2.7” WIDE Touch Screen Clear 
Photo LCD 

* 10x Optical / 20x Digital Zoom 

¢ Super NightShot 

¢ Super SteadyShot 

¢ Start / Stop on LCD Frame 

* Active Interface Shoe 


¢ Super NightShot 
¢ Colour Slow Shutter 
¢ Program AE modes : Auto, Twilight, 
Candle, Sunrise & Sunset, Fireworks, 
Landscape, Portrait, Spotlight, Beach, 
Snow 
¢ 14-Bit DXP 
¢ AE Shift : Yes (Touch Panel) (9Step) 
¢ Exposure Controls : Yes (Touch Panel) 
¢ Easy Handycam Function ¢ Spot Meter : Yes (Touch Panel) 
¢ Smooth Slow Recording (with Audio) 
SPECIFICATIONS ¢ Iris Control/Gain Control : Auto Only / 
LENS Auto Only 
¢ f (35mm Conversion) in “MOVIE” Rec ¢ Zebra Pattern 
position —- 16:9 : 41.3-485mm ¢ Guide Frame 


¢ f (35mm Conversion) in “STILL” Rec ¢ Histogram 
position — 4:3 : 37-370m ¢ Fader Functions : Black / White / Mosaic 
¢ Filter Diameter : 37mm / Monotone 


SENSOR 

¢ Sensor Type : 1/3” (5.9mm) 2304H 
ClearVid™ CMOS 

* No. of Pixels (Gross) : Approx. 2100K 

¢ No. of Pixels “MOVIE” Rec (Effective) : 
Approx. 1430K pixels (16:9) 

¢ No. of Pixels “STILL” Rec (Effective) : 
Approx. 1990K pixels (4:3) 

CAMERA 

* Focus System : Full range auto / manual 

* Spot Focus : Yes (Touch Panel) 

¢ Minimum Illumination : 2 lux (Auto Slow 
Shutter ON, 1/25 Shutter Speed) 

¢ White Balance : Auto / outdoor / indoor / 
Onepush (Touch Panel) 

¢ White Balance Shift : Yes (Touch Panel) 

¢ Shutter Speed : Auto 1/2-1/500 


e Picture Effects : Skin Tone, Mosaic, 
Solarization, Monotone, Sepia, Neg. Art, 
Pastel 

* Digital Picture Effects : Still, Flash 
Motion, Slow Shutter, Trail, Old Movie, 
Cinematic Effect 

¢ Super SteadyShot (Electronic) 

¢ Tele Macro 

AUDIO 

* Recording : HDV —- MPEG1 Audio Layer2 
Stereo DV — PCM Digital Stereo Recording 
(12/1 6bit) 

¢ Playback : HDV —- MPEG1 Audio Layer2 
Stereo DV — PCM Digital Stereo Recording 
(12/16bit, 32k,44k,48k) 

CONNECTION 

* Video (via Multi AV) : Video Out / S Video 








GMP CMOS HDV TAPE HANDYCAM $2299.00 * 


Y High Definition 1080i recording 
Vv ClearVid™ CMOS Sensor 

Vv x.v.Colour 

VY 6.1MP still image capture 

Y Smooth Slow recording with sound 
Vv Assignable Dial 

Y 4.6MP Dual recording 

VY HDMI! Output 

Y Built-in Flash 

V External Microphone Input 

VY Super SteadyShot (Optical) 


FEATURES e White Balance Shift (Dial & Touch Panel) 


*Carl Zeiss Lens : Vario Sonar T* (9 Step) 
¢ 2.7” WIDE Touch Screen Clear ¢ Shutter Speed : 1/2—1/425 (Scene 
Photo LCD Selection) 


¢ 10x Optical / 20x Digital Zoom 
¢ Super NightShot 

¢ Super SteadyShot (Optical) 

¢ Start / Stop on LCD Frame 

¢ Zoom button on LCD Frame 

° Active Interface Shoe 

¢ Easy Handycam Function 


¢ Colour Slow Shutter 

¢ Program AE modes : Auto, 
Twilight, Candle, Sunrise & Sunset, 
Fireworks, Landscape, Portrait, Spotlight, 
Beach, Snow 

¢ 14-Bit DXP 

¢ AE Shift (Dial & Touch Panel) (9Step) 

¢ Exposure Controls (Dial &Touch Panel) 


SPECIFICATIONS * Spot Meter (Touch Panel) 

LENS e Zebra Pattern 

¢ f (35mm Conversion) in “MOVIE” Rec ¢ Guide Frame 
position — 16:9 : 40-400mm ¢ Histogram 

¢ f (35mm Conversion) in “STILL’ Rec e Fader Functions : Black / White / Mosaic 
position — 4:3 : 37-370mm / Monotone 


e Filter Diameter : 37mm 

SENSOR 

¢ Sensor Type : 1/2.9” (6.3mm) 2848H 
ClearVid™ CMOS 

¢ No. of Pixels (Gross) : Approx. 3200K 

¢ No. of Pixels “MOVIE” Rec (Effective) : 
Approx. 2280K (16:9) 

¢ No. of Pixels “STILL” Rec (Effective) : 
Approx. 3040K (4:3) 

CAMERA 

¢ Focus System : Full range auto / manual 

¢ Spot Focus (Touch Panel) 

¢ Minimum Illumination : 3 lux (Auto Slow 
Shutter ON, 1/25 Shutter Speed) 

¢ White Balance : Auto / outdoor / indoor / 
Onepush (Touch Panel) 


¢ Picture Effects : Skin Tone, Mosaic, 
Solarization, Monotone, Sepia, Neg. Art, 
Pastel 

¢ Digital Picture Effects : Still, Flash 
Motion, Slow Shutter, Trail, Old Movie, 
Cinematic Effect 

¢ Tele Macro 

AUDIO 

¢ Recording : HDV-MPEG1 Audio Layer2 
Stereo DV-PCM Digital Stereo Recording 
(12/1 6bit) 

¢ Playback : HDV-MPEG1 Audio Layer2 
Stereo DV-PCM Digital Stereo Recording 
(12/16bit, 32k,44k,48k) 























Out / Audio Out Component Video Out 

¢ HDMI 

¢ i.LINK 

e Lanc 

¢ USB Terminal : Yes (mini B / USB 1.0) 

¢ DC In 

BATTERY STAMINA (LCD OFF) 

¢ NPFH50 : 95min 

¢ NPFH6O : 130min 

¢ NPFH70O : 205min 

¢ NPFH100 : 480min 

IMAGE SIZE - VIDEO 

¢ Standard Definition : 720 x 576 

¢ High Definition : 1440 x 1080i 

STILL IMAGE 

¢ Recording Media : Memory Stick Duo, 
Memory Stick PRO DUO, Memory Stick 
PRO DUO (High Speed) 

¢ Image Size : 

— 4:3 : 4.0M (2304 x 1728), 
1.9M (1600 x 1200), 
VGA (640 x 480) 

— 16:9 : 3.0M 
(2304 x 1296) 

¢ Compression : JPEG 
¢ PictBridge 
* Built-in Flash 


CONNECTION 
¢ Video (via Multi AV) : Video Out / S Video 
Out / Audio Out Component Video Out 

°* HDMI 
¢ External Microphone Input 
¢ i.LINK 
¢ Lanc 
¢ USB Terminal (mini B / USB 1.0) 
BATTERY STAMINA (LCD OFF) 
¢ NPFH50 : 80min (supplied) 
¢ NPFH70O : 170min 
¢ NPFH100 : 395min 
IMAGE SIZE - VIDEO 
¢ Standard Definition : 720 x 576 
¢ High Definition : 1440 x 1080i 
STILL IMAGE 
* Recording Media : Memory Stick Duo, 
Memory Stick PRO DUO, Memory Stick 
PRO DUO (High Speed) 
¢ Image Size : 
- 4:3 : 6.1M (2848 x 2136), 
3.1M (2048 x 1536), 
VGA (640 x 480) 
— 16:9: 4.6M 
(2848 x 1602) 
¢ Compression : JPEG 
¢ PictBridge 
¢ Playback Zoom 
¢ Slide Show 


Accessory Kit : ACCFH70 


GENERAL 

¢ Viewfinder : Colour 

¢ Dimensions (WxHxDmm) : 
82 x 82 x 134 

¢ Weight : 530g (without tape or battery) 

VTR 

¢ Format : HDV / DV 


SUPPLIED ACCESSORIES 

¢ AC Adaptor 

¢ Rechargeable Battery Pack NPFH60 

e AV Cable 

¢ Component Video Cable 

¢ j.Link Cable 

¢ USB Cable 

¢ Picture Motion Browser v2.0 
(compatible with Windows Vista, 
XP, 2000 Professional) 


:COMMENDED ACCESSORIES 


| Battery : NPFH100 


EE 


GENERAL 
¢ Viewfinder : Colour 
¢ Dimensions (WxHxDmm) : 
83 x 82 x 138 
¢ Weight : 550g (without tape or battery) 
VTR 
¢ Format : HDV / DV 


SUPPLIED ACCESSORIES 

¢ AC Adaptor 

¢ Rechargeable Battery Pack NPFH60 

¢ AV Cable 

¢ Component Video Cable 

e j.Link Cable 

¢ USB Cable 

¢ Remote Commander 

¢ Picture Motion Browser v2.0 
(compatible with Windows Vista, 
XP, 2000 Professional) 





| RECOMMENDED ACCESSORIES 


| Flash Unit : HVLHFLI 





*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice 
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HIGH DEFINITION 3 CMO 


$5299.00 * 


¥ High Definition 1080i recording 
Vv 3 x ClearVid™ CMOS Sensors 
Vv Carl Zeiss Vario-Sonnar T* Lens 
Y HDV/DV Switchable 

Y 20x Optical Zoom 





S HDV 1080 


¥ 3.5” Wide (16:9) Hybrid Clear Photo LCD Plus 


SPECIFICATIONS 

LENS AND Z00M 

¢ 20x Optical Zoom 

¢ f (35mm Conversion) in “MOVIE” Rec 
position — 
— 16:9 : 37.4-748mm; 
— 4:3 : 45.7-914mm 

¢ Filter Diameter : 62mm 

SENSOR 

¢ 1/4” ClearVid™ CMOS Sensor x 3 

* No. of Pixels (Gross) : 1120K 

¢ No. of Pixels “MOVIE” Rec 
(Effective) : 1037k 

CAMERA 

¢ Focus System : Full Range Auto / Manual 

¢ Minimum Illumination : 4 lux 

e White Balance : Auto / outdoor / 
indoor / Onepush 

¢ One-push Auto (A/B) 

e White Balance Shift : 15 Step 

e Shutter Speed : 1/3 — 1/10000 
(ProgramAE) 

¢ 14-Bit DXP 

¢ AE Shift (Menu + Exposure Dial) 
(15 Step) 

¢ ris Control / Gain Control (Exposure) 

e Zebra Pattern 
(Off / 70% / Over 100%) 

¢ Guide Frame 

e Fader Functions : Black, White 

¢ 16:9 Wide 

¢ Steady Shot 

AUDIO 

¢ Recording : DV : PCM Digtal Stereo 
Recording HDV : MPEG1Audio 
Layer || Stereo 


HOAEX 7 


HIGH DEFINITION HDV 1080 


V High Definition 1080i recording 
V Carl Zeiss Vario-Sonnar T* Lens 
Y HD / DV Recording and Playback 
VY Manual Focus / Zoom Ring 

Y Optical Steady Shot 


SPECIFICATIONS 

LENS AND ZOOM 

* Carl Zeiss Vario-Sonnar T* Lens 

¢ 12x Optical Zoom 

¢ f (35mm Conversion) in “MOVIE” Rec 
position — 
— 16:9 : 32.5-390mm 
— 4:3 : 40-480mm 

¢ Filter Diameter : 72mm 

SENSOR 

¢ CCD : 3x 1/3” 16:9 960H; 
Interlace Advanced HAD Technology 

¢ No. of Pixels “Camera-Tape” 
(Effective) : 1O70K 

¢ No. of Pixels (Gross) : 1120K 

CAMERA 

¢ 14-Bit DXP : 14-Bit HD DXP 

* High Quality 16:9 Widescreen 

e AE Shift 

¢ Full Range Auto / Manual Focus System 
(with Manual Focus Ring) 

¢ Guide Frame 

¢ Histogram 

e Manual Iris Control / Gain Control 

¢ Minimum Illumination : 3 lux 

¢ Program AE modes : Spotlight 

¢ Shutter Speed : Auto / 1/4 - 1/10000 

¢ Active Lens System SteadyShot (Optical) 

¢ One-Push (A-B), Preset White Balance 

¢ White Balance Shift 

e Zebra Pattern 

AUDIO 

¢ DV : PCM Digital Stereo Playback 
(12/16 bit, 32k, 44k, 48k) HDV : 
MPEG1 Audio Layer II Stereo 

¢ DV : PCM Digital Stereo Recording HDV : 
MPEG1 Audio Layer II Stereo 


¢ Playback : Dolby Digital 2ch, 
Dolby Digital 2ch Downmix 

CONNECTIONS 

¢ Video (via Multi AV) 
(Component Video Output, Multi AV 
(Video Out, S-Video Out, Audio Out) 

¢ HDMI Out 

¢ External Microphone Input 

¢ iLink : DV In / Out, HDV In / Out 

¢ DC In 

LoD 

e Size : 3.5” Wide 

¢ No. of Pixels : 211,200 

¢ Hybrid LCD Monitor 

BATTERY STAMINA (LCD OFF) 

¢ NP-F570 : 165min 

¢ NP-F770 : 350min 

¢ NP-F970 : 520min 

IMAGE SIZE - VIDEO 

¢ Standard Definition : 720 x 576 

¢ High Definition : 1440 x 1080i 

GENERAL 

¢ Weight : 1.4kg (without tape and battery) 

¢ Dimensions (WxHxDmm) : 
145.5 156: x SZz2 

¢ Accessory Shoe 

¢ Additional Features : AE Shift, AE 
Response, Non-Flicker, Sharpness 
Control, Manual Iris, Gain, Shutter, 
WB Switch, Frame REC, Colour Bar, 
Peaking, Shot Transition, Expanded Focus 

VTR 

* Format : HDV / DV 

¢ Signal Convert Function 

¢ HDV 720p Playback 1080i 60! 
Playback, TV Type Select 


VIEWFINDER/LCD 

¢ Colour 

¢ 3.5” Hybrid LCD Monitor 

¢ No, of Pixels : 250,880 

CONNECTIONS 

¢ DC In 

¢ External Microphone Input 

¢ j.LINK ; DV In/Out, HDV In/Out 

¢ Video In/Out (via Multi AV) : (Component 
Video Output, Video In/Out, S Video 
In/Out, Audio In/Out, Multi AV (Video 
In/Out, Audio In/Out) 

BATTERY STAMINA (LCD OFF) 

¢ NPF570 : 125min (supplied) 

¢ NPF770 : 255min 

¢ NPF970 : 385min 

IMAGE SIZE ~ VIDEO 

e Standard Definition : 720 x 576 

¢ High Definition : 1440 x 1080i 

GENERAL 

¢ Cold Accessory Shoe 

e AE Shift, AE Response, Non-Flicker, 
Sharpness Control, Manual Shutter, 
WB Switch, Frame REC, Colour Bar, 
Peaking, Shot Transition, Expanded Focus 

¢ Dimensions (WxHxDmm) : 
151 x 1861 x 365 

¢ Remote Control : RMT-840 

¢ Weight : 2.0kg (without tape and battery) 

¢ HDV 720p Specification Playback, 1080i 
60i Playback on 50i, NTSC Playback on 
PAL TV, TV Type Select 

* Signal Convert Function : (DV) 

¢ Zoom Button on LCD Frame and 
On Handle 


BS Refer to KEY TECHNOLOGY pages for detailed information. 





i HANDYCAM 








SUPPLIED ACCESSORIES 


e AC Adaptor 


@- ¢ InfoLITHIUM Battery NPF570 


¢ Remote Commander RMT-831 
¢ Component Video Cable 

e AV Cable 

¢ Lens Hood 

¢ USB Cable 

¢ Large Size Eye Cup 


- RECOMMENDED ACCESSORIES 


Battery : NPF770 Wide Con Lens : VCLHGO862 


SUPPLIED ACCESSORIES 
* Cleaning cassette 

¢ AC Adaptor 

e AV cable 

¢ Shoulder strap 

e Lens Hood 

¢ Shoe Adaptor 


@» © InfoLITHIUM Battery NPF570 


¢ Remote Commander RMT-840 
¢ Component Video Cable 
* R6 (size AA) Battery 
¢ Large Eye Cup 

| RECOMMENDED ACCESSORIES 


| Battery : NPF970 Wide Con Lens : VCLHGO872 


For video editing software see page 168 
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PORTABLE MINI DV DECK $3099.00 * 


Y 4” LCD Screen 

VY Memory Stick Slot 

VY AC Power 

VY InfoLITHIUM Battery Operation 


FEATURES 

¢ SP and LP Playback and Record 

* 20 Event (In / Out) Program Editing 

* Memory Stick Slot for Digital Still 
Picture Capture 

* MPEG Movie capture from Tape to MS 
and MS to Tape 

¢ Signal convert function 

* NTSC playback on PAL TV 

* Built in Stereo Speakers 

* Audio Dub Feature 

* InfoLITHIUM Battery Operation (M 
Series) with optional battery 

¢ Main Power operation 

¢ USB Streaming 


SPECIFICATIONS 

¢ 4” LCD (123K pixels) 

¢ Fast Forward / Rewind Time approx : 
2 mins (DVM60) 

¢ Playback Time with Optional Batteries 
NPFM50 — 90mins 
NFQM71D — 225mins 


VRDMCS 


EXTERNAL MULTI-FUNCTION DVDIRECT DVD BURNER $399.00 * 


V Transfer Video and Photos direct to DVD — no PC required 
V Easily convert analogue and digital video sources to DVD 


V Store up to 2000 photos on one DVD 
V LCD Screen for easy operation 

VY PC Connectable as an External Burner 
V USB 2.0 Interface 

VY Comprehensive Nero® software supplied 


SPECIFICATIONS 
* PictBridge Compatible 
* One-Touch DVD Burning Supported 
¢ PAL and NTSC formats supported 
¢ Photo Slideshow with Background Music 
¢ Battery Staminas : 
— HQ: 1 hour 
— HSP: 1.5 hrs 
—~SP:2 hrs 
— LP: 3S his 
~ SLP : 6 hrs 
¢ Inputs and Interfaces : 
— Composite 
— S-Video 
— Stereo RCA In 
— Firewire 
- USB 


INFOLITHIUM BATTERIES _ 


¢ Rechargeable InfoLITHIUM Battery 

* Displays Remainning battery life 
in minutes 

¢ Available for All Handycam models 

¢ Large Capacity Batteries available for 
Additional Battery Stamina 

¢ Please refer to the Accessory Chart 
for more details 

* For more information see Key 
Technology pages 


ACCESSORY KITS gam 


* Basic Accessories in One Single Package 
¢ Cost Effective 
* Available for selected Handycam models 
* Please refer to the Accessory Chart 

for more details 


Teeter nnn nennrencennecnnartennters 





NFQM91D — 345mins 

° Weight : 88g (Excluding Battery, Tape 
and Memory Stick) 

* Dimensions (WxHxDmm) : 
148 x 65 x 133 

CONNECTIONS 

* Composite Video Input 

¢ S-Video Input 

¢ Stereo Audio Input 

* Composite Video Output 

¢ S-Video Output 

¢ Stereo Audio Output 

¢ j.Link in/out 

¢ USB output 

¢ DC Power in 

¢ Headphone Output (3.5mm) 

¢ Lanc Control Jack (2.5mm) 


SUPPLIED ACCESSORIES 

¢ AC power adaptor, AV Cable, 
AV MiniJack Cable, USB Cable, 
Remote Control, AA Batteries, 
CD with USB Driver 

















¢ Memory Stick Pro / Pro Duo Slot 
¢ SD and xD Card Slot 

¢ Compact Flash Slot 

* Optical Drive Max Read Speeds : 





CD-ROM : 40x 
DVD-ROM : 16x 
* Optical Drive Max Write Speeds : 
CD-R : 40x 
CD-RW : 24x 
DVD+R : 16x 
DVD+RW : 8x 
DVD-RW : 6x 
DVD+R DL: 8x 


DIMENSIONS AND WEIGHT 

¢ Dimensions (WxHxDmm) : 
204 % 65 x 222 

¢ Weight : 1.75kg 





¢ Available for all InfoLITHIUM Batteries 
¢ Charge Multiple Batteries at one time 
* Charge faster than with supplied Adaptor 
* Please refer to the Accessory Chart 
for more details 














¢ Semi soft textile case 

¢ Much tighter fit to the camera 

¢ Store both camera and limited 
accessories 

¢ Include shoulder strap and 
battery pouch 

* Please refer to the Accessory Chart 
for more details 








*SRP is manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice. 































¢ High Grade Aluminium Construction 
¢ Lock and Key mechanism for 
secure storage 
¢ Extra Storage Compartment for batteries, 
cables and accessories 
* Available for selected Handycam models 
¢ Please refer to the Accessory Chart 
for more details 


¢ Soft Material Case 
¢ Stores both camera and accessories 
¢ Available for selected Handycam models 
¢ Please refer to the Accessory Chart 
for more details 





SPORTS PACKS 


CONVERSION 
LENS 


¢ Available for selected Handycam models 
* Please refer to the Accessory Chart 
for more details 
@» ° For more information see Key 
Technology pages 


¢ Durable Plastic and Glass construction 
* Lightweight design 
¢ All essential camera functions are 
available when in use 
¢ Allows the capture of stereo audio 
e Useable underwater up to 2m 
¢ Single O-Ring seal 
¢ Available for selected Handycam models 
¢ Please refer to the Accessory Chart 
for more details 





TELE CONVERSION 


¢ Reduces reflections 
¢ Enhances colour saturation 
¢ Available for selected Handycam models 
* Please refer to the Accessory Chart 
for more details 
@- ¢ For more information see Key 
Technology pages 


Available for selected Handycam models 
¢ Please refer to the Accessory Chart 
for more details 
- «For more information see Key 
Technology pages 


ND FILTERS 


¢ Pick up more detailed sound than 
built-in microphone 

e A range of Handycam microphones are 
available to suit your requirements 

* Please refer to the Accessory Chart 
for more details 

@- ¢ For more information see Key 

Technology pages 


¢ Helps to avoid overexposure in bright 
shooting environments 
¢ Available for selected Handycam models 
¢ Please refer to the Accessory Chart 
for more details 
~ ¢ For more information see Key 
Technology pages 








VIDEO LIGHTS / FLASH UD 


¢ A range of Tripods are available to suit 
your requirements 

¢ Please refer to the Accessory Chart 
for more details 


¢ Brightens subjects in poorly-lit 
environments 

¢ Fill-light for subjects that are in 
silhouette against a strong backlight 

¢ A range of light / flash units are available 
to suit your requirements 

¢ Please refer to the Accessory Chart 
for more details 
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@- Refer to KEY TECHNOLOGY pages for detailed information. 
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[Rechargeable batery pack inoLITHIUM L series | $209.00 | 
Rechargeable batterypack IfoLITHIUM L series | $309.00 | 
oo] | 
oo] 
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— AC adaptor for InfoLITHIUM M/L series 
oo __| AC adaptor for InfoLITHIUM F/P/H series 99.00 
| AC adaptor / super quick charger for InfoLITHIUM M series 09.00 


S| [sists 
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050 | AC adaptor / quick charger for nfoLTHIUM L Seres $350.00] 
[Ac adaptor quick charger for IfoLITHIUM M Sereis | $199.00] | i ee ee 


s{s| 


_| Battery charger for InfoLITHIUM P/H series 119.00 
_| Battery charger for InfoLITHIUM M series $119.00 ae 
/ DC adaptor/ Car charger $159.00 | ¥ 
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-,7, | Wide End Conversion Lens for lens diameter 37mm, 
“| 30mm, 25mm $89.00 
_ | One touch wide conversion lens x 0.7 $39.00 
| for lens diameter @30 / 37 / 52mm 
One touch tele conversion lens x 2.0 
| for lens diameter @30 / 37 / 52mm $235.00 
, | High grade wide conversion lens x 0.7 
~~’ ~~" | for lens diameter 230mm $349.00 = 
2 High grade tele conversion lens x 2.0 
_| for lens diameter 030mm ene 
. | High grade wide conversion lens x 0.7 
for lens diameter @37mm $359.00 ae 
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$139.00 
$79.00 
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: High grade tele conversion lens x 1.7 
for lens diameter 237mm $359.00 


VCLHGO862 - High grade wide conversion lens x 0.8 for diameter @62mm $799.00 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice 



















































HCRUX5 
HDRFX1 
HDRFX7 


HDRSR1 


DCRHC28 
HDRHC7 


| DESCRIPTION 


*« 
Qa. 
a 
(ep) 
| High grade wide conversion lens x 0.8 for diameter 072mm | $899.00 | 














TNO Fite itor 25mm ND Fier and MC Protector 
[PL Fiter kt for @80mm PL filter and MC Protector | 
[PL Fier kt for @37mm PL Fiterand MC Protector | 


| Gun zoom microphone for active interface shoe 
| Compact stereo microphone for active interface shoe 


Wireless microphone for active interface shoe 


| Compact stereo microphone for cold shoe 


H _| Battery Video Light, 10W (requires Ni-MH AA battery) 
fa | Battery video light 20W/10W (L series battery) 


| als 
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| Battery IR light for cold shoe (requires NPFMSO or AA battery) 
| Video flash light for new intelligent shoe 
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: IR/ video light 3W for new intelligent shoe 
__| Video light 3W for new intelligent shoe 


IRV Tripod with remote controller (LANC Terminal) 

3 | Tripod with remote controller (ACC Terminal) 
ripod with remote controller (ACC Terminal) 
7 ( pea aE 


A | i.LINK cable (0.8M type) 4 pin - 4 pin > 
__| i.LINK cable (1.5M type) 4 pin — 4 pin $69.95 
35 _| i.LINK cable (3.5M type) 4 pin — 4 pin $134.00 
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[i:uink cable (.5M yper4 pin—6pin——SCSC~CS~=~C=C OB | a 
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| Component Video Cable, HG, 3m, Component Video — RGB $79.00 
| HDMI Cable for HD Camcorder 1.5M $99.00 


BISISEiIS 
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___| HDMI Cable for HD Camcorder 3.0M 
_____ | Shoulder belt (one loop type) 


S| | [| isis 


SIs 


| ae 
$249.00 | 
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_| Shoulder brace for HDRFX1 and FX7 
OL__[ Accessory shoe adaptor SSSSCSCSC*dC«R 
___| GPS Unit with Picture Motion Browser Software 


Multi-function DVD Recorder 
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Built-in flash cnnot be used 

Eclipse may appear on the wide angle view and Built-in flash cnnot be used 
Filter cannot be used together with Lens 

Require the separate battery system for the light 

Handycam Station is required 

Require VCTS30L for connection to the camera and require the separate battery system 
Require VCTS30L for connection to the camera 

Compatible when latest Firmware is installed (download from www.sony.com.au) 
Connect via AV-In only. USB transfer not supported 


k Cannot be stored when the largest Battery (100/ 91/ 90) is attached to the camera 

+ Eclipse may appear on the wide angle view 

— Lens cannot be used for still photo capture 

B The shadow of the lens will appear on the captured photo when using the Built-in flash. 

K Eclipse may appear on the wide angle view and Lens cannot be used for still photo capture 

) Eclipse may appear on the wide angle view and shadow of the lens will appear on the captured 
photo when using the Built-in flash 

* Eclipse may appear on the wide angle view, Lens cannot be used for still photo capture 
and Built-in flash cannot be used 

> Lens cannot be used for still photo capture and Built-in flash cannot be used 
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@- Refer to KEY TECHNOLOGY pages for detailed information. 











software Solutions for Video, Music, 
Audio and DVD Production 


PROFESSIONAL MUSIC WORKSTATION SOFTWARE 


ACID PRO $549.00 * 


V Full-featured Digital Audio Workstation perfect for all types of music production 

V The leader in loop-based music creation since 1998 

V Includes a custom edition of Native Instruments Kompakt, a powerful sample playback 
engine and custom instrument library worth US $200 


FEATURES 

* Multitrack audio and MIDI recording 
* Real-time MIDI processing 

¢ Powerful quantization tools 

* Over 1,000 royalty-free loops 

¢ External control surface support 


PLEASE NOTE: Some features may require 
product registration 


MUSIC CREATION AND MIXING SOFTWARE 


SYSTEM REQUIREMENTS 
¢ Microsoft® Windows® 2000 (SP4) or XP 
¢ 1 GHz processor 
(1.2 GHz if using video) 
¢ 150MB hard-disk space for 
program installation 
* 600 MB hard-disk space for optional 
Sony Sound Series Loops and Samples 
¢ reference library installation 
¢ 2.2 GB hard-disk space for installation 
of Native Instruments Kompakt 
¢ Sony ACID Pro edition 
¢ 256 MB RAM, 512 MB recommended 
¢ Windows-compatible sound card 
* DVD-ROM drive (for installation from 
a DVD only) 
* Supported CD-Recordable drive 
(for CD burning only) 
¢ DirectX 9.0c or later (included on 
DVD-ROM) 
¢ Microsoft ._NET Framework 2.0 
* Internet connection (for Gracenote 
MusiclID™) 
¢ Internet Explorer 5.1 or later 
(included on DVD-ROM) 


ACID MUSIC STUDIO $169.00 * 


¥ The perfect tool for original song creation, live recording, and studio-quality mixing and 


effects processing 


V Create your own songs using over 1,700 studio-quality loops in almost every music genre 
v Professional mixing tools give you precise control over volume and panning, effects 


processing, audio routing, and final output 


FEATURES 

* Over 1,700 royalty-free loops 

* Studio-quality tools for mixing and 
effects processing 

¢ Video scoring track 

¢ Volume and pan envelopes 

¢ VST and DirectX audio plug-in support 


PLEASE NOTE: Some features may require 
product registration 


SYSTEM REQUIREMENTS 

¢ Microsoft® Windows® 2000, XP Home, 
or XP Professional 

¢ 500 MHz processor 

¢ 150 MB hard-disk space for 
program installation 

¢ 128 MB RAM 

¢ Windows-compatible sound card 

¢ CD-ROM drive (for installation from 
a CD only) 

¢ Supported CD-Recordable drive 
(for CD burning only) 

¢ Microsoft DirectX® 8 or later 
(included on CD-ROM) 

¢ Microsoft .NET Framework 1.1 SP1 
(included on CD-ROM) 

¢ Internet Explorer 5.1 or later 
(included on CD-ROM) 


FOR FURTHER INFORMATION VISIT WWW.SONYSTYLE.COM.AU/MEDIASOFTWARE 
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*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice. 


CINESCORE $329.00 * 


V Create dynamic and effective musical tracks for movies, slideshows, commercials, 


radio productions and more 


v Produce great-sounding music of any length and in any number of popular genres including 


wedding, high energy and ambient 


V Make your soundtrack as simple or as complex as you want 
v Position markers to correlate with the changes in your video 


FEATURES 

¢ Video scoring track and real-time preview 

* 20 customizable “Themes” in 
multiple genres 

¢ 16-bit, 44 kHz song quality 

¢ “Hints” control changes in tempo, 
mood, and intensity 

¢ Multiple ending types for 
generated media 

¢ Over 300 sound effects and 
audio transitions 


PLEASE NOTE: Some features may require 
product registration 


SYSTEM REQUIREMENTS 

¢ Microsoft® Windows® 2000 (SP4) or XP 

¢ 1.5 GHz processor 

¢ 512 MB RAM (1 GB recommended) 

¢ 200 MB hard-disk space for 
program installation 

¢ 1.7 GB hard-disk space for optional 
Cinescore Theme installation 

¢ Windows-compatible sound card 

* CD-ROM drive (for installation from 
a CD only) 

¢ DVD-ROM drive (for installation 
of Themes and audio transitions) 

* DirectX 9.0c or later (included on 
DVD-ROM) 

¢ Internet Explorer 5.1 or later 
(included on DVD-ROM) 


FOR FURTHER INFORMATION VISIT WWW.SONYSTYLE.COM.AU/MEDIASOFTWARE 


SOUND FORGE $469.00 * 


v Complete audio production suite including CD Architect software, Noise Reduction 
collection of plug-ins and the Mastering Effects Bundle powered by iZotope™ 


V The professional choice for digital audio recording, editing, processing and mastering stereo 


and multichannel audio files 


v Edit and record stereo or multichannel audio, with a variety of import and export options 


FEATURES 

¢ Full resolution 24-bit, 32-bit/64-bit Float/ 
192 kHz audio support 

¢ Real-time editing and processing 

¢ Drag-and-drop editing between channels 

¢ Phase and mono-compatibility meters 

¢ Multichannel capable Spectrum Analysis 

* Dolby Digital AC-3 export 


PLEASE NOTE: This product requires 
online registration 





SYSTEM REQUIREMENTS 

¢ Microsoft® Windows® Vista™, 
XP, or 2000 SP4 

* 800 MHz processor 

¢ 150 MB hard-disk space for 
program installation 

¢ 256 MB RAM 

¢ Windows-compatible sound card 

¢ DVD-ROM drive (for installation) 

¢ Supported CD-Recordable drive 
(for CD burning) 

¢ Microsoft DirectX® 9.0c or later 
(included on DVD-ROM) 

¢ Microsoft .NET Framework 2.02 
(included on DVD-ROM) 

¢ Internet Explorer 5.1 or later 
(included on DVD-ROM) 


SOUND FORGE AUDIO STUDIO $169.00 * 


V Easy drag-and-drop functionality 
V Real-time editing and processing 
Y CD extraction and CD burning 


v Easy audio encoding, convert files to MP3, WAV, Windows® Media and more 


FEATURES 

* Everything you need to produce 
studio-quality audio on your PC 

¢ Easy-to-use consumer version of Sound 
Forge professional software, the industry 
standard for audio editing and mastering 
on the PC platform 

¢ Customise audio with studio-quality 
effects 

* Create the perfect podcast 


PLEASE NOTE: Some features may require 
product registration 


SYSTEM REQUIREMENTS 

¢ Microsoft® Windows® 2000, XP Home, 
or XP Professional 

¢ 500 MHz processor 

¢ 150 MB hard-disk space for 
program installation 

¢ 128 MB RAM 

e Windows-compatible sound card 

¢ CD-ROM drive (for installation from 
a CD only) 

¢ Supported CD-Recordable drive 
(for CD burning only) 

e Microsoft DirectX® 9.0c or later 
(included on CD-ROM) 

¢ Internet Explorer 5.1 or later 
(included on CD-ROM) 


FOR FURTHER INFORMATION VISIT WWW.SONYSTYLE.COM.AU/MEDIASOFTWARE 


@ Refer to KEY TECHNOLOGY pages for detailed information. 
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VEGAS mov 


VY Create polished movies and slide shows 


IE STUDIO+DVD PLATINUM EDITION $239.00 * 


VY Edit video in nearly any format including HDV 
VY Drag and drop to add effects, transitions, and music 


Vv Make DVDs with menus, buttons, and custom navigation 
¥ Share movies on PSP™ (PlayStation™ Portable) and iPod™ 


FEATURES 

GENERAL FEATURES 

¢ Multitrack Video and Audio Editing 

¢ Real-time editing of parameters 
during playback 

¢ Support for any aspect ratio 
(4:3, 16:9, etc) 

* Supports multiple file formats and 
frame rates 

* High Definition editing and output 

* Simple drag-and-drop operations 

* Interactive Show Me How tutorials 
and online help 

¢ Explorer view 

¢ Project media bins 

* Track markers and regions 

¢ Unlimited undo / redo 

* Includes 1,001 sound effects 

* DVD Architect Studio 4 software included 

* Now supports Dual Layer media 

AUDIO FEATURES 

* Basic surround support 

¢ Support for multichannel (5.1) 
source files for Sony HDV 
Handycam™ Camcorders 

* Gracenote MusiclD™ 

* 16-bit, 44.1 kHz song quality for 
exceptional performance 

* Volume and pan envelopes 

* Audio time stretching 

¢ Event normalization 

¢ CD audio extraction 

VIDEO FEATURES 

* Real-time playback of effects, processes 
and transitions to external monitor 

¢ Colour Corrections Tools 

¢ MPEG — 1&2 support 

* Superior frame rate conversions 

* Credit rolls and text animation 

* Over 500 Video Effects and Transitions 

° Flash” (.swf) format import 

¢ External monitor preview 

¢ Ripple editing across tracks 

CAPTURE / EXPORT / HARDWARE FEATURES 

* AC3 Stereo and 5.1 encoding 

¢ MainConcept AVC/AAC, read / write 
(Templates only) iPod Format 

¢ PSP™ (PlayStation ™ Portable) 
integration; Sony AVC / AAC 
(Templates only) connectivity 
and media transfer facilitation 

* ATRAC audio plug-in (Templates only) 

THIRD-PARTY ADDED VALUE INCLUDES 

¢ NewBlue™ VideoFX MSP, 
over 100 video effects and transitions 

* Vegas Movie Studio training DVD 
by VASST 





DVD ARCHITECT STUDIO 4 

(DVD DESIGN AND AUTHORING) 

FEATURES 

¢ Built-in interactive Show Me 
How tutorials 

¢ End actions for menus and Media 

¢ Project overview window 

* Customizable user interface 

¢ DVD theme export 

* Project playlists 

¢ Smart reprepare 

* Menu-based and single movie 
DVD creation 

¢ Picture slide shows and music 
compilations 

* Easy to use Drag-and drop interface 

¢ Unlimited number of undo / redo 

¢ Media Explorer _ . 
Adjustable Project and file : snd so 

optimization Settings : 

¢ Fully customizable toolbars 

* Still and motion menu creation 

¢ Multiple menus with up to 36 buttons 
per menu 





¢ Menu object editing, alignment, 


and sizing tools 
* Text editing and shadow effects 
* Object snapping 
* Slide image rotation 
¢ Add, Edit, and move chapter points 
* Title and Action safe grid area 





¢ Menu Looping 


CAMERA FORMATS 
* MiniDV, HDV, DVD (5.1) and HDD (5.1) 


*SRP is 
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FOR FURTHER INFORMATION VISIT 
WWW.SONYSTYLE.COM.AU/MEDIASOFTWARE 


manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice. 
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v Easily capture and edit digital video 
Y Integrated DVD layout and burning 


VY Hundreds of customizable transitions and effects 
Y Video, audio, and still image restoration tools 
V Learn as you go with ‘Show Me How’ interactive tutorials 


Y Supports Sony DVD Handycam 


FEATURES 

¢ Turn your digital video and pictures 
into stunning movies and slideshows 

* Powerful tools let you animate still 
images, enhance poorly shot video and 
pictures, and eliminate unwanted noise 
from your footage 

¢ Drag and drop to add transitions, effects, 
titles, and more 

¢ Enhance your movie with your 
favourite music and the included 
1,001 Sound Effects 

¢ Make your own DVDs with menus, 
buttons, and links just like the ones 
produced in Hollywood 

¢ Exclusive Show Me How tutorials 
provide interactive, step-by-step help 
while you work 


CAMERA FORMATS 
¢ MiniDV, DVD (Stereo) and HDD (Stereo) 


VEGAS” MOVIE STUDIO+DVD $169.00 * 





TOP 6 PRODUCT HIGHLIGHTS 
¢ Easy import from finalized DVD disc 
recorded with Sony® DVD Handycam® 
camcorders* 
¢ Additional video and audio tracks : 
Vegas Movie Studio+DVD software 
includes 4 tracks for video and 4 tracks 
for audio for a more powerful editing 
and compositing environment 
¢ Real-time audio and video event 
reverse : Reverse audio and video 
events on the timeline in real time, FOR FURTHER INFORMATION VISIT 
no rendering required WWW.SONYSTYLE.COM.AU/MEDIASOFTWARE 
* Tape-style audio scrubbing : 
Quickly scrub through your video 
to find specific sections 
¢ Native VST effect and DirectX® 
audio plug-in support increases your 
options for effects you can apply to 
your audio tracks 
¢ ACID® loop support : Video scoring and 
audio mixing is easier than ever with 
ACID loop support. ACID loops contain 
special meta data that enables Vegas® 
Movie Studio™ +DVD software to easily 
match tempo and key in real time. 
















v Complete integrated software suite for video, audio, and DVD production 
V Edit and process DV, HDV, SD/HD-SDI, and XDCAM formats in real time 


¥ Superior audio control 
Y Author surround sound, dual-layer DVDs 
Vv Encode to MPEG and AC-3 


* Includes Vegas 7 (Professional Video and 
Audio Editing application) with Dolby 
Digital” AC-3 encoding 

¢ Includes DVD Architect™ 4 
(DVD Production tool) 

¢ Integrated environment for all 
phases of video, audio, DVD, 
and broadcast production 

e Edit and process DV, HDV, SD/HD-SDI, 
and all XDCAM formats in real time 

* Comprehensive XDCAM support 
including proxies 

* Cinescore™ software plug-in support 

¢ Direct export to Sony™ PSP™ 

¢ Many customizable video effects 


Coming soon: File importer for Sony 
AVCHD via free Vegas7 update 


| VEGAS:+DVD PRODUCTION SUITE $695.00 * 


te 


es 


CAMERA FORMATS 

¢ MiniDV, HDV, DVD (5.1), HDD (5.1), 
XDCAM SD, XDCAM HD, SDI SD 
and HDt 


+ Via Blackmagic Design DeckLink™ and AJA 
Xena hardware (not included) 


FOR FURTHER INFORMATION VISIT 
WWW.SONYSTYLE.COM.AU/MEDIASOFTWARE 





¢ Microsoft® Windows® 2000, XP Home, or 
XP Professional 

* 800 MHz processor (2.8Mhz for HDV) 

e 200 MB hard-disk space for program 
installation 

¢ 256 MB RAM 

¢ OHCI compatible i.LINK® connector*/ 
IEEE-1394DV card (for DV capture and 
print-to-tape) 

¢ Windows-compatible sound card 

¢ CD-ROM drive (for installation from a 
CD only) 

¢ Supported CD-Recordable drive 
(for CD burning only) 


FOR VEGAS MOVIE STUDIO+DVD AND VEGAS MOVIE STUDIO+DVD PLATINUM EDITION FOR VEGAS+DVD PRODUCTION SUITE 
* Supported DVD-R/-RW/+R/+RW/+R DL * Microsoft® Windows® 2000 SP4 or XP ¢ Supported CD-recordable drive 
drive (for DVD burning only) (Windows XP SP2 required for HDV (for CD burning only) 
* Microsoft DirectX® 9.0c or later (included and XDCAM) ¢ Microsoft DirectX® 9.0c or latert 
on CD-ROM) * 800 MHz processor (2.8 GHz ¢ Microsoft .NET Framework 2.0 
¢ Internet Explorer 5.1 or later (included recommended for HDV) ¢ Internet Explorer 5.1 or latert 
on CD-ROM) ¢ 200 MB hard-disk space for ¢ Product requires online registration 
program installation within 30 days 
Please Note: Some features may require * 600 MB hard-disk space for optional 
product registration. Sony Sound Series Loops and Samples * |. LINK is a trademark of Sony Electronics, 
reference library installation used only to designate that a product contains 
*|, LINK is a trademark of Sony Electronics, ° 256 MB RAM (512 MB RAM an IEEE 1394 connector. All products with an 
used only to designate that a product recommended for HDV) |EEE connector may not communicate with 
contains an IEEE 1394 connector. All * OHCI-compatible i.LINK® connector” each other. 
products with an IEEE connector may not / |EEE-1394DV card (for DV and HDV 
communicate with each other. capture and print-to-tape) + Included on DVD-ROM 


¢ Windows-compatible sound card 
¢ DVD-ROM drive (for installation from 
a DVD only) 


be Refer to KEY TECHNOLOGY pages for detailed information. 
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NEW IN THIS EDITION... 
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KEY TECHNOLOGY 


BLU-RAY AND DVD MEDI 








Sony’s unique AccuCORE technology guarantees 
the performance of optical media. AccuCORE 
ensures the Accuracy, Compatibility and 


ACCUCORE } 
Reliability that you would expect from 


Sony Recording Media. For DVD For Blu-ray 





ACCUCORE FEATURES 


FAST ADDRESSING 
Search for recorded data quickly, especially suitable for high speed 
dubbing and time-shift applications. 


WIDE COMPATIBILITY 
Allows for easy data reading from virtually all DVD drives and recorders 
— regardless of their record speed. 


SONY. 4 Jy! 


| om 2x | STABLE WRITING 
nn. SONY A Te | High-precision disc moulding technology allows for superb recording 
4x | 


even at maximum speed. 
MNoWe 
| , SoRy TEMPERATURE DURABILITY 
Delivers consistent DVD performance regardless of temperature changes. 


ARCHIVAL RELIABILITY 
Video, audio and data stored on the disc will not corrupt when 
stored for long periods of time. 


SCRATCH GUARD 

Media with this feature have a hard coat applied to it that is 100x more 
resistant than standard optical discs surfaces. This reduces scratching 
and improves disc longevity. 





ANTI STATIC 
Static build-up is prevented by the use of a special hard coat. 
This reduces dust build-up on the surface of the disc. 


: . STAIN RESISTANT 

_ : 5 | Utilising the same hard coat mentioned above, Stain Resistant media 
are protected against dyes and chemicals that may have otherwise 

come into contact and mixed with the optical disc dye. 


ml 


OVERWRITING RELIABILITY 
Specific to Blu-ray media, AccuCORE provides durability for the constant 
rewriting of data on BD-RE discs. 





MICRO VAULT Virtual <pander 





Sony’s latest range of Micro Vaults come Note: The actual amount of compression will 
pre-loaded with Virtual Xpander software. vary depending on the file type being transferred. 
This software resides on the Micro Vault and, 
when activated, it will automatically compress 
any files copied onto the Micro Vault to reduce 
their overall file size. When the file is being 
copied or transferred from the Micro Vault, 

it will automatically expand the files to their 
original uncompressed state. This means you 
can virtually store up to 3 times as much data! 







‘Fj ‘virtualExpander.exe 
/ » VirtualExpander Application 
Sony Corporation 








CD MEDIA The SUPREMAS Advantage _ 


Unique Supremas (Super Precise Mastering and Structural Differences 
Stamping) Technology ensures ultimate quality 

standards with every Sony CD-R. Advantages Non-SUPREMAS CDR 
include — sharper land edges (for easier and 
faster laser location), an improved recording 
layer (ensuring higher compatibility and 
improved resistance to UV light and humidity), 
and a super-flat substrate (resulting in improved 
recording and playback response and reduced SUPREMAS CDR 
drive wear). 





Round edge 





Sharp edge 
This Supremas Advantage means ‘the best 
quality media’ available, providing the user with 
unsurpassed technological standards to meet the 
complex demands of today’s digital world. 





SUPREMAS 
eens 


SUPER PRECISE MASTERING AND STAMPING 


Orange Book standard 


—— Sony 
’ * B-Class 








100 


Block Writing Error 
[ count per second } 





10 11 12 13 14 15 16 17 18 19 20 
Writing Laser Intensity [mW ] 


= High Compatibility m Low Block Error Rate m Longer Life-Span with Low Error Ratio 
User benefit: Low risk of failing when burning, User benefit: Prolonged data archival 
unsurpassed compatibility with CD writers 








MEMORY STICK Micro (M2) 


The new Sony Memory Stick Micro (M2) is designed to meet the demands of the highly compact 
and multi-functional Sony Ericsson mobile phones available today and into the future. 











Featuring a memory capacity of up to 1GB, there’s ample storage for digital photos, videos, 
music and more! Coupled with ultra low power consumption, Sony Memory Stick Micro (M2) 
is very power efficient. It is also compatible with Memory Stick PRO and Memory Stick PRO Duo 


Products via the two supplied M2 Adaptors. 


COMPACT FLASH 


ideal for use in the Sony & Digital SLR Camera, the new Sony Compact Flash is designed to 
meet the critical speed and performance needs of professional photographers. It comes available 
in 66x Speed with a minimum of 1OMBps sequential read speed for fast image viewing and data 
transfer and a 9MBps sequential write speed. | CompactF 
For those requiring even faster transfer needs, the 133x speed version comes with 2OMBps sequential 
read and write and data recovery software that restores accidentally deleted photos. It is even built for 
extreme photography, being able to survive in temperatures from -25°c to 85°C. 








MIC 


RO VAULT 


320 VAULT TI 





* Ultra compact design 1GB 
S- ¢ @- ° Virtual expander software included LUISM1 GH $34.95 * 
SONY < ‘ se (WinXP and 2000 only) 

7 : > ¢ PC and Mac compatible 2GB 

¢ USB 2.0 USM2GH $59.95 * 
¢ 20 Mb/s transfer speed 
* Carry pouch included 4GB 
¢ Dimensions (WxHxDmm) : 14.5 x 30 x 2.7 LISM4GH $109.95 * 
e Weight : 1.5g 





* Retractable USB port 1GB 
@» ¢ Virtual expander software included USM 1 GU $34.95 * 
(WinXP and 2000 only) 


* PC and Mac compatible 22GB 
* USB 2.0 USMe2GU $59.95 * 
¢ 20 Mb/s transfer speed 

4GB 


USM4GU $109.95 * 


SGB 
USM8GU $219.95* 











* Ideal for Sony OX Digital SLR Camera 1GB 

¢ High speed transfer rate 66x (10MB/s read), NCFB1G $44.95 * 
60x (9MB/s write) 

¢ Low power consumption for longer battery life on 2GB 
Sony OC DSLR NCFB2G $74.95 * 


* Sony 5 Year limited warranty 4GB 
NCFB4G 129.95 * 


¢ Ideal for Sony OX Digital SLR Camera 2GB 
¢ High speed transfer rate 133x (20MB/s) NCFCeG $99.95 * 
* Performs in most extreme environments 
and temperatures 4GB 
* Data recovery software — recovers accidentally NCFC4AG $159.95 * 


deleted photos 
¢ Sony 10 Year limited warranty 





Memory Stick Capacity 


MPEG Movie - 
Recording _ oa 


[VX Standard | 21m in } 

ideo Mail_| 5h 47m 5s_| 12h 6m 19s | 24h 18m 26s] 48h 1m 40s | 96h 3m 20s | 
MPEG VX Fine, MPEG VX Standard and Video Mail are Sony MPEG movie recording modes for Cyber-shot. 
“121 506 "2050 ‘Can be shot with Memory Stick PRO media only. 





measurements ba 
image quality setting. 


NOTE: Approximations only. Exact number of images, recording time may vary according to device used. Actual Memory Stick storage capacity may vary as a portion of the memory is used for data 
management functions. 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notice 





MEMORY STICK 





* Duo size Memory Stick 5 12M'B (Pro Duo) 

* Comes with Memory Stick Adaptor MSXM512S& $53.95 * 
* Recommended for PSP 

¢ PRO compatible 1 GB (Pro Duo) 

¢ Up to 20Mb/s transfrer speed MSXM1GSX $69.95 * 





(dependent upon host device) 
¢ Memory Stick File Rescue Software (Download) 
¢ 5 Year Warranty 2 GB (Pro Duo) : «| 
MSXKMe2GS-X $114.95 * 


4GBé (Pro Duo) 
MSXM4GS-& $209.95 * 





SGB (Pro Duo) a 
MSXM8GS-X $399.95 * — 
- 

* Duo size Memory Stick 1 GB (Pro Duo) a 
* Comes with Memory Stick Adaptor MSXM1 GNX $84.95 * f 
¢ Recommended for PSP | 
* PRO compatible 2GB (Pro Duo) 
* Up to 80Mb/s transfrer speed MSXMe2GNX $134.95 * i 





(dependent upon host device) 
¢ Memory Stick File Rescue Software (Download) 
¢ 10 year Warranty 











¢ PRO compatible 512MB 
* Micro-sized Memory Stick for use in ultra compact devices MSA5 1 2W $54.95 * 
wae ¢ Ideal for use in new compact Sony Ericsson phones 
¢ Adapter supplied for use in full size Memory Stick slots 1GB 
* Compatible with full size MS Pro slots MSA1 GW $84.95 * 
Actual size * Dimensions (WxHxDmm) : 
igo eto x EZ 


¢ 5 Year Warranty 


:”- FT 


DID YOU KNOW? 


Memory Stick Duo can be used in any full-size 
Memory Stick device simply by utilising the Memory 
Stick Duo adaptor. 





Bi 
DUO ADAPTOR MEMORY STICK M2 CARRYING CASE EXTERNAL USB 17 
DUO AND STANDARD IN) 1 MULTICARD 
* Turns a Duo sized Memory Stick into the ADAPTOR * Stores 8 Regular Memory Sticks READER/WRITER 
Physical Size of a Regular Memory Stick and 8 Duo Size memory Sticks 
¢ Suits all Memory Stick Duo variants ¢ Allows Memory Stick Micro (M2) files to ¢ Sturdy Metal Construction ¢ Easy to use Plug and Play Memory Card 
¢ Memory Stick is not included be viewed on devices containing Memory ¢ Memory Sticks not included Reader/Writer 
Stick PRO and Memory Stick PRO Duo ¢ Supports a wide range of cards including 
compatible slots various Memory Sticks, SD, mini SD, 
¢ Includes Memory Stick full size adaptor MultiMediaCard (MMC), RS-MMC, 
(MSAC-MMS) and Memory Stick Micro CompactFlash, MicroDrive, SmartMedia, 
Duo size adaptor (MSAC-MMD) and xD-Picture Card. 
¢ Windows and Mac compatible. 
MSACMe $11.95 * MSACMMDBDS $12.95 * LCOHMA $24.95 * MRW62ES1 $49.95 * 





m Refer to KEY TECHNOLOGY pages for detailed information. 














DVD-R 10 PACK 


° 4.7 GB 

¢ Jewel Case 

* 16 x Write Speed Compatible 

¢ AccuCORE 

* Available in Single Pack 
DMR47S3 $1.99 * 


10DMR47S3 $14.95 * 





DVD+R SINGLE 


° 4.7 GB 

¢ Jewel Case 

° 16 x Write Speed Compatible 
¢ AccuCORE 


DPR47S3 $1.99 * 
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DVD-RW SINGLE 
¢ Re-Writeable 

¢ 4.7 GB 

¢ Jewel Case 

* 2x Write / Re-Write Compatible 
¢ AccuCORE 


DMW-47S2 $2.20 * 


SONY 4 Jy) 


Wn-awe. 


¢ Single-Layer Blu-ray Disc 

° 25 GB Data Storage Capacity 
* Ideal for High Definition Video 
* AccuCORE — Scratch Guard 


BNR2@5A $34.95 * 


Gow 


DVD-R 25 SPINDLE 


¢ 4.7 GB 

* Compact Spindle 

* 16 x Write Speed Compatible 
* AccuCORE 


25DMR47S3 $24.95 * 





DVD+R 10 PACK 


° 4.7 GB 

¢ Slim Jewel Case 

* 16 x Write Speed Compatible 
¢ AccuCORE 


1ODPR47S3 $14.95 * 





DVD-RW 10 SPINDLE 


¢ Re-Writeable 

¢ 4.7 GB 

* Compact Spindle 

* 2 x Write Speed Compatible 
¢ AccuCORE 


1ODMW47S2SP $19.95 * 


¢ Re-Writeable 

¢ Single-Layer Blu-ray Disc 

¢ 25 GB Data Storage Capacity 
* Ideal for High Definition Video 
¢ AccuCORE - Scratch Guard 


BNE2S5A $42.95 * 


Gre 


DVD-R 50 SPINDLE 


° 4.7 GB 

¢ Compact Spindle 

* 16 x Write Speed Compatible 
¢ AccuCORE 


NODMR47S3 $44.95 * 





DVD+R 25 SPINDLE 


° 4.7 GB 

* Compact Spindle 

* 16 x Write Speed Compatible 
¢ AccuCORE 


—SDPR47S3 $24.95 * 





DVD+RW SINGLE 


¢ Re-Writeable 

° 47GB 

¢ Jewel Case 

* 4x Write / Re-Write Compatible 
¢ AccuCORE 


DPW4751.$2.20* 
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BD-R 
DUAL-LAYER 


¢ Dual-Layer Blu-ray Disc 

* 50 GB Data Storage Capacity 
¢ Ideal for High Definition Video 
¢ AccuCORE -— Scratch Guard 


BNRSOA $83.95 * 


oe 


INK JET PRINTABLE 
DVD-R 50 SPINDLE 


¢ 4.7 GB 

* 16 x Write Speed Compatible 
¢ Compact Spindle 

¢ Ink Jet printable DVD-R 

¢ AccuCORE 


SODMR47S3PRN 
$44.95 * 





DVD+R 50 SPINDLE 


° 4.7 GB 

* Compact Spindle 

° 16 x Write Speed Compatible 
¢ AccuCORE 


SODPR47S3 $44.95 * 





DVD+RW 10 SPINDL 


e Re-Writeable 

° 4.7 GB 

* 4x Write / Re-Write Compatible 
¢ AccuCORE 


1ODPW47S1SP $19.95 





BD-RE 
DUAL-LAYER 


¢ Re-Writeable 

¢ Dual-Layer Blu-ray Disc 

* 50 GB Data Storage Capacity 
¢ Ideal for High Definition Video 
e AccuCORE -— Scratch Guard 


BNESOA $104.95 * 





*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notic 











DVD-R 


° 14GB 
¢ Jewel Case 
¢ Ideal for DVD Handycam 
e ¢ AccuCORE -— Scratch Guard 
¢ Available in 3 Pack 3DMR30S1 ($14.95) 


DMRS3OS1 $5.95 * 





DVD-RW SINGLE 


¢ Re-Writeable 
° 14GB 
¢ Jewel Case 
¢ Ideal for DVD Handycam 
~ © AccuCORE — Scratch Guard 


DMW30S2 $10.95 * 





DVD+RW SINGLE 


Re-Writeable 

1.4 GB 
¢ Jewel Case 
¢ Ideal for DVD Handycam 

» * AccuCORE -— Scratch Guard 
e Instant Playback 


DPW3O0S2 $10.95 * 


DVD-R DOUBLE-SIDED 


¢ 2.8 GB (Double-Sided) 

¢ Jewel Case 

¢ Ideal for DVD Handycam 
@» « AccuCORE - Scratch Guard 


DMRG0ODSS1 $10.95 * 


DVD+R DOUBLE-LAYER 


¢ 2.6 GB (Double-Layer, Single-Sided) 
¢ Jewel Case 

¢ Ideal for AVCHD DVD Handycam 

¢ For recording times refer to chart 

¢ AccuCORE - Scratch Guard 


DPRS5DLS1 $18.95 * 





DVD-RW 3 PACK 


e Re-Writeable 

¢ 1.4 GB 

¢ Jewel Case 

¢ Ideal for DVD Handycam 
@e © AccuCORE -— Scratch Guard 


SDMW3S0S2 $20.95 * 





DVD+RW 3 PACK 


¢ Re-Writeable 

1.4 GB 

¢ Jewel Case 

Ideal for DVD Handycam 

@e © AccuCORE - Scratch Guard 
¢ Instant Playback 


SDPWSO0S2 $20.95 * 


LP 
(Long Play) 


Single | Double | Double 
Layer Layer Sided 


+ Available on the HDRUX5 and HDRUX7 


me Refer to KEY TECHNOLOGY pages for detailed information. 





DVD-RW DOUBLE-SIDED 


¢ Re-Writeable 

¢ 2.8 GB (Double-Sided) 

¢ Jewel Case 

¢ Ideal for DVD Handycam 

¢ AccuCORE — Scratch Guard 


DMW6O0DSSe2 $17.95 * 





DVD+RW DOUBLE-SIDED 


Re-Writeable 

¢ 2.8 GB (Double-Sided) 

¢ Jewel Case 

¢ Ideal for DVD Handycam 

¢ AccuCORE — Scratch Guard 
* Instant Playback 


DPW6ODSS2 $17.95 * 
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Co ME IA.) FLOPPY OSC 
CD-R 10 PACK CD-R 50 PACK CD-R 100 PACK 3.5" FLOPPY DISC 
PC FORMATTED 
¢ 700 MB ¢ 700 MB ¢ 700 MB 10 PACK 
¢ Jewel Case ¢ Compact Spindle ¢ Compact Spindle 
¢ 48x Speed Compatible ¢ 48x Speed Compatible ¢ 48x Speed Compatible e PC Formatted 
@- ¢ Supremas @- © Supremas @ ¢ Supremas ¢ 1.44 MB 
¢ Available in Slim Case 10 Pack ¢ Available in 25 Pack 25CDQ80S1 
1OCDQ80S1SLIM ($9.95) ($14.95) 
10CDQ80S1 $9.95 * SDOGWEBOS 1 $24.95 * *OOCDOSOS 4, $47 95" 1OIVIF DERE 3/10" 


HIGH DENSITY 








CD-RW HIGH-SPEED SINGLE SCM CD-R 5 PACK 3.5" DOS COLOURE 
FLOPPY 10PK 

¢ 700 MB ¢ 200 MB 

¢ Jewel Case ¢ Jewel Case ¢ IBM Formatted 

¢ 4-10x Write / Re-Write Compatible * Ideal for Photo Vault ¢ 1.44 MB 

¢ Available in CD-RW Single ¢ 24x Write Speed Compatible ¢ High Density Multi-coloured 10 Pack 
CDRW700S ($1.95) 

CDRW7OOSHS $2.95 * S5CDGQ22ND $6.95 * IOMEDSHDECOL- 37.35" 
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DID YOU KNOW? 





SONY. 85 HIGH DEFINITION MINI DV TAPE This Mini DV cassette also realises 
tiie Sony’s latest HD Mini DV tape DVM85HD more stable tape running and playback 
a offers the highest quality recording media performance and is excellent for 
Id ; for the consumer or prosumer making the long-term storage. 


up iG a0 Ne camcomer, allowing. sony strongly recommends this tape 
for an incredible 85 minutes of recording 


| ‘ time in 1080i video. DVM85HD Mini DV for FIDV recording and editing for 
sc ovis HDV Handycam. 


DOUSITAL HD VIDEO « 


1h OES Re cassette features AME-II Evaporation Media 
Technology with high density and high 
performance Hyper Evaticle IV Magnetic 
Particles, resulting in enhanced picture 
. , Clarity with superior image quality. 
DOs TAL. _ VIDE 
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*SRP is manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without noti 











85 MINUTE 63 MINUTE SO MIN MINI DV 


HDV TAPE HDV TAPE EXCELLENCE 
2 PACK GRADE 
* 85 mins of recording time in 
1080i video * 63 Minutes of recording ¢ Excellence Grade Tape for 
¢ Mini DV Tape for HDV Cameras time in 1080i video Repeated Use 
* Prosumer Quality Metal ¢ Mini DV Tape for HDV Cameras ¢ Dual Layer Metal 
Evaporated Tape ¢ Prosumer Quality Metal Evaporated Tape 
¢ Durable for repeated use Evaporated Tape ¢ Available with IC Memory 
¢ Durable for repeated use for Timecode DVM60EXM 
¢ Available in single ($26.95) 


DVM63HD ($34.95) 
¢ Available in 3 pack 
3DVM63HD ($49.95) 


DVM85HD $49.95 * ae DVMBO0EX $17.95 * 


SONY. 85 


Mini In’ 





6O MIN MINI 
DV PREMIUM 
GRADE 


¢ Premium Grade DV Tape 

¢ Single Layer Metal 
Evaporated Tape 

¢ Available in 3 pack 
3DVM6O0R3 ($18.95) 

¢ Available in 5 pack 
5DVM60R3 ($28.95) 


DVM6ORS3 $6.95 * 





60 MIN 
MICRO MV 


¢ For Micro MV Cameras 
¢ In-Built IC Memory for Editing 








MGR6O $29.95 * 


Liz alk 








950 MIN DIGITAL 8 950 MIN HI 8 180 MIN VHS 

¢ 90 min Recording on Digital 8 Cameras ¢ 90 min Recording on Hi 8 Cameras ¢ Available in 240 min E240VG ($4.95) 
¢ Metal Particle Tape ¢ Metal Particle Tape 

¢ Durable for Repeated Use ¢ Durable for Repeated Use 

NS890P2 $21.95 * PS590HMPS $17.95 * ET680VG $3.95 * 





90 MIN 930 MIN 90 MIN 
3 PACK 5 PACK 
CSOEFB $2.95 * JCYOEFB $3.95 * SORirerB $5.95 * 
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m Refer to KEY TECHNOLOGY pages for detailed information. 


60 MIN MICRO 


MC6OB $2.49 * 





180 MIN VHS 
5 PACK 


¢ Available in 3 pack 3E180DXF ($7.95) 
¢ Available in 3 pack 240 min 
3E240DXF ($11.95). | 


SE 1} SeQGDXKF $13.95 * 


60 MIN MICRO 
3 PACK 


oIVitcoCi $0.95 * 





1 GB HI MD 
SINGLE 


* Store up to 45 hours of music 
* Can store data files 
* For HiMD Equipment 


FMD 1G $11.95 * 





VHS 
CLEANING TAPE 


* Suitable for all VHS Equipment 
¢ Dry Type Cleanser 


hen GL) 1622/95: 
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“Video 
Head Cleaner j 
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80 MIN MINIDISC PREMIUM 


* Premium Quality 
¢ Up to 13.5 hours recording with HiMD Equipment 


MDWSOPL $4.95 * 


VIDEO 8 CLEANING TAPE 


* Suitable for 8mm/Hi8/Digital 8 Equipment 
* Dry Type Cleanser 


VB2S5SCLD $24.95 * 


SONY 


mm Ea 
Head Cleaner .| 
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SO MIN MULTICOLOURED 
5 PACK 


¢ 5 mixed coloured Mini Discs 
* Record 80mins of music or over 5 hours 
in MDLP mode 


SMDWS8OCGRAX $16.95 * 





MINI DV CLEANING TAPE 


* Suitable for MiniDV and HDV Equipment 
¢ Dry Type Cleanser 


DVM12CLD $20.95 * 


SONY. 


~ Mini DV 
Head Cleaner 
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| improved Ni-MH] 


Charge 90% 85% 
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CYCLE ENERGY BLUE BATTERIES 

A new era of rechargeable batteries has 
begun with Cycle Energy Blue. Simply insert 
the rechargeable batteries into your device 
straight after purchase and enjoy — no initial 
charging required! There are no limitations 
on which product you choose to use, Cycle 


Energy Blue is perfect for all everyday devices. 


It includes an improved Ni-MH battery 





1Yr 





Improved Ni-MH 


ia la 


Charge 90% 85% 


which remains 85% charged after one year 
of storage*, compared to a standard Ni-MH 
battery which reduces to 0%. What's more, 
it is useable in all Sony Ni-MH chargers, 
SO you'll never have to worry about 

a flat battery! 


*After fully charged and stored at room temperature (20°C) 


an ~ 
CycleEner 
W% “ QY 


*SRP is manufacturer’s suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notic 








2 PACK AA READY TO USE 
RECHARGEABLE 


¢ New Cycle Energy Blue — immediately usable 
after purchase 

¢ No limitation : usable for all everyday devices 
with improved self discharge 

¢ 2000 mAh Nickel — Metal Hydride 


NHAABe2K $14.95 * 





AA / AAA POWER CHARGER 


¢ Nickel-Metal Hydride (NiMH) 
¢ 2100 mAh 
¢ Worldwide Voltage 


BCGS4HLD4 $29.95 * 
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AAA RECHARGEABLE 
BATTERY 4 PACK 


¢ Nickel-Metal Hydride (NiMH) 

¢ 900 mAh 

¢ Last 3 times longer than Alkaline in High Drain Devices 
¢ Rechargeable up to 500 times 

¢ Available in 2 Pack NHAAAB2E ($16.95) 


NHAAAB4E $28.95 * 
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m Refer to KEY TECHNOLOGY pages for detailed information. 








4 PACK AA READY TO USE 
RECHARGEABLE 


¢ New Cycle Energy Blue — immediately usable 
after purchase 

¢ No limitation : usable for all everyday devices 
with improved self discharge 

¢ 2000 mAh Nickel — Metal Hydride 


NHAAB4K $25.95 * 





AA / AAA SUPER QUICK 
CHARGER WITH CAR KIT 


¢ Nickel-Metal Hydride (NiMH) 


¢ 2500 mAh 
¢ Car Adaptor supplied 


BCGS4HVE4 $59.95 * 


| ouper 


AA RECHARGEABLE 
BATTERY 4 PACK 


¢ Nickel-Metal Hydride (NiMH) 
¢ 2500 mAh 


¢ Last 3 times longer than Alkaline in High Drain Devices 


¢ Rechargeable up to 500 times 
¢ Available in 2 Pack NHAAB2E ($16.95) 


NHAAB4SE $28.95 * 
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4 PACK AAA READY TO USE 
RECHARGEABLE 


¢ New Cycle Energy Blue — immediately usable 
after purchase 

¢ No limitation : usable for all everyday devices 
with improved self discharge 

¢ 800 mAh Nickel — Metal Hydride 

¢ Available in 2 pack NHAAAB2K ($14.95) 


NHAAAB4K $25.95 * 





AA / AAA SUPER QUICK 
CHARGER WITH LCD SCREEN 


¢ Nickel-Metal Hydride (NiMH) 
¢ 2700 mAh 

¢ LCD Screen 

¢ Worldwide Voltage 


BCGS4HRMF4 $89.95 * 





AA WITH CASE 
BATTERY 4 PACK 


¢ Nickel-Metal Hydride (NiMH) 
¢ 2700 mAh 
¢ Last 3 times longer than Alkaline in High Drain Devices 
¢ Rechargeable up to 500 times 
¢ Suitable for use in all Sony Super Quick Chargers 
¢ Suitable to use in most Products requiring 
AA size Batteries 


NHAAC4F $29.95 * 





AAA BATTERY 
4 PACK 


¢ Alkaline 1.5V 

* Stamina Technology 

¢ Available in 2 Pack 
AM4B2A ($2.95) 


AM4B4A $3.95 * 


fa Xtra Power 
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D BATTERY 
HIGH POWER 
2 PACK 


¢ Alkaline 1.5V 

* High Density Stamina 
Technology 

¢ For Use in High Drain Devices 


AM1PTB2A $5.95 * 
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| Become a My Sony Member 


AA BATTERY 
4 PACK 


¢ Alkaline 1.5V 

¢ Stamina Technology 

¢ Available in 2 Pack 
AM3B2A ($2.95) 


AMSB4A 
$3.95 * 


SONY. 





LITHIUM 3V 
BATTERY 


¢ Button Type 
* Long Shelf Life 


CA2O025: $3.95" 


AA BATTERY 
HIGH POWER 
4 PACK 


¢ Alkaline 1.5V 

* High Density Stamina 
Technology 

* For Use in High Drain Devices 

° Available in 2 Pack 
AM3PTB2A ($3.85) 


AMSPTB4A $6.80 * 





LITHIUM SV 
BATTERY 


¢ Button Type 
¢ Long Shelf Life 


CAeOSe $3,957 





C BATTERY 
HIGH POWER 
2 PACK 


¢ Alkaline 1.5V 

* High Density Stamina 
Technology 

* For Use in High Drain Devices 


AMe2PTBEA 
$4.95 * 





SILVER OXIDE 
1.5V BATTERY 


* Button Type 
¢ Multiple Use 


SR44BH $5.95 * 


9 VOLT 
HIGH VOLTAGE 
BATTERY 


¢ Alkaline 9V 

¢ High Density Stamina 
Technology 

¢ For Use in High Drain Device: 


6GAMEPTB1A 
$5.95 * 


fae eet 


SONY. 


ha -iree_serre 
“Sa 


. 


+ 
| sony] 
i 





ALKALINE 12V 
BATTERY 


¢ 12V Alkaline 
¢ Multiple Use 


LRESA $2.95 * 








My Sony — is your online membership 
program. My Sony is designed to be your 
convenient personal connection to the world 
of Sony. Membership is free, registration 

is simple and as a My Sony member you'll 
receive these benefits: 


VIP Treatment 

™@ VIP Invitations to special member events and 
product demonstrations hosted by Sony. 

™ Superior personalised customer support 
via a prioritised member support line. 

™ Exclusive Pre-Order opportunities on 
exciting new additions to our range. 


m™ Special Offers on Sony products and 
services, including extended warranty. 


Manage Your Products 

Easy access to product information, 
upgrades and instruction manuals, simply 
by adding products to your own personal 
online product inventory. 


Stay Informed 

m The latest news from Sony, tailored to your 
interests and sent direct to your inbox. 

mm Have the next edition of Pulse delivered 
straight to your door. 


Win! Latest Competitions... 

Be sure to visit www.sony.com.au/mysony 
regularly to find out about the latest promotions 
and members-only competitions. We’ve 
given away some fantastic prizes already, 
such as the ultimate VIP football experience 
and trips to exotic destinations. 


How to become a My Sony Member 
Simply log on to www.sony.com.au/mysony 
and follow the prompts. 


If you have a Sony product that you 
purchased on or after 1995, you're eligible 
to join My Sony. 





*SRP is manufacturer's suggested retail price only and is inclusive of GST. Prices effective as of 1st April 2007. Prices subject to change without notic 


Extended Warranty 
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Warranty & Contacts 




















EXTENDED WARRANTY with free in-home pick up 


It's not just a Sony, it’s a comfort. When you decide to purchase a Sony you have selected a product that is strong in the tradition 
of quality and latest technology. 


Consider the added security knowing that owning a Sony can be enhanced by purchasing an Extended Warranty Plan.t Sony Extended 
Warranty Plans are managed by Sony so you can feel safe and confident with the strength of Sony protecting your purchase decision. 


To extend your warranty with free in-home pick up, simply fill out the Extended Warranty application form, located on our website. 


For more information contact 1300 366 074 or log onto the website www.sony.com.au 


Extended 
| Warranty 
Product / 


[CarDvO = $2001 SonyRRE SCS 


VAIO Notebook Option 1: Return to Base aia : 
VAIO Notebook Option 2: Courier to Pick-up : 


+ See special conditions upon application. 











































Extended 
Warranty 


| Fee(inc GST) | (nes 
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PlayStation® Enquiries www.playstation.com.au or 1300 365 911 
Web (For the latest product information) www.sony.com.au 

Customer Enquiries (Product Repairs & Support) 1300 13 SONY (7669) 

Retailer Enquiries 1300 302 727 


Government & Business Enquiries 1300 881 909 
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SONY AUSTRALIA PRIVACY STATEMENT 

Sony believes privacy is an important right. Sony is pursuing world best practice policies and procedures in how it deals with your personal information. We only 
collect personal information for specific purposes such as processing registrations, responding to enquiries, keeping customers informed of upcoming events and 
products, and assisting us in improving our services to you. We require our service providers to observe strict guidelines and we do not disclose your personal 
information to other companies without your consent. Whether or not you disclose personal information is your choice, but if this information is not provided Sony 
may be unable to process your registration or enquiry. You have the right to access, and to alter, any personal information about you which Sony holds. Please 
direct any enquiries you may have in relation to this matter to the Personal Information Officer. 


DISCLAIMER 

Whilst information given is true at time of printing, small production changes in the course of our company’s policy of improvement through research and design 
might not necessarily be included in the specifications. Errors and omissions may happen from time to time, we apologise for any inconvenience should this 

occur. All prices shown within this publication are suggested retail prices (SRP) and are only indicative at the time of printing. Actual models may differ slightly in 
appearance to illustrations provided. All screen images simulated. Continuous play and extended exposure to loud music at high volume may damage your hearing. 
If you experience a ringing in your ears discontinue use. Please note — any form of copying or reproduction of copyrighted material may amount to infringement of 
copyright. Song storage capacities are dependant on song length and encoding rate. 

This catalogue is published on behalf of Sony Australia Limited by Burdis Marsh Partners Pty Ltd - Suite 2405, BT Tower, 1 Market Street, Sydney 2000. 

Ph 02 8252 7575. All contents and images are protected by copyright and cannot be reproduced without written permission from the publisher. 


www.sony.com.au 


Sony Australia Limited 33-39 Talavera Rd, North Ryde NSW 2113 ABN 59 001 215 354 














It thinks. So you only 
need your creative side. 


Cuber-shot 
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